Self-aligning ball bearings with extended inner ring
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e

Dimensions Basic radial load. Factors at Speed limit Designation
yn. stat.
d) D C B D1 rs. G e Y1 Y2 Cor Yo grease oil
min.

mm kN - KN -  min | - kg

20 47 14 40 292 1 99 028 22 35 265 24 7100 9000 11204 0,180
52 15 44 31,5 11 124 03 21 33 33 22 8000 6300 11304 0,270

25 52 15 44 33,3 1 122 029 22 34 33 23 6300 8000 11205 0,220
62 17 48 38 1.1 178 028 22 35 49 24 5000 6300 11305 0410

30 62 16 48 40,1 1 157 025 25 39 47 27 5000 6300 11206 0,350
72 19 52 45 1.1 214 024 26 41 6,35 2,8 4000 5000 11306 0,610

35 72 17 52 47,7 11 158 023 28 42 515 29 4000 5000 11207 0,540
80 21 56 51,7 15 251 025 25 39 795 27 3600 4500 11307 0,810

40 80 18 56 54 1,1 192 022 29 45 65 3 3600 4500 11208 0,72
90 23 58 57,7 15 295 024 26 41 975 2,8 3200 4000 11308 1,08

45 85 19 58 57,7 11 21,8 021 3 47 74 32 3600 4500 11209 0,77
100 25 60 639 15 37,7 024 26 4,1 12,8 2,8 2800 3600 11309 1,38

50 90 20 58 62,7 1,1 229 021 3 47 81 32 3200 4000 11210 0,85
110 27 62 70,3 2 434 024 26 41 14,1 2,8 2500 3200 11310 1,72

55 100 21 60 695 15 266 02 32 49 100 33 2800 3600 11211 1,13

60 110 22 62 78 15 302 0,19 34 52 116 35 2500 3200 11212 1,50

1) Tolerance J7
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Self-aligning ball bearings with adapter sleeve

s

)

B,
K+H
Dimensions Designation Weight
bearing adapter
d4 d D B Is. d2 B1 B2 sleeve
min.
mm = kg
17 20 47 14 1 32 24 7 1204 K H204 0,167
20 47 18 1 32 28 7 2204 K H304 0,201
20 52 15 1,1 32 28 7 1304 K H304 0,221
20 52 21 1,1 32 31 7 2304 K H2304 ,281
20 25 52 15 1 38 26 8 1205 K H205 0,219
25 52 18 1 38 29 8 2205 K H305 0,233
25 52 18 1 38 29 8 2205 K2RS H305 0,236
25 62 17 1.1 38 29 8 1305 K H305 0,227
25 62 24 1.1 38 35 8 2305 K H2305 0,414
25 30 62 16 1 45 27 8 1206 K H206 0,33
30 62 20 1 45 31 8 2206 K H306 0,363
30 62 20 1 45 31 8 2206 K2RS H306 0,363
30 72 19 1.1 45 31 8 1306 K H306 0,49
30 72 27 1.1 45 38 8 2306 K H2306 0,615
30 35 72 17 1,1 52 29 9 1207 K H207 0,422
35 72 23 1,1 52 35 9 2207 K H307 0,538
35 72 2 1,1 52 35 9 2207 K2RS H307 0,538
35 80 21 1,5 52 35 9 1307 K H307 ,644
35 80 31 1,5 52 43 9 2307 K H2307 0,822
35 40 80 18 1,1 58 31 10 1208 K H208 0,585
40 80 23 1,1 58 36 10 2208 K H308 0,683
40 80 23 1,1 58 36 10 2208 K2RS H308 0,683
40 90 23 1,5 58 36 10 1308 K H308 0,893
40 90 33 1,5 58 46 10 2308 K H2308 1,18
40 45 85 19 1,1 65 33 11 1209 K H209 0,686
45 85 23 1,1 65 39 11 2209 K H309 0,781
45 85 23 1,1 65 39 11 2209 K2RS H309 0,781
45 100 25 1,5 65 39 11 1309 K H309 1,19
45 100 36 1,5 65 50 11 2309 K H2309 1,48
45 50 90 20 1,1 70 35 12 1210 K H210 0,789
50 90 23 1,1 70 42 12 2210K H310 0,88
50 90 23 1,1 70 42 12 2210 K2RS H310 0,88
50 110 27 2 70 42 12 1310 K H310 1,49
50 110 40 2 70 55 12 2310K H2310 1,96
50 55 100 21 1,5 75 37 12 1211 K H211 1
55 100 25 1,5 75 45 12 2211 K H311 1,2
55 120 29 2 75 45 12 1311 K H311 1,91
55 120 43 2 75 59 12 2311 K H2311 2,47
55 60 110 22 1,5 80 38 13 1212K H212 1,03
60 110 28 1,5 80 47 13 2212K H312 1,55
60 130 31 2,1 80 47 13 1312K H312 2,32
60 130 46 2.1 80 62 13 2312K H2312 3,01
60 65 120 23 1,5 85 40 14 1213 K H213 1,68

118 MT I+



1000
0000
1000
0000

9 000
8 500
10 000
9 000
8 000
7 500
9 000
8 500
7 500
6700
8 500
7 500
6700
6 300
7 500
7 000
6 000
5600
6700
6 300
5300
5000

oil
1
1
1
1

e s

=
E
BT 3~ cocoo oo o
o G OO00O 00000 SO0000 00000 00000 00000 00000 0000 0000
0 Jlc| OOO0S OOS99S OS99 S 90909098 90000 00000 90000 S90S 9939
o 95| (5 - o OnD SHOHODH OHOnLS WDOR® WOLHO ONODOMm MHOOD OHO®
N B E| FErr FrENOO® TOLOD OPINN ONTFOO NNTO NOYOW ©OLS WS
o LTXANM QOONTND NNMNOMN 00N~ © OFN N=NO— NON®OGO UG OSLNO
> 1| ddladdal~ adl—alai~ air-aidi— a-ada— ocnoda— odoaa oaoa~ oad~ oaia—
T
@
o =5 v o v v v 0 _Lun 0 v _ on © N e R QO
[ JTOlZ | ©QOUON OYORN NONON ~N—Qqg VYNNG YI-Y¥ade TR o SRBm —aiow®
X DO | X | TS TOHNFO FFFOB WBOWBNT+- ONOGG— NION+—+— BOO~N —Or+N —r+— N

VOM®) TOIOA DD NONOM 0 V- N=Nhrr NTO~M —ONY NONS
o

Yo
3
3
3
1
3
2
3
3
2
3
2
3
4
2
4
2
4
3
2
4
3
4
4
2
4
3
4
4
3
4
3
4
4
2
4
3
4
2

[ NAN-—A NIANNY IDOWNOO OO DONO O © N ©n MO FNO
5 aaa— adrad- d-ade draas Aeaae ONOaN oaod~ oad- oaa—
©
©
[
3
o MO N DOPEOT W _OF_ ONOLO NONTD rrr¥r —O-IN  NO- DOO-
= Ao AEAAY ALady Aodas §OAAO 8O0 NANAY aadsT —a§S
B 9| || SO0o SO00S CSOSC0S O000S OO000C COO00S O000S OO0S COOo
k]
]
e
L
®c ©¥N NINEL NONYY ONOTN NS00 ©0ONT OOONY OLMO NOm—
B3G5 2| Dads dadNY BSUU-C BCISE SNGSY —OTNY NONSGY COr-le SO
BO|¥| orrr rrrrd ~rrd® ~A-A®O ~Ar-AY AANOL ANNFTO NNDN @AM

119

6 300

0,17 3,7 5,7 12,4 3,9 5300

31

MT K+



Self-aligning ball bearings with adapter sleeve
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B,
K+H K2RS+H
Dimensions Designation Weight
bearing adapter
d4 d D B Is. d2 B1 B2 sleeve
min.
mm = kg
60 65 120 31 1,5 85 50 14 2213 K H313 2,00
65 140 33 2,1 85 50 14 1313 K 313 2,87
65 140 48 2,1 85 65 14 2313 K H2313 3,71
65 75 130 25 1,5 98 43 15 1215 K H215 2,05
75 130 31 1,5 98 55 15 2215K H315 2,52
75 160 37 2,1 98 55 15 1315K H315 4,34
65 75 160 55 2.1 98 73 15 2315K H2315 5,66
70 80 140 26 2 105 46 17 1216 K H216 2,52
80 140 33 2 105 59 17 2216 K H316 3,18
80 170 39 2.1 105 59 17 1316 K H316 5,33
80 170 58 21 105 78 17 2316 K H2316 7,24
75 85 150 28 2 110 50 18 1217 K H217 3,06
85 150 36 2 110 63 18 2217K H317 3,85
85 180 41 3 110 63 18 1317 K H317 6,27
85 180 60 3 110 82 18 2317K H2317 8,34
80 90 160 30 2 120 52 18 1218 K H218 3,67
90 160 40 2 120 65 18 2218K H318 4,74
90 190 43 3 120 65 18 1318 K H318 7,36
90 190 64 3 120 86 18 2318K H2318 9,94
85 95 170 32 2,1 125 55 19 1219 K H219 4,42
95 200 45 3 125 68 19 1319 K H319 8,30
90 100 180 34 2,1 130 58 1220 K H220 5,13
100 180 46 2,1 130 71 20 2220 K H320 6,63
100 215 47 3 130 71 2 1320 K H320 9,96
100 215 73 3 130 97 20 2320 K H2320 14,3
100 110 200 38 2.1 145 63 21 1222 K H222 7,00
110 200 53 2.1 145 77 21 2222 K H322 9,15
110 240 50 3 145 77 21 1322 K H322 13,9
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Basic radial load. Factors Speed limit
yn. stat. .
Cr e Y1 Yo Cor Yo grease oil
kN = kN = min~ "
43,6 0,28 2,2 3,5 16,4 2,4 5000 6 000
62 0,23 2,8 4,2 22,9 2,8 4300 5000
95,6 0,38 1,7 2,6 32,5 1,7 4000 4800
38,9 0,18 3,5 5,4 15,6 3,7 4800 5600
44 0,25 2,5 3,9 17,8 2,7 4500 5300
79,2 0,22 2,9 45 30 3 3600 4300
123 0,38 1,7 2,6 42,8 1,7 4300 4000
39,8 0,16 3,9 6,1 17 4.1 4300 5000
48,8 0,26 2,4 3,7 19,9 2,5 4000 4800
88,4 0,22 2,9 4,5 33 3 3400 4000
136 0,34 1,9 2,9 48,5 2 3200 3800
48,8 0,17 3,7 57 20,8 3,9 4000 4800
58,5 0,25 2,5 3,9 23,8 2,7 3800 4500
97,5 0,22 2,9 4,5 37,9 3 3200 3800
140 0,37 1,7 2,6 515 1,8 3000 3600
57 0,17 3,7 5,7 23,1 3,9 3800 4500
70,2 0,27 2,3 3,6 27,2 2,5 3600 4300
117 0,22 2,9 4,5 445 3 3000 3600
153 0,38 1,7 2,6 57,7 1,7 2800 3400
63,7 0,17 3,7 57 243 3.9 3400 4000
133 0,23 2,8 4,2 50,8 2,9 2800 3400
68,9 0,17 3,7 57 29,7 3,9 3200 3800
97,5 0,24 2,6 4,1 34 2,8 2200 3800
143 0,24 2,6 4.1 57,3 2,8 2600 3200
193 0,34 1,9 2,9 73,4 2 2400 3000
88 0,17 3,7 57 35,2 3,9 2800 3400
124 0,26 2,4 3,7 48,9 2,5 2800 3400
163 0,22 2,9 45 67,5 3 2400 3000
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Angular contact ball
bearings, single row

BEARINGS




Angular contact ball bearings,

single row

Single row angular contact ball bearings are manufac-
tured in various constructive versions, with various contact
angles, depending on the application. Bearings series 72B
and 73B for general applications have a contact angle
o= 40°. Bearings series 718,719, 70 and 72 generally used

Series 72B, 73B
Contact angle o = 40°

A
227\

DT arrangement
(Tandem)

[ 1 [ (

¢)n
O oNle

Series 70A, 72A
Contact angle o = 25°

17 .. N

DB arrangement
(Back-to-back)

I

I In

for tool-holders, have phenol resins (textolite) cages or
machined brass cages. Those with bore diameters up to
d = 100 mm are manufactured to tolerance classes P5,
P4 and P2 and have a contact angle of 15" (C) and 25°
(A) respectively.
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Series 70C, 72C
Contact angle o = 15°
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/NN

DF arrangement
(Face-to-face)

[ [ [

TT arrangement

TFT arrangement
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QBC arrangement
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TBT arrangement
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QFC arrangement

A AL RS

QBT arrangement
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QFT arrangement
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QT arrangement
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Suffixes

A - bearing with extended outer ring

A - bearing with contact angle o = 25°

B - bearing with extended outer ring

B - bearing with contact angle o = 40°

BB - bearing with o = 40" and extended inner ring

C - bearing with contact angle o = 15°

CA - bearing with radial clearance smaller than nor-
mal

CB - bearing with normal radial clearance

CC - radial bearing with axial clearance larger than
normal

D - two bearings set

D - bearing with two-pieces inner ring

DB -two bearings setin back-to-back arrangement, (O)
DF  -two bearings setin face-to-face arrangement, (X)

DT - two bearings set in tandem arrangement

E - bearing with contact angle o = 20°

FA - bearing with machined cage of steel or cast
iron, guided in the outer ring

FB - bearing with machined cage of steel or cast

iron guided on the inner ring
GA - light preload, bearings series 72B, 73B
GB - moderate preload, bearings series 72B, 73B
GC - heavy preload, bearings series 72B, 73B

L - light preload, bearings series 70C, 70A, 72A
M -moderate preload, bearings series 70C, 70A, 72A
M - machined brass cage, ball guided

MA - machined brass cage, guided in the outer ring
MB - machined brass cage, guided on the inner ring

o - bearing set without axial clearance

PO - normal tolerance class

P6 - tolerance class more accurate than normal
P5 - tolerance class more accurate than P6

P4 - tolerance class more accurate than P5

P2 - tolerance class more accurate than P4

Q - four bearings set

QBC - tandem pairs in O arrangement

QBT - tandem pairs plus O arrangement
QFC - tandem pairs in X arrangement
QFT - tandem pairs plus X arrangement
QT - tandem pairs

S - heavy preload, bearings series 70C, 70A, 72A
SO0 -bearings operating up to atemperature of + 150°C
S1 -bearings operating up to atemperature of + 200°C
T - three bearings set

T - bearing set total width (T168, T200)

TBT - three bearings set in O arrangement, plus T
TFT - three bearings set in X arrangement, plus T

TT - three bearings set in tandem arrangement

TN - polyamide cage

\' -full complement bearing

U - bearings of universal design, with deviations
of d and D, from table 1 on page 175 and K;,
Ke in P2 class

UA - bearings with small axial clearance at DB and

DF arrangements

UL - bearings with light preload at DB and DF
arrangements

UO - bearings without small axial clearance at DB
and DF arrangements

UP - tolerance class with deviations of d and D in
P4 class and of Ki and Ke in P2 class.

Single row angular contact ball bearings can take only
one direction axial loads. When being radially loaded, in
bearing occurs an axially acting load which has to be
compensated.
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For this reason, a bearing or paired bearings are
mounted on each shaft end.

Single row angular contact ball bearings with B suffix
have a contact angle o = 40° and are suitable in case of
heavy loads.

These bearings are not dismountable and their use at
relatively high speeds is allowed.

Pair mounting of bearings as shown in figures on
page 119 is used when the load carrying capacity of a
single bearing is inadequate (tandem arrangement),
respectively when axial loads have to be taken in both
directions (DB or DF arrangements).

In case of DT tandem arrangement , the contact lines
are in parallel. Radial and axial loads are uniformly dis-
tributed on both bearings. The bearing pair can take axial
loads in only one direction. Therefore, a third bearing
should take axial loads in the opposite direction.

In case of DB arrangement, the contact lines diverge
towards the bearing axis and form letter "O". Axial loads
are taken in both directions, but only by one single
bearing for each direction.

DB arrangement is considered to be a relatively stiff
arrangement and can also take tilting moments.

The contact lines of DF arrangement converge towards
the bearing axis and form letter "X". Axial loads are taken
in the same way as in case of DB arrangement, but the
arrangement is not so stiff and it is less suitable for taking
tilting moments.

Universal design

Single row angular contact ball bearings of universal
design are suitable for DB, DF and DT arrangements.

Bearings of universal design are manufactured to more
accurate tolerance classes and can be matched if the
mounting conditions UA, UO and UL are observed.

The values of clearance or preload are obtained when
the shaft is manufactured to tolerance class j5 and the
housing bore to tolerance class J6.

Dimensions

Main dimensions of bearings given in tables are in
accordance with ISO 15.

Misalignment

In case of single row angular contact ball bearings the
conditions regarding the permissible error of alignment
of the outer ring relative to the inner ring are as complex
as for single row deep groove ball bearings.

When the bearings are paired in DB arrangement,
angular misalignments of the outer ring in relation to the
inner ring can only be accommodated between the balls
and raceways by force, leading to a reduction in bearing
life.

Tolerances

Single row angular contact ball bearings of series 72B
and 73B, with a contact angle o = 40" (B) are generally
manufactured to the normal tolerance class.

At request, they also can be manufactured to normal
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tolerance classes P6 and P5.

Single row angular contact ball bearings of high ac-
curacy, series 70C, 72C, 70A and 72A, with a contact
angle a = 15" (C) and a = 25" are manufactured to
tolerance classes SP, P4, UP and P2.

The deviations of bore diameter, outside diameter and
width of high accuracy single row angular contact ball

bearings of universal design (UL) are given in table 1.

In case of single row angular contact ball bearings
manufactured and delivered in sets of 2, 3 or 4 bearings,
outside and bore diameter should be chosen considering
the mean tolerance values, which are given on the pack-
age.

Deviations of main dimensions of high accuracy single row angular contact bearings

Deviations in pm Table 1
Bore

d Admp, ADmp ABS

(mm) P4 upP P2

over up to low high low high low high low high
= 18 -3 =1l -3 -1 =2 0 — 250 0

18 30 =515 =15 =& =1 =2 0 - 250 0
30 50 -4 =15 -3 -1 =2 0 —-250 0
50 80 =B =2 =8p=15 -3 =l - 250 0
80 120 =515 =2 =55 =1 —380 0

Contact angle

In case of single row angular contact ball bearings, the
efforts between rings and rolling elements (contact points
of rolling elements/ outer or inner ring) are transmitted at an
angle o (< 90°) to a plane perpendicular to the bearing axis.

The value of this angle depends on the magnitude of the
raceway radius, rolling element diameter and radial
clearance in bearing, when the curvature centres of the
raceways in the outer or on the inner ring are in the same
plane.

The contact angle o can be calculated and verified in
accordance with the specifications on page 118.

Axial clearance - preload

Axial clearance or preload can be obtained only when
single row angular contact ball bearing is mounted in the
assembly and depends on the location of the second
bearing which assures the shaft axial guiding.

Single row angular contact ball bearings series 72B and
73B, paired mounted in DB and DF arrangements are
manufactured with normal axial clearance CB, smaller
than normal, CA, larger than normal, CC, or with light
preload, GA, moderate preload GB, or heavy preload,
GC, according to the values given in table 2.

Axial clearance or preload of single row angular contact ball bearings series 72B and 73B,
pair mounted in DB or DF arrangements

Table 2
Bore Axial clearance Preload
d CA (o] cc GA GB GC
over upto min. max. min. max. min. max. min. max. min. min. max. min. max. min. max min. max.
mm  um N um N um N
— 10 4 12 14 22 22 30 - - = = = = = = = = =
10 18 5 13 15 23 24 32 +4 -4 80 -2 -10 30 330 -8 -16 230 260
18 30 7 15 18 26 32 40 +4 -4 120 -2 -10 40 480 -8 - 16 340 970
30 50 9 17 22 30 40 48 +4 -4 160 -2 -10 60 630 -8 -16 450 1280
50 80 11 23 26 38 48 60 +6 -6 380 -3 -15 140 1500 -12 -24 1080 3050
80 120 14 26 32 44 55 67 +6 -6 410 -3 -15 150 1600 -12 -24 1150 3250
120 180 17 29 35 47 62 74 +6 -6 540 -3 -15 200 2150 -12 -24 1500 4300
180 250 21 37 45 61 74 90 +8 -8 940 -4 -20 330 3700 -16 -32 2650 7500
250 315 26 42 52 68 90 106 +8 -8 1080 -4 -20 380 4250 -16 —-32 3000 8600

High accuracy single row angular contact ball bearings
series 70C, 70A and 72A, with a contact angle o = 15°(C)
and o = 25" (A), which are generally used for grinding
stone holders, paired mounted in DB and DF arrange-

MT K+

ment, are manufactured with an initial preload. It can be:
light (L), moderate (M), heavy (S). The values of these
preloads are given in table 3.
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Values of axial preload of bearings of series 70C, 70A and 72A, in DB and DF arrangements

Table 3
Bore Axial preload
Series 70C Series 72C Series 70A Series 72A
d Symbol L M S L M S L M S L M ]
mm - N
10 00 15 30 50 20 40 80 25 50 700 35 70 140
12 01 15 30 60 20 40 80 25 50 100 35 70 140
15 02 20 40 80 30 60 120 30 60 120 45 90 180
17 03 25 50 100 35 70 140 40 80 160 60 120 240
20 04 35 70 140 45 90 180 50 100 200 70 140 280
25 05 35 70 140 50 100 200 60 120 240 80 160 320
30 06 50 100 200 90 180 360 90 180 360 150 300 600
35 07 60 120 240 120 240 480 90 180 360 190 380 760
40 08 60 120 240 150 300 600 100 200 400 240 480 960
45 09 110 220 440 160 320 640 170 340 680 260 520 1040
50 10 110 220 440 170 340 680 180 360 720 260 520 1040
55 11 150 300 600 210 420 840 230 460 920 330 660 1320
60 12 150 300 600 250 500 1000 240 480 960 400 800 1600
65 13 160 320 640 290 580 1160 240 480 960 450 900 1800
70 14 200 400 800 300 600 1200 300 600 1200 480 960 1920
75 15 200 400 800 310 620 1240 310 620 1240 500 1000 2000
80 16 240 480 960 370 740 1480 390 780 1560 580 1160 2320
85 17 250 500 1000 370 740 1480 400 800 1600 600 1200 2400
90 18 300 600 1200 480 960 1920 460 920 1840 750 1500 3000
95 19 310 620 1240 520 1040 2080 480 960 1920 850 1700 3400
100 20 310 620 1240 590 1180 2360 500 1000 2000 950 1900 3800
105 21 360 720 1440 650 1300 2600 560 1120 2240 1000 2000 4000
10 22 420 840 1680 670 1340 2680 650 1300 2600 1050 2100 4200
120 24 430 860 1720 750 1500 3000 690 1380 2760 1200 2400 4800
130 26 560 1120 2240 800 1600 3200 900 1800 3600 1250 2500 5000
140 28 570 1140 2280 - - - 900 1800 3600 - - -
150 30 650 1300 2600 - - - 1000 2000 4000 - - -
160 32 730 1460 2920 - - - 1150 2300 4600 - - -
170 34 800 1600 3200 - - - 1250 2500 5000 - - -
180 36 900 1800 3600 - - - 1450 2900 5800 - - -
190 38 950 1900 3800 - - - 1450 2900 5800 - - -
Designs of single row angular contact ball bearings with
clearance or initial preload are given in the figures below.
Before mounting (preload)
After mounting (preload)
o PR
I } L I I I I } I I I} i
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Cages

Single row angular contact ball bearings series 72B and
73B are generally fitted with pressed sheet cages.

High precision single row angular contact ball bearings
series 70C, 72C, 70A and 72A are fitted with textolite
cages (textile fibre reinforced phenol resins).

At special request (high speeds, large sizes), bearings
series 70C, 72C, 70A and 72A are fitted with machined
brass cages. Cages of glass fibre reinforced polyamide
6.6 are also used with good results if operating tempera-
ture doesn’t exceed +120°C.

Cages design and some technical data are given in table 4

Cages design and some technical data

Table 4
Cage Design Application Max. value
bearing cage Dmn
oil grease
Pressed = - General application  600x 108 450x 10°
sheet © - Moderate speeds
cage - Bearings series
. ‘ @ 72B,73B
1 1L =1
Machined - General application  1100x 10 800x 10°
brass - High speeds
cage - Bearings:
M,MA,MB ﬁ 7231B-7238B
\ @ 7310B-7338B
1 1=
Polyamide - General application  1100x 10°  900x 10°
cage TN - Low friction
moment
‘ - High speeds
Textolite - High accuracy 1200x 10°  900x 10°
cage () bearings series:
TTATB “ 70C, 72C, 70A, 72A
- High speeds
] - Low vibration level

Equivalent dynamic radial load

For single row angular contact ball bearings series 72B
and 73B, single and in tandem arrangement the following
equations are used:

Pr = Fr, kN, when Fa/Fr< 1,14,
Pr= 0,35 Fr + 0,57 Fa, kN, when Fa/Fr > 1,14

For bearings in DB or DF arrangement

Pr = Fr+ 0,65 Fa, kN, when Fa/Fr< 1,14
Pr = 0,57 Fr + 0,93 Fa, kN, when Fa/Fr > 1,14

In case of paired bearings, Frand Fa are the loads acting
upon the bearings pair.

As the load is transmitted from one raceway to the other
under a certain angle to the bearing axis, the actual load
will cause an axial load. This has to be considered when
calculating the equivalent dynamic load, in case of two
single bearings or tandem arrangements. The equations
needed for calculation are given in table 5, for various
arrangements and loading versions.

These equations are available for bearings mounted without
clearance and without preload (clearance equal to zero).

MT K+

For single row angular contact ball bearings series 70C
and 72C with a contact angle o = 15° (C), single or in DT
arrangement, the following equations are available:

Pr = Fr, kN, for Fa/Fr< e
Pr = 0,44Fr + YFa, kN, for Fa/Fr > e

The values of factor Y depend on the values of the ratio
fo i Fa/Corand are given in table 6. Factor fo can be found
in diagram in page 179 as a function of dimensions series
and bearing mean diameter. "i" represents the number of
bearings or bearing pairs in a bearing joint.

For bearings in DB and DF arrangements, the following
equations are available:

Pr = Fr + Y1Fa, kN, for Fa/Fr< e
Pr= 0,72 Fr + Y2 Fa, kN, for Fa/Fr > e

The values of factors Y1 and Y2 depend on the ratio
foiFa/Cor and are given in table 6 (fo from diagram below).
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Determination of axial loads

Table 5
Back-to-back arrangement Loading version Axial load
DB
B A 1a) Fa> FrB FaA= 1,14 FiA
Y Z NN\ Ka> 0 FaB = FaA + Ka
< +
1b) FrA < FrB FaA = 1,14 FrA
Ka> 1,14 (Fr3 — Fra) FaB = FaA + Ka
ic) Fa<FB FaA = FaB—Ka
Ka< 1,14(FrB—FrA) FaB= 1,14 FrB
Back-to-back arrangement 2a) Fra< FB FaA = FaB + Ka
DB Ka> 0 Fa = 1,14 FiB
B A
S u
2b) Fra > FrB FaA = FaB + Ka
Ka > 1,14(FrA—FrB) FaB = 1,14 FiB
SR AN 2c) Fra>FB FaA= 1,14 Fra
> - ) Ka< 1,14 (Fra—FrB) FaB = Fan—Ka
F
jEA ’
For single row angular contact ball bearings series 70A
and 72A, with a contact angle o = 25°, single or in DT Values of factors e, Y, Y1 and Y2
arrangement, the following equations are available: Table 6
Pr = Fr, kN, for Fa/Fr < 0,68 foiFa Single Arrangement
DT DB or DF
Pr = 0,41Fr + 0,87 Fa, kN, for Fa/Fr > 0,68 cor gnd T %
For bearings in DB and DF arrangement, the following 0,2 0,38 1,46 1,64 2,37
equations are available: 0,4 0,41 1,36 1,52 2,21
0,8 0,44 1,28 1,44 2,11
_ 1,6 0,48 1,16 1,31 1,90
Er = Fr + Y1 Fa, kN, for Fa/Fr< e 3 0.52 1,08 121 178
r= 0,72 Fr + Y2 Fa, kN, for Fa/Fr > e 6 0,56 1 112 1,66

Values for Y1 and Y2 are given in table 6.
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Equivalent static load

For single row angular contact ball bearings series 72B
and 73B with a contact angle o = 40°, single and in DT
arrangement, the following equation is available:

Por= 0,6 Fr+ 0,26 Fa, kN
If Por < Fr, then we consider Pg = Fr

For bearings in DB and DT arrangement, the following
equation is available:

POr = Fr + 0,52 Fa, kN

For single row angular contact ball bearings series 70C
and 72C, with a contact angle a = 15, single and in DT
arrangement, the following equation is available:

POr = 0,5 Fr + 0,46 Fa, kN

For bearings in DB and DE arrangement, the following
equation is available:

Por= 0,5 Fr+ 0,92 Fa, kN

For single row angular contact ball bearings series 70A
and 72A with a contact angle o = 25°, single and in DT
arrangement, the following equation is available:

POr = 0,5 Fr + 0,38 Fa, kN

For bearings in DB and DE arrangement, the following
equation is available:

POr =Fr+ 0,76 Fa, kN

Two "V" scratches are marked on the outside surface
where the runout is maximum, i.e. where the outer ring
thickness is maximum, so that the bearings of a set can
be mounted in the manufacturing order. The place of
maximum runout is marked on the chamfer between the
inner ring bore and side face. Thus, the possible fit

MT K+

ovalnesses on the shaft can be compensated.

Every set is delivered as an unit, separately packed. In
each unit, bearings are singly packed.

If distance rings are necessary to be mounted between
bearings, they have not to be adjusted when being
mounted. There is only one condition to be observed: the
inner distance ring width should be equal to that of the
outer ring, the side faces being parallel to each other. This
can be easily done if both distance rings are simul-
taneously ground on a grinding and lapping machine. If
bearings are mounted with distance rings, the mounting
is also done observing the "V" marked as mentioned
above. The cone vertex should be on the ring side op-
posite to that one on which the load acts (see next figure).
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Basic dynamic load of paired
bearings

Basic dynamic load given in bearing tables is valid for
each single bearing. Basic dynamic load of a paired
bearings set can be determined according to the
specifications on page 26.

Basic static load of paired
bearings

Basic static load of paired bearings can be similarly
determined, multiplying the values of Cor in the tables by
2, 3 and 4 respectively.

Bearing speed limit

Single row angular contact ball bearings are used at
high speeds.

High precision bearings allow operation at higher
speeds than those in the catalogue, depending on the oil
lubrication system (oil bath, dropping lubrication, oil spot,
with oil cooling).

The values of speeds for bearings series 72B and 73B,
normal tolerance class, without preload are given in this
catalogue.

In case of preloaded bearings, for single mounted bearing
and bearings in DB, DF or DT arrangements, speeds should
be multiplied by the coefficients in table 7.

For bearings series 70C, 72C, 70A and 72A, speeds are
given for the tolerance class P4 and light preload.
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In case of bearings with other values of preloads or
arrangements of 3 or 4 bearing sets, the speeds of the
bearing of basic design should be multiplied by the

Speed limit reduction factor

Table 7
Arrangement Bearing preload
AUO L S
Single 1,0 1,0 0,90 0,80
Tandem, DT 0,90 0,90 0,80 0,65

Back-to-back, DB 0,80 0,80 0,70 0,55
Face-to-face, DF 0,80 0,75 0,60 0,40
Three bearings set 0,75 0,70 0,55 0,35
Four bearings set 0,70 0,65 0,45 0,25

values of the coefficients in table 7.

Abutment dimensions

For a proper location of bearing rings on the shaft and
housing shoulder respectively, shaft (housing) maximum
connection radius ru max should be less than bearing
minimum mounting chamfer rimin.,r2min.

Shoulder height should also be properly sized in case
of bearing maximum mounting chamfer.

The values of the connection radii and support shoulder

Abutmentdimensions
Table 8

's;Ms  fu,ful hy, hut

min. max. min.
Bearing series
718,728 72
719, 729 73

70
mm

03 03 1 12
0,6 06 16 21
1 1 23 26
1,1 1 3 35
1,5 15 35 45
2 2 44 55
2,1 2.1 51 6
3 25 6.2 7
4 3 73 85

height are given in table 8.
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Angular contact ball bearings, single row

fs f1s

Y

7274,

Dimensions IBasdic radial Speed limit Designation ~ Weight
oa
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.
mm kN min~ ! - kg
10 30 9 06 03 13 4,95 2,5 19 000 28 000 7200B 0,031
12 32 10 06 03 14 7,4 3,75 17 000 24 000 7201B 0,045
15 35 11 06 03 16 7,45 3,9 16 000 22 000 7202B 0,048
35 11 06 0,3 16 7,45 3,9 16 000 22 000 7202BP6 0,048
35 11 06 0,3 16 7,45 3,9 16 000 22 000 7202BP5 0,048
42 13 1 0,6 19 12,9 6,5 14 000 19 000 7302B 0,090
17 40 12 06 0,6 18 ih! 6,1 14 000 19 000 7203B 0,070
40 12 06 06 18 ih! 6,1 14 000 19 000 7203BP6 0,070
40 12 06 06 18 11 6,1 14 000 19 000 7203BP5 0,070
47 14 1 0,6 21 14,8 8,1 12 000 17 000 7303B 0,120
20 47 14 1 0,6 21 14,1 8,4 11 000 16 000 7204B 0,110
47 14 1 0,6 21 14,1 8,4 11 000 16 000 7204BP6 0,110
47 14 1 0,6 21 14,1 8,4 11 000 16 000 7204BP5 0,110
52 15 1,1 0,6 23 17,3 9,7 10 000 15000 7304B 0,150
52 15 1,1 0,6 23 17,3 9,7 10 000 15 000 7304BP6 0,150
25 52 15 1 0,6 24 15,5 10,1 9500 14 000 7205B 0,130
52 15 1 0,6 24 15,5 10,1 9500 14 000 7205BP6 0,130
52 15 1 0,6 24 15,5 10,1 9500 14 000 7205BP5 0,130
62 17 1,1 0,6 27 24,4 14,6 8500 12 000 7305B 0,250
62 17 1,1 0,6 27 24,4 14,6 8500 12 000 7305BP6 0,250
62 17 1,1 0,6 27 24,4 14,6 8500 12 000 7305AMA 0,250
30 62 16 1 0,6 27 20,5 13,6 8500 12 000 206/ 0,210
62 16 1 0,6 27 20,5 13,6 8500 12 000 7206BP6 0,210
62 16 1 0,6 27 20,5 13,6 8500 12 000 7206BP5 0,210
62 16 1 0,6 27 20,5 13,6 8500 12 000 7206ATAP2 0,210
72 19 1,1 0,6 31 29,3 19 7 500 10 000 7306B 0,370
72 19 1,1 0,6 31 29,3 19 7 500 10 000 7306BP6 0,370
72 19 1,1 0,6 31 29,3 19 7 500 10 000 7306BP5 0,370
72 19 1,1 0,6 31 29,3 19 7 500 10 000 7306AMA 0,370
35 72 17 1,1 0,6 31 28,5 19,8 7500 10 000 7207B 0,300
72 17 11 0,6 31 28,5 19,8 7500 10 000 7207BP5 0,300
80 21 1,5 1 35 36, 24,3 7000 9500 7307B 0,510
80 21 156 1 35 36,7 24,3 7000 9 500 7307BP5 0,510
40 80 18 1,1 0,6 34 32,1 23 6700 9000 7208B 0,390
80 18 1,1 0,6 34 32,1 23 6 700 9000 7208BP6 0,390
80 18 1,1 0,6 34 32,1 23 6700 9000 7208BP5 0,390
90 23 15 1 39 44,8 30,3 6300 8500 7308B 0,670
90 23 15 1 39 44,8 30,3 6300 8500 7308BP6 0,670
90 23 15 1 39 44,8 30,3 6300 8500 7308BP5 0,670
45 85 19 1,1 0,6 37 36,1 26,2 6300 8 500 7209B 0,440
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Angular contact ball bearings, single row

fs hs—7

7274,

Dimensions IBasuic radial Speed limit Designation ~ Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min.  min.

mm kN min~ ! - kg

45 85 19 1,1 06 37 36,1 26,2 6300 8500 7209BP5 0,440
100 25 1,5 1 43 58,3 40,1 5600 7 500 730 0,900
100 25 15 1 43 58,3 40,1 5600 7 500 7309BP6 0,900
100 25 1,5 1 43 58,3 40,1 5600 7 500 7309BP5 0,900

50 90 20 1,1 06 39 374 286 5600 7 500 7210 0,490
90 20 1,1 06 39 37,4 28,6 5600 7 500 7210BP6 0,490
90 20 1,1 06 39 37,4 28,6 5600 7 500 7210BP5 0,490
110 27 2 1 47 68,2 47,9 5000 6700 7310B A
110 27 2 1 47 68,2 47,9 5000 6 700 7310BP6 1,15
110 27 2 1 47 68,2 47,9 5000 6 700 7310BP5 1,15

55 100 21 1,5 1 43 46,2 36,2 5300 7 000 7211B 0,650
120 29 2 1 52 78,8 56,4 4500 6 000 7311B 1,45

60 110 22 1,5 1 47 56,3 447 4800 6 300 7212B 0,840
110 22 1,5 1 47 56,3 4477 4800 6 300 7212BP5 0,840
130 31 2,1 11 56 90 65,5 4300 5600 7312B 1,85
130 3t 2,1 11 56 90 65,5 4300 5600 7312BP5 1,85

65 120 23 1,5 1 50 63,6 52,5 4300 5600 7213B 1,05
120 23 1,5 1 50 63,6 52,5 4300 5600 7213BP6 1,05
120 23 1,5 1 50 63,6 52,5 4300 5600 7213BP5 1,05
140 33 2,1 1,1 60 1 75,3 4000 5300 7313B 2,25

70 125 24 15 1 53 69,1 57,8 4300 5600 7214B 1,15
125 24 1,5 1 53 69,1 57,8 4300 5600 7214B 1,15
150 35 2,1 1.1 64 114 86 3800 5000 7314B 2,75
150 35 2,1 1.1 64 114 86 3800 5000 7314BP6 2,75
150 35 2,1 1,1 64 114 86 3800 5000 7314BP5 2,75
150 35 2,1 1.1 64 114 86 3800 5000 7314BTN 2,75

75 130 25 1,5 1 56 74,8 63,2 4000 5300 7215B 1,30
130 25 15 1 56 74,8 63,2 4000 5300 7215BP6 1,30
130 25 1,5 1 56 74,8 63,2 4000 5300 7215BP5 1,30
160 37 21 1,1 68 125 97,5 3400 4500 7315B 3,30
160 37 2,1 1.1 68 125 97,3 3400 4 500 7315BMAP6 3,30
160 37 21 1.1 68 125 97,5 3400 4500 7315AMA 3,30

80 140 26 2 1 59 80,5 69,3 3800 5000 7216B 1,55
170 39 2,1 1.1 72 135 109 3200 4 300 7316B 3,90
170 39 2,1 1,1 72 135 109 3200 4 300 7316BP6 3,903
170 39 2,1 1.1 72 135 109 3200 4 300 7316BMAP6 3,903

85 150 28 2 1 64 93,1 81,1 3400 4500 7217B 1,953
180 41 3 1.1 76 145 122 3000 4 000 7317B 4,603
180 41 3 1,1 76 145 122 3000 4 000 7317BP6 4,603
180 4 3 1.1 76 145 122 3000 4 000 7317BMP6 4,603
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Angular contact ball bearings, single row

fs f1s

7274,

Dimensions IBasdic radial Speed limit Designation ~ Weight
oa
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.

mm kN min~ " - kg

20 160 30 2 1 67 107 93,8 3200 4300 721 2,403
160 30 2 1 67 107 93,8 3200 4300 7218BMB 2,403
190 43 3 1,1 80 156 135 2800 3800 7318B 5,403

95 170 32 2,1 1.1 71 116 101 3000 4000 7219B 2,903
200 45 3 1,1 84 168 150 2600 3600 7319B 6,253

100 180 34 2,1 1.1 76 129 116 2800 3 800 7220B 3,453
180 34 2,1 1.1 76 129 116 2800 3 800 7220BP6 3,453
180 34 2,1 1.1 76 129 116 2800 3800 7220BMA 3,453
180 34 2,1 1.1 76 129 116 2800 3 800 7220BMAP6 3,453
180 34 2,1 1.1 76 129 116 2800 3 800 7220BMAP4 3,453
180 34 2,1 1.1 76 129 116 2800 3800 7220BMB 3,453
215 47 3 1.1 90 190 178 2400 3400 7320B 7,753
215 47 3 1.1 90 190 178 2400 3400 7320BP6 7,753
215 47 3 1.1 90 190 178 2400 3400 7320BM 7,753

110 200 38 2,1 1.1 84 153 145 2400 3400 4,803
200 38 2,1 1.1 84 153 145 2400 3400 4,803
240 50 3 1.1 99 248 229 2000 3 000 10,53
240 50 3 1.1 99 248 229 2000 3000 10,53
240 50 3 1.1 99 248 229 2000 3 000 10,53

140 250 42 3 1.1 103 191 210 1700 2400 8,803
300 62 4 15 123 290 334 1700 2400 7328B 21,63
300 62 4 15 123 290 334 1700 2400 7328BMBP5 21,63

150 190 24 1,1 0,6 35 60,5 792 2200 3000 72830CMA 3,363
270 45 3 1.1 111 195 222 2000 2800 7230BM 11,63
320 65 4 15 131 317 380 1600 2000 7330BM 26,53
320 65 4 15 131 317 380 1600 2000 7330BMP5 26,53

160 220 28 2 1 58 110 134 2200 3 000 71932AMAP5 3,263

180 250 33 2 2 33 131 162 2000 2800 71936AM 5,36

200 250 30 1,5 0,6 45 102 141 3000 5600 72840CMAP4 3,43
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Angular contact ball bearings, single row,
for paired and stack mounted
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DT DB
Dimensions IBasuic radial Speed limit Designation  Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min.

mm kN min~ ' - kg

15 35 11 06 03 16 12 7,8 14 000 20 000 7202BDT 0,096
35 11 06 03 16 12 7,8 13 000 18 000 7202BDB 0,096
35 1 06 03 16 12 7,8 14 000 20 000 7202BP6DT 0,096
35 11 06 03 16 12 7,8 13 000 18 000 7202BP5DB 0,096

17 40 12 06 06 18 17,8 12,2 13 000 17 000 7203BDT 0,140
40 12 06 06 18 17,8 12,2 11 000 15000 7203BDB 0,140
40 12 06 0,6 18 17,8 12,2 11 000 15000 7203BDF 0,140
40 12 06 06 18 17,8 12,2 11 000 15000 7203BP6DB 0,140
40 12 06 06 18 17,8 12,2 11 000 15000 7203BP5DB 0,140
47 14 1 0,6 21 24 16,2 11 000 15000 7303BDT 0,240

20 47 14 1 0,6 21 22,8 16,8 10 000 14 000 7204BDT 0,220
47 14 1 0,6 21 22,8 16,8 10000 14 000 7204BDB 0,220
47 14 1 0,6 21 22,8 16,8 000 13 000 7204BDF 0,220
47 14 1 0,6 21 22,8 16,8 9000 13 000 7204BP6DB 0,220
47 14 1 0,6 21 22,8 16,8 9000 13 000 7204BP5DB 0,220
52 15 1,1 06 23 28 19,4 9000 14 000 7304BDT 0,303
52 15 1,1 06 23 28 19,4 8000 12 000 7304BDB 0,303
52 15 1,1 06 23 28 19,4 8000 12 000 7304BDF 0,303

25 52 15 1 0,6 24 25,1 20,2 9000 13 000 7205BDT 0,260
52 15 1 0,6 24 25,1 20,2 7500 11 000 7205BDB 0,260
52 15 1 0,6 24 25,1 20,2 7500 11 000 7205BDF 0,260
52 15 1 0,6 24 25,1 20,2 7500 11 000 7205BP6DB 0,260
52 15 1 0,6 24 25,1 20,2 9000 13 000 7205BP5DT 0,260
52 15 1 0,6 24 25,1 20,2 7500 11 000 7205BP5DB 0,260
52 15 1 0,6 24 33,5 30,3 7000 10 000 7205BP5TFT 0,390
62 17 1,1 0,6 27 39,5 29,2 7500 11.000 7305BDT 0,500
62 17 11 06 27 39,5 29,2 6700 9500 7305BDB 0,500
62 17 11 06 27 39,5 29,2 6700 9500 7305BDF 0,500
62 17 11 06 27 39,5 29,2 6700 9500 7305AMADF 0,500

30 62 16 1 0,6 27 33,2 27,2 7500 11.000 7206BDT 0,420
62 16 1 0,6 27 33,2 27,2 6700 9500 7206BDB 0,420
62 16 1 0,6 27 33,2 27,2 6700 9500 7206BDF 0,420
62 16 1 0,6 27 33,2 27,2 6700 9500 7206BP6DB 0,420
62 16 1 0,6 27 33,2 27,2 6700 9500 7206BP5DB 0,420
62 16 1 0,6 27 38,2 27,2 6700 9500 7206BP5DF 0,420
62 16 1 0,6 27 443 40,8 6000 8 500 7206BP5TFT 0,630
62 16 1 0,6 27 33,2 27,2 7500 11 000 7206ATAP2DT 0,420
72 19 1,1 0,6 31 47,5 38 6 700 9 000 7306BDT 0,740
72 19 1,1 0,6 31 47.5 38 6 000 8 000 7306BDB 0,740
72 19 1,1 0,6 31 47.5 38 6 000 8 000 7306BDF 0,740
72 19 1,1 06 31 63,3 57 5300 7 000 7306BTFT 1,113
72 19 1,1 0,6 31 77,4 76 5300 7 000 7306BQFC 1 483
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Angular contact ball bearings, single row,

for paired and stack mounted
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DF TFT
Dimensions IBasdic radial Speed limit Designation  Weight
oa
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.

mm kN min~ ! - kg

30 72 19 1,1 0,6 31 47,5 38 6700 9000 7306BP5DT 0,740
72 19 1,1 0,6 31 47,5 38 6 700 9000 7306AMADT 0,740
72 19 1,1 0,6 31 47,5 38 6 000 8 000 7306 AMADF 0,740

35 72 17 1,1 0,6 31 46,2 39,6 6700 9000 7207BDT 0,600
72 17 1,1 0,6 31 46,2 39,6 6000 8 000 7207BDB 0,600
72 17 1,1 0,6 31 46,2 39,6 6000 8 000 7207BDF 0,600
72 17 1,1 0,6 31 46,2 39,6 6700 9000 7207BPSDT 0,600
72 17 1,1 0,6 31 46,2 39,6 6000 8 000 7207BP5DB 0,600
72 17 1,1 0,6 31 61,6 59,4 5300 7 000 7207BPSTBT 0,900
72 17 11 0,6 31 75,2 79,2 5300 7 000 7207BP5QFC 1,203
80 21 15 1 35 59,5 48,6 6300 8500 7307BDT 1,023
80 21 15 1 35 59,5 48,6 5600 7 500 7307BDB 1,023
80 21 15 1 35 59,5 48,6 5600 7 500 7307BDF 1,023
80 21 15 1 35 59,5 48,6 5600 7 500 7307BP6DB 1,023

40 80 18 1,1 0,6 34 52 46 6 000 8 000 7208BDT 0,780
80 18 1,1 0,6 34 52 46 6 030 8100 7208BDB 0,780
80 18 1,1 0,6 34 52 46 5300 7 000 7208BDF 0,780
80 18 1,1 0,6 34 52 46 6 000 8 000 7208BP5DT 0,780
80 18 1,1 0,6 34 52 46 5300 7 000 7208BP5DB 0,780
90 23 15 1 39 72,6 60,6 5600 7 500 7308BDT 1,343
90 23 15 1 39 72,6 60,6 5000 6 700 7308BDB 1,343
90 23 15 1 39 72,6 60,6 5000 6 700 7308BDF 1,343
90 23 15 1 39 96,8 91,8 4500 6 000 7308BTFT 0,670
90 23 15 1 39 118 121 4500 6 000 7308BQFC 2,683
90 23 15 1 39 72,6 60,6 5000 6 700 7308BP6DF 1,343
90 23 15 1 39 72,6 60,6 5000 6 700 7308BP5DB 1,343
90 23 15 1 39 96,8 91,8 4500 6 000 7308BP5TFT 2,013
90 23 15 1 39 118 121 4500 6 000 7308BP5QF 2,683

45 85 19 1,1 0,6 37 58,5 52,4 5600 7 500 7209BDT 0,880
85 19 1,1 0,6 37 58,5 52,4 5000 6700 7209BDB 0,880
85 19 1,1 0,6 37 58,5 52,4 5000 6700 7209BDF 0,880
85 19 1,1 0,6 37 58,5 52,4 5000 6 700 7209BP5DB 0,880
100 25 15 1 43 94,4 80,2 5000 6700 7309BDT 1,803
100 25 1,5 1 43 94,4 80,2 4500 6 000 7309BDB 1,803
100 25 1,5 1 43 94,4 80,2 4480 6 000 7309BDF 1,803
100 25 15 1 43 94,4 80,2 4500 6 000 7309BP6DB 1,803
100 25 1,5 1 43 94,4 80,2 4500 6 000 7309BP6DF 1,803

50 90 20 1,1 0,6 39 60,6 57,2 5000 6700 7210BDT 0,980
90 20 1,1 0,6 39 60,6 57,2 4500 6 000 7210BDF 0,980
90 20 1,1 0,6 39 60,6 57,2 5000 6700 7210BP5DT 0,980
90 20 1,1 0,6 39 60,6 57,2 4500 6 000 7210BP5DB 0,980
110 27 2 1 47 111 95,8 4500 6 000 7310BDT 2,303
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Angular contact ball bearings, single row,
for paired and stack mounted
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Dimensions IBasuic radial Speed limit Designation = Weight
oa
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min.  min.

mm kN min~ ' - kg

50 110 27 2 1 47 111 95,8 4000 5300 7310BDB 2,303
110 27 2 1 47 111 95,8 4000 5300 7310BDF 2,303
110 27 2 1 47 205 144 3600 4 800 7310BP5TFT 3,453
110 27 2 1 47 273 192 3600 4 800 7310BP5QFC 4,603

55 100 21 1,5 1 43 74,8 72,4 4800 6 300 7211BDT 1,303
100 21 1,5 1 43 74,8 72,4 4300 5600 7211BDB 1,303
100 21 1,5 1 43 74,8 72,4 4300 5600 7211BDF 1,303
120 29 2 1 51 128 113 4000 5300 7311BDT 2,903
120 29 2 1 51 128 113 3600 4 800 7311BDB 2,903
120 29 2 1 52 128 113 3600 4 800 7311BDF 2,903

60 110 22 1,5 1 47 91,2 89,4 4300 5600 7212BDT 1,683
110 22 1,5 1 47 91,2 89,4 3800 5000 7212BDB 1,683
110 22 1,5 1 47 91,2 89,4 3800 5000 7212BDF 1,683
110 22 1,5 1 47 91,2 89,4 3800 5000 7212BP5DB 1,683
130 31 2,1 1,1 55 146 13 3800 5000 7312BDT 3,703
130 31 2,1 1.1 55 146 131 3400 4 500 7312BDB 3,703
130 31 2,1 1,1 55 146 131 3400 4 500 7312BDF 3,703
130 31 2,1 1.1 55 146 131 3400 4 500 7312BP5DB 3,703

65 120 23 1,5 1 50 103 105 3800 5000 7213BDT 2,103
120 23 1,5 11 50 103 105 3800 5000 7213BDB 2,103
120 23 1,5 1.1 50 103 105 3800 5000 7213BDF 2,103
120 23 1,5 1 50 103 105 3400 4 500 7213BP6DB 2,103
120 23 1,5 1 50 103 105 3400 4 500 7213BP6DF 2,103
140 33 2,1 1,1 60 164 151 3600 4 800 7313BDT 4,503
140 33 2,1 1.1 60 164 151 3200 4 300 7313BDB 4,503
140 33 2,1 1.1 60 164 151 3200 4 300 7313BDF 4,503

70 125 24 1,5 1 53 112 116 3800 5000 7214BDT 2,303
125 24 1,5 1 53 112 116 3400 4500 7214BDB 2,303
125 24 1,5 1 53 112 116 3400 4 500 7214BDF 2,303
150 35 2,1 1.1 64 185 172 3400 4 500 7314BDT 5,503
150 35 2,1 1,1 64 185 172 3000 4 000 7314BDB 5,503
150 35 2,1 1.1 64 185 172 3000 4 000 7314BDF 5,503
150 35 2,1 1,1 64 185 172 3400 4 500 7314BP6DT 5,503
150 35 2,1 1.1 64 185 172 3400 4 500 7314BP5DT 5,503
150 35 2,1 1.1 64 185 172 3 000 4 000 7314BP5DB 5,503

75 130 25 1,5 1 56 121 126 3600 4 300 7215BDT 2,603
130 25 1,5 1 56 121 126 3200 4300 7215BDB 2,603
130 25 1,5 1 56 121 126 3200 4300 7215BDF 2,603
130 25 1,5 1 56 121 126 3200 4300 7215BP6DB 2,603
130 25 1,5 1 56 121 126 3200 4300 7215BMAP6DB 2,603
160 37 21 1,1 68 203 195 3200 4000 7315BDT 6,603
160 37 21 1,1 68 203 195 2800 3 600 7315BDB 6,603
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Angular contact ball bearings, single row,
for paired and stack mounted
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Dimensions IBasdic radial Speed limit Designation  Weight
oal
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min. min

mm kN min~ " - kg

75 160 37 2,1 1.1 68 203 195 2800 3 600 7315BDF 6,603
160 37 2,1 1.1 68 203 195 2800 3 600 7315AMADF 6,603

80 110 16 1 1 21 55,1 69,2 4000 5300 71916CTAPADT 0,736
140 26 2 1 59 130 139 3200 4300 7216BDT 3,103
140 26 2 1 59 130 139 2800 3800 7216BDB 3,103
140 26 2 1 59 130 139 2800 3800 7216BDF 3,103
170 39 2,1 1.1 72 219 218 2800 3 800 7316BDT 7,803
170 39 2,1 1.1 72 219 218 2600 3400 7316BDB 7,803
170 39 2,1 1.1 72 219 218 2600 3400 7316BDF 7,803
170 39 2,1 1.1 72 292 327 2200 3000 7316BTBT 11,783
170 39 2,1 1.1 72 219 218 2800 3 800 7316BP6DT 7,803
170 39 2,1 1.1 72 292 327 2200 3 000 7316BMAP6TBT 11,73

85 150 28 2 1 64 151 162 3000 4000 7217BDT 3,903
150 28 2 1 64 151 162 2800 3 600 7217BDB 3,903
150 28 2 1 64 151 162 2800 3 600 7217BDF 3,903
180 41 3 1.1 76 235 244 2800 3 600 7317BDT 9,203
180 41 3 1.1 76 235 244 2400 3200 7317BDB 9,203
180 41 3 1.1 76 235 244 2400 3200 7317BDF 9,203

20 160 30 2 1 67 173 188 2800 3800 7218BDT 4,803
160 30 2 1 67 173 188 2600 3400 7218BDB 4,803
160 30 2 1 67 173 188 2600 3400 7218BDF 4,803
190 43 3 1,1 80 253 270 2600 3400 7318BDT 10,83
190 43 3 1.1 80 253 270 2200 3 000 7318BDB 10,83
190 43 3 1,1 80 253 270 2200 3 000 7318BDF 10,83
190 43 3 1.1 80 337 405 2000 2600 7318BTBT 16,23

95 170 32 2,1 1.1 72 188 202 2800 3 600 7219BDT 5,803
170 32 2,1 1.1 72 188 202 2400 3200 7219BDB 5,803
170 32 2,1 1.1 72 188 202 2400 3200 7219BDF 5,803
200 45 3 1.1 84 272 300 2400 3200 7319BDT 12,53
200 45 3 1.1 84 272 300 2000 2800 7319BDB 12,538
200 45 3 1.1 84 272 300 2000 2800 7319BDF 12,53

100 180 34 2,1 1,1 76 208 232 2600 3400 7220BDT 6,903
180 34 2,1 1.1 76 208 232 2200 3000 7220BDB 6,903
180 34 2,1 1.1 76 208 232 2200 3 000 7220BDF 6,903
180 34 2,1 1.1 76 208 232 2200 3000 7220BMADB 6,903
180 34 2,1 1.1 76 208 232 2200 3 000 7220BMAP6DB 6,903
180 34 2,1 1,1 76 208 232 2600 2800 7220BMAP4DT 6,903
215 47 3 1.1 90 308 356 2200 3000 7320BDT 15,53
215 47 3 1.1 90 308 356 1900 2800 7320BDB 15,53
215 47 3 1.1 90 308 356 1900 2800 7320BDF 15,563
215 47 3 1.1 90 308 356 2200 3000 7320BP6DT 15,53
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Angular contact ball bearings, single row,
for paired and stack mounted
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TBT QFC
Dimensions IBa%ic radial Speed limit Designation = Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min.
mm kN min~ ' - kg
100 215 47 3 1.1 90 308 356 2200 3 000 7320BMDT 15,563
110 200 38 2,1 1.1 84 248 290 2200 3 000 7222BD 9,603
200 38 21 11 84 248 290 1900 2800 7222BDB 9,603
240 50 3 1,1 99 365 458 1800 2800 7322BD 21,03
240 50 3 1.1 99 365 458 1600 2400 7322BDB 21,03
240 50 3 1.1 99 536 687 1400 2200 7322BTBT 31,583
240 50 3 1.1 99 365 458 1800 2800 7322BP5DT 21,03
240 50 3 1.1 99 365 458 1600 2400 7322BMDF 21,08
140 250 42 3 1.1 103 172 189 1400 1900 7228BDT 17,63
300 62 4 1,5 123 470 668 1400 2200 7328BDT 43,23
300 62 4 1,5 123 470 668 1200 1900 7328BDB 43,23
300 62 4 1,5 123 470 668 1400 2200 7328BMBP5DT 43,23
150 270 45 3 1.1 111 156 444 2400 3 800 7230BDB 23,23
270 45 3 1.1 111 156 444 2400 3 800 7230BMDB 23,23
320 65 4 1,5 131 254 760 1400 1800 7330BMDF 53,03
320 65 4 15 131 254 760 1400 1800 7330BMP5DT 53,03
160 220 28 2 1 58 176 268 1600 2400 71932AMAP5DB 6,523
180 250 33 2 2 33 210 324 1500 2200 71936AMDB 10,83
200 250 30 1,5 0.6 45 165 282 1400 2000 72840CMAP4DB 6,863
250 30 1,5 0,6 45 220 423 1300 1800 72840CMAP4TBT 10,23
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High precision angular contact ball bearings,
single row

NN

Dimensions IBasdic radial Speed limit Designation  Weight
oal
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.

mm kN min~ ! - kg

10 26 8 0,3 0,1 6 53 2,45 56 000 90 000 7000CTAP4 0,020
26 8 0,3 0,1 6 53 2,45 56 000 90 000 7000CTAP2 0,020
30 9 06 0,3 7 5,8 2,95 50000 80 000 7200CTAP4 0,029
30 9 06 03 7 9,4 2,95 50000 80 000 7200CTAP2 0,029

12 28 8 0,3 0,1 7 5,4 2,6 50 000 80 000 7001CTAP4 0,023
28 8 0,3 0.1 7 54 2,6 50 000 80 000 7001CTAP2 0,023
32 10 06 03 10 7,5 3,4 45000 70 000 7201ATAP4 0,030
32 10 06 03 10 7,5 3,4 45000 70 000 7201ATAP2 0,030

15 32 9 03 0,1 8 6,3 34 43 000 67 000 7002CTAP4 0,030
32 9 0,3 0,1 8 6,3 3,4 43 000 67 000 7002CTAP2 0,030
35 11 06 0,3 9 8,9 4,5 40 000 63 000 7202CTAP4 0,042
35 11 06 0,3 9 8,9 4,5 40 000 63 000 7202CTAP2 0,042
35 11 06 03 12 8,7 4,4 36 000 56 000 7202ATAP4 0,042
35 11 06 03 12 8,7 4,4 36 000 56 000 7202ATAP2 0,042

17 35 10 0,3 0,1 9 7,2 4.2 38 000 60 000 7003CTAP4 0,039
35 10 0,3 0.1 9 7.2 4,2 38 000 60 000 7003CTAP2 0,039
40 12 06 0,3 10 10,9 5,8 36 000 56 000 7203CTAP4 0,060
40 12 06 0,3 10 10,9 5,8 36 000 56 000 7203CTAP2 0,060
40 12 06 0,3 13 9 5,1 30 000 48 000 7203ATAP4 0,060
40 12 06 03 13 9 5,1 30 000 48 000 7203ATAP2 0,060

20 42 12 06 0,3 10 10,5 6,1 32 000 50 000 7004CTAP4 0,070
42 12 06 0,3 10 10,5 6,1 32 000 50 000 7004CTAP2 0,070
42 12 06 0,3 10 10,5 6,1 32 000 50 000 7004CTBP4 0,070
42 12 06 0,3 10 10,5 6,1 32 000 50 000 7004CTBP2 0,070
42 12 06 03 13 10 5,8 28 000 45 000 7004ATAP4 0,070
42 12 06 0,3 13 10 5,8 28 000 45000 7004ATAP2 0,070
47 14 1 0,6 12 15,6 9 30 000 48 000 7204CTAP4 0,100
47 14 1 0,6 12 15,6 9 30 000 48 000 7204CTAP2 0,100
47 14 1 0,6 12 15,6 9 30 000 48 000 7204CTBP4 0,100
47 14 1 0,6 12 15,6 9 30 000 48 000 7204CTBP2 0,100
47 14 1 0,6 15 14,9 8,6 26 000 43 000 7204ATAP4 0,100
47 14 1 0,6 15 14,9 8,6 26 000 43 000 7204ATAP2 0,100

25 47 12 06 03 11 11,7 7,4 28 000 45000 7005CTAP4 0,080
47 12 06 0,3 11 11,7 74 28 000 45000 7005CTAP2 0,080
47 12 06 0,3 11 11,7 7,4 28 000 45000 7005CTBP4 0,080
47 12 06 0,3 11 11,7 7,4 28 000 45 000 7005CTBP2 0,080
47 12 06 0,3 15 10,4 6,95 24000 40 000 7005ATAP4 0,080
47 12 06 03 15 10,4 6,95 24000 40 000 7005ATAP2 0,080
52 15 1 0,6 13 16,6 10,3 26 000 43 000 7205CTAP4 0,120
52 15 1 0,6 13 16,6 10,3 26 000 43 000 7205CTAP2 0,120
52 15 1 0,6 13 16,6 10,3 26 000 43 000 7205CTBP4 0,120
52 15 1 0,6 13 16,6 10,3 26 000 43 000 7205CTBP2 0,120
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High precision angular contact ball bearings,
single row

AN\

%,

NN

Dimensions IBasuic radial Speed limit Designation  Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min.

mm kN min~ ' - kg

25 52 15 0,6 17 13,7 8,8 22 000 38 000 7205ATAP4 0,120
52 15 0,6 17 13,7 8,8 22 000 38 000 7205ATAP2 0,120

30 55 13 1 0,3 12 15,1 10,3 24000 40 000 7006CTAP4 0,120
55 13 1 0,3 12 15,1 10,3 24 000 40 000 7006CTAP2 0,120
55 13 1 0,3 12 15,1 10,3 24 000 40 000 7006CTBP4 0,120
55 13 1 0,3 12 15,1 10,3 24 000 40 000 7006CTBP2 0,120
55 13 1 0,3 17 13,4 9,5 20 000 36 000 7006ATAP4 0,120
55 13 1 0,3 17 13,4 9,5 20 000 36 000 7006ATAP2 0,120
62 16 1 0,6 14 23 14,8 22000 38 000 7206CTAP4 0,190
62 16 1 0,6 14 23 14,8 22000 38 000 7206CTAP2 0,190
62 16 1 0,6 14 23 14,8 22000 38 000 7206CTBP4 0,190
62 16 1 0,6 14 23 14,8 22000 38 000 7206CTBP2 0,190
62 16 0,6 19 22 141 19 000 34 000 7206ATAP4 0,190
62 16 0,6 19 22 141 19 000 34 000 7206ATAP2 0,190

35 62 14 1 0,3 14 19,2 13,7 20000 36 000 7007CTAP4 0,160
62 14 1 0,3 14 19,2 13,7 20000 36 000 7007CTAP2 0,160
62 14 1 0,3 14 19,2 13,7 20000 36 000 7007CTBP4 0,160
62 14 1 0,3 14 19,2 13,7 20000 36 000 7007CTBP2 0,160
62 14 1 0,3 19 18,2 13,1 18 000 32 000 7007ATAP4 0,160
62 14 1 0,3 19 18,2 13,1 18 000 32 000 7007ATAP2 0,160
62 14 1 0,3 19 18,2 13,1 18 000 32000 7007ATBP4 0,160
72 17 1,1 0,6 16 30,4 20,2 19 000 34 000 7207CTAP4 0,270
72 17 1,1 0,6 16 30,4 20,2 19 000 34 000 7207CTAP2 0,270
72 17 1,1 0,6 16 30,4 20,2 19 000 34 000 7207CTBP4 0,270
72 17 1,1 0,6 16 30,4 20,2 19 000 34 000 7207CTBP2 0,270
72 17 1,1 0,6 21 24,5 17 16 000 28 000 7207ATAP4 0,270
72 17 1,1 0,6 21 245 17 16 000 28 000 7207ATAP2 6,270

40 68 15 1 0,3 15 20,6 15,9 19000 34 000 7008CTAP4 0,190
68 15 1 0,3 15 20,6 15,9 19000 34 000 7008CTAP2 0,190
68 15 1 0,3 20 19,5 15 16 000 28 000 7008ATAP4 0,190
68 15 1 0,3 20 19,5 15 16 000 28 000 7008ATAP2 0,190
68 15 1 0,3 20 19,5 15 16 000 28 000 7008ATBP4 0,190
80 18 1,1 06 17 36,3 25,2 17 000 30 000 7208CTAP4 0,350
80 18 1,1 06 17 36,3 25,2 17000 30 000 7208CTAP2 0,350
80 18 1,1 06 17 36,3 25,2 17000 30 000 7208CTBP4 0,350
80 18 1,1 06 17 36,3 25,2 17000 30 000 7208CTBP2 0,350
80 18 1.1 0,6 23 35,2 24,4 15000 26 000 7208ATAP4 0,350
80 18 1,1 0,6 23 35,2 24,4 15000 26 000 7208ATAP2 0,350
80 18 1.1 0,6 23 35,2 24,4 15000 26 000 7208ATBP4 0,350

45 75 16 1 0,3 16 24,4 19,3 16 000 28 000 7009CTAP4 0,250
75 16 1 0,3 16 24,4 19,3 15000 28 000 7009CTAP2 0,250
75 16 1 0,3 22 22 17,3 15000 26 000 7009ATAP4 0,250
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High precision angular contact ball bearings,
single row

NN

Dimensions IBasdic radial Speed limit Designation  Weight
oa
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.

mm kN min~ " - kg

45 75 16 1 0,3 22 17,3 15000 26 000 7009ATAP2 0,250
85 19 1,1 0,6 18 40 29 15 000 26 000 7209CTAP4 0,400
85 19 1,1 0,6 18 40 29 15 000 26 000 7209CTAP2 0,400
85 19 1,1 0,6 36,8 27,5 13 000 22 000 7209ATAP4 0,400
85 19 1,1 0,6 25 36,8 27,5 13 000 22 000 7209ATAP2 0,400
85 19 1,1 0,6 25 36,8 27,5 13 000 22 000 7209ATBP4 0,400
85 19 1,1 0,6 25 36,8 27,5 13 000 22 000 7209ATBP2 0,400

50 80 16 1 0,3 17 25,1 20,7 15000 26 000 7010CTAP4 0,260
80 16 1 0,3 17 25,1 20,7 15000 26 000 7010CTAP2 0,260
80 16 1 0,3 23 23,2 0 13 000 22 000 7010ATAP4 0,260
80 16 1 0,3 23 23,2 20 13 000 22 000 7010ATAP2 0,260
90 20 1,1 0,6 20 42,8 31,7 14 000 24 000 7210CTAP4 0,450
90 20 1,1 0,6 20 42,8 31,7 14 000 24 000 7210CTAP2 0,450
90 2 1,1 0,6 27 42 3 12 000 20 000 7210ATAP4 0,450
90 20 1,1 0,6 27 42 31 12 000 20 000 7210ATAP2 0,450
90 20 1,1 0,6 27 42 31 12 000 20 000 7210ATBP4 0,450
90 20 1,1 0,6 27 42 31 12 000 20 000 7210ATBP2 0,450

55 90 18 1,1 0,6 19 34,1 28,6 13 000 22 000 7011CTAP4 0,390
90 18 1,1 0,6 19 34,1 28,6 13 000 22 000 7011CTAP2 0,390
90 18 1,1 0,6 19 34,1 28,6 13 000 22 000 7011CTBP4 0,390
90 18 1,1 0,6 26 32,3 271 12 000 20 000 7011ATAP4 0,390
90 18 1,1 0,6 26 32,3 271 12 000 20 000 7011ATAP2 0,390
100 21 1,5 1 21 53 40 12 000 20 000 7211CTAP4 0,600
100 21 1,5 1 21 53 4 12 000 20 000 7211CTAP2 0,600
100 15 1 29 50,6 38,3 11 000 19 000 7211ATAP4 0,600
100 21 1,5 1 29 50,6 38,3 11 000 19 000 7211ATAP2 0,600
100 21 15 1 29 50,6 38,3 11 000 19 000 7211ATBP4 0,600
100 21 15 1 29 50,6 38,3 11 000 19 000 7211ATBP2 0,600

60 95 18 1,1 0,6 20 35 30,5 12 000 20 000 7012CTAP4 0,420
95 18 1,1 0,6 20 35 30,5 12 000 20 000 7012CTAP2 0,420
95 18 1,1 0,6 20 35 30,5 12 000 20 000 7012CTBP2 0,420
95 18 1,1 0,6 27 33,2 29,1 11 000 19 000 7012ATAP4 0,420
95 18 1,1 0,6 27 33,2 29,1 11 000 19 000 7012ATAP2 0,420
110 22 1,5 1 23 64,2 49 11 000 19 000 7212CTAP4 0,770
110 22 1,5 1 23 64 4 11.000 19 000 7212CTAP2 0,770
110 22 15 1 31 61 47,5 9500 17 000 7212ATAP4 0,770
110 22 1,5 1 31 61 47,5 9500 17 000 7212ATAP2 0,770
110 22 15 1 31 61 47,5 9500 17 000 7212ATBP4 0,770
110 22 1,5 1 31 61 47,5 9500 17 000 7212ATBP2 0,770

65 100 18 1,1 0,6 20 36 32,5 12 000 20 000 7013CTAP4 0,460
100 18 1,1 0,6 20 36 32,5 12 000 20 000 7013CTAP2 0,460
100 18 1,1 0,6 28 34 3 10 000 18 000 7013AMBP4 0,460
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High precision angular contact ball bearings,
single row

AN\

%,

NN

Dimensions IBasuic radial Speed limit Designation  Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min.

mm kN min~ ' - kg

65 100 18 1,1 0,6 28 34 31 10 000 18 000 7013ATAP4 0,460
100 18 1,1 0,6 28 34 31 10 000 18 000 7013ATAP2 0,460
100 18 1.1 0,6 28 34 31 10 000 18 000 7013ATBP4 0,460
120 23 1,5 1 24 72 57 10 000 18 000 7213CTAP4 0,970
120 238 1,5 1 24 72 57 10 000 18 000 7213CTAP2 0,970
120 23 1,5 1 33 69,5 54 9000 16 000 7213ATAP4 0,970
120 23 15 1 33 69,5 54 9000 16 000 7213ATAP2 0,970
120 23 15 1 33 69,5 54 9000 16 000 7213ATBP4 0,970
120 23 1,5 1 33 69,5 54 9 000 16 000 7213ATBP2 0,970

70 110 20 1,1 0,6 22 45,3 40,8 10000 18 000 7014CTAP4 0,640
110 20 1,1 0,6 22 45,3 40,8 10 000 18 000 7014CTAP2 0,640
110 20 1,1 0,6 22 45,3 40,8 10000 18 000 7014CTBP4 0,640
110 20 1,1 0,6 31 43 4 9 000 16 000 7014ATAP4 0,640
110 20 1,1 0,6 31 43 34 9 000 16 000 7014ATAP2 0,640
125 24 1,5 1 25 76 60,2 9500 17 000 7214CTAP4 1,053
125 24 1,5 1 25 76 60,2 9500 17 000 7214CTAP2 1,053
125 24 1,5 1 35 78 57 8 500 15000 7214ATAP4 1,053
125 24 15 1 35 78 57 8 500 15000 7214ATAP2 1,053
125 24 1,5 1 35 78 57 8500 15000 7214ATBP4 1,053
125 24 1,5 1 35 78 57 8 500 15000 7214ATBP2 1,053

75 115 20 1,1 06 23 46,5 43,5 10000 18 000 7015CTAP4 0,680
115 20 1,1 06 23 46,5 43,5 10000 18 000 7015CTAP2 0,680
115 20 1,1 06 32 44 41,2 8500 15000 7015ATAP4 0,680
115 20 1,1 06 32 44 412 8500 15000 7015ATAP2 0,680
115 20 1,1 06 32 44 41,2 8500 15 000 7015ATBP2 0,680
130 25 1,5 1 26 80 65,5 9000 16 000 7215CTAP4 1,153
130 25 1,5 1 26 80 65,5 9000 16 000 7215CTAP2 1,153
130 25 1,5 1 37 73 60,5 8000 14 000 7215ATAP4 1,153
130 25 1,5 1 37 73 60,5 8000 14 000 7215ATAP2 1,153
130 25 1,5 1 37 73 60,5 8000 14 000 7215ATBP4 1,153
130 25 1,5 1 37 73 60,5 8000 14 000 7215ATBP2 1,153

80 125 22 1,1 06 25 58,6 55 9000 16 000 7016CTAP4 0,890
125 22 1,1 06 25 58,7 55,2 9000 16 000 7016CTAP2 0,890
125 22 1,1 06 35 56 63 8000 14 000 7016AMAP4 0,890
125 22 1,1 06 35 56,2 63 8000 14 000 7016ATAP4 0,890
125 22 1,1 06 35 5 63 8000 14 000 7016ATAP2 0,890
140 26 2 1 28 92,6 78 7 500 13 000 7216CTAP4 1,403
140 26 2 1 28 93,2 78 8 000 14 000 7216CTAP2 1,403
140 26 2 1 39 86 73,5 7000 12 000 7216ATAP4 1,403
140 26 2 1 39 86 73,5 7000 12 000 7216ATAP2 1,403
140 26 2 1 39 86 73,5 7000 12 000 7216ATBP4 1,403
140 26 2 1 39 86 73,5 7000 12 000 7216ATBP2 1,403
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High precision angular contact ball bearings,
single row

NN

Dimensions IBasdic radial Speed limit Designation  Weight
oa
dcyn. stat.  grease oil
d D B Is. r1s a r Cor
min.  min.

mm kN min~ " - kg

85 130 22 1,1 0,6 26 60,2 58,6 8500 15000 7017CTAP4 0,930
130 22 1,1 0,6 26 60,2 58,6 8500 15 000 7017CTAP2 0,930
130 22 1,1 0,6 36 57 56 500 13 000 7017ATAP4 0,930
130 22 1,1 0,6 36 57 56 7 500 13 000 7017ATAP2 0,930
150 28 2 1 30 104 90 7 500 13 000 7217CTAP4 1,758
150 28 2 1 30 104 90 7 500 13 000 7217CTAP2 1,753
150 28 2 1 42 98 76,5 6700 11 000 7217ATAP4 1,753
150 28 2 1 42 98 76,5 6700 11 000 7217ATAP2 1,753
150 28 2 1 42 98 76,5 6700 11 000 7217ATBP4 1,753
150 28 2 1 42 98 76,5 6700 11 000 7217ATBP2 1,758

90 140 24 1,5 0,6 28 71,6 69 7 000 12 000 7018CTAP4 1,203
140 24 1,5 0,6 28 7.7 69,1 7 500 13 000 7018CTAP2 1,203
140 24 1,5 0,6 28 71,7 69,1 7 500 13 000 7018CTBP4 1,203
140 24 1,5 0,6 39 68 655 6700 11 000 7018ATAP4 1,203
140 24 1,5 0,6 39 68 655 6700 11 000 7018ATAP2 1,203
160 30 2 1 32 123 105 7 000 12 000 7218CTAP4 2,153
160 30 2 1 32 123 105 7 000 12 000 7218CTAP2 2,153
160 30 2 1 44 117 100 6 000 9500 7218AMAP4 2,153
160 30 2 1 44 117 100 6 000 9500 7218ATAP4 2,153
160 30 2 1 44 117 100 6 000 9 500 7218ATAP2 2,153
160 30 2 1 44 117 100 6 000 9500 7218ATBP4 2,153
160 30 2 1 44 189 100 6 000 9 500 7218ATBP2 2,153

95 145 24 1,5 0,6 28 73,4 73,4 8000 14 000 7019CTAP4 1,253
145 24 1,5 0,6 28 73,4 73,4 8000 14 000 7019CTAP2 1,253
145 24 1,5 0,6 40 68 66 300 10 000 7019ATAP4 1,253
145 24 1,5 0,6 40 68 66 6 300 10 000 7019ATAP2 1,253
170 32 2,1 1.1 34 130 115 6 300 10 000 7219CTAP4 2,653
170 32 2,1 1.1 34 130 115 6 300 10 000 7219CTAP2 2,653
170 32 2,1 1.1 47 126 110 5600 9000 7219ATAP4 2,653
170 32 2,1 1.1 47 126 110 5600 9000 7219ATAP2 2,653
170 32 2,1 1.1 47 126 110 5600 9000 7219ATBP4 2,653
170 32 2,1 1.1 47 126 110 5600 9 000 7219ATBP2 2,653

100 150 24 1,5 0,6 29 75,3 77,2 7000 12 000 7020CTAP4 1,303
150 24 1,5 0,6 29 75,3 77,2 7000 12 000 7020CTAP2 1,303
150 24 1,5 0,6 41 711 73 6 000 9500 7020AMBP4 1,303
150 24 1,5 0,6 41 71 73 6 000 9500 7020ATAP2 1,303
150 24 1,5 0,6 41 71 73 6 000 9 500 7020ATAP4 1,303
180 34 2,1 1.1 36 148, 127 6 000 9500 7220CTAP4 3,203
180 34 2,1 1.1 36 150 127 6 000 9500 7220CTAP2 3,153
180 34 2,1 1.1 50 142 121 5300 8 500 7220AMAP4 3,153
180 34 2,1 1.1 50 142 121 5300 8 500 7220ATAP4 3,153
180 34 2,1 1.1 50 142 121 5300 8 500 7220ATAP2 3,153
180 34 2,1 1.1 50 142 121 5300 8 500 7220ATBP4 3,153
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High precision angular contact ball bearings,

single row

AN\

NN

Dimensions IBa%ic radial Speed limit Designation = Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min.
mm kN min~ ' - kg
100 180 34 2,1 1.1 50 142 121 5300 8 000 7220ATBP2 3,153
105 160 26 2 1 31 87 89 5600 8 500 7021CTAP4 1,663
110 170 28 2 1 47 104 104 5300 8 000 7022ATAP4 3,203
120 180 28 2 2 34 109 111 5000 7 500 7024CTBP4 2,083
180 28 2 2 49 104 105 5000 7 500 7024AMAP4 2,293
180 28 2 2 49 104 105 5000 7 500 7024ATAP4 2,293
130 200 33 2 1 39 145 99 6 300 8500 7026CMAP4 3,193
200 33 2 1 39 145 149 5600 7 500 7026CTAP4 3,193
150 225 35 2,1 1.1 61 159 173 4 500 6 000 7030CMAP4 4,323
225 35 2,1 1.1 61 159 173 4 500 6 000 7030CTAP4 4,323
225 35 21 1.1 61 159 173 5000 6 700 7030AMAP4 4,323
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High precision angular contact ball bearings,
single row, for paired and stack mounted
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Dimensions IBasdic radial Speed limit Designation  Weight
oa
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.

mm kN min~ ! - kg

10 26 8 0,3 0,1 6 8,6 49 48 000 80 000 7000CTAP4ADT 0,040
26 8 0,3 0,1 6 8,6 4,9 43 000 70 000 7000CTAP4DB 0,040
26 8 0,3 0.1 6 8,6 4,9 43 000 70 000 7000CTAP4DF 0,040
30 9 06 03 7 9,4 59 43 000 70 000 7200CTAP4DT 0,058
30 9 06 03 7 9,4 59 38 000 63 000 7200CTAP4DB 0,058
30 9 06 03 7 9,4 5,9 38 000 63 000 7200CTAP4DF 0,058

12 28 8 0,3 0,1 7 8,75 5,2 43 000 70 000 7001CTAP4ADT 0,046
28 8 0,3 0,1 7 8,75 5,2 38 000 63 000 7001CTAP4DB 0,046
28 8 0,3 0.1 7 8,75 52 38 000 63 000 7001CTAP4DF 0,046
32 10 06 0,3 10 12,2 6,8 38 000 63 000 7201ATAP4ADT 0,060
32 10 06 03 10 12,2 6,8 34 000 56 000 7201ATAP4DB 0,060
32 10 06 0,3 10 12,2 6,8 34 000 56 000 7201ATAP4DF 0,060

15 32 9 0,3 0,1 8 10,2 6,8 36 000 60 000 7002CTAP4ADT 0,060
32 9 03 0,1 8 10,2 6,8 32 000 53 000 7002 CTAP4DB 0,060
32 9 0,3 0,1 8 10,2 6,8 32 000 53 000 7002CTAl 0,060
32 9 0,3 0,1 8 16,6 13,6 28000 48 000 7002 CTAP4QBC 0,120
32 9 03 0,1 8 10,2 6,8 36 000 60 000 7002CTAl 0,060
32 9 03 0.1 8 10,2 6,8 36 000 60 000 7002CTBP4ADT 0,060
35 11 06 0,3 9 14,4 9 34 000 56 000 7202CTAP4ADT 0,084
35 11 06 0,3 9 14,4 9 30 000 50 000 7202CTAP4DB 0,084
35 11 06 0,3 9 14,4 9 30 000 50 000 7202CTAP4ADF 0,084
35 11 06 0,3 12 14,1 8,8 30 000 50 000 7202ATAP4DT 0,048
35 11 06 0,3 12 14,1 8,8 28 000 45000 7202ATAPADB 0,048
35 11 06 0,3 12 14,1 8,8 28 000 45000 7202ATAP4DF 0,048
35 11 06 03 12 14,1 8,8 28 000 45 000 7202ATAP2DB 0,084

17 35 10 0,3 0,1 9 11,7 8,4 32 000 53 000 7003CTAPADT 0,078
35 10 0,3 0,1 9 11,7 8,4 28 000 48 000 7003CTAP4DB 0,078
35 10 0,3 0,1 9 11,7 8,4 28 000 48 000 7003CTAP4DF 0,078
35 10 0,3 0,1 9 15,6 16,8 28000 45 000 7003CTAP4TBT 0,117
35 10 0,3 0.1 9 11,7 8,4 28 000 48 000 7003CTAP2DB 0,078
40 12 06 0,3 10 17,7 11,6 30000 50 000 7203CTAP4DT 0,120
40 12 06 0,3 10 17,7 11,6 28000 45000 7203CTAP4DB 0,120
40 12 06 0,3 10 17,7 11,6 28000 45 000 7203CTAP4DF 0,120
40 12 06 0,3 13 14,6 10,2 26 000 43 000 7203ATAP4ADT 0,120
40 12 06 0,3 13 14,6 10,2 22000 38 000 7203ATAP4ADB 0,120
40 12 06 03 13 14,6 10,2 22000 38 000 7203ATAP4DF 0,120

20 42 12 06 0,3 10 17 12,2 28000 45 000 7004CTAP4ADT 0,140
42 12 06 0,3 10 17 12,2 24000 40 000 7004CTAP4DB 0,140
42 12 06 0,3 10 17 12,2 24000 40 000 7004CTAP4ADF 0,140
42 12 06 0,3 10 27,7 24,4 22000 36 000 7004CTAP4QBC 0,280
42 12 06 0,3 10 17 12,2 24000 40 000 7004CTAP2DB 0,140
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High precision angular contact ball bearings,
single row, for paired and stack mounted
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DT DB DF TBT TFT
Dimensions IBasuic radial Speed limit Designation  Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min.

mm kN min~ ' - kg

20 42 12 06 03 10 17 12,2 24000 40 000 7004CTBP4DB 0,140
42 12 06 03 10 17 12,2 28000 45000 7004CTBP2DT 0,140
42 12 06 03 13 16,2 11,6 24 000 40 000 7004ATAP4ADT 0,140
42 12 06 03 13 16,2 11,6 22000 36 000 7004ATAP4DB 0,140
42 12 06 03 13 16,2 11,6 22000 36 000 7004ATAP4DF 0,140
47 14 1 0,6 12 25,3 18 26 000 43 000 7204CTAP4ADT 0,200
47 14 1 0,6 12 25,3 18 22 000 38 000 7204CTAP4DB 0,200
47 14 1 0,6 12 25,3 18 22 000 38 000 7204CTAP4DF 0,200
47 14 1 0,6 12 25,3 18 26 000 43 000 7204CTBP4DT 0,200
47 14 1 0,6 12 25,3 18 22 000 38 000 7204CTBP4DB 0,200
47 14 1 0,6 12 25,3 18 22 000 38 000 7204CTBP4DF 0,200
47 14 1 0,6 12 25,3 18 22 000 38 000 7204CTBP2DF 0,200
47 14 1 0,6 15 24,2 17,2 22000 38 000 7204ATAP4ADT 0,200
47 14 1 0,6 15 24,2 17,2 20000 34 000 7204ATAP4ADB 0,200
47 14 1 0,6 15 24,2 17,2 20000 34 000 7204ATAP4DF 0,200

25 47 12 06 03 11 17 14,8 24 000 40 000 7005CTAP4ADT 0,160
47 12 06 03 11 19 14,8 22000 36 000 7005CTAP4DB 0,160
47 12 06 03 11 19 14,8 22000 36 000 7005CTAP4DF 0,160
47 12 06 03 11 19 14,8 24000 40 000 7005CTAP2DT 0,160
47 12 06 03 11 19 14,8 22000 36 000 7005CTAP2DB 0,160
47 12 06 03 11 25,3 22,2 20000 34 000 7005CTAP2TBT 0,240
47 12 06 03 11 19 14,8 24 000 40 000 7005CTBP2DT 0,160
47 12 06 03 11 19 14,8 22000 36 000 7005CTBP2DB 0,160
47 12 06 03 15 16,9 13,9 22000 36 000 7005ATAP4DT 0,160
47 12 06 03 15 16,9 13,9 19 000 32 000 7005ATAP4ADB 0,160
47 12 06 03 15 16,9 13,9 19 000 32 000 7005ATAP4DF 0,160
52 15 1 0,6 13 26,9 20,6 22000 38 000 7205CTAP4ADT 0,240
52 15 1 0,6 13 26,9 20,6 20000 34 000 7205CTAP4DB 0,240
52 15 1 0,6 13 26,9 20,6 20000 34 000 7205CTAP4ADF 0,240
52 15 1 0,6 13 43,8 41,2 18000 30 000 7205CTAP4QBC 0,120
52 15 1 0,6 13 26,9 20,6 22000 38 000 7205CTAP2DT 0,240
52 15 1 0,6 13 26,9 20,6 20000 34 000 7205CTAP2DB 0,240
52 15 1 0,6 13 26,9 20,6 22000 38 000 7205CTBP4DT 0,240
52 15 1 0,6 13 26,9 20,6 20000 34 000 7205CTBP4DB 0,240
52 15 1 0,6 13 26,9 20,6 20000 34 000 7205CTBP4DF 0,240

25 52 15 1 0,6 13 43,8 41,2 18000 30 000 7205CTBP4QBC 0,480
52 15 1 0,6 17 22,2 17,6 20000 34 000 7205ATAPADT 0,240
52 15 1 0,6 17 22,2 17,6 18000 30 000 7205ATAP4DB 0,240
52 15 1 0,6 17 22,2 17,6 18000 30 000 7205ATAPADF 0,240
52 15 1 0,6 17 29,6 26,4 17 000 28 000 7205ATAPATFT 0,360

30 55 13 1 0,3 12 24,5 20,6 22000 36 000 7006CTAP4ADT 0,240
55 13 1 0,3 12 24,5 20,6 19000 32 000 7006CTAP4DB 0,240
55 13 1 0,3 12 24,5 20,6 19000 32 000 7006CTAP4DF 0,240
55 13 1 0,3 12 32,6 30,9 18000 30 000 7006CTAP4ATBT 0,360
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High precision angular contact ball bearings,
single row, for paired and stack mounted
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Dimensions IBasdic radial Speed limit Designation  Weight
oal
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.

mm kN min~ ! - kg

30 55 13 1 0,3 12 24,5 20,6 19 000 32 000 7006CTAP2DB 0,240
55 13 1 0,3 12 24,5 20,6 22000 36 000 7006CTBP2DT 0,240
55 13 1 0,3 17 21,7 19 19 000 32 000 7006ATAP4ADT 0,240
55 13 1 0,3 17 21,7 19 17 000 28 000 7006ATAP4DB 0,240
55 13 1 0,3 17 21,7 19 17 000 28 000 7006ATAP4DF 0,240
62 16 1 0,6 14 37,3 29,6 20000 34 000 7206CTAP4DT 0,380
62 16 1 0,6 14 37,3 29,6 18 000 30 000 7206CTAP4DB 0,380
62 16 1 0,6 14 37,3 29,6 18 000 30 000 7206CTAP4DF 0,380
62 16 1 0,6 14 49,7 44 4 17 000 28 000 7206CTAPATT 0,570
62 16 1 0,6 14 49,7 44,4 17 000 28 000 7206CTAPATBT O 570
62 16 1 0,6 14 60,7 59,2 16 000 26 000 72060TAP4QFC 0,760
62 16 1 0,6 14 37,3 29,6 20000 34 000 7206CTAP2D 0,380
62 16 1 0,6 14 37,3 29,6 18 000 30 000 72060TAP2DB 0,380
62 16 1 0,6 14 37,3 29,6 20000 34 000 7206CTBP4DT 0,380
62 16 1 0,6 14 37,3 29,6 18 000 30 000 7206CTBP4DB 0,380
62 16 1 0,6 14 37,3 29,6 18 000 30 000 7206CTBP4DF 0,380
62 16 1 0,6 14 49,7 44 .4 17 000 28 000 7206CTBPATT 0,570
62 16 1 0,6 14 60,7 59,2 16 000 26 000 7206CTBP4QFC 0,760
62 16 1 0,6 19 35,7 28,2 18 000 30 000 7206ATAP4ADT 0,380
62 16 1 0,6 19 35,7 28,2 17 000 28 000 7206ATAP4DB 0,380
62 16 1 0,6 19 35,7 28,2 17 000 28 000 7206ATAP4DF 0,380

35 62 14 1 0,3 14 31,1 27,4 19 000 32 000 7007CTAP4DT 0,320
62 14 1 0,3 14 31,1 27,4 17 000 28 000 7007CTAP4DB 0,320
62 14 1 0,3 14 31,1 27,4 17 000 28 000 7007CTAP4DF 0,320
62 14 1 0,3 14 31,1 27,4 17 000 28 000 7007CTAP2DB 0,320
62 14 1 0,3 14 31,1 27,4 17 000 28 000 7007CTBP4DB 0,320
62 14 1 0,3 14 31,1 27,4 19 000 32 000 7007CTBP2DT 0,320
62 14 1 0,3 19 29,5 26,2 17 000 28 000 7007ATAPADT 0,320
62 14 1 0,3 19 29,5 26,2 16 000 26 000 7007ATAP4DB 0,320
62 14 1 0,3 19 29,5 26,2 16 000 26 000 7007ATAP4DF 0,320
72 17 1,1 0,6 16 49,3 40,4 18 000 30 000 7207CTAP4DT 0,540
72 17 1,1 0,6 16 49,3 40,4 17 000 28 000 7207CTAP4DB 0,540
72 17 1,1 0,6 16 49,3 40,4 17 000 28 000 7207CTAP4ADF 540
72 17 1,1 0,6 16 65,7 60,6 16 000 26 000 7207CTAPATFT 0,810
72 17 1,1 0,6 16 80,3 80,8 14 000 24 000 7207CTAP4QFC 1,083
72 17 1,1 0,6 16 49,3 40,4 18 000 30 000 7207CTBP4DT 0,540
72 17 1,1 0,6 16 49,3 40,4 17 000 28 000 7207CTBP4DB 0,540
72 17 1,1 0,6 16 49,3 40,4 17 000 28 000 7207CTBP4DF 0,540
72 17 1,1 0,6 21 39,7 34 16 000 26 000 7207ATAP4DT 0,540
72 17 1,1 0,6 21 39,7 34 13 000 22 000 7207ATAP4DB 0,540
72 17 1,1 0,6 21 39,7 34 13 000 22 000 7207ATAP4DF 0,540

40 68 15 1 0,3 15 33,4 31,8 18 000 30 000 7008CTAP4DT 0,380
68 15 1 0,3 15 33,4 31,8 17 000 28 000 7008CTAP4DB 0,380
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High precision angular contact ball bearings,
single row, for paired and stack mounted
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DT DB DF TBT TFT
Dimensions IBa%ic radial Speed limit Designation = Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min

mm kN min~ ' - kg

40 68 15 1 0,3 15 33,4 31,8 17 000 28 000 7008CTAP4DF 0,380
68 15 1 0,3 15 33,4 31,8 18 000 30 000 7008CTAP2DT 0,380
68 15 1 0,3 15 334 31,8 17000 28 000 7008CTAP2DB 0,380
68 15 1 0,3 15 334 31,8 18000 30 000 7008CTBP4DT 0,380
68 15 1 0,3 15 33,4 31,8 17 000 28 000 7008CTBP4DB 0,380
68 15 1 0,3 20 31,6 30 16 000 26 000 7008ATAP4DT 0,380
68 15 1 0,3 20 31,6 30 13 000 22 000 7008ATAP4DB 0,380
68 15 1 0,3 20 31,6 30 13 000 22 000 7008ATAP4ADF 0,380
68 15 1 0,3 20 31,6 30 13 000 22000 7008ATBP4DB 0,380
68 15 1 0,3 15 445 47,7 13 000 22 000 7008ATBP4ATBT 0,570
80 18 1,1 0,6 17 58,8 50,4 17000 28 000 7208CTAP4ADT 0,700
80 18 1,1 0,6 17 58,8 50,4 14000 24 000 7208CTAP4DB 0,700
80 18 1,1 0,6 17 58,8 50,4 14000 24 000 7208CTAP4DF 0,700
80 18 1,1 0,6 17 58,8 50,4 17000 28 000 7208CTBP4DT 0,700
80 18 1,1 0,6 17 58,8 50,4 14000 24 000 7208CTBP4DB 0,700
80 18 1,1 0,6 17 58,8 50,4 14000 24 000 7208CTBP4DF 0,700
80 18 1,1 0,6 17 78,4 75,6 13000 22 000 7208CTBPATT 1,053
80 18 1,1 0,6 17 95,8 101 13 000 22 000 7208CTBP4QT 1,403
80 18 1,1 0,6 17 95,8 101 13 000 22000 7208CTBP4QFC 1,403
80 18 1,1 0,6 23 57 48,8 14 000 24 000 7208ATAP4ADT 0,700
80 18 1,1 0,6 23 57 48,8 12 000 20 000 7208ATAP4DB 0,700
80 18 1,1 0,6 23 57 48,8 12 000 20 000 7208ATAP4DF 0,700
80 18 1,1 0,6 23 57 48,8 14 000 24 000 7208ATBP4ADT 0,700
80 18 1,1 0,6 23 57 48,8 12 000 20 000 7208ATBP4DB 0,700
80 18 1,1 0,6 17 95,8 101 11 000 18 000 7208ATBP4QT 1,403

45 75 16 1 0,3 16 39,5 38,6 16 000 26 000 7009CTAP4DT 0,500
75 16 1 0,3 16 39,5 38,6 13000 22 000 7009CTAP4DB 0,500
75 16 1 0,3 16 39,5 38,6 13000 22 000 7009CTAP4| 0,500
75 16 1 0,3 16 52,7 57,9 13 000 22 000 7009CTAPATBT 0,750
75 16 1 0,3 16 64,5 77,2 12 000 20 000 7009CTAP4QBC 1,003
75 16 1 0,3 16 39,5 38,6 16 000 26 000 7009CTAP2DT 0,500
75 16 1 0,3 16 39,5 38,6 13000 22 000 7009CTAP2DB 0,500
75 16 1 0,3 22 35,7 34,6 14000 24 000 7009ATAP4ADT 0,500
75 16 1 0,3 22 35,7 34,6 12000 20 000 7009ATAP4DB 0,500
75 16 1 0,3 22 35,7 34,6 12000 20 000 7009ATAP4DF 0,500
85 19 1,1 0,6 18 64,8 58 14 000 24 000 7209CTAP4ADT 0,800
85 19 1,1 06 18 64,8 58 12 000 20 000 7209CTAP4DB 0,800
85 19 1,1 06 18 64,8 58 12 000 20 000 7209CTAP4DF 0,800
85 19 1,1 0,6 18 64,8 58 14 000 24 000 7209CTAP2DT 0,800
85 19 1,1 06 25 59,6 55 12 000 20 000 7209ATAP4ADT 0,800
85 19 1,1 06 59,6 55 11 000 18 000 7209ATAP4DB 0,800
85 19 1,1 06 25 59,6 55 11 000 18 000 7209ATAP4ADF 0,800
85 19 1,1 0,6 64,8 58 11 000 18 000 7209CTAP2DB 0,800
85 19 1,1 06 25 59,6 55 12 000 20 000 7209ATBP4DT 0,800
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High precision angular contact ball bearings,
single row, for paired and stack mounted
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T QFC QBC
Dimensions IBasdic radial Speed limit Designation  Weight
oal
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.

mm kN min~ ! - kg

45 85 19 1,1 0,6 25 59,6 55 11 000 18 000 7209ATBP4DB 0,800
85 19 1,1 0,6 25 59,6 55 11 000 18 000 7209ATBP4DF 0,800

50 80 16 1 0,3 17 40,7 41,4 14 000 24 000 7010CTAP4ADT 0,520
80 16 1 0,3 17 40,7 41,4 12 000 20 000 7010CTAP4DB 0,520
80 16 1 0,3 17 40,7 41,4 12 000 20 000 7010CTAP4DF 0,520
80 16 1 0,3 17 66,3 82,8 11 000 18 000 7010CTAP4QBC 1,043
80 16 1 0,3 17 40,7 41,4 14 000 24 000 7010CTAP2DT ,520
80 16 1 0,3 17 40,7 41,4 12 000 20 000 7010CTAP2DB 0,520
80 16 1 0,3 23 37,6 4 12 000 20 000 7010ATAP4ADT 0,520
80 16 1 0,3 23 37,6 40 11 000 18 000 7010ATAP4ADB 0,520
80 16 1 0,3 23 37,6 40 11 000 18 000 7010ATAP4DF 0,520
90 20 1,1 0,6 20 69,4 63,4 13 000 22 000 7210CTAP4DT 0,900
90 20 1,1 0,6 20 69,4 63,4 11 000 19 000 7210CTAP4DB 0,900
90 20 1,1 0,6 20 69,4 63,4 11 000 19 000 7210CTAP4DF 0,900
90 20 1,1 0,6 27 68 62 11.000 18 000 7210ATAP4ADT 0,900
90 20 1,1 0,6 27 68 62 9500 16 000 7210ATAP4DB 0,900
90 20 1,1 0,6 27 68 62 9 500 16 000 7210ATAP4DF 0,900
90 20 1,1 0,6 27 68 62 11.000 18 000 7210ATBP4DT 0,900
90 20 1,1 0,6 27 68 62 9500 16 000 7210ATBP4DB 0,900
90 20 1,1 0,6 27 68 62 9500 16 000 7210ATBP4DF 0,900
90 20 1,1 0,6 27 68 62 11 000 18 000 7210ATBP2DT 0,900

55 90 18 1,1 0,6 19 55,3 57,2 12 000 20 000 7011CTAP4ADT 0,780

55 90 18 1,1 0,6 19 55,3 57,2 11 000 18 000 7011CTAP4DB 0,780
90 18 1,1 0,6 19 55,3 57,2 11 000 18 000 7011CTAP4DF 0,780
90 18 1,1 0,6 19 73,7 85,2 10 000 17 000 7011CTAPATT 1,173
90 18 1,1 0,6 19 73,7 85,2 10 000 17 000 7011CTAP4TBT 1,173
90 18 1,1 0,6 26 52,3 54,2 11 000 18 000 7011ATAP4DT 0,780
90 18 1,1 0,6 26 52,3 54,2 9500 16 000 7011ATAPADB 0,780
90 18 11 0,6 26 52,3 54,2 9500 16 000 7011ATAP4DF 0,780
100 21 1,5 1 21 85,9 80 11.000 18 000 7211CTAP4DT 1,203
100 21 1,5 1 21 85,9 80 9500 16 000 7211CTAP4DB 1,203
100 21 15 1 21 85,9 80 9500 16 000 7211CTAP4DF 1,203
100 21 15 1 29 82 76,6 10 000 17 000 7211ATAP4ADT 1,203
100 21 15 1 29 82 76,6 9000 15 000 7211ATAP4ADB 1,203
100 21 1,5 1 29 82 76,6 9000 15000 7211ATAP4DF 1,203
100 21 1,5 1 29 82 76,6 9000 15 000 7211ATAP2DB 1,203
100 21 15 1 29 82 76,6 10 000 17 000 7211ATBP4DT 1,203
100 21 15 1 29 82 76,6 9000 15 000 7211ATBP4DB 1,203
100 21 15 1 29 82 76,6 9000 15 000 7211ATBP4DF 1,203

60 95 18 1,1 0,6 20 56,7 61 11.000 18 000 7012CTAPADT 0,840
95 18 1,1 0,6 20 56,7 61 9500 16 000 7012CTAP4DB 0,840
95 18 1,1 0,6 20 56,7 61 9500 16 000 7012CTAP4DF 0,840
95 18 1,1 0,6 20 75,6 91,5 9000 15 000 7012CTAP4TBT 1,263
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High precision angular contact ball bearings,
single row, for paired and stack mounted

s

mm‘

\\\\\\\//' //
////// \\\\

W”/////\\\ \\\

\\\\\

fs

////////
//// //\&\\

/// /M\\\\

\\“\\ /// ///\\\\
////// \\\\/////

/ ///\\\\\/////

\\\\\///’////\\\“\\
////// \\\\// //

/////\\\\\/////

L \\\ \\/// \\\V///// \\\\\\/// ///\\\\\ \\\\/// //\\\\\\\
~B-—
DT DB DF TBT TFT
Dimensions IBa%ic radial Speed limit Designation = Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min

mm kN min~ ' - kg

60 95 18 1,1 0,6 20 92,4 122 8 500 14 000 7012CTAP4QBC 1,683
95 18 1,1 0,6 20 56,7 61 500 16 000 7012CTBP2DB 0,840
95 18 1,1 06 27 53,8 58,2 10000 17 000 7012ATAP4ADT 0,840
95 18 1,1 06 27 53,8 58,2 9000 15 000 7012ATAP4DB 0,840
95 18 1,1 06 27 53,8 58,2 9000 15 000 7012ATAP4DF 0,840
95 18 1,1 06 27 53,8 58,2 9000 15 000 7012ATAP2DF 0,840
110 22 1,5 1 23 104 98 10 000 17 000 7212CTAP4DT 1,543
110 22 1,5 1 23 104 98 000 15000 7212CTAP4DB 1,543
110 22 1,5 1 23 104 98 9000 15000 7212CTAP4DF 1,543
110 22 1,5 1 23 138 147 8 500 14 000 7212CTAPATBT 2,313
110 22 1,5 1 23 104 98 9000 15000 7212CTAP2DB 1,543
110 22 1,5 1 31 98,8 95 9000 15000 7212ATAP4ADT 1,543
110 22 1,5 1 31 98,8 95 8 500 14 000 7212ATAP4DB 1,543
110 22 1,5 1 31 98,8 95 8 500 14 000 7212ATAP4DF 1,543
110 22 1,5 1 31 98,8 95 9 000 15000 7212ATBP4DT 1,543
110 22 1,5 1 31 98,8 95 8 500 14 000 7212ATBP4DB 1,543
110 22 1,5 1 31 98,8 95 8 500 14 000 7212ATBP4DF 1,543

65 100 18 1,1 0,6 20 58,3 65 11.000 18 000 7013CTAP4ADT 0,920
100 18 1,1 0,6 20 58,3 65 9500 16 000 7013CTAP4DB 0,920
100 18 1,1 0,6 20 58,3 65 9500 16 000 7013CTAP4DF 0,920
100 18 1,1 0,6 20 77,8 97,5 9000 15000 7013CTAP4TBT 1,383
100 18 1,1 0,6 20 95 130 8 500 14 000 7013CTAP4QBC 1,843
100 18 1,1 0,6 20 77,8 97,5 9000 15000 7013CTAP2TBT 1,383
100 18 1,1 0,6 28 55 62 9500 16 000 7013AMBP4DT 0,920
100 18 1,1 0,6 28 55 62 8 500 14 000 7013ATAP4DB 0,920
100 18 1.1 0,6 28 55 62 8500 14 000 7013ATAP4DF 0,920
120 28 1,5 1 24 117 114 9500 20 000 7213CTAP4DT 1,943
120 23 1,5 1 24 117 114 8500 14 000 7213CTAP4ADB 1,943
120 23 1,5 1 24 117 114 8 500 14 000 7213CTAP4DF 1,943
120 23 1,5 1 24 117 114 9500 16 000 7213CTAP2DT 1,943
120 23 1,5 1 33 113 108 8 500 14 000 7213ATAPADT 1,943
120 23 1,5 1 33 113 108 8 000 13 000 7213ATAP4DB 1,943
120 23 1,5 1 33 113 108 8 000 13 000 7213ATAPADF 1,943
120 23 1,5 1 33 113 108 8 500 14 000 7213ATBP4ADT 1,943
120 23 1,5 1 33 113 108 8 000 13 000 7213ATBP4DB 1,943
120 28 1,5 1 33 113 108 8 000 13 000 7213ATBP4DF 1,943

70 110 20 1,1 0,6 22 73,4 81,6 9500 16 000 7014CTAP4DT 1,283
110 20 1,1 0,6 22 73,4 81,6 8500 14 000 7014CTAP4DB 1,283
110 20 1,1 0,6 22 73,4 81,6 8500 14 000 7014CTAP4DF 1,283
110 20 1,1 0,6 31 93 102 8500 14 000 7014CTAP4TBT 1,923
110 20 1,1 0,6 31 69,7 68 8 500 14 000 7014AMBP4DT 1,283
110 20 1,1 0,6 31 114 136 6 700 11 000 7014AMBP4QBC 2,563
110 20 1,1 0,6 31 69,7 68 8 500 14 000 7014ATAPADT 1,283
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High precision angular contact ball bearings,
single row, for paired and stack mounted
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Dimensions IBasdic radial Speed limit Designation  Weight
oa
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.

mm kN min~ " - kg
110 20 1,1 0,6 31 69,7 68 8 000 12 000 7014ATAP4DB 1,283
110 20 1,1 0,6 31 69,7 68 8 000 13 000 7014ATAP4DF 1,283
110 20 1,1 0,6 31 93 102 7 000 130 7014ATAP2TBT 1,923
125 24 1,5 1 25 123 120 9000 150 7214CTAP4ADT 2,103
125 24 1,5 1 25 123 120 8 500 14 000 7214CTAP4ADB 2,103
125 24 1,5 1 25 123 120 8 500 14 000 7214CTAP4DF 2,103
125 24 1,5 1 25 123 120 8 500 14 000 7214CTAP2DB 2,103
125 24 156 1 35 126 114 8 500 140 7214ATAP4ADT 2,103
125 24 15 1 35 126 114 7 000 12 000 7214ATAP4DB 2,103
125 24 1,5 1 35 126 114 7 000 12 000 7214ATAP4DF 2,103
125 24 1,5 1 35 126 114 8 500 14 000 7214ATBP4DT 2,103
125 24 1,5 1 35 126 114 7 000 12 000 7214ATBP4DB 2,103
125 24 156 1 35 126 114 7 000 12 000 7214ATBP4DF 2,103

75 115 20 1,1 0,6 23 75,4 87 9500 16 000 7015CTAP4ADT 1,363
115 20 1,1 0,6 23 75,4 87 8 500 14 000 7015CTAP4DB 1,363
115 20 1,1 0,6 23 75,4 87 8 500 14 000 7015CTAP4DF 1,363
115 20 1,1 0,6 32 71,3 82,4 7000 12 000 7015AMAP4DB 1,363
115 20 1,1 0,6 23 100 131 6 700 11 000 7015AMAPATBT 2,043
115 20 1,1 0,6 32 116 165 6700 11 000 7015AMAP4QBC 2,723
115 20 1,1 0,6 32 71,3 82,4 8500 14 000 7015ATAP4ADT 1,363
115 20 1,1 0,6 32 71,3 82,4 7000 11 000 7015ATAP4DB 1,363
115 20 1,1 0,6 32 71,3 82,4 7000 11 000 7015ATAP4DF 1,363
115 20 1,1 0,6 32 71,3 82,4 7000 12 000 7015ATBP2DB 1,363
130 25 15 1 26 130 131 8 500 14 000 7215CTAPADT 2,303
130 25 15 1 26 130 131 8 000 13 000 7215CTAP4DB 2,303
130 25 1,5 1 26 130 131 8 000 13 000 7215CTAP4DF 2,303
130 25 1,5 1 37 118 121 8 000 13 000 7215ATAP4ADT 2,303
130 25 15 1 37 118 121 6 700 11 000 7215ATAP4DB 2,303
130 25 1,5 1 37 118 121 6700 11 000 7215ATAP4DF 2,303
130 25 1,5 1 37 118 121 8 000 13 000 7215ATBP4DT 2,303
130 25 1,5 1 37 118 121 6700 11 000 7215ATBP4DB 2,303
130 25 15 1 37 118 121 6 700 11 000 7215ATBP4DF 2,303

80 125 22 1,1 0,6 25 95 110 8 500 14 000 7016CTAPADT 1,783
125 22 1,1 0,6 25 95 110 8 000 13 000 7016CTAP4DB 1,783
125 22 1,1 0,6 25 95 110 8 000 13 000 7016CTAP4DF 1,783
125 22 1,1 0,6 35 91 126 8 000 13 000 7016AMAP4DT 1,783
125 22 1,1 0,6 35 91 126 6 700 11 000 7016AMAP4DB 1,783
125 22 1,1 0,6 25 155 221 6 000 10 000 7016AMAP4QBC 3,563
125 22 1,1 0,6 35 91 126 8 000 13 000 7016ATAP4ADT 1,783
125 22 1,1 0,6 35 91 126 6700 11 000 7016ATAP4DB 1,783
125 22 1,1 0,6 35 126 6700 11 000 7016ATAP4ADF 1,783
140 26 2 1 28 151 156 7 000 12 000 7216CTAP4DT 2,803
140 26 2 1 28 151 156 6 000 10 000 7216CTAP4DB 2,803
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High precision angular contact ball bearings,
single row, for paired and stack mounted
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Dimensions IBa%ic radial Speed limit Designation = Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min.

mm kN min~ ' - kg

80 140 26 2 1 28 151 156 6 000 10 000 7216CTAP4ADF 2,803
140 26 2 1 28 201 234 6 000 10 000 7216CTAP4ATBT 4,203
140 26 2 1 28 151 156 7 000 12 000 7216CTAP2DT 2,803
140 26 2 1 28 151 156 6 000 10 000 7216CTAP2DB 2,803
140 26 2 1 28 151 156 6 000 10 000 7216CTAP2DF 2,803
140 26 2 1 28 246 312 5300 9000 7216CTAP2QBC 5,603
140 26 2 1 39 139 147 6 700 11.000 7216ATAP4ADT 2,803
140 26 2 1 39 139 147 5600 9500 7216ATAP4DB 2,803
140 26 2 1 39 139 147 5600 9500 7216ATAP4DF 2,803
140 26 2 1 39 139 147 6 700 11 000 7216ATBP4ADT 2,803
140 26 2 1 39 139 147 5600 9500 7216ATBP4DB 2,803
140 26 2 1 39 139 147 5600 9500 7216ATBP4DF 2,803

85 130 22 1,1 0,6 26 97,5 117 8 500 14 000 7017CTAP4DT 1,863
130 22 1,1 0,6 26 97,5 117 7 000 12 000 7017CTAP4ADB 1,863
130 22 1,1 0,6 26 97,5 117 7 000 12 000 7017CTAP4DF 1,863
130 22 1,1 0,6 36 92 112 7 000 12 000 7017ATAP4ADT 1,863
130 22 1,1 0,6 36 92 112 6 000 10 000 7017ATAP4DB 1,863
130 22 1,1 0,6 36 92 112 6 000 10 000 7017ATAP4DF 1,863
150 28 2 1 30 168 180 7 000 12 000 7217CTAP4DT 3,503
150 28 2 1 30 168 180 6 000 10 000 7217CTAP4DB 3,503
150 28 2 1 30 168 180 6 000 10 000 7217CTAP4DF 3,503
150 28 2 1 42 159 153 6 000 10 000 7217ATAP4ADT 3,503
150 28 2 1 42 159 153 5300 9000 7217ATAP4DB 3,503
150 28 2 1 42 159 153 5300 9 000 7217ATAPADF 3,503
150 28 2 1 42 159 153 6 000 10 000 7217ATBP4ADT 3,503
150 28 2 1 42 159 153 5300 9000 7217ATBP4DB 3,503
150 28 2 1 42 159 153 5300 9 000 7217ATBPADF 3,503

90 140 24 1,5 0,6 28 116 138 7 000 12 000 7018CMBP4DT 2,403
140 24 1,5 0,6 28 116 138 7 000 12 000 7018CTAP4DT 2,403
140 24 1,5 0,6 28 116 138 6 000 10 000 7018CTAP4DB 2,403
140 24 1,5 0.6 28 116 138 6 000 10 000 7018CTAP4DF 2,403
140 24 1,5 0,6 28 155 207 5300 10 000 7018CTAP2TBT 3,603
140 24 1,5 0,6 39 110 131 6 000 10 000 7018AMBP4DT 2,403
140 24 1,5 0,6 39 147 262 5000 8 500 7018AMBP4TBT 3,603
140 24 1,5 0,6 39 180 262 4 500 7 500 7018AMBP4QT 4,803
140 24 1,5 0.6 39 110 131 6 000 10 000 7018ATAPADT 2,403
140 24 1,5 0,6 39 110 131 5300 0 7018ATAP4DB 2,403
140 24 1,5 0.6 39 110 131 5300 9 000 7018ATAPADF 2,403
160 30 2 1 32 199 210 6 700 11.000 7218CTAP4DT 4,303
160 30 2 1 32 199 210 5600 9500 7218CTAP4DB 4,303
160 30 2 1 32 199 210 5600 9500 7218CTAP4ADF 4,303
160 30 2 1 44 189 200 5000 8 500 7218AMAP4DT 4,303
160 30 2 1 44 189 200 4 500 7 500 7218AMAP4DB 4,303
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High precision angular contact ball bearings,
single row, for paired and stack mounted
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QBT QT
Dimensions IBasdic radial Speed limit Designation  Weight
oal
dcyn. stat.  grease oil
d D B Is, Mg a r Cor
min.  min.

mm kN min~ " - kg

90 160 30 2 1 44 189 200 4500 7 500 7218AMAP4DF 4,303
160 30 2 1 44 189 200 5000 8 500 7218ATAP4ADT 4,303
160 30 2 1 44 189 200 4500 7 500 7218ATAPADB 4,303
160 30 2 1 44 189 200 4500 7 500 7218ATAP4DF 4,303
160 30 2 1 44 189 200 5000 8 500 7218ATBP4DT 4,303
160 30 2 1 44 189 200 4500 7 500 7218ATBP4DB 4,303
160 30 2 1 44 189 200 4500 7 500 7218ATBP4DF 4,303

95 145 24 1,5 0,6 28 119 147 8 000 13 000 7019CTAP4ADT 2,503
145 24 1,5 0,6 28 119 147 6700 11 000 7019CTAP4DB 2,503
145 24 1,5 0,6 28 119 147 6700 11 000 7019CTAP4DF 2,503
145 24 1,5 0,6 40 110 132 5300 9000 7019ATAP4ADT 2,503
145 24 1,5 0,6 40 110 132 4800 8 000 7019ATAP4ADB 2,503
145 24 1,5 0,6 40 110 132 4800 8 000 7019ATAP4DF 2,503
170 32 2,1 1.1 34 211 230 5300 9000 7219CTAP4ADT 5,303
170 32 2,1 1.1 34 211 230 4800 8 000 7219CTAP4DB 5,303
170 32 2,1 1.1 34 211 230 4800 8 000 7219CTAP4DF 5,303
170 32 2,1 1.1 34 211 230 4800 8 000 7219CTAP2DB 5,303
170 32 2,1 1.1 47 204 220 4800 8 000 7219ATAP4ADT 5,303
170 32 2,1 1.1 47 204 220 4300 7 000 7219ATAPADB 5,303
170 32 2,1 1.1 47 204 220 4300 7 000 7219ATAP4ADF 5,303
170 32 2,1 1.1 47 126 220 4800 8 000 7219ATBP4ADT 5,303
170 32 2,1 1.1 47 126 220 4300 7 000 7219ATBP4ADB 5,303
170 32 2,1 1.1 47 126 220 4300 7 000 7219ATBP4DF 5,303

100 150 24 1,5 0,6 29 122 154 6700 11.000 7020CTAP4ADT 2,603
150 24 1,5 0,6 29 122 154 5600 9500 7020CTAP4DB 2,603
150 24 1,5 0,6 29 122 154 5600 9500 7020CTAP4DF 2,603
150 24 1,5 06 41 115 146 5000 8 500 7020AMBP4DT _ 2,603
150 24 1,5 0,6 29 163 231 4300 7 000 7020AMBP4TBT 3,903
150 24 1,5 0,6 41 188 292 4000 6700 7020AMBP40BT 5,203
150 24 1,5 0,6 41 115 146 4500 7 500 7020AMBP2D 2,603
150 24 1,5 0,6 41 115 146 5000 8 500 7020ATAP4DT 2,603
150 24 1,5 0,6 41 115 146 4500 7 500 7020ATAP4ADB 2,603
150 24 1,5 0,6 41 115 146 4500 7 500 7020ATAP4DF 2,603
180 34 2,1 1.1 36 243 254 5000 8 500 7220CTAP4ADT 6,303
180 34 2,1 1.1 36 243 254 4500 7 500 7220CTAP4DB 6,303
180 34 2,1 1.1 36 243 254 4500 7 500 7220CTAP4DF 6,303
180 34 2,1 1.1 36 398 508 4000 6700 7220CTAP4QBC 12,63
180 34 2,1 1.1 50 230 243 4500 7 500 7220AMAP4DT 6,303
180 34 2,1 1.1 50 230 243 4000 6700 7220AMAP4DB 6,303
180 34 2,1 1.1 50 230 243 4500 7 500 7220ATAPADT 6,303
180 34 2,1 1.1 50 230 243 4000 6700 7220ATAPADB 6,303
180 34 2,1 1.1 50 230 243 4000 6700 7220ATAP4DF 6,303
180 34 2,1 1.1 50 230 243 4500 7 500 7220ATBP4DT 6,303

MT I+ 153



High precision angular contact ball bearings,
single row, for paired and stack mounted
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QBT QBC
Dimensions IBa%ic radial Speed limit Designation  Weight
oal
dyn. stat.  grease oil
d D B Is, Ms a Cr COr
min. min.

mm kN min~ ' - kg
100 180 34 21 11 50 230 243 4000 6700 7220ATBP4DB 6,303

180 34 2,1 1,1 50 230 243 4000 6 700 7220ATBP4DF 6,303
105 160 26 2 1 31 143 178 4 500 7 500 7021CTAP4DB 3,323
110 170 28 2 1 47 169 208 3800 6 300 7022ATAP4DB 6,403
120 180 28 2 2 49 169 210 3 600 6 000 7024AMAP4DB 2,293
130 200 33 2 1 39 313 298 3800 6300 7026CMAP4ATBT 9,573

200 33 2 1 39 235 298 4000 6 700 7026CTAPADB 6,383
150 225 35 2,1 1.1 61 258 346 2800 4 500 7030AMAP4DB 8,643
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Angular contact ball bearings,

double row

Double row angular contact ball bearings are, function-
ally, similar to two single row angular contact ball bear-
ings in DB arrangement and they have to take axial loads
acting in both directions and tilting moments.

Double row angular contact ball bearings are narrower
than a pair of single row angular contact ball bearings.

Double row angular contact ball bearings can be
manufactured in two versions:

- with non-separable inner ring, series 32 and 33, with
a contact angle a = 327;

- with separable inner ring, series 33D, with a contact
angle o= 45°.

ey el

Double row angular contact ball bearings, series 32 and
33 have filling slots on one side. If these bearings have
to take axial loads mainly in one direction, they are to be
mounted so that axial loads acting upon the shaft should
be directed to the filling slots.

Double row angular contact ball bearings series 33D
are suitable to accommodate heavy axial loads in both
directions.

Dimensions

Main bearing dimensions given in tables are in accord-
ance with ISO/R15.

Misalignment

Angular misalignment of the outer ring, relative to the
inner ring, is accommodated by force between the balls
and raceway. This leads to a shortening of bearing life.

MT K+

Tolerances

Double row angular contact ball bearings are generally
manufactured to the normal tolerance class.
Bearing tolerances are given on page 24.

Axial clearance

Double row angular contact ball bearings series 32 and
33, with a contact angle o = 32" are generally manufac-
tured with normal axial clearance. They can also be
manufactured with smaller or larger axial clearances.

Double row angular contact ball bearings series 33D,
with a contact angle a = 45° are generally mounted on
the shaft with greater tightening than those of series 33.
For this reason, the axial clearance is larger.

The values of axial clearance of the double row angular
contact ball bearings are given in table 1.

Cages

Double row angular contact ball bearings series 32, 33
are fitted with machined brass cages.

Glass fibre reinforced polyamide 6.6 cages are also
used with good results.

Large-sized bearings are fitted with pressed sheet
cages.

Cage design and some technical data are given in
table 2.

Equivalent dynamic radial load

For double row angular contact ball bearings series 32
and 33 with a contact angle a = 32°, the following
equations are available:

Pr = Fr+ 0,73 Fa, kN, for Fa/Fr< 0,86
Pr = 0,62 Fr + 1,17 Fa, kN, for Fa/Fr > 0,86

For double row angular contact ball bearings series 33D

with a contact angle o = 45°, the following equations are
used:
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Axial clearance of the double row angular contact ball bearings

Table 1
Outer diameter Series 32 and 33 Series 33D
d c2 Normal Cc3 Normal Cc3
over up to min. max. min. max. min. max. min. max. min. max.
mm um
= 10 i} 11 5 21 12 28 11 28 20 37
10 18 1 12 6 23 13 31 13 31 23 41
18 24 2 14 7 25 16 34 14 32 24 42
24 30 2 15 8 27 18 37 16 35 27 46
30 40 2 16 9 29 21 40 18 38 30 50
40 50 2 18 11 33 23 44 22 44 36 58
50 65 g 22 13 36 26 48 25 48 40 63
65 80 3 24 15 40 30 54 29 54 48 71
80 100 g 26 18 46 35 63 35 63 55 83
100 110 4 30 22 53 42 73 42 73 65 96

Radial clearance = 0,6 axial clearance
Cage design and some technical data

Table 2

Cage Design Application Max. value
Bearing Cage Dmn
oil grease
Pressed - General application  450x 10° 350% 10°
sheet - Bearing series 32,
cage 33
Polyamide - General application  1000x 10°  800x 10°
cage TN - Bearing series 32,
33
Machined - General application  800x 10° 600x 10°
brass - Bearings
cage M dimensions
3319-3322, 3305D-
3318D

Pr = Fr + 0,47 Fa, kN,

for Fa/Fr< 1,33,
Pr = 0,54 Fr + 0,81 Fa, kN, for Fa/Fr > 1,33

For double row angular contact ball bearings with a
contact angle o = 40°, the following equations are used:

Pr = Fr+ 0,55 Fa, kN, for Fa/Fr< 1,14,
Pr = 0,57 Fr + 0,93 Fa, kN, for Fa/Fr > 1,14.

Equivalent static radial load

For double row angular contact ball bearings series 32
and 33 with a contact angle o = 32":

156

POr = Fr + 0,63 Fa, kN

For double row angular contact ball bearings series 33D
with a contact angle o = 45°:

POr =Fr+ 0,46 Fa, kN

For double row angular contact ball bearings with a
contact angle o = 40°:

Por = Fr + 0,52 Fa, kN
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Abutment dimensions

For a proper location of bearing rings on the shaft and
housing shoulder respectively, shaft (housing) maximum
radius rumax should be less than bearing minimum
mounting chamfer rs min

Shoulder height should also be properly sized in case
of bearing maximum mounting chamfer.

The values of the connection radii and support shoulder
height are given in table 3.

Abutmentdimensions

Table 3

s u hy
min. max. min.

Bearing series
mm 32, 33; 33D
0,6 0,6 21
1 1 2,8
1,1 1,1 3,5
1,5 1,5 45
2 2 515
2,1 21 6
3 25 7

MT I+
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Angular contact ball bearings, double row

Ll
ity

33D
Dimensions Basic radial Speed limit Desig-  Weight
loa nation
dyn. stat. grease  oil
d D B Is. a Cr Cor
min.
mm kN min~ ' - kg
10 30 14,3 0.6 19 7,8 3,9 16000 22000 3200 0,050
12 32 15,9 0,6 22 10,6 5,1 15000 20000 3201 0,060
15 35 15,9 0.6 23 11,8 6,1 13000 18000 3202 0,070
42 19 1 27 16,3 8,7 10000 15000 3302 0,130
17 40 17,5 0,6 27 14,6 7,8 10000 15000 3203 0,100
47 22,2 1 31 20,8 10,6 9500 14000 3303 0,190
20 47 20,6 1 31 19,6 10,8 9000 13000 3204 0,170
52 22,2 1.1 34 23,2 12,9 8500 12000 3304 0,230
52 22,2 1.1 46 24 11 8500 12000 3304D 0,230
25 52 20,6 1 35 21,2 12,7 8000 11000 3205 0,190
62 254 1.1 40 29,2 17,3 7 500 10000 3305 0,370
62 254 1.1 57 30 19 7 500 10000 3305D 0,380
30 62 23,8 1 41 28,1 18,3 7 000 9500 3206 0,310
72 30,2 1.1 47 38 24,5 6 300 8500 3306 0,580
72 30,2 1.1 67 41,5 30 6 300 8500 3306D 0,600
35 72 27 1,1 47 39 25 6 000 8000 3207 0,480
80 34,9 1,5 54 51 30 5600 7 500 3307 0,780
80 34,9 1,5 76 58 38 5600 7 500 3307D 0,780
40 80 30,2 1,1 52 48 31,5 5600 7 500 3208 0,650
90 36,5 1,5 58 62 39 5000 6700 308 1,05
90 36,5 1,5 84 70 45 5000 6 700 3308D 1,15
45 85 30,2 1,1 56 49 32,5 5000 6700 3209 0,700
100 39,7 1,5 64 71 57 4500 6 000 309 1,41
100 39,7 1,5 93 78 51 4500 6 000 3309D 1,61
50 90 30,2 1.1 59 51 36 4800 6 300 3210 0,740
110 44,4 2 73 85 75 4000 5300 3310 1,90
110 44,4 2 102 90 72 4000 5300 3310D 2,05
55 100 33,3 1,5 64 54 55 4300 5600 3211 1,05
120 49,2 2 80 98 88 3600 4800 3311 2,48
120 49,2 2 114 104 81,5 3600 4800 3311D 2,68
60 110 36,5 1,5 71 69,5 72 3800 5000 3212 1,36
130 54 21 86 114 112 3400 4500 3312 3,17
130 54 21 123 116 104 3400 4500 3312D 3,42
65 120 38,1 1,5 76 73,5 83 3600 4800 3213 1,76
140 58,7 21 94 129 130 3200 4300 3313 4,01
140 58,7 21 132 135 117 3200 4300 3313D 4,31
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Angular contact ball bearings, double row

Ll
ity

33D
Dimensions Basic radial Speed limit Desig- Weight
load nation
dyn. stat. grease  oil
d D B rs. a cr Cor
min.
mm kN min~ ! - kg
70 125 39,7 1,5 81 81,5 91,5 3200 4300 3214 1,93
150 63,5 2,1 101 143 146 2800 3800 3314 5,04
70 150 63,5 2,1 142 159 130 2800 3800 3314D 5,40
75 130 41,3 1,5 84 85 98 3200 4300 3215 2,08
160 68,3 2,1 107 163 166 2600 3600 3315 6,16
160 68,3 2.1 140 179 150 2600 3600 3315D 6,66
80 140 44 4 2 91 95 110 2800 3800 3216 2,64
170 68,3 2,1 112 176 186 2400 3400 3316 6,93
170 68,3 2,1 149 192 170 2400 3400 3316D 7,53
85 150 49,2 2 97 112 132 2600 3600 3217 3,39
180 73 3 119 190 200 2200 3200 3317 8,30
180 73 3 155 208 193 2200 3200 3317D 9,00
90 160 52,4 2 104 125 146 2400 3400 3218 4,14
190 73 3 125 216 240 2000 3000 3318 9,23
190 73 3 166 228 216 2000 3000 3318D 10,0
95 170 55,6 2,1 111 140 163 2200 3200 3219 5,00
200 77,8 3 133 220 245 1900 2800 3319 11,4
100 180 60,3 2,1 118 160 196 2000 3000 3220 6,10
215 82,6 3 139 240 280 1800 2600 3320 14,2
110 200 69,8 2,1 132 190 228 1900 2800 3222 8,79
240 92,1 3 153 280 400 1800 2600 3322 19,0
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Cylindrical roller bearings

Cylindrical roller bearings are manufactured in a
various range of constructive types and sizes, particularly
single row cylindrical roller bearings but also two or more
row cylindrical roller bearings, with cages or roller by
roller, as shown in the designs below.

In case of cylindrical roller bearings, the rollers are
laterally guided by the fixed ribs of one ring.

In case of bearings with cages, the ring with ribs and
the rollers retained in the cage can be drawn out from the
other ring, which means that these bearings are dis-
mountable.

- single row
Y AN SN AN\
] ] ] s
2 Yoy /B
NU NJ NUP
- double row
% 77727227222 7772222222222
NN30 NN30 K NNU49 NNU49 K
Sufixes
AR - Grinding addition on the inner ring raceway
B - Cylindrical roller bearings with extended inner
ring
c2 - Radial clearance smaller than normal, bearings

with interchangeable elements

C2NA -Radial clearance smaller than normal, bearings
with noninterchangeable elements

Cc3 - Radial clearance larger than normal, bearings
with interchangeable elements

C3NA -Radial clearance larger than normal, bearings
with non-interchangeable elements

MT K+
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Therefore, bearings from joints can be much easier
mounted and dismounted, especially were interference
fits are needed for both rings due to the loading condi-
tions.

Bearings are provided with unloaded rollers at both
generatrix ends. Therefore, the linear contact between
rollers and rings alters advantageously, i.e.peripheral
stresses are avoided.

H

RNU

e

NJ+HJ

Lk

NU+HJ

-without cage (full complement)

! ]
), %%%%
NCFV NJ VH

2
7
/

- Two-pieces inner ring

- Cylindrical roller bearings, E - design (increased
basic static and dynamic loads)

- Machined steel or special cast iron cage

- Constructive modifications

- Tapered bore bearing

- Machined brass cage guided on the rolling
elements

MA - Machined brass cage guided in the outer ring

MB - Machined brass cage guided on the inner ring

- Machined brass cage (one-piece)

N - Circular groove in the outer ring for snap ring

NA - Radial clearance, non-interchangeable elements

EXB'I'I mo
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NR - Gircular groove in the outer ring and snap ring

P - Two-pieces outer ring

P5 - Tolerance class more accurate than normal (P5)

P51 - Tolerance class P5 and radial clearance C1

P53 - Tolerance class P5 and radial clearance C3

P4 - Tolerance class more accurate than P5

P41 - Tolerance class P4 and radial clearance C1

R... - Non-standardized radial clearance (e.g.
R45...85)

TN - Polyamide cage

Vv - Roller bearing without cage (full complement)

VH - Self-retaining roller bearing without cage

w3 - Lubrication holes in the outer ring

w4 - Lubrication holes in the outer and inner ring

w5 - Lubrication groove and holes in both rings

wé - Lubrication groove and holes in the outer ring
and lubrication holes in the inner ring

w7 - Locating holes

ws - Lubrication groove on the outer ring side sur-
faces

w9 - Lubrication grooves on the inner ring side sur-
faces

W20 - Lubrication holes in the outer ring

W33 - Lubrication groove and holes on the outer ring

W44 - Lubrication groove and holes on the inner ring

W339 - W9 + W33

Zs - NA radial clearance; changing the bearing ele-

ments, the clearance can be obtained from the
interchangeable elements.

Single or more rows cylindrical
roller bearings

Single row cylindrical roller bearings are manufactured
by MTK in various constructive versions, depending on
the position of the ribs on rings. The four basic designs
(NU, NJ, N and NUP) are given in the bearing tables.

Bearings of NU design have two fixed ribs on the outer
ring and one smooth inner ring. Bearings of N design
have two fixed ribs on the inner ring and one smooth outer
ring. These designs allow an axial displacement in certain
limits, of the shaft in relation to the housing. Therefore,
these rolling bearings are used in non-locating bearing
units.

Bearings of NJ design have two fixed ribs on the outer
ring and a fixed rib on the inner ring which can guide the
shaft in a single direction (axially).

Bearings of NUP design have also two fixed ribs on the
outer ring and, on the inner ring, a fixed rib and a support
washer. This way they can be used as locating bearings,
guiding the shaft axially in both directions.

For a shaft guiding in a single direction, it also can be
used a bearing of NU design which is combined with a
support washer. Thus, the constructive version NUJ is
obtained.

Support washers on both sides of a bearing of NU
design are not allowed as they lead to an axial blocking
of the rollers.

Cylindrical roller bearings can carry heavy radial loads
and can operate at high speeds.

Double or more rows cylindrical roller bearings have
small sections, high load carrying capacity and stiffness.

These bearings provide high stiffness and maximum
load carrying capacity and are particularly used for tool
holders of the machine-tools and rolling mills.

Double row cylindrical roller bearings series NNU49
and NN30 are generally manufactured to tolerance clas-
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ses P5 and SP, used for machine tools.
Large-sized bearings series NNU49 are also manufac-
tured to the normal tolerance class.

Cylindrical roller bearings
with snap ring groove

Single row cylindrical roller bearings are also manufac-
tured with snap ring grooves on the outer rings. This
design simplifies the bearing joint as the bearings are
located into the housing by means of the snap rings. The
snap ring groove and snap rings are in accordance with
ISO 464, and tables 7 and 8 on page 84 and 87.

Cylindrical roller bearings
without cage
(full complement)

These bearings incorporate the maximum number of
rollers and have a small section in relation to their width.

This provides a high load carrying capacity and allows
space-saving designs to be achieved.

Cylindrical roller bearings without cage cannot be used
at speeds as high as those with cages. These bearings
are manufactured with single or more row rollers and
suffix V is added to the bearing designation. The most
utilized bearings are those of series NCF29 V, NCF30 V
and NJ23VH and they are given in this catalogue on page
194.

Dimensions

The main dimensions of standardized bearings given
in tables are in accordance with ISO 15.

Misalignment

The modified contact between rollers and raceway al-
lows not only peripheral stresses to be avoided but also,
in case of single row roller bearings, permits an angular
misalignment of the outer ring with respect to the inner
ring, depending on the bearing series and load according
to the table 1.

Permisible misalignment

Table 1

Bearing series Permisible misalignment

P< 0,1Cr P > 0,1Cr
NU10,NU2,NU3,NU4,
NU2E,NU3E max. 3’ max. 7
NU22,NU23,NU22E,
NU23E max. 2' max. 4’
N,NJ,NUP design,
all series max. 2' max. 4’
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Tolerances and radial
clearance

Single row cylindrical roller bearings are usually
manufactured to normal tolerance class with normal
radial clearance.

They can also be manufactured to more accurate
tolerance classes and with larger (C3NA and C4NA) or
smaller (C1NA and C2NA) radial clearances.

Tolerances of cylindrical roller bearings are given on
pages 24.

Radial clearances according to international standard
ISO 5753 are given in tables 2 and 3 for cylindrical bore
bearings both with interchangeable rings and with non-
interchangeable rings (NA).

Radial clearance for single and double row cylindrical roller bearings and needle roller bearings

With interchangeablq?lements
With cylindrical bore

Table 2

Bore diameter Clearance group symbol
d Cc2 Normal C3 C4 C5
over up to min. max. min. max. min. max. min. max. min. max.
mm um

24 0 25 20 45 35 60 50 75 65 90
24 30 0 25 20 45 35 60 50 75 70 95
30 40 5 30 25 50 45 70 60 85 80 105
40 50 5 35 30 60 50 80 70 100 95) 125
50 65 10 40 40 70 60 90 80 110 110 140
65 80 10 45 40 75 65 100 90 125 130 165
80 100 15 50 50 85 75 110 105 140 155 190
100 120 15 55 50 90 85 125 125 165 180 220
120 140 15 60 60 105 100 145 145 190 200 245
140 160 20 70 70 120 115 165 165 215 225 275
160 180 25 75 75 125 120 170 170 220 250 300
180 200 35 90 90 145 140 195 195 250 275 330
200 225 45 105 105 165 160 220 220 280 305 365
225 250 45 110 110 175 170 235 235 300 330 395
250 280 55 125 125 195 190 260 260 330 370 440
280 315 55 130 130 205 200 275 275 350 410 485
315 355 65 145 145 225 225 305 305 385 455 535
355 400 100 190 190 280 280 370 370 460 510 600
400 450 110 210 210 310 310 410 410 510 565 665
450 500 110 220 220 330 330 440 440 550 625 735
500 560 120 240 240 360 360 480 480 600 660 780
560 630 140 260 260 380 380 500 500 620 675 795
630 710 145 285 285 425 425 565 565 705 705 845
710 800 150 310 310 470 470 630 630 790 790 950
800 900 180 350 350 520 520 690 690 860 860 1030
900 1000 200 390 390 580 580 770 770 960 960 1150
1000 1120 220 430 430 640 640 850 850 1060 1060 1270
1120 1250 230 470 470 710 710 950 950 1190 1190 1430
1250 1400 270 530 530 790 790 1050 1050 1310 1310 1570
1400 1600 330 610 610 890 890 1170 1170 1450 1450 1730

1) Radial clearance for bearings with tapered bore is staggered with one group to the right, for example radial clearance C3 for
cylindrical bore bearings match Normal radial clearance for tapered bore bearings.

Cages

Small and medium-sized single row cylindrical roller
bearings are generally fitted with pressed sheet cages.
Large-sized bearings are fitted with machined brass
cages of normal design, i.e. cages of separable design
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guided on rolling elements M, on the outside surface MA
or inner surface MB.

In case of heavy loads and high speeds, cages are
made in one piece.
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Radial clearance for single and double row cylindrical roller bearings and needle roller bearings

With non-interchang%ble elements
With cylindrical bore

Table 3
Bore Clearance group symbol
diameter

C1NA C2NA NA C3NA C4NA C5NA

over upto min.  max. min. max.  min. max. min. max. min. max. min. max.
mm pm
2,5 6 0 7 8 15 15 15 30 40 40 50
6 10 0 7 10 20 20 30 35 45 45 55
10 14 0 10 10 20 20 30 35 45 45 55
14 24 5} 15 10 20 20 30 35 45 45 55 65 75
24 20 5} 15 10 25 25 35 40 50 50 60 70 80
30 40 5} 15 12 25 25 40 45 55 55 70 80 95
40 50 5} 18 15 30 30 45 50 65 65 80 95 110
50 65 5 20 15 35 35 50 55 75 75 90 110 130
65 80 10 25 20 40 40 60 70 90 90 110 130 150
80 100 10 30 25 45 45 70 80 105 105 125 155 180
100 120 10 30 25 50 50 80 5] 120 120 145 180 205
140 140 10 B85) 30 60 60 90 105 135 135 160 200 230
140 160 10 35 35 65 65 100 115 150 150 180 225 260
160 180 10 40 35 75 75 110 125 165 165 200 250 285
180 200 15 45 40 80 80 120 140 180 180 220 275 315
200 225 15 50 45 90 90 135 155 200 200 240 305 350
225 250 15 50 50 100 100 150 170 215 215 265 330 380
250 280 20 55 55 110 110 165 185 240 240 295 370 420
280 315 20 60 60 120 120 180 205 265 265 325 410 470
315 355 20 65 65 135 135 200 225 295 295 360 455 520
355 400 25 75 75 150 150 225 255 330 330 405 510 585
400 450 25 85 85 170 170 255 285 370 370 455 565 650
450 500 25 G5 95} 190 190 285 315 410 410 505 625 720
500 560 25 100 105 210 210 315 350 455 455 560 720 815
560 630 30 110 115 230 230 345 390 505 505 620 800 910
630 710 30 130 130 260 260 390 435 565 565 695 900 1030
710 800 35 140 145 290 290 435 485 630 630 775 1000 1140
800 900 35 160 160 320 320 480 540 700 700 860 1130 1290
900 1000 35 180 180 360 360 540 600 780 780 960 1270 1440
1000 1120 50 200 200 400 400 600 660 860 860 1060 1380 1560
1120 1250 60 220 220 440 440 660 730 950 950 1170 1520 1720
1250 1400 60 240 240 480 480 720 810 1050 1050 1290 1680 1900
1400 1600 70 270 270 540 540 810 910 1190 1190 1460 1900 2150

1) Radial clearance for bearings with tapered bore is staggered with one group to the right, for example radial clearance C3NA for
cylindrical bore bearings match radial clearance NA for tapered bore bearings.

Glass fibre reinforced polyamide 6.6 cages, are suc-
cessfully used for small and medium-sized bearings, if
the operating temperature doesn’t exceed + 120°C.
These cages have low weight, low coefficient of friction
and are noiseless while running.

Cage design and some technical data are given in
table 4.

Minimum load

Cylindrical roller bearings must be subjected to a given
minimum load, so that a proper operation of these bear-
ings can be guaranteed.

This is necessary especially as the bearings are
operated at high speeds and the centrifugal forces
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produce additional friction in bearing due to the sliding
between rollers and raceway.

The values of the minimum load can be enough ac-
curately calculated using the equation:

Frm = 0,02 Cr, kN

Equivalent dynamic radial load

For cylindrical roller bearings purely radially loaded
which don’t locate shafts axially, equivalent dynamic load
is:

Pr = Fr, kN

MT K+



Cages design and some technical data

Table 4
Cage Design Application Max.value
bearing cage Dmn
oil grease
Pressed - General application  550x 108 400x 10°
sheet - Low inertia
cage - Provides proper
with fins bearing lubrication
- Moderate speeds
- Bearings
NU,NJ,NUP
Pressed - General application  550x 108 400x 10°
sheet - Low inertia
cage - Provides proper
with fins bearing lubrication
- Moderate speeds
- Bearings N
Pressed - General application  550x 10° 400x 103
sheet - Low inertia
cage - Provides proper
bearing lubrication
- Moderate speeds
- Bearings construc-
tion E type NU,NJ,
NUP
Polyamid - General application 1400 10 1100x 10°
e cage - Low frictional
TN moment
- High speeds
- Bearings with
d< 150 mm
Machined - General application  1200x 10°  900x 10°
brass - Heavy loads
cage M, - Moderate and
MA, MB high speeds
- Bearings with
d> 100 mm
One - General application  1400x 10°  1100x 10°
piece - Heavy loads
machined - Provides proper
brass lubrication
cage - High speeds
MPA
If cylindrical roller bearings have ribs on the outer and where:
inner rings and locate shafts axially in one or both direc- e — calculation factor with values:
tions, equivalent dynamic load can be calculated using - 0,2 for series 10,2,3 and 4
the equations: - 0,3 for series 22,23
Y — factor for axial load
Pr = Fr, kN, when Fa/Fr< e - 0,6 for series 10,2,3 and 4
Pr= 0,92 Fr+ Y Fa, kN, when Fa/Fr > e - 0,4 for series 22,23
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Cylindrical roller bearings axially loaded run satisfac-
torily only if they are simultaneously radially loaded. Ratio
Fa/Fr should not exceed 0,5 for bearings of E design and
0,4 for the other bearings.

Equivalent static radial load

For cylindrical roller bearings purely radially loaded,
equivalent static load is:

POr = Fr, kN

Dynamic axial load

Bearings with ribs on the outer ring can accommodate
axial loads in addition to radial loads. The axial load
carrying capacity of cylindrical roller bearings do not
depend essentially on the steel fatigue strength, but on
the resistance of the sliding surfaces at the roller end and
rib contact and therefore on lubrication, operating
temperature and bearing thermal conductivity.

Considering the above mentioned, axial load carrying
capacity of a cylindrical roller bearing can be enough
accurately calculated using the following equation:

ks Cor 10*

nd+ D) ke Fr,

Fa max =

where:

Fa max - maximum permissible axial load, kN
Cor - radial static load, kN

Fr - radial load component, kN

n - operating speed, r/min

d - bearing bore diameter, mm

D - bearing outside diameter, mm

k1 - auxiliary factor, see table 5

k2 - auxiliary factor, see table 5

The above equation is based on conditions which are
considered typical for normal bearing operation:

- a difference of 60°C between the bearing operating
temperature and the ambient temperature

- a specific heat loss from the bearing of 0,5 mW/mm? °C

- a viscosity ratio k = 2.

The viscosity ratio k is the ratio of the actual viscosity at
the operating temperature to the requisite viscosity for a
proper lubrication at that temperature. Further details can
be found in subchapter "Adjusted rating life", life adjust-
ment factor as - on page 20.

In case of grease lubrication, the base oil viscosity of
the grease should be used. These effects can be reduced

Factors k1 and k2

Table 5
Factor Lubrication
oil grease

Bearings construction E

k1 15 1

k2 0,15 0,1
Other bearings

k1 05 0,3

k2 0,05 0,03
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at low speeds by using oils with EP additives.

The values of permissible axial load Fa max obtained
from the equation above mentioned are valid for a con-
tinuously acting constant axial load. If axial loads act only
for short periods, the values may be multiplied by 2 or for
shock loads by 3.

The constantly acting axial load Fa mgx (N) should
never exceed the numerical value of 1,2 D ( D= bearing
outside diameter, mm) and occasional shock loads
should never be greater than the numer'&cal value of 3 D°.

In case of heavy axial loads (Fa > D), the ribs of the
outer and inner ring respectively are recommended to be
supported by the bearing adjoint parts. Bearings of NUP
and NJ+HJ designs which take axial loads in both direc-
tions are to be placed so that main axial loads should be
taken by the fixed ribs, if bearing design allows.

Heat treatment

Cylindrical roller bearings with outside diameter D
> 240 mm of all series given in the catalogue are to be
subjected to a heat treatment of stress relieving which
allows bearings to be operated up to a temperature of
+150°C.

The hardness of rings should not be less 59 HRC.

Small-sized bearings operate normally up to +120°C.

Abutment dimensions

For a proper location of bearing rings on the shaft and
housing shoulder respectively, shaft (housing) maximum
radius ru max should be less than bearing minimum
mounting chamfer rs min.

Shoulder height should also be properly sized in case
of bearing maximum mounting chamfer.

The values of the connection radii and support shoulder
height are given in table 6.

Abutment dimensions for single row cylindrical roller
bearings are given in table 7. The values for double row
cylindrical roller bearings are given in table 8.

MT K+



ey

r. Mo

| Gk
o

|
|
SR

Abutmentdimensions

Table 6

fs; s fu hy
min max  min

Bearing series

10,18,19,28,29, 2,2E,3,3E,22, 4

30,48,49,60 22E,23,23E
mm
0,3 0,3 1 1,2
0,6 0.6 1,6 2,1
1 1 2,3 2,8
1,1 1 3 3,5 4,5
1,5 1,5 3,6 45 55
2 2 4,4 55 6,5
281 2.1 5,1 6 7
3 25 6,2 7 8
4 3 73 85 10
5 4 © 10 12
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Cylindrical roller bearings, single row

Abutmentdimensions

1 1]

i

Py T P
dui#iri 7774‘»du dm#iidiii
Bore Dimensions series
2,2E 3,3E 4
29 22, 22E 23, 23E
sym- d dy dyi dy @yt dut du2 du3 Du du dul du2 du3 Du du dul du2 du3 Du
bol min. max.min. miax. max. min. min. max. min. max. min. min. max. min. max. min. min. max.
— mm
03 17 25 21 27 32 3 27 24 30 37 40
04 20 27 25 29 26 32 39 42 30 27 33 43 46
05 25 32 30 34 31 37 44 47 37 33 40 51 55 40 38 45 61 64
06 30 38 35 40 37 44 53 56 44 40 48 60 64 47 44 52 71 74
07 3B 44 H 46 43 50 61 65 48 45 53 67 72 55 52 61 81 84
08 40 49 46 52 49 56 69 72 55 51 60 76 82 60 57 67 90 93
09 45 54 52 57 54 61 74 77 60 57 66 8 90 66 63 74 99 102
10 50 59 57 62 58 67 79 83 67 63 73 94 99 73 69 81 109 112
1 55 66 63 68 65 73 87 91 72 69 80 103 108 79 76 87 115 119
12 60 71 68 7% M 80 96 101 79 75 86 112 117 85 82 94 125 128
13 65 76 73 81 77 87 104 110 85 81 93 120 126 91 88 100 133 137
14 70 82 78 86 82 92 109 115 92 87 100 128 135 102 99 112 150 153
15 75 87 83 90 87 96 1156 120 97 93 106 138 145 107 103 118 158 162
16 80 94 90 97 94 104 124 129 105 99 114 145 153 112 109 124 168 172
17 8 99 95 104 99 110 132 138 110 106 119 154 162 115 111 128 175 179
18 90 106 101 109 105 116 141 147 117 111 127 163 172 125 122 139 189 194
19 95 111 106 116 111 123 150 156 124 119 134 172 180 136 132 149 199 204
20 100 116 111 122 117 130 158 165 132 125 143 184 194 141 137 156 208 213
21 105 122 118 129 124 137 166 171 137 132 149 198 202 147 143 162 217 223
22 110 128 124 135 130 144 177 183 145 140 158 204 214 157 153 173 232 238
24 120 138 134 146 141 156 190 198 156 151 171 223 233 172 168 190 256 264
26 130 151 146 158 151 168 202 211 169 164 184 240 250 187 183 208 281 289
28 140 161 156 171 166 182 219 228 182 176 198 256 268 200 195 222 298 306
30 150 173 167 184 179 196 236 245 195 190 213 273 287 216 210 237 313 321
32 160 184 178 197 192 210 252 262 211 200 228 288 304
34 170 197 190 211 204 223 269 284 223 216 241 305 322
36 180 209 203 221 214 233 279 294 235 227 255 323 339
38 190 219 213 234 227 247 296 311 248 240 268 340 357
40 200 233 226 247 240 261 313 328 263 254 283 355 375
44 220 254 248 273 266 289 347 364 288 276 310 391 411
48 240 275 268 298 293 316 382 400 314 300 338 425 447
52 260 300 292 323 318 343 416 437 340 325 365 459 478
56 280 320 313 344 333 364 436 457 366 353 394 493 512
60 300 344 337 368 358 391 472 491
64 320 365 356 394 384 420 506 525
68 340 390 381 424 404 448 536 562
72 360 410 401
76 380 430 420
80 400 455 446
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Cylindrical roller bearings, double row
and bearings without inner ring, RNU type

Abutmentdimensions

\_

=l

|1

Ld da] do du| | L d
Table 8
Bore Dimensions series Symbol Dimensions
NU49 NN30 K bore bearing

NNU49 K
symbol  diameter dy dut du1 Dy = di

max. min. max. min
— mm — mm
06 30 35 49 05 RNU205E 31,5 34,9
07 35 40 56 06 RNU206E 37,5 41,3
08 40 45 62 07 RNU1007 42 57,9
09 45 50 69 07 RNU207E 44 48,1
10 50 55 74 08 RNU1008 47 63,7
11 55 61,5 82 08 RNU5208 40,025 50,3
12 60 66,5 87 09 RNU1009 52,5 70,4
13 65 71,5 92 10 RNU1010 57,5 75,4
14 70 76,5 102 10 RNU210E 59,5 63,9
15 75 81,5 107 11 RNU5311 66,92 83,8
16 80 86,5 115 12 RNU1012 69,5 89,8
17 85 91,5 120 13 RNU5513 80,48 100,5
18 90 98 129 16 RNU5116 95,36 120,8
19 95 103 134 19 RNU5119 113,6 1454
20 100 112 115 108 139 24 RNU5124 145,23 1834
21 105 117 120 114 148
22 110 122 125 119 157
24 120 133 137 129 167
26 130 145 148 139 184
28 140 155 158 149 194
30 150 167 171 161 208
32 160 177 181 171 222
34 170 187 191 181 239
36 180 200 205 191 258
38 190 210 215 201 268
40 200 223 228 211 285
44 220 243 248 233 313
48 240 263 268 253 334
52 260 289 295 276 368
56 280 309 315 296 388
60 300 335 342 316 422
64 320 355 362 336 442
68 340 375 383 360 477
72 360 395 405 380 497
76 380 321 431 400 514
80 400 441 451 422 552
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Cylindrical roller bearings, single row

s
NI

TN

7/ /I

NI

7/

NU NJ NUP N
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, rq r Cor
min. min

mm kN min! —

17 40 12 0,6 0,3 11,2 9 17 000 20 000 NU2!
40 16 0,6 0,3 17,5 15 16 000 19 000 NU2!
40 16 0,6 0,3 17,5 15 16 000 19 000 NUP2203
47 14 1 0,6 16,4 13 13 000 16 000 NU303

20 47 14 1 0,6 15,2 12,5 15 000 18 000 NU204
47 14 1 0,6 15,2 12,5 15000 18 000 NJ204
47 18 1 0,6 20,7 18,5 13 000 16 000 NU2204
47 18 1 0,6 20,7 18,5 13 000 16 000 NJ2204
52 15 1,1 0,6 21,1 171 12 000 15 000 NU304
52 15 1.1 0,6 211 171 12 000 15000 NJ304
52 21 1,1 0,6 42 38,8 11 000 14 000 NU2304 E
52 21 1,1 0,6 42 38,8 11 000 14 000 NJ2304 E

25 47 12 0,6 0,3 13,4 20,5 15 000 18 000 NU1005
52 15 1 0,6 28,5 26,7 12 000 15 000 NU205 E
52 15 1 0,6 28,5 26,7 12 000 15 000 NJ205 E
52 15 1 0,6 28,5 26,7 12 000 15 000 NUP205 E
52 18 1 0,6 34,6 34,3 11 000 14 000 NU2205 E
52 18 1 0,6 34,6 34,3 11 000 14 000 NU2205 EMA
52 18 1 0,6 34,6 34,3 11 000 14 000 NJ2205 E
52 18 1 0,6 34,6 34,3 11 000 14 000 NJ2205 EM
52 18 1 0,6 34,6 34,3 11 000 14 000 NUP2205 E
52 18 1 0,6 34,6 34,3 11 000 14 000 NUP2205 EMA
62 17 1.1 1,1 41,2 37 9500 12 000 NU305 E
62 17 1,1 1,1 41,2 37 10 000 13 000 NU305 EMA
62 17 1,1 1,1 41,2 37 10 000 13 000 NJ305 E
62 17 1,1 1,1 41,2 37 10 000 13 000 NUP305 E
62 17 1,1 1,1 41,2 37 9500 12 000 N305 E
62 17 1,1 1,1 41,2 37 10 000 13 000 N305 EM
62 24 1,1 1,1 56,7 55,7 9500 12 000 NJ2305 E
62 24 1,1 1,1 56,7 55,7 9500 12 000 NUP2305 E
80 21 1,1 1,1 4 41,5 8 500 11 000 NU405

30 55 13 1 0,5 17,9 16,7 12 000 15 000 NU1006
62 16 1 0,6 39,7 37,9 10 000 13 000 NU206 E
62 16 1 0,6 39,7 37,9 10 000 13 000 NU206 EMA
62 16 1 0,6 39,7 37,9 10 000 13 000 NU206 ENR
62 16 1 0,6 39,7 37,9 10 000 13 000 NJ206 E
62 16 1 0,6 39,7 37,9 10 000 13 000 NJ206 EMA
62 16 1 0,6 39,7 37,9 10 000 13 000 NJ206 ENR
62 16 1 0,6 39,7 37,9 10 000 13 000 NUP206 E
62 16 1 0,6 39,7 37,9 10 000 13 000 N206 E
62 20 1 0,6 48,9 49,9 9000 11 000 NU2206 E
62 20 1 0,6 48,9 49,9 9000 11 000 NU2206 EMA
62 20 1 0,6 48,9 49,9 9000 11 000 NU2206 ENR
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7/

NJ+HJ NU+HJ

Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
17 22,9 0,067
22,9 0,089
0,089
25,1 0,120
20 27 0,110 30 3 6,75 HJ204 0,012
27 0,110 30 3 6,75 HJ204 0,012
27 0,140 30 3 75 HJ2204 0,012
27 0,140 30 3 7,5 HJ2204 0,012
28,5 0,140 31,8 4 75 HJ304 0,017
28,5 0,140 31,8 4 75 HJ304 0,017
27,5 0,220 31,4 4 75 HJ2304 E 0,027
27,5 0,220 31,4 4 75 HJ2304 E 0,027
25 30,5 0,084 32,7 3 6,25 HJ1005 0,010
31,5 0,140 34,8 3 6 HJ205 E 0,014
31,5 0,140 34,8 3 6 HJ205 E 0,014
0,140 34,8
31,5 0,170 34,8 3 6,5 HJ2205 E 0,014
31,5 0,170 34,8 3 6,5 HJ2205 E 0,014
31,5 0,170 34,8 3 6,5 HJ2205 E 0,014
31,5 0,170 34,8 3 6,5 HJ2205 E 0,014
0,170 34,8
0,170 34,8
34 0,240 38,2 4 HJ305 E 0,025
34 0,240 38,2 4 7 HJ305 E 0,025
34 0,240 38,2 4 7 HJ305 E 0,025
0,240 38,2
54 0,240
54 0,240
34 0,340 38,2 4 8 HJ2305 E 0,026
0,340 38,2
38,8 0,629 43,6 6 10,5 HJ405 0,057
30 36,5 0,120 38,9 3 6,5 HJ1006 0,025
37,5 0,200 41,4 4 7 HJ206 E 0,025
37,5 0,200 41,4 4 7 HJ206 E 0,025
37,5 0,200 41,4 4 7 HJ206 E 0,025
37,5 0,210 414 4 7 HJ206 E 0,025
37,5 0,210 41,4 4 7 HJ206 E 0,025
37,5 0,200 41,4 4 7 HJ206 E 0,025
0,220 41,4
55,5 0,200
37,5 0,260 41,4 4 , HJ2206 E 0,025
37,5 0,260 41,4 4 75 HJ2206 E 0,025
37,5 0,260 41,4 4 75 HJ2206 E 0,025
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Cylindrical roller bearings, single row

s
NI

TN

7/ /I

NI

7/

NU NJ NUP N
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, r1s r Cor
min. min.
mm kN min™’! —
30 72 19 1,1 1,1 50,5 47 8500 10 000 NU306 E
72 19 1,1 1,1 50,5 47 8 500 10 000 NU30 6EMA
72 19 1,1 1,1 50,5 47 8500 10 000 NJ306 E
72 19 1,1 1,1 50,5 47 8 500 10 000 NUP306 E
72 19 1.1 1,1 50,5 47 8 500 10 000 N30 6E
72 27 1,1 1,1 71,9 74 8 500 10 000 NU2306 E
72 27 1,1 1,1 71,9 74 8 500 10 000 NJ2306 E
72 27 1,1 1,1 71,9 74 8 500 10 000 NJ2306 EMA
90 23 1,5 1,5 65 57,8 7 500 9000 NU406
35 62 14 1 0,5 21,6 21,8 10 000 13 000 NU1007
72 17 1,1 0,6 49,9 49,7 9000 11.000 NJ207 E
72 23 1,1 0,6 64,9 69,8 8000 9500 NU2207 EV
80 21 1,5 1,1 63,8 61,6 8500 10 000 NU307 E
80 21 1,5 1,1 63,8 61,6 8500 10 000 NU307 EMA
80 21 1,5 1,1 63,8 61,6 8500 10 000 NJ307 E
80 21 1,5 1,1 63,8 61,6 8500 10 000 NJ307 ENR
80 21 1,5 1,1 63,8 61,6 8500 10 000 NUP307 E
80 21 1,5 1,1 63,8 61,6 8500 10 000 NUP307 ENR
80 21 1,5 1,1 63,8 61,6 8 500 10 000 N307 E
80 21 1,5 1,1 63,8 61,6 8500 10 000 N307 EM
80 31 1,5 1,1 85,5 89,9 7 500 9000 NU2307 E
80 31 1,5 1,1 85,5 89,9 7 500 9000 NJ2307 E
80 31 1,5 1,1 85,5 89,9 7 500 9000 NUP2307 E
100 25 1,5 1,5 75,7 69,4 6 700 8000 NU407
100 25 1,5 1,5 75,7 69,4 6 700 8 000 NU407 MA
40 68 15 1 0,6 24 25,7 9500 12 000 NU100 8M
80 18 1,1 1,1 52,6 51,6 8000 9500 NU208 E
80 18 1,1 1,1 52,6 51,6 8000 9500 NU208 EMA
80 18 1,1 1,1 52,6 51,6 8000 9500 NJ208 E
80 18 1,1 1,1 52,6 51,6 8000 9500 NUP208 EMA
80 18 1,1 1,1 52,6 51,6 8000 9500 NUP208 ENR
80 18 1,1 1,1 52,6 51,6 8000 9500 N208 E
80 23 1,1 1,1 70,3 74,8 7 500 9000 NU2208 E
80 23 1,1 1,1 70,3 74,8 7 500 9000 NJ2208 E
80 23 1,1 1,1 70,3 74,8 7 500 9000 NJ2208 EM
80 23 1,1 1,1 70,3 74,8 7 500 9000 NUP2208 E
80 23 1,1 1,1 70,3 74,8 7 500 9000 NUP2208 EMA
90 23 1,5 1,5 79,9 77,5 7 000 8500 NU308 E
90 23 1,5 1,5 79,9 77,5 7 000 8500 NU308 EMA
90 23 1,5 1,5 79,9 77,5 7 000 8500 NJ308 E
90 23 1,5 1,5 79,9 77,5 7 000 8500 NJ308 EM
90 23 1,5 1,5 79,9 77,5 7 000 8500 NJ308 EMA
90 23 1,5 1,5 79,9 77,5 7 000 8500 N308 E
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7/

NJ+HJ NU+HJ

Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
30 40,5 0,350 451 5 9,5 HJ306 E 0,042
40,5 0,350 451 5 9,5 HJ306 E 0,042
40,5 0,370 451 9,5 HJ306 E 0,042
0,380 451
62,5 0,350
40,5 0,500 451 5 8,5 HJ2306 E 0,043
40,5 0,520 451 5 8,5 HJ2306 E 0,043
40,5 0,520 451 5 8,5 HJ2306 E 0,043
45 0,750 50,5 7 11,5 HJ406 0,080
35 42 0,180 44,6 4 7,75 HJ1007 0,022
43,8 0,300 47,6 4 7 HJ207 E 0,030
43,8 0,402 47,6 4 8,5 HJ2207 E 0,038
46,2 0,470 51,1 6 9,5 07 E 0,060
46,2 0,470 51,1 6 9,5 HJ307 E 0,060
46,2 0,490 51,1 6 9,5 HJ307 E 0,060
46,2 0,490 51,1 6 9,5 HJ307 E 0,060
0,500 51,1
0,500 51,1
70,2 0,470
70,2 0,470
46,2 0,696 51,1 6 11 HJ2307 E 0,062
46,2 0,727 51,1 6 11 HJ2307 E 0,062
0,696 51,1
53 1,02 59 8 13 HJ407 0,120
53 1,02 59 8 13 HJ407 0,120
40 47 0,223 54,1 4 8 HJ1008 0,027
49,5 0,366 54,1 5 8,5 HJ208 E 0,049
49,5 0,366 54,1 5 8,5 HJ208 E 0,049
49,5 0,376 54,1 5 8,5 HJ208 E 0,049
0,391 54,1
0,391 54,1
0,366
, 0,490 54,1 5 9 HJ2208 E 0,049
49,5 0,500 54,1 5 9 HJ2208 E 0,050
, 0,500 54,1 5 9 HJ2208 E 0,050
0,490 54,1
0,490 54,1
52 0,650 57,7 7 11 HJ308 E 0,088
52 0,650 57,7 7 11 HJ308 E 0,088
52 0,680 57,7 7 11 HJ308 E 0,088
52 0,680 57,7 7 11 HJ308 E 0,088
52 0,690 57,7 7 11 HJ308 E 0,088
80 0,650
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WY,

7/

TN

NI

7/ /I

Cylindrical roller bearings, single row

NN\

NU NUP N
Dimensions Speed limit Designation
stat. grease oil
d s, Cor
min.
mm min™’! —
40 1,5 1,5 118 6 700 8000 NU2308 E
1,5 1,5 118 6 700 8000 NJ2308 E
1,5 1,5 118 6 700 8000 NUP2308 E
2 2 8 86,8 6 000 7 000 NU408
2 2 8 86,8 6 000 7 000 NJ408
2 2 8 86,8 6 000 7 000 NUP408
45 1 0,6 31,4 34,8 9000 11 000 NU1009 M
1,1 1,1 61,7 64,6 7 500 9000 NU209 E
1.1 1,1 61,7 64,6 7 500 9000 N209 E
1,1 1,1 73,9 81,6 7 500 9000 NJ2209 E
1,5 1,5 96,9 97,7 6 000 7 000 309
1,5 1,5 96,9 97,7 6 000 7 000 NU309 EMA
1,5 1,5 96,9 97,7 6 000 7 000 NU309 ENR
1,5 1,5 96,9 97,7 6 000 7 000 NJ309 E
1,5 1,5 96,9 97,7 6 000 7 000 NJ309 EM
1,5 1,5 96,9 97,7 6 000 7 000 NJ309 ENR
1,5 1,5 96,9 97,7 6 000 7 000 N309 E
1,5 1,5 96,9 97,7 6 000 7 000 N309 EM
1,5 1,5 96,9 97,7 6 000 7 000 N309 ENR
1,5 1,5 130 142 6 000 7 000 NUP2309 E
2 2 104 97,8 5600 6 700 NUP409
50 1 0,6 32,1 36,1 8500 10 000 NU1010 M
1,1 1,1 63,7 68,3 6 700 000 NU210 E
1,1 1,1 63,7 68,3 6700 8000 NJ210 E
1,1 1,1 63,7 68,3 6700 8000 NUP210 E
0 2 2 110 112 6 000 7 000 NU310 E
0 2 2 110 112 6 000 7 000 NU310 EMA
0 2 2 110 112 6 000 7 000 NJ310 E
0 2 2 110 112 6 000 7 000 NJ310 ENR
0 2 2 110 112 6 000 7 000 NUP310 E
0 2 2 110 112 6 000 7 000
10 2 2 110 112 6 000 7 000 N310 EM
30 2,1 2,1 139 136 4800 5600 NU410 MA
30 2,1 2,1 139 136 4800 5600 N410 M
55 00 1,5 1,1 82,6 93,4 6 300 7 500 NU211 E
00 1,5 1,1 82,6 93,4 6 300 7 500 NJ211 E
00 1 11 82,6 93,4 6 300 7 500 NUP211 E
00 1.1 2 98,9 118 6 300 7 500 NJ2211 E
20 2 2 134 138 5000 6 000 NU311 E
20 2 2 134 138 5000 6 000 NU311 ENR
20 2 2 134 138 5000 6 000 NJ311 E
20 2 2 134 138 5000 6 000 NUP311 E
20 2 2 134 138 5000 6 000 NUP311 EMA
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7/

NJ+HJ NU+HJ

Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F d1 B4 B2
mm kg mm — kg
40 52 0,956 57,7 7 12,5 HJ2308 E 0,091
52 0,826 g;; 7 12,5 HJ2308 E 0,091
58 1.30 64.8 8 13 HJ408 0,140
58 1,30 64,8 8 13 HJ408 0,140
1,300 64,8
45 52,5 0,289 55,5 4 8,25 HJ1009 0,032
54,5 0,427 59,1 5 8,5 HJ209 E 0,055
76,5 0,427
54,5 0,530 59,1 5 9 HJ2209 E 0,055
58,5 0,870 64,5 7 11,5 HJ309 E 0,110
58,5 0,870 64,5 7 11,5 HJ309 E 0,110
58,5 0,870 64,5 7 11,5 HJ309 E 0,110
58,5 0,890 64,5 7 11,5 HJ309 E 0,110
58,5 0,890 64,5 7 11,5 HJ309 E 0,110
58,5 0,890 64,5 7 11,5 HJ309 E 0,110
88,5 0,870
88,5 0,870
88,5 0,870
1,250 64,5
1,640 71,8
50 57,5 0,310 60,5 4 8,25 HJ1010 0,035
59,5 0,479 64,1 5 9 HJ210 E 0,061
59,5 0,499 64,1 5 9 HJ210 E 0,061
0,514 64,1
65 1,15 71,4 8 13 HJ310 E 0,151
65 1,15 71,4 8 13 HJ310E 0,151
65 1,18 71,4 8 13 HJ310 E 0,151
65 1,18 71,4 8 13 HJ310 E 0,151
1,21 71,4
97 1,15
97 1,15
70,8 2,01 78,8 9 14,5 HJ410 0,230
110,8 2,01
55 66 0,640 70,9 6 9,5 HJ211 E 0,087
66 0,660 70,9 6 9,5 HJ211 E 0,087
0,680 70,9
66 0,780 70,9 6 10 HJ2211 E 0,088
70,5 1,44 77,6 9 14 HJ311 E 0,195
70,5 1,44 77,6 9 14 HJ311 E 0,195
70,5 1,44 77,6 9 14 HJ311 E 0,195
1,52 77,6
1,52 77,6
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Cylindrical roller bearings, single row

s
NI

TN

7/ /I

NI

7/

NU NJ NUP N
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, rq r Cor
min. min

mm kN min™’! —

55 120 29 2 2 138 5000 6 000 NUP311 ENR
140 33 2,1 2,1 139 138 4300 5000 NU411
140 33 2,1 2,1 139 138 4300 5000 NJ411
140 33 2.1 2,1 139 138 4 300 5000 NUP411

60 95 18 1,1 1 35,8 43,2 6 700 8000 NU1012 M
110 22 1,5 1,5 93,4 101 5600 6 700 NU212 E
110 22 1,5 1,5 93,4 101 5600 6 700 NJ212 E
110 22 1,5 1,5 93,4 101 5600 6 700 NUP212 E
110 28 1,5 1,5 128 153 5000 6 000 NJ2212 E
130 31 2.1 2,1 148 155 4 500 5300 NU312 E
130 31 2.1 2,1 148 155 4 500 5300 NU312 EM
130 31 2.1 2,1 148 155 4 500 5300 NU312 EMA
130 31 2,1 2,1 148 155 4 500 5300 NJ312 E
130 31 2.1 2,1 148 155 4 500 5300 NJ312 EM
130 31 2.1 2,1 148 155 4 500 5300 NUP312 E
130 31 2,1 2,1 148 155 4 500 5300 N312 E
130 46 2,1 2,1 222 262 4 300 5000 NU2312 E
130 46 2,1 2,1 222 262 4 300 5000 NJ2312 E
130 46 2.1 2,1 222 262 4 300 5000 NUP2312 E
150 35 2.1 2,1 178 184 4 000 4 800 NU412
150 35 2.1 2,1 178 184 4 000 4 800 NUP412 MA

65 120 23 1,5 1,5 107 118 5300 6 300 NU213 E
120 23 1,5 1,5 107 118 5300 6 300 NJ213 E
120 23 1,5 1,5 107 118 5300 6 300 NUP213 E
120 31 1,5 1,5 117 146 4 800 5600 NU2213
120 31 1,5 1,5 117 146 4 800 5600 NJ2213
140 33 2,1 2,1 179 190 4 300 5000 NU313 E
140 33 2.1 2,1 179 190 4 300 5000 NU313 EM
140 33 2.1 2,1 179 190 4 300 5000 NU313 EMA
140 33 2.1 2,1 179 190 4 300 5000 NJ313 E
140 33 2.1 2,1 179 190 4 300 5000 NUP313 E
140 33 2.1 2,1 179 190 4 300 5000 NUP313 EM
140 33 2.1 2,1 179 190 4 300 5000 N313 E
140 48 2.1 2,1 179 190 4 000 4 800 NU2313 E

70 110 20 1,1 1 57,8 69,6 6 000 7 000 NU1014
125 24 1,5 1,5 118 136 5000 6 000 NU214 E
125 24 1,5 1,5 118 136 5000 6 000 NU214 EMA
125 24 1,5 1,5 118 136 5000 6 000 NJ214 E
125 24 1,5 1,5 118 136 5000 6 000 NJ214 EMA
125 24 1,5 1,5 118 136 5000 6 000 NJ214 ENR
125 24 1,5 1,5 118 136 5000 6 000 NUP214 E
125 24 1,5 1,5 118 136 5000 6 000 N214 E
125 31 1,5 1,5 143 174 4 800 5600 NU2214 E
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7/

NJ+HJ NU+HJ

Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
55 1,52 77,6
77,2 2,51 85,2 10 16,5 HJ411 0,290
77,2 2,51 85,2 10 16,5 HJ411 0,290
2,51 85,2
60 69,5 0,480 72,7 5 10 HJ1012 0,063
72 0,820 77,7 6 10 HJ212 E 0,108
72 0,840 77,7 6 10 HJ212 E 0,108
0,870 71,7
72 1,10 77,7 6 10 HJ2212 E 0,108
77 1,83 84,5 9 14,5 HJ312 E 0,231
77 1,83 84,5 9 14,5 HJ312 E 0,231
77 1,83 84,5 9 14,5 HJ312 E 0,231
77 1,88 84,5 9 14,5 HJ312 E 0,231
77 1,88 84,5 9 14,5 HJ312 E 0,231
1,93 84,5
115 1,83
77 2,69 84,5 9 16 HJ2312 E 0,237
77 2,77 84,5 9 16 HJ2312 E 0,237
2,86 84,5
83 3,02 91,8 10 16,5 HJ412 0,340
3,02 91,8
65 78,5 1,05 84,5 6 10 HJ213 E 0,129
78,5 1,07 84,5 6 10 HJ213 E 0,129
1,10 84,5
79,6 1,45 84,8 6 11,5 HJ2213 0,134
79,6 1,45 84,8 6 11,5 HJ2213 0,134
82,5 2,24 90,6 10 15,5 HJ313 E 0,288
82,5 2,24 90,6 10 15,5 HJ313 E 0,288
82,5 2,24 90,6 10 15,5 HJ313 E 0,288
82,5 2,30 90,6 10 15,5 HJ313 E 0,288
82,5 2,37 90,6
2,37 90,6
124,5 2,24
82,5 3,35 90,6 10 18 HJ2313 E 0,298
70 80 0,732
83,5 1,15 89,5 7 11 HJ214 E 0,157
83,5 1,15 89,5 7 11 HJ214 E 0,157
83,5 1,18 89,5 7 11 HJ214 E 0,157
83,5 1,18 89,5 7 11 HJ214 E 0,157
83,5 1,18 89,5 7 11 HJ214 E 0,157
1,22 89,5
133,5 1,15
83,5 1,52 89,5 7 11,5 HJ2214 E 0,158
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Cylindrical roller bearings, single row

7/

7
NN
A\

TN

NI

7/ /I

Ity

NU NJ NUP N
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, Ms Cr COI’
min. min

mm kN min™’! —

70 125 31 1,5 1,5 143 174 4 800 5600 NJ2214 E
125 31 1,5 1,5 143 174 4 800 5600 NUP2214 E
150 35 2.1 2,1 203 220 4000 4 800 NU314 E
150 35 2.1 2,1 203 220 4000 4 800 NU314 EMA
150 35 21 21 203 220 4 000 4 800 NJ314 E
150 35 2,1 2,1 203 220 4 000 4 800 NJ314 EMA
150 35 2.1 2,1 203 220 4 000 4 800 NJ314 ENR
150 35 2,1 2,1 203 220 4 000 4 800 NUP314 E
150 35 2,1 2,1 203 220 4000 4 800 NUP314 EMA
150 35 21 2,1 203 220 4 000 4 800 NUP314 ENR
150 51 2.1 2,1 274 323 3800 4 500 NU2314 E
150 51 2.1 2,1 274 323 3800 4 500 NJ2314 E
150 51 2.1 2,1 274 323 3800 4 500 NUP2314 E
150 42 3 3 240 253 3400 4 000 NU414 M
180 42 3 3 240 253 3400 4 000 NU414 MA
180 42 3 3 240 253 3400 4 000 NJ414 M
180 42 3 3 240 253 3400 4 000 NJ414 MA

75 130 25 1,5 1,5 129 155 4800 5600 NU215 E
130 25 1,5 1,5 129 155 4800 5600 NU215 EMA
130 25 1,5 1,5 129 155 4800 5600 NJ215 E
130 25 1,5 1,5 129 155 4800 5600 NJ215 ENR
130 25 1,5 1,5 129 155 4800 5600 NUP215 E
130 25 1,5 1,5 129 155 4800 5600 N215 EM
130 31 1,5 1,5 133 167 4000 4800 NU2215
130 31 1,5 1,5 133 167 4000 4800 NJ2215
130 31 1,5 1,5 133 167 4 000 4 800 NUP2215
160 37 2,1 2,1 239 261 4000 4800 315
160 37 2.1 2,1 239 261 4 000 4 800 NU315 EM
160 37 2.1 2,1 239 261 4 000 4 800 NU315 EMA
160 37 2.1 2,1 239 261 4 000 4 800 NJ315 E
160 37 2,1 2,1 239 261 4 000 4 800 N315E
160 37 2.1 2,1 239 261 4 000 4 800 N315 EM
160 55 2,1 2,1 329 395 4000 4800 NJ2315 E
190 45 3 3 277 294 4 000 4 800 NU415
190 45 3 3 277 294 4 000 4 800 NJ415
190 45 3 3 277 294 4 000 4 800 NUP415

80 140 26 2 2 139 166 4300 5000 NU216 E
140 26 2 2 139 166 4 300 5000 NU216 EM
140 26 2 2 139 166 4300 5000 NJ216 E
140 26 2 2 139 166 4 300 5000 NUP216 E
140 26 2 2 139 166 4 300 5000 NUP216 ENR
140 26 2 2 139 166 4 300 5000 N216 E
140 26 2 2 139 166 4 300 5000 N216 EM
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NJ+HJ NU+HJ
Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
70 83,5 1,55 89,5 7 11,5 HJ2214 E 0,158
1,57 89,5
89 2,73 97,5 10 15,5 HJ314 E 0,331
89 2,73 97,5 10 15,5 HJ314 E 0,331
89 2,80 97,5 10 15,5 HJ314 E 0,331
89 2,80 97,5 10 15,5 HJ314 E 0,331
89 2,80 97,5 10 15,5 HJ314 E 0,331
2,88 97,
2,88 97,5
2,88 97,5
89 3,95 97,5 10 18,5 HJ2314 E 0,345
89 3,95 97,5 10 18,5 HJ2314 E 0,345
3,95 97,5
100 5,26 110,5 12 20 HJ414 0,605
100 5,26 110,5 12 20 HJ414 0,605
100 5,28 110,5 12 20 HJ414 0,605
100 5,28 110,5 12 20 HJ414 0,605
75 88,5 1,24 94,5 7 11 HJ215E 0,166
88,5 1,24 94,5 7 11 HJ215E 0,166
88,5 1,27 94,5 7 11 HJ215E 0,166
88,5 1,27 94,5 7 11 HJ215 E 0,166
1,31 94,5
118,5 1,24
88,5 1,55 94,5 7 12,5 HJ2215 0,170
88,5 1,55 94,5 7 12,5 HJ2215 0,170
1,55 94,5
95 3,24 104,2 11 16,5 HJ315E 0,411
95 3,24 104,2 11 16,5 HJ315E 0,411
95 3,24 104,2 11 16,5 HJ315E 0,411
95 3,32 104,2 11 16,5 HJ315E 0,410
143 3,15
143 3,24
95 4,95 104,2 11 19,5 HJ2315E 0,429
104,5 6,44 116 13 21,5 HJ415 0,710
104,5 6,44 116 13 21,5 HJ415 0,710
6,44 116
80 95,3 1,51 101,6 8 12,5 HJ216 E 0,222
95,3 1,51 101,6 8 12,5 HJ216 E 0,222
95,3 1,55 101,6 8 13,5 HJ216 E 0,222
1,60 101,6
1,60 101,6
127,3 1,51
1273 1,51
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Cylindrical roller bearings, single row

7/ /I

I
NI

7z

N
NN

7/

NU NJ NUP
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, r1s r Cor
min. min.

mm kN min™’! —

80 140 33 2 2 179 231 4300 5000 NJ2216 E
170 39 2,1 2,1 253 277 3 600 4 300 NJ316 E
170 58 2,1 2,1 353 426 3600 4300 NJ2316 E
170 58 2.1 2,1 274 332 3600 4 300 N2316
200 48 3 3 316 339 3000 3600 NU416 MA

85 150 28 2 2 164 194 4 300 5000 NJ217 E
150 28 2 2 121 141 4 300 5000 N217 M
150 36 2 2 215 274 3 600 4 300 NJ2217 E
150 36 2 2 215 274 3 600 4 300 NJ2217 EMA
180 41 3 3 210 226 3400 4 000 NU317
180 41 3 3 210 226 3400 4 000 NU317 MA
180 41 3 3 288 325 3400 4000 NJ317 E
180 41 3 3 210 226 3400 4 000 N317
180 41 3 3 210 226 3400 4 000 N317 MA
180 60 3 3 297 353 3400 4000 NU2317 E
180 60 3 3 368 446 3400 4000 NJ231 7E
180 60 3 3 297 353 3400 4000 NUP2317
210 52 4 4 357 384 2800 3400 NU417 M

90 140 24 1,5 1,1 83,8 107 4 500 5300 NU1018 MA
160 30 2 2 180 215 3800 4 500 NU218 E
160 30 2 2 180 215 3800 4 500 NU218 EMA
160 30 2 2 180 215 3800 4 500 NJ218 E
160 30 2 2 180 215 3800 4 500 NUP218 E
160 30 2 2 180 215 3800 4 500 N218 E
160 30 2 2 180 215 3800 4 500 N218 EM
160 40 2 2 214 277 3200 3800 NU2218
160 40 2 2 214 277 3200 3800 NJ2218
160 40 2 2 214 277 3200 3800 NUP2218
190 43 3 3 322 349 3200 3800 NU318 E
190 43 3 3 322 349 3200 3800 NU318 EM
190 43 3 3 322 349 3200 3800 NU318 EMA
190 43 3 3 237 261 3200 3800 NJ318
190 43 3 3 237 261 3200 3800 NJ318 MA
190 43 3 3 322 349 3200 3800 N318 E
190 43 3 3 322 349 3200 3800 N318 EM
190 43 3 3 237 261 3200 3800 N318 M
190 64 3 3 342 420 3000 3600 NU2318 M
190 64 3 3 342 420 3000 3600 NU2318 MA
190 64 3 3 342 420 3000 3600 NJ2318
190 64 3 3 342 420 3000 3600 NJ2318 M
190 64 3 3 342 420 3000 3600 NUP2318 MA
225 54 4 4 393 427 2200 2800 NU418
225 54 4 4 393 427 2200 2800 NJ418
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Ity

DY

NJ+HJ NU+HJ N
Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
80 95,3 2,00 101,6 8 12,5 HJ216 E 0,222
103 4,02 110,6 11 19,5 HJ316 0,470
1%1 ggg 110,6 11 20 HJ2316 E 0,480
110 7,28 122 13 22 HJ416 0,780
85 100,5 1,95 107,6 8 12,5 HJ217 E 0,250
133,8 1,90
100,5 2,55 107,6 8 HJ2217 E 0,255
100,5 2,55 107,6 8 13 HJ2217 E 0,255
108 4,52 117,5 12 20,5 HJ317 0,560
108 4,52 117,5 12 20,5 HJ317 0,560
108 4,64 117 12 18,5 HJ317E 0,560
156 4.41
156 4,52
108 6,88 118 12 22 HJ2317 E 0,596
108 6,88 118 12 22 HJ2317 E 0,596
6,88 118
113 8,50 126 14 24 HJ417 0,880
90 103 1,34 107.,8 6 12 HJ1018 0,161
107 2,28 114,4 9 14 HJ218 E 0,320
107 2,28 114,4 9 14 HJ218 E 0,320
107 2,34 114,4 9 14 HJ218 E 0,320
2,41 1144
145 2,28
145 2,28
107 3,18 114,2 9 15 HJ2218 0,325
107 3,18 114,2 9 15 HJ2218 0,325
3,18 114,2
113,5 5,38 124,2 12 18,5 HJ318 E 0,630
113,5 5,38 124,2 12 18,5 HJ318 E 0,630
113,5 5,38 124,2 12 18,5 HJ318 E 0,630
115 5,51 125 12 21 HJ318 ,630
115 5,51 125 12 21 HJ318 0,630
169,5 5,38
169,5 5,38
165 5,38
115 7,90 125 12 26 HJ2318 0,780
115 7,90 125 12 26 HJ2318 0,780
115 8,15 125 12 26 HJ2318 0,780
115 8,15 125 12 26 HJ2318 0,780
8,25 125
123,5 11,7 137 14 24 HJ418 1,05
123,5 11,7 137 14 24 HJ418 1,05
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Cylindrical roller bearings, single row

72222

7/

7z

N
NN

7/ /I

I
NI

NU NJ NUP
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, Ms Cr COI’
min. min.

mm kN min™’! —

90 225 54 4 4 393 427 2200 2800 NUP418

95 170 32 2,1 2,1 166 195 3800 4500 NU219
170 32 2.1 2,1 210 249 3800 4 500 NJ219
170 32 2.1 2,1 166 195 3800 4 500 NUP219
170 43 21 2,1 241 317 3200 3800 NU2219 M
170 43 2.1 2,1 241 317 3200 3800 NU2219 MA
170 43 2,1 2,1 241 317 3200 3800 NUP2219 M
200 45 3 3 255 284 3000 3600 NU319
200 45 3 3 331 381 3000 3600 NJ319 E
200 67 3 3 255 284 3000 3600 NUP319
200 67 3 3 390 491 2800 3400 NJ2319
200 67 3 3 390 491 2800 3400 NJ2319 M

100 150 24 1,5 1,1 89,6 120 4300 5000 NU1020
150 24 1,5 1,1 89,6 120 4 300 5000 NU1020 MA
180 34 2,1 2,1 181 215 3400 4 000 NU220
180 34 2,1 2,1 181 215 3400 4 000 NU220 M
180 34 2.1 2,1 181 215 3400 4 000 NU220 MA
180 34 2.1 2,1 181 215 3400 4 000
180 34 2.1 2,1 181 215 3400 4 000 NUP220
180 34 2,1 2,1 181 215 3400 4 000 NUP220 MA
180 34 2,1 2,1 181 215 3400 4 000 N220 M
180 34 2.1 2,1 181 215 3400 4 000 N220 MA
180 34 2.1 2,1 181 215 3400 4 000 N220 MB
180 46 2.1 2,1 270 360 3 000 3 600 NU2220
180 46 2,1 2,1 270 360 3000 3 600 NU2220 M
180 46 2,1 2,1 270 360 3000 3 600 NU2220 MA
180 46 2.1 2,1 319 418 3 000 3 600 NJ2220 E
180 46 2.1 2,1 270 360 3 000 3 600
180 46 2.1 2,1 270 360 3000 3 600 NUP2220 M
180 46 2,1 2,1 270 360 3000 3 600 NUP2220 MA
180 46 2,1 2,1 270 360 3000 3 600 N2220
215 47 3 3 295 332 3000 3600 NU320
215 47 3 3 295 332 3000 3600 320
215 47 3 3 295 332 3000 3600 NU320 MA
215 47 3 3 381 427 3000 3600 320
215 47 3 3 295 332 3000 3600 NJ320 M
215 47 3 3 295 332 3000 3600 N320 M
215 47 3 3 295 332 3000 3600 N320 MA
215 58 4 4 440 488 2200 2800 NU420
215 58 4 4 440 488 2200 2800 NU420 MA
215 73 3 3 457 584 2600 3200 NU2320 M
215 73 3 3 457 584 2600 3200 NU2320 MA
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NJ+HJ NU+HJ N
Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
90 11,7 137
95 112,5 2,83 120,7 9 14 HJ219 0,357
112,5 2,83 120,7 9 14 HJ219 0,357
2,83 120,7
1135 3,93 121 9 16,5 HJ2219 0,382
113,5 3,93 121 9 16,5 HJ2219 0,382
3,93 121
121,5 6,28 132 13 20,5 HJ319 0,784
1215 6,28 132 13 20,5 HJ319 0,784
6,28 132
121,5 3,93 132 13 26,5 HJ2319 0,890
121,5 3,93 132 13 26,5 HJ2319 0,890
100 113 1,46 117.8 6 12 HJ1020 0,175
113 1,46 117,8 6 12 HJ1020 0,175
119 3,38 128 10 17 20 0,444
119 3,38 128 10 17 HJ220 0,444
119 3,38 128 10 17 HJ220 0,444
119 3,47 128 10 17 HJ220 0,444
3,56 128
3,56 128
163 3,32
163 3,38
163 3,32
119 4,77 128 10 18 HJ2220 0,480
119 4,67 128 10 18 HJ2220 0,480
119 4,67 128 10 18 HJ2220 0,480
119 4,77 127 10 16 HJ2220 E 0,448
4,77 127,3
4,85 127,3
4,85 1273
163 4,77
129,5 7,70 140,5 13 22,5 HJ320 0,895
129,5 7,70 140,5 13 22,5 HJ320 0,895
129,5 7,70 140,5 13 22,5 J320 0,895
127,5 7,90 139,6 13 20,5 HJ320 E 0,895
129,5 7,70 140,5 13 22,5 HJ320 0,895
185,5 7,70 140,5
185,5 7,70 140,5
139 14,0 153,5 16 27 HJ420 1,50
139 14,0 153,5 16 27 HJ420 1,50
129,5 11,9 140,5 13 27,5 HJ2320 1,14
129,5 11,9 140,5 13 27,5 HJ2320 1,14
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Cylindrical roller bearings, single row
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NU NJ NUP
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, r1s r Cor
min. min.

mm kN min™’! —

100 215 73 3 3 568 714 2600 3200 NJ2320 E
215 73 3 3 568 714 2600 3200 NJ2320 EM
215 73 3 3 457 584 2600 3200 NUP2320 MA

105 190 36 2.1 2,1 210 256 3200 3800 NU221
190 36 2,1 2,1 210 256 3200 3800
225 49 3 3 418 469 2400 3000 NU321 E
225 49 3 3 418 469 2400 3000 NJ321 E
225 49 3 3 418 469 2400 3000 NUP321 E
225 49 3 3 418 469 2400 3000 N321 E
260 60 4 4 488 545 2200 2800 NU421
260 60 4 4 488 545 2200 2800 NJ421
260 60 4 4 488 545 2200 2800 NUP421

110 170 28 2 1,1 127 167 3 600 4 500 NU1022 M
200 38 2.1 2,1 238 287 3000 3600 NU222
200 38 2.1 2,1 238 287 3 000 3 600 NU222 M
200 38 2.1 2,1 238 287 3 000 3 600 NU222 MA
200 38 2 2,2 293 365 3000 3600 NJ222 E
200 38 2.1 2,1 238 287 3000 3600 NUP222 M
200 38 2.1 2,1 238 287 3000 3600 N222
200 38 2,1 2,1 238 287 3000 3600
200 38 2,1 2,1 238 287 3000 3600 N222 MA
200 53 2.1 2,1 350 471 2 600 3200 NU2222 M
200 53 2.1 2,1 350 471 2600 3200 NU2222 MA
200 53 2.1 2,1 350 471 2600 3200 NJ2222 MA
200 53 2.1 2,1 350 471 2600 3200 NUP2222 MA
240 50 3 3 443 513 2400 3000 NU322 E
240 50 3 3 382 437 2400 3 000 NU322 MA
240 50 3 3 382 437 2400 3000
240 50 3 3 382 437 2400 3000
240 80 3 3 667 868 2200 2800 NU2322 EM
240 80 3 3 667 868 2200 2800 NU2322 EMA
240 80 3 3 667 868 2200 2800 NJ2322 E
240 80 3 3 667 868 2200 2800 NJ2322 EMA

120 180 28 2 1,1 139 192 3400 4 000 N1024 M
215 40 2,1 2,1 258 316 2800 3400 NU224 M
215 40 2,1 2,1 258 316 2 800 3400 NU224 MA
215 40 2.1 2,1 331 415 2800 3400 NJ224 E
215 40 21 2,1 258 316 2800 3400 NJ224 M
215 40 2.1 2,1 258 316 2800 3400 NJ224 MA
215 40 2,1 2,1 258 316 2 800 3400 NUP224 M
215 40 2.1 2,1 258 316 2800 3400 N224 M
215 40 2.1 2,1 258 316 2800 3400 N224 MA
215 58 2.1 2,1 382 523 2400 3 000 NU2224 MA
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NJ+HJ NU+HJ N
Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
100 127,5 11,9 139,6 13 23,5 HJ2320 E 0,920
127,5 11,9 139,6 13 23,5 HJ2320 E 0,920
11,9 139,6
105 126,8 4,00 135
168,8 4,00
135 9,09 147 13 22,5 HJ321 E 0,970
135 9,09 147 13 22,5 HJ321 E 0,970
9,09 147
195 9,09
1445 17,4 159,5 16 27 HJ421 1,65
1445 17,4 159,5 16 27 HJ421 1,65
17,4 159,5
110 125 2,31 131 7 13,5 HJ1022 0,267
132,5 4,65 1415 11 18,5 HJ222 0,615
132,5 4,65 1415 11 18,5 HJ222 0,615
132,5 4,65 141,5 11 18,5 HJ222 0,615
132,5 4,77 141 11 17 HJ222 E 0,615
4,84 1415
180,5 4,65
180,5 4,65
180,5 4,65
132,5 6,93 1415 11 20,5 HJ2222 0,645
132,5 6,93 1415 11 20,5 HJ2222 0,645
132,5 7,08 1415 11 20,5 HJ2222 0,645
7,14 141,5
143 10,4 55 14 22 HJ322 E 1,17
143 10,4 165,5 14 23 HJ322 1,17
211 10,4
211 10,4 155,5
143 18,8 155,9 14 28 HJ2322 E 1,37
143 18,8 155,9 14 28 HJ2322 E 1,37
143 19,0 155,9 14 28 HJ2322 E 1,37
143 19,0 155,9 14 28 HJ2322 E 1,37
120 165 2,47
143,5 5,65 153 11 19 HJ224 0,715
143,5 5,65 153 11 19 HJ224 0,715
143,5 5,80 153 11 17 HJ224 E 0,715
143,5 5,80 153 11 19 HJ224 0,715
143,5 5,80 153 11 19 HJ224 0,715
5,93 153
199,5 5,65
199,5 5,65
143,5 8,56 153 11 22 HJ2224 0,750
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Cylindrical roller bearings, single row
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NU NJ NUP
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B r3. r1§ r COr
min. min.

mm kN min! —

120 260 55 3 3 549 644 2200 2800 NU324 EM
260 55 3 3 549 644 2200 2800 NJ324 E
260 55 3 3 549 644 2200 2800 NJ324 EM
260 55 3 3 441 498 2200 2800 NUP324 M
260 55 3 3 441 498 2200 2800 NUP324 MA
260 55 3 3 549 644 2200 2800 N324 EM
260 55 3 3 441 498 2200 2800 N324 M
260 55 3 3 441 498 2200 2800 N324 MA
260 86 3 3 702 907 2000 2600 NU2324 MA
260 86 3 3 702 907 2000 2600 NJ2324
260 86 3 3 702 907 2000 2600 NJ2324 MA
260 86 3 3 702 907 2000 2600 NUP2324 MA
310 72 5 5 677 776 1800 2200 NU424 MA
310 72 5 5 677 776 1800 2200 NJ424 MA

130 200 33 2 1,1 163 221 3 000 3 600 NU1026 M
200 33 2 1,1 163 221 3000 3 600 NU1026 MA
230 40 3 3 268 339 2400 3000 NU226 M
230 40 3 3 268 339 2400 3000 NU226 MA
230 40 3 3 268 339 2400 3000 NJ226 M
230 40 3 3 359 446 2400 3000
230 40 3 3 268 339 2400 3000 NJ226 MA
230 40 3 3 268 339 2400 3000 NUP226 M
230 40 3 3 268 339 2400 3000 NUP226 MA
230 40 3 3 268 339 2400 3000 N226 M
230 40 3 3 268 339 2400 3000 N226 MA
230 64 3 3 526 730 2200 2800 NU2226
280 58 4 4 607 722 2000 2600 NU326 EM
280 58 4 4 520 607 2000 2600 NJ326 M
280 58 4 4 520 607 2000 2600 NJ326
280 58 4 4 520 607 2000 2600 NJ326 MA
280 58 4 4 520 607 2000 2600 NUP326 M
280 58 4 4 607 722 2000 2600 N326 EM
280 93 4 4 912 1219 1900 2400 NU2326
280 93 4 4 912 1219 1900 2400 NJ2326

140 210 33 2 1,1 172 243 2800 3200 NU1028 M
250 42 3 3 372 479 2200 2800 NU228 EM
250 42 3 3 307 391 2200 2800 NJ228
250 42 3 3 307 391 2200 2800 NJ228 M
250 42 3 3 307 391 2200 2800 NJ228 MA
250 42 3 3 307 391 2200 2800 NUP228 M
250 42 3 3 307 391 2200 2800 NUP228 MA
250 42 3 3 372 479 2200 2800 N228 EM
250 68 3 3 479 708 2000 2600 NU2228 E
250 68 3 3 479 708 2000 2600 NJ2228 E
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NJ+HJ NU+HJ N
Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
120 154 13,1 168,6 14 22,5 HJ324 E 1,41
154 13,4 168,6 14 22,5 HJ324 E 1,41
154 13,4 168,6 14 22,5 HJ324 E 1,41
13,7 168,5
13,7 168,5
230 13,1
226 13,1
226 13,1
154 23,1 168,5 14 28 HJ2324 1,65
154 23,2 168,5 14 28 HJ2324 1,65
154 23,2 168,5 14 28 HJ2324 1,65
23,2 168,5
154 28,0 168,5 17 30,5 HJ424 2,60
154 28,0 168,5 17 30,5 HJ424 2,60
130 148 3,77 154,8 8 16 HJ1026 0,412
148 3,77 154,8 8 16 HJ1026 0,412
156 6,49 165,5 11 19 26 0,840
156 6,49 165,5 11 19 HJ226 0,840
156 6,64 165,5 11 19 HJ226 0,840
156 6,64 164 11 17 HJ226 E 0,840
156 6,64 165,5 11 19 HJ226 0,840
6,79 165,5
6,79 165,5
209,5 6,49
209,5 6,49
156 11,2 165.,5 11 22 HJ2226 0,980
167 16,4 182,3 14 23 HJ326 E 1,65
167 16,8 182 14 24 HJ326 1,62
167 16,8 182 14 24 HJ326 1,62
167 16,8 182 14 24 HJ326 1,62
16,9 182
247 16,4
167 29,1 182 14 29,5 HJ2326 1,92
167 29,9 182 14 29,5 HJ2326 1,92
140 158 4,10 179,5 11 19 HJ 1,00
169 8,27 180 11 18 HJ228 E 0,990
169 8,35 179,5 11 19 HJ228 1,00
169 8,35 179,5 11 19 HJ228 1,00
169 8,35 179,5 11 19 HJ228 1,00
8,55 179,5
8,55 179,5
225 8,27
169 15,2 180 11 23 HJ2228 E 1,07
169 15,2 180 11 23 HJ2228 E 1,07
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Cylindrical roller bearings, single row
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NU NJ NUP
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, Ms Cr COI’
min. min.

mm kN min™’! —

140 250 68 3 3 479 708 2000 2600 NUP2228 E
250 68 3 3 479 708 2000 2600 N2228 E
300 62 4 4 607 732 1900 2400 NU328 M
300 62 4 4 607 732 1900 2400 NU328 MA
300 62 4 4 703 861 1900 2400 NJ328 E
300 62 4 4 607 732 1900 2400 328
300 62 4 4 607 732 1900 2400 NJ328 MA
300 62 4 4 607 732 1900 2400 NUP328 M
300 62 4 4 607 732 1900 2400 N328 M
300 62 4 4 607 732 1900 2400 N328 MA
300 102 4 4 913 1236 1800 2200 NU2328 M
300 102 4 4 1130 1589 1800 2200 NJ2328 E
300 102 4 4 913 236 1800 2200 NUP2328 M

150 225 35 2,1 1,5 190 271 2600 3200 NU1030 M
270 45 3 3 370 484 2000 2600 NU230 M
270 45 3 3 370 484 2000 2600 NU230 MA
270 45 3 3 370 484 2000 2600 NJ230 M
270 45 3 3 370 484 2000 2600 NJ230 MA
270 45 3 3 370 484 2000 2600 NUP230 M
270 45 3 3 370 484 2000 2600 N230 M
270 45 3 3 370 484 2000 2600 N230 MA
270 73 3 3 565 836 1900 2400 NU2230 M
270 73 3 3 565 836 1900 2400 NU2230 MA
270 73 3 3 631 922 1900 2400 230 E
270 73 3 3 565 836 1900 2400 NUP2230 MA
320 65 4 4 667 813 1700 2000 330 M
320 65 4 4 667 813 1700 2000 NJ330 MA
320 65 4 4 667 813 1700 2000 NUP330 M
320 65 4 4 667 813 1700 2000 NUP330 MA
320 65 4 4 667 813 700 2000 N330 MA
320 108 4 4 1022 1409 1700 2000 NU2330 M
320 108 4 4 1022 1409 1700 2000 NU2330 MA

160 240 38 2,1 1,5 230 328 2400 3000 NU1032 MA
290 48 3 3 440 591 1900 2400 NU232 MA
290 48 3 3 440 591 1900 2400 NJ232 M
290 48 3 3 440 591 1900 2400 NJ232 MA
290 48 3 3 440 591 1900 2400 N232 MA
290 80 3 3 767 1109 1700 2000 NJ2232 E
340 68 4 4 702 883 1500 1800 NU332 M
340 68 4 4 702 883 1500 1800

170 260 42 2.1 2,1 277 400 2200 2800 NU1034 M
310 52 4 4 618 828 1800 2200 NU234 EM
310 52 4 4 499 677 1800 2200 NJ234 M
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NJ+HJ NU+HJ N
Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
140 15,2 180
225 15,2
180 20,1 196 15 26 HJ328 1,93
180 20,1 196 15 26 HJ328 1,93
180 20,2 195 15 25 HJ328 E 1,93
180 20,2 196 15 26 HJ328 1,93
180 20,2 196 15 26 HJ328 1,93
20,7 196
260 20,1
260 20,1
180 36,8 196 15 33,5 HJ2328 2,33
180 37,2 195,6 15 31 HJ2328 E 2,33
37,2
150 169,5 4,83 176,7 95 18 HJ1030 0,580
182 10,3 193 12 20,5 HJ230 1,21
182 10,3 193 12 20,5 HJ230 1,21
182 10,6 193 12 20,5 HJ230 1,21
182 10,6 193 12 20,5 HJ230 1,21
10,9 193
238 10,3
238 10,3
182 18,7 193 12 26,5 HJ2230 1,44
182 18,7 193 12 26,5 HJ2230 1,44
182 19,2 193 12 24,5 HJ2230 E 44
19,7 193 HJ2230 1,44
193 26,6 210 15 26,5 HJ330 2,37
193 27,0 210 15 26,5 HJ330 2,37
27,4 210
27,4 210
277 26,6
193 4477 210 15 34 HJ2330 2,87
193 4477 210 15 34 HJ2330 2,87
160 180 5,93 188 10 19 HJ1032 0,65
195 14,2 207 12 21 HJ232 1,48
195 14,5 207 12 21 HJ232 1,48
195 14,5 207 12 21 HJ232 1,48
255 14,2
193 24,5 206,1 12 28 HJ2232 E 1,78
208 32,0 225 15 28 HJ332 2,75
292 32,0
170 193 7,90 201,8 11 21 HJ1034 0,930
207 17,6 220,8 12 20 HJ234 E 1,70
208 18,2 220,5 12 22 HJ234 1,70
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Cylindrical roller bearings, single row
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NU NJ NUP
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, r1s r Cor
min. min.

mm kN min™’! —

170 310 52 4 4 499 677 1800 2200 NJ234 MA
310 52 4 4 618 828 1800 2200 N234 EM
310 86 4 4 748 1141 1700 2000 NU2234
310 86 4 4 914 1316 1700 2000 NJ2234 E
310 86 4 4 748 1141 1700 2000 NUP2234
310 86 4 4 748 1141 1700 2000 N2234
360 72 4 4 928 1149 1600 1900 NU334 E
360 72 4 4 801 101 1600 1900 NUP334
360 72 4 4 928 149 1600 1900 N334 E
360 120 4 4 1226 1758 1400 1700 NU2334 M
360 120 4 4 1226 1758 1400 1700 NJ2334 M

180 280 46 2,1 2,1 337 479 2000 2600 NU1036
280 46 2.1 2,1 337 479 2000 2600 NU1036 M
320 52 4 4 516 717 1800 2200 NU236 MA
320 52 4 4 516 717 1800 2200 NJ236 M
320 52 4 4 516 77 1800 2200 NUP236 MA
320 52 4 4 516 717 1800 2200 N236 MA
320 86 4 4 775 1208 1600 1900 NU2236 M
320 86 4 4 955 1408 1600 1900 NJ2236 E
380 75 4 4 903 1155 1500 1800 NU336 M
380 75 4 4 903 1155 1500 1800 NJ336 M
380 75 4 4 903 1155 1500 1800 NUP336 M
380 75 4 4 903 1155 1500 1800 N336 M
380 126 4 4 1381 1995 1300 1600 N2336 EM

190 290 46 2,1 2,1 357 525 1900 2200 NU1038
340 55 4 4 567 790 1700 2000 NU238 M
340 55 4 4 567 790 1700 2000 NU238 MA
340 55 4 4 567 790 1700 2000 NJ238 M
340 55 4 4 567 790 1700 2000 NJ238 MA
340 55 4 4 567 790 1700 2000 NUP238 MA
340 55 4 4 567 790 1700 2000 N238 M
340 55 4 4 567 790 1700 2000 N238 MA
340 92 4 4 854 1338 1500 1800 NU2238 M
400 78 5 5 1036 1329 1400 1700 NU338
400 132 5 5 1789 2628 1300 1600 NU2338 EM

200 310 51 2,1 2,1 395 590 2000 2600 NU1040 M
310 51 2,1 2,1 395 590 2000 2600 NU1040 MP6
310 51 2.1 2,1 385 572 2000 2600 NU1040 MA
360 58 4 4 690 904 1600 1900 NU240 M
360 58 4 4 634 892 1600 1900 NU240 MA
360 58 4 4 634 892 1600 1900 NJ240 MA
360 58 4 4 634 892 1600 1900 NUP240 MA
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NJ+HJ NU+HJ N
Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm = kg
170 208 18,2 220,5 1 22 HJ234 1,70
272 17,6
205 29,8 219,5 12 29 HJ2234 1,79
205 29,8 219 12 24 HJ2234 E 1,79
29,8 219,6
281 29,8
220 38,0 238 16 28 HJ334 E 3,18
38,0 238
318 38,0
220 62,7 238 16 38,5 HJ2334 3,85
220 63,3 238 16 38,5 HJ2334 3,85
180 205 10,9 2141 12 22,5 HJ1036 1,25
205 10,5 215 12 22,5 HJ1036 1,25
218 18,7 230,5 12 22 HJ236 1,80
218 19,1 230,5 12 22 HJ236 1,80
20,3 230,5
282 18,7
218 30,4 230,5 12 29 HJ2236 2,40
215 31,0 229,5 12 24 HJ2236 E 2,40
232 43,4 252 17 30,5 HJ336 3,85
232 43,4 252 17 30,5 HJ336 3,85
43,4 252
328 43,4
328 73,4
190 215 11,4 225 12 22,5 HJ1038 1,37
231 22,5 2445 13 23,5 HJ238 2,20
231 22,5 2445 13 23,5 HJ238 2,20
231 23,1 2445 13 23,5 HJ238 2,20
231 23,1 2445 13 23,5 HJ238 ,20
24,2 2445
299 22,5
299 22,5
231 37,5 243 13 31,5 HJ2238 2,80
245 50,5
245 85,5 265 18 41,5 HJ2338 E 4,85
200 229 14,0 239,4 13 25,5 HJ1040 1,69
229 14,0 239,4 13 25,5 HJ1040 1,69
229 14,1 239,4 13 25,5 HJ1040 1,69
244 26,5 258 14 HJ240 2,60
244 26,5 258 14 25 HJ240 2,60
244 27,3 258 14 25 HJ240 2,60
27,7 258
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Cylindrical roller bearings, single row

72222
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NU NJ NUP
Dimensions Basic radial Speed limit Designation
dyn. stat. grease oil
d D B Is, Ms Cr COI’
min. min.

mm kN min™’! —

200 360 58 4 4 634 892 1600 1900 N240 M
360 58 4 4 634 892 1600 1900 240
360 98 4 4 1174 1774 400 1700 NU2240 E
360 98 4 4 1220 1860 1400 1700 NU2240 EM
360 98 4 4 1220 1860 1400 1700 NJ2240 EM
420 80 5 5 1250 1648 1300 1600 NU340 EM
420 80 5 5 974 1273 1300 1600 NJ340
420 80 5 5 1250 1648 1300 1600 NJ340 EM
420 80 5 5 1250 1678 1300 1600 N340 EM
420 138 5 5 1740 2685 1200 1500 NU2340 M

220 340 56 3 3 650 1047 1300 1600 NU1044 M
340 56 3 3 495 737 1800 2200 NU1044 MA
400 65 4 4 785 1170 1400 1700 NU244 M
400 65 4 4 778 1113 1400 1700 NU244 MA
400 65 4 4 778 1113 1400 1700 NJ244 MA
400 65 4 4 778 1113 1400 1700 NUP244 MA
400 65 4 4 778 1113 1400 1700 N244 M
400 65 4 4 778 1113 1400 1700 N244 MA
400 108 4 4 1370 2310 1400 1700 NU2244 M
460 88 5 5 1480 1989 1400 1700 NU344 M
460 88 5 5 1480 1989 1400 1700 NJ344 M
460 88 5 5 1460 1989 1400 1700 N344 M
460 145 5 5 2425 3750 1400 1700 NU2344 M
460 145 5 5 2425 3750 1400 1700 NJ2344 M
460 145 5 5 2425 3750 1400 1700 NUP2344 M

240 360 56 3 3 695 1168 1400 1700 NU1048 M
360 56 3 3 695 1168 1400 1700 NUP1048 M
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NJ+HJ NU+HJ
Dimensions Weight Angle ring
Dimensions Designation Weight
d E,F di B1 B2
mm kg mm — kg
200 316 26,5
316 26,5
244 47,5 256.,9 14 28 HJ2240 E 3,25
241 45,5 256.,9 14 28 HJ2240 E 3,25
241 47,5 256.,9 14 28 HJ2240 E ,25
260 56,0
260 57,0 280 18 33 HJ340 5,60
260 57,0
360 56,2
260 97,0 280 18 44,5 HJ2340 5,65
220 250 18,5 262 14 27 HJ1044 2,16
250 18,5 262 14 27 HJ1044 2,16
270 38,5 286 15 27,5 J244 3,55
270 36,9 286 15 27,5 HJ244 3,55
270 38,0 286 15 27,5 HJ244 3,55
40,2 286
350 38,5
350 36,9
270 61,5 285,5 15 36,5 HJ2244 3,55
280 72,5 307 20 36 HJ344 7,05
280 73,0 307 20 36 HJ344 7,05
396 73,0
280 125 301 20 40 HJ2344 7,10
280 126 301 20 40 HJ2344 7,10
127
240 270 20,0 282 14 27 HJ1048 2,32
21,0 282
MT =+
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Cylindrical roller bearings, single row, full complement
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NCF29V NJ23VH
NCF30V
Dimensions Basic radial load Speed limit Designation
dyn. stat. grease oil
d D B Is s Cr Cor
min. min.
mm kN min~! —
35 62 20 1 0,4 48 56 2800 5300 NCF3007V
80 31 1,5 108 112 2200 4300 NJ2307VH
40 68 21 1 0,4 57 69,5 2400 4500 NCF3008V
90 33 15 146 156 1900 3800 NJ2308VH
45 75 23 0,4 61 76,5 2200 4300 NCF3009V
100 36 1,5 156 173 1800 3600 NJ2309VH
50 80 23 1 0,4 76,5 96,5 2000 4000 NCF3010V
110 40 2 196 216 1600 3200 NJ2310VH
55 90 26 1,1 0,6 104 140 1700 3400 NCF3012V
120 43 2 232 255 1400 2800 NJ2311VH
60 95 26 1,1 0,6 106 146 1600 3200 NCF3012V
130 46 2,1 245 280 1300 2600 NJ2312VH
65 100 26 1,1 0,6 112 160 1500 3000 NCF3013V
140 48 2,1 300 355 1200 2400 NJ2313VH
70 110 30 1,1 0,6 129 173 1400 2800 NCF3014V
150 51 2,1 335 390 1100 2200 NJ2314VH
75 115 30 1,1 0,6 137 190 1300 2600 NCF3015V
160 55 2,1 390 465 1000 2000 NJ2315VH
80 110 19 1 0,6 81,5 132 1300 2600 NCF2916V
125 34 1,1 0,6 163 232 1200 2400 NCF3016V
170 58 2,1 455 550 950 1900 NJ2316VH
85 120 22 1,1 0,6 104 170 1200 2400 NCF2917V
130 34 1,1 0,6 166 240 1100 2200 NCF3017V
180 60 3 480 600 900 1800 NJ2317VH
90 125 22 1,1 0,6 106 173 1200 2400 NCF2918V
140 37 1,5 1,0 200 280 1100 2200 NCF3018V
190 64 3 520 655 900 1800 NJ2318VH
100 140 24 1.1 0,6 132 224 1000 2000 NCF2920V
150 37 1,5 1,0 212 310 1000 2000 NCF3020V
215 73 3 655 830 800 1600 NJ2320VH
110 150 24 1.1 0,6 137 245 950 1900 NCF2922V
170 45 2 1,0 275 400 00 1800 NCF3022V
240 80 3 830 1060 700 1400 NJ2322VH
120 165 27 1.1 0,6 173 300 850 1700 NCF2924V
180 46 2 1,0 290 430 800 1600 NCF3024V
260 86 3 950 1220 630 1200 NJ2324VH
130 180 30 1,5 1,0 204 360 800 1600 NCF2926V
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NCF29V NJ23VH
NCF30V
Dimensions Weight
d E F H J s
mm kg
35 55,52 40,52 52,6 43,6 2 0,235
72,73 44,73 66,3 50,3 0,729
40 61,74 45,74 58,6 49 2 0,284
83,1 51,1 76 57,5 1,00
45 66,85 50,85 63,7 541 2 0,374
88,13 56,13 81,8 62,5 1,34
50 72,33 54,33 68,8 58 2 0,403
98,7 60,7 90,3 68,3 1,80
55 83,54 63,54 79,5 67,5 2 0,606
109,1 67,1 100,3 751 2,24
60 86,74 66,74 82,8 70,8 2 0,653
115,68 73,68 106,8 81,6 ,83
65 93,1 73,1 87,1 771 2 0,701
126,71 80,71 11 98,4 A
70 100,28 76,28 95,6 81,2 3 0,968
132,22 84,22 12 93 4,32
75 107,9 83,9 103.,6 9 3 1,01
143,25 91,25 132,5 100.8 5,18
80 102,5 86,5 98,5 90,5 0,5 0,526
116,99 90,99 111,8 96,2 4 1,40
154,23 98,23 1427 108,5 6,28
85 112,45 94,95 108 99 0,75 0,767
121,44 95,44 115,9 100,3 4 1,47
163,02 107,02 1515 117.4 7,27
90 115,35 97,35 110,8 101,8 0,75 0,808
130,11 100,11 1242 106,2 4 1,89
165,25 105,25 153,3 116.1 8,75
100 128,1 108.1 1231 113.1 0,75 1,15
139,65 109,65 133,7 1158 4 2,06
187,3 119,3 173,7 1315 13,0
110 137,7 117,7 132,7 122,7 0,75 1,24
156,13 120,13 1491 1275 55 3,34
171,35 133,35 194,2 147 17,8
120 153,8 129,8 147,8 135,8 1,25 1,70
167,58 120,13 160,5 138,9 5,5 3,63
2314 1474 214 162,5 22,3
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Cylindrical roller bearings, single row, full complement
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Dimensions Basic radial load Speed limit Designation
dyn. stat. grease oil
d D B Is, s Cr Cor
min. min.
mm kN min™! —
200 52 2 1,0 415 620 750 1500 NCF3026V
280 93 4 1100 1430 560 1000 | NJ2326VH
140 190 30 1,5 1,0 212 380 750 1500 NCF2928V
210 53 2 1,0 440 680 670 1300 NCF3028V
300 102 4 1250 1630 530 950 NJ2328VH
150 210 36 2 1,1 290 500 670 1300 NCF2930V
225 56 21 1,1 455 710 630 1200 NCF3030V
320 108 4 1500 2000 500 900 NJ2330VH
160 220 36 2 1,0 300 540 630 1200 NCF2932V
240 60 2,1 1,1 520 800 600 1100 = NCF3032V
340 114 4 1630 2200 450 800 NJ2332VH
170 230 36 2 1,1 310 570 600 1100 = NCF2934V
260 67 2,1 1,1 670 1060 560 1000 NCF3034V
360 120 4 1760 2400 450 800 NJ2334VH
180 250 42 2 1,1 390 695 560 1000 NCF2936V
280 74 2,1 1,1 780 1250 500 900 NCF3036V
380 126 4 1900 2700 400 700 NJ2336VH
190 260 42 2 1,1 405 735 530 950 NCF2938V
290 75 2.1 1,1 800 1290 480 850 NCF3038V
400 132 5 2080 2900 400 700 NJ2338VH
200 280 48 2.1 1,1 490 915 480 850 NCF2940V
310 82 2.1 1,1 915 1530 450 800 NCF3040V
420 138 5 2320 3250 380 670 NJ2340VH
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Dimensions Weight
d E F H J s
mm kg
130 166,5 140,5 160 147 1,25 2,29
183,81 139,81 175 148,6 55 5,41
247,95 157,95 2299 1741 27,9
140 175 149 168,5 155,5 1,25
197,82 153,82 1891 162,7 55 5,77
264,46 168,46 2453 184,7 ,
150 194,9 162,9 186.9 170,9 2,25 3,81
206,82 160,82 197.6 170 7,02
286,5 182,5 265,7 201,2 41,6
160 205 173 197 181 2,25 4,02
224,8 174,8 214,8 184,8 7 8,43
308,55 196,55 286 216,7 48,8
170 2155 183,5 207.,5 1915 2,25 4,23
242,87 186,87 231,7 198 11,7
319,56 3,56 296,4 2245 59,2
180 231,5 193,5 222 203 3,25 6,21
260,22 200,22 2484 2124 7 15,5
337,74 221,74 314,6 2426 69,6
190 243,5 205,5 234 215 3,25 6,48
269,76 209,76 257,8 221,8 9 16,3
352,62 2246 327 2476 80,0
200 262,4 2204 2519 230,9 3,4 9,08
287,75 223,75 2751 236,7 9 21,0
374,66 238,65 347,5 263,2 91,6
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Cylindrical roller bearings, double row
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Dimensions Basic radial Speed limit Designation Weight
dyn. stat. grease oil
d D B Is E,F Ns Cr Cor
min.
mm kN min”’ — kg
30 55 19 1 48,5 4,5 29 38 11000 14000 NN3006 KMP41 0,192
55 19 1 48,5 4,5 29 38 11000 14000 NN3006 KMP51 0,192
35 62 20 1 55 45 36,5 47 10000 12000 NN3007 KMP41 0,246
62 20 1 55 45 36,5 47 10000 12000 NN3007 KMP51 0,246
40 68 21 1 61 45 42,5 58 9000 11000 NN3008 KMP41 0,298
68 21 1 61 4,5 42,5 58 9000 11000 NN3008 KMP51 0,298
45 75 23 1 67,5 4,5 48,5 70 8000 9500  NN3009 KMP41 0,382
75 23 1 67,5 4,5 48,5 70 8000 9500  NN3009 KMP51 0,382
50 80 23 1 72,5 4,5 51,5 80 7500 9000  NN3010 KMP41 0,415
80 23 1 72,5 4,5 51,5 80 7 500 9 000 NN3010 KMP51 0,415
55 90 26 1,1 81 4,5 69 100 6 700 8 000 NN3011 KMP41 0,618
90 26 1,1 81 4,5 69 100 6 700 8 000 NN3011 KMP51 0,618
90 26 1,1 81 4,5 69 100 6 700 8 000 NN3011 KTNP41 0,618
90 26 1,1 81 4,5 69 100 6 700 8 000 NN3011 KTNP51 0,618
60 95 26 1,1 86,1 45 72 110 6300 7500 NN3012 KMP41 0,664
95 26 1,1 86,1 4,5 72 110 6 300 7 500 NN3012 KMP51 0,664
95 26 1,1 86,1 4,5 72 110 6 300 7 500 NN3012 KTNP41 0,664
95 26 1,1 86,1 4,5 72 110 6 300 7 500 NN3012 KTNP51 0,664
65 100 26 1,1 91 4,5 74 118 6 000 7 000 NN3013 KMP41 0,705
100 26 1,1 91 45 74 118 6 000 7 000 NN3013 KMP51 0,705
100 26 1,1 91 45 74 118 6 000 7 000 NN3013 KTNP41 0,705
100 26 1,1 91 45 74 118 6 000 7 000 NN3013 KTNP51 0,705
70 110 30 1,1 100 6,5 96 151 5300 6 300 NN3014 KMP41 1,02
110 30 1,1 100 6,5 96 151 5300 6 300 NN3014 KMP51 1,02
110 30 1,1 100 6,5 96 151 5300 6 300 NN3014 KTNP41 1,02
110 30 1,1 100 6,5 96 151 5300 6 300 NN3014 KTNP51 1,02
75 115 30 1,1 105 6,5 96 153 5000 6000 NN3015 KMP41 1,08
115 30 1,1 105 6,5 96 153 5000 6000 NN3015 KMP51 1,08
115 30 1,1 105 6,5 96 153 5000 6000 NN3015 KTNP41 1,08
115 30 1,1 105 6,5 96 153 5000 6000 NN3015 KTNP51 1,08
80 125 34 1,1 113 6,5 118 184 4 800 5600 NN3016 KMP41 1,50
125 34 1,1 113 6,5 118 184 4800 5600 NN3016 KMP51 1,50
125 34 1,1 113 6,5 118 184 4 800 5600 NN3016 KTNP41 1,50
1256 34 1,1 113 6,5 118 184 4 800 5600 NN3016 KTNP51 1,50
85 130 34 1,1 118 6,5 122 200 4500 5300 NN3017 KMP41 1,58
130 34 1,1 118 6,5 122 200 4500 5300 NN3017 KMP51 1,58
130 34 1,1 118 6,5 122 200 4 500 5300 NN3017 KTNP41 1,58
130 34 1,1 118 6,5 122 200 4500 5300 NN3017 KTNP51 1,58
198 MT I+



Cylindrical roller bearings, double row
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NNU49 NNU49K
Dimensions Basic radial Speed limit Designation Weight
dyn. stat. grease oil
d D B Is E,F Ns Cr Cor
min.

mm kN min”' — kg

90 140 37 15 127 6.5 141 224 4300 5000 NN3018 MP51 2,01
140 37 1,5 127 6.5 141 224 4300 5000 NN3018 TNP51 2,01
140 37 15 127 6.5 141 224 4300 5000 NN3018 KMP41 2,01
140 37 15 127 6.5 141 224 4300 5000 NN3018 KMP51 2,01
140 37 15 127 6.5 141 224 4300 5000 NN3018 KTNP41 2,01
140 37 15 127 6.5 141 224 4300 5000 NN3018 KTNP51 2,01

95 145 37 1,5 132 6,5 146 236 4000 4800 NN3019 MP51 2,10
145 37 1,5 132 6,5 146 236 4000 4800 NN3019 TNP51 2,10
145 37 1,5 132 6,5 146 236 4000 4800 NN3019 KMP41 2,10
145 37 1,5 132 6,5 146 236 4000 4800 NN3019 KMP51 2,10
145 37 1,5 132 6,5 146 236 4000 4800 NN3019 KMP52 2,10
145 37 1,5 132 6,5 146 236 4000 4800 NN3019 KTNP41 2,10
145 37 1,5 132 6,5 146 236 4000 4800 NN3019 KTNP51 2,10
145 37 1,5 132 6,5 146 236 4000 4800 NN3019 KTNP52 2,10

100 140 40 1,1 113 6,5 125 244 4000 4800 NNU4920 MP51 1,87
140 40 2 113 125 244 4000 4800 NNU4920 KP51NA 1,80
140 40 1,1 113 6,5 125 244 4000 4800 NNU4920 KMP51 1,79
150 37 1,5 137 6,5 152 264 3800 4500 NN3020 MP51 2,21
150 37 1,5 137 6,5 152 264 3800 4500 NN3020 TNP51 2,21
150 37 1,5 137 6,5 152 264 3800 4500 NN3020 KMP41 2,21
150 37 1,5 137 6,5 152 264 3800 4500 NN3020 KMP51 2,21
150 37 1,5 137 6,5 152 264 3800 4500 NN3020 KTNP41 2,21
150 37 1,5 137 6,5 152 264 3800 4500 NN3020 KTNP51 2,21

105 145 40 1,1 118 6.5 118 231 3800 4500 NNU4921 MP51 1,90
145 40 1,1 118 118 231 3800 4500 NNU4921 KP51INA 2,00
145 40 1,1 118 6,5 118 231 3800 4500 NNU4921 KMP51 1,82
160 41 2 146 6.5 192 310 3600 4300 NN3021 KMP41 2,81
160 41 2 146 6.5 192 310 3600 4300 NN3021 KMP51 2,81
160 41 2 146 6.5 192 310 3600 4300 NN3021 KTNP41 2,81
160 41 2 146 6,5 192 310 3600 4300 NN3021 KTNP51 2,81

110 150 40 1.1 123 6.5 129 264 3800 4500 NNU4922 KMP51 1,91
170 45 2 155 6,5 226 365 3400 4000 NN3022 MP41 3,56
170 45 2 155 6,5 226 365 3400 4000 NN3022 TNP41 3,56
170 45 2 155 6,5 226 365 3400 4000 NN3022 KMP41 3,56
170 45 2 155 6,5 226 365 3400 4000 NN3022 KMP51 3,56
170 45 2 155 6,5 226 365 3400 4000 NN3022 KTNP41 3,56
170 45 2 155 6,5 226 365 3400 4000 NN3022 KTNP51 3,56

120 165 45 2 134,5 170 328 3400 4000 NNU4924 KP51INA 2,67
165 45 1,1 1345 65 170 328 3400 4000 NNU4924 KMP51 2,66
180 46 2 165 6,5 235 405 3200 3800 NN3024 MP41 3,87
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Cylindrical roller bearings, double row
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NN30 NN30K NNU49 NNU49K
Dimensions Basic radial Speed limit Designation Weight
dyn. stat. grease ol
d D B s, E,F ns Gr Cor
min.
mm kN min”' — kg
120 180 46 2 165 6,5 235 405 3200 3800 NN3024 TNP41 3,87
180 46 2 165 6,5 235 405 3200 3800 NN3024 KMP41 3,87
180 46 2 165 6,5 235 405 3200 3800 NN3024 KMP51 3,87
180 46 2 165 6,5 235 405 3200 3800 NN3024 KTNP41 3,87
180 46 2 165 6,5 235 405 3200 3800 NN3024 KTNP51 3,87
130 180 50 1,5 146 6,5 193 371 3200 3800 NNU4926 MP51 3,60
180 50 1,5 146 6,5 193 371 3200 3800 NNU4926 KMP51 3,56
180 50 1,5 146 193 371 3200 3800 NNU4926 KMP51NA 3,53
200 52 2 182 9,5 294 510 3000 3600 NN3026 MP41 5,76
200 52 2 182 9,5 294 510 3 000 3600 NN3026 TNP41 5,76
200 52 2 182 95 294 510 3 000 3600 NN3026 KMP41 5,76
200 52 2 182 9,5 294 510 3000 3600 NN3026 KMP51 5,76
200 52 2 182 95 294 510 3000 3600 NN3026 KTNP41 5,76
200 52 2 182 9,5 294 510 3 000 3600 NN3026 KTNP51 5,76
140 190 50 1,5 156 6,5 189 395 3 000 3600 NNU4928 KMP51 3,79
190 50 1,5 156 189 395 3000 3600 NNU4928 KMP51NA 4,05
210 53 2 192 6,5 305 520 2800 3400 NN3028 MP51 6,21
210 53 2 192 95 305 520 2800 3400 NN3028 KMP51 6,21
150 210 60 2 168,5 326 645 2600 3200 NNU4930 KP51INA 6,46
210 60 2 1685 6,5 326 645 2600 3200 NNU4930 KMP51 5,95
225 56 21 206 9,5 339 600 2600 3000 NN3030 KMP51 7,50
225 65 2,1 206 95 339 600 2600 3000 NN3030 MP51 7,50
160 220 60 2 178,5 323 648 2600 3000 NNU4932 KMP51NA 6,38
170 230 60 2 1885 6,5 339 720 2400 3000 NNU4934 KMP51 6,61
260 67 2,1 236 K 458 810 2200 2600 NN3034 KMP51 12,4
180 250 69 2 202 95 380 830 2200 2600 NNU4936 KMP51 9,58
250 69 2 202 409 873 2200 2600 NNU4936 KMP51NA 10,1
280 74 2,1 255 12,2 576 1080 2000 2600 NN3036 KMP51 16,3
190 260 69 2 212 9,5 412 910 2200 2600 NNU4938 KMP51 9,95
290 75 2,1 265 12,2 610 1150 2000 2400 NN3038 KMP51 171
MT =+



Cylindrical roller bearings for railway axle-boxes
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WJ+WJP WJ+WUJ
Dimensions Basic radial ISpeted Designation Weight
imi
dyn. stat. grease
d D B Is F Cr Cor
mm kN min™’! — kg
85 170 60 3 105 338 431 2800 NJ+ NJP85/170 MAP63 14,5
110 215 73 3 135,5 452 594 2 600 WJ+ WJP110/215 M 25,0
215 73 3 135,5 452 594 2 600 WJ+ WUJ110/215 M 26,0
120 240 80 3 150 885 1530 2400 WJ+ WJP120/240 M 34,7
240 80 3 150 885 1530 2400 WJ+ WUJ120/240 M 34,7
130 240 80 3 157 900 1632 2200 WJ+ WJP130/240 M 35,6
250 80 3 160 980 1750 2200 WJ+ WJP130/250 F 37,5
250 80 3 160 618 868 2200 WJ+ WJP130/ M 37,7
250 80 3 158 601 800 2200 WJ+ WJP130/250 MPA 37,8
260 86 3 164 697 944 2 000 WJ+ WJP130/260 M 44,4
140 300 102 4 180 1460 1768 1800 WJ+ WJP140/300 M 71,6
300 102 4 180 1460 1768 1800 WJ+ WUJ140/300 M 71,6
160 320 102 4 200 953 1338 1500 WJ+ WJP160/320 FC4 81,6

1) Inner ring chamfer rs = 8 mm
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Needle roller bearings

Needle roller bearings can be considered a version of
cylindrical roller bearings. As these small-sized bearings
can take over heavy dynamic loads, they provide high

Needle roller bearings with inner ring
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o
77777772772
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i

stiffness in bearing units.
Needle roller bearings are manufactured in the follow-
ing constructive versions:

Mrim/y

)

NA69

Needle roller bearings without inner ring (full complement)

SIOANNANNNN
.

B >

RNA RNA
Fw<9 mm
Suffixes
A - dimensions rounded to whole numbers
B - extended inner ring
c2 - radial clearance smaller than normal
Cc3 - radial clearance larger than normal
c4 - radial clearance larger than C3
F2 - constructive modifications
L - light alloy machined cage
NA - radial clearance, non-interchangeable bearing
elements
NR - groove on the inner ring and snap ring
P6 - tolerance class more accurate than normal
P5 - tolerance class more accurate than P6
P52 - tolerance class P5, radial clearance C2
SO - bearing which can be used up to a temperature
of +150°C
MT =+
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RNA69
Fw=35 mm

TN - polyamide cage

Vv - bearing without cage (full complement)

W2 - needle roller bearing with lubrication holes and
grooves in the outer ring

In case of limited space needle roller bearings without
inner rings (RNA type) can be used instead of needle
roller bearings with inner rings. The shaft must be har-
dened and ground.

The shaft raceway must have a hardness of 58...65 HRC
and a minimum roughness Ra = 0,2 um for normal
bearings. In case of less pretentious bearings, Ra = 0,3
um is allowed.

Minimum thickness of the case-hardened layer can be
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determined as a function of the rolling element diameter,
using the equation:

tmin = (0,07...0,12) Dw, mm

where:
Dw = rolling element diameter, mm

Greater values are valid in case of materials with core
low strength and heavy loads.

In case of heat treatment steels (e.g. 41MoCr11) which
have been surface hardened and tempered, layer thick-
ness can be calculated using the equation:

tmin = (0,1...0,15)Dw, mm

Dw = rolling element diameter, mm

Layer thickness after grinding must be of minimum
0,3 mm.

If the hardness of the surface layer is less than 58 HRC,
bearing cannot accommodate the initial basic dynamic
load Cr and basic static load Cor, respectively. In this
case, basic dynamic load will be decreased by factor fH
and basic static load by factor foH, according to the
equations:

Cr ef = fH Cr, kN
Coref = foH Cor, kN

where: Factors fH and foH are given in table 1.
Values of factors fy and fon
Table 1
HRC 60 58 55 50 45 40 35 30
fH 1,0 0,95 0,80 0,60 0,40 0,30 0,25 0,18
foH 1,0 1,0 0,95 0,80 0,70 0,55 0,40 0,30
Dimensions Fits

The dimensions of needle roller bearings are stand-
ardized only for dimension series NA48, NA49, NAB9, in
accordance with 1ISO 1206.

Tolerances

Needle roller bearings with one-piece rings are general-
ly manufactured to the normal tolerance class (P0). At
request, they can be manufactured to other tolerance
classes (P6 and P5).

The values of tolerances are given in chapter 3 on
page 24.

Radial clearance

Needle roller bearings with one-piece rings are general-
ly manufactured with normal radial clearances and the
values of clearance are the same with those of the
cylindrical roller bearings, according to ISO 5753 and are
given on page 159, table 2. At request, these bearings are
manufactured with other clearances (C2, C3 or C4).

If needle roller bearings are to be matched in pairs,
radial clearance should be the same for both bearings so
that loads should be uniformly distributed.

Cages

Needle roller bearings with one-piece rings are generally
fitted with pressed sheet cages. At special request, when
bearings are to be operated at high speeds and/or under
heavy loads, machined steel cages are recommended to be
used. Glass fibre reinforced polyamide 6.6 cages are also
successfully used up to an operating temperature of + 120°C.

Cage design and some technical data are given in table 2.
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Needle roller bearings are generally mounted with in-
terference fits so that rings should not get deformed due
to their low section. In case of large-sized bearings, heavy
loads and shock loads, bearings are more tightly
mounted. When determining the fit, the difference of
temperature between the inner ring and the outer ring,
respectively, should be considered. The manufacturing
tolerance of the shaft should be in the tolerance class 6
(IT6) and of the housing in the tolerance class 7 (IT7). In
case of bearings manufactured to more accurate
tolerance classes, the manufacturing tolerance of the
shaft should be in the tolerance class 5 (IT5 ) and of the
housing in the tolerance class 6 (IT6). These classes are
also compulsory for the raceway on shaft. Deviations of
form and position should be in accordance with the
stipulations on page 57.

The shaft tolerances are given in table 3. They depend on
the radial clearance necessary for needle roller bearings
withoutinner rings which are mounted into the housing, the
housing bore being manufactured to the tolerance class K6.

Bearing minimum radial load

Needle roller bearings must be subjected to a given mini-
mum load especially when being operated at high speeds, so
that a proper operation of these bearings can be guaranteed.

The inertia forces which occur in bearing and the fric-
tion in the lubricant have a detrimental influence on the
rolling conditions in bearing and may cause damaging
sliding movements between needle rollers and raceways.

Minimum radial load can be approximately calculated
using the equation:

Fr min = 0,02 Cr

where:

Fr min = minimum radial load, kN
Cr = basic dynamic load, kN

MT K+



Cage design and some technical data

Table 2
Cage Design Application Max. value
bearing cage Dmn
oil grease

Pressed - General application  450x 108 230x 10°
sheet - Moderate speeds
cage
Polyamide - General application  850x 103 500 10°
cage TN - Moderate and high

speeds

- Bearings with

d< 80 mm
Machined - General application  450x 108 250% 10°
steel - Moderate speeds
cage

The values of the connection radius (ru) and support

Shaft tolerances for direct bearing unit
Table 3

Shaft Radial clearance

i %
glameier Smaller than Normal  Larger than / %//@////‘%///

(mm) normal normal w7 f/

7,
< 80 k5 hs 06 %z% %
> 80 K5 hs 6 E

rs Nu

¥

|
| |
el 1 _|d.

Dynamic and static equivalent
load

X -

|
Needle roller bearings can accommodate only radial Y, ’jf‘m 4//
loads which can be calculated using the equations: %
s h7/
Pr = Fr, kN
POr = FOr, kN
Abutment dimensions - . j |

For a proper location of bearing rings on the shaft and ‘
housing shoulder respectively, shaft (housing) maximum
radius ru max should be less than bearing minimum Fo L
mounting chamfer rs min.

Shoulder height should also be properly sized in case
of bearing maximum mounting chamfer.
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shoulder height (hu), depending on the mounting cham-
fer, are given in table 4.

The diameter du should not exceed the values given in

table 5, so that the shaft can be mounted and remounted.
The dimension Fw is given in bearing tables.

Abutmentdimensions

Table 4
rs ru Yu rut Xu hu
min. max. min.
mm
0,15 0,15 0,6
0,3 0,3 1
0,6 0,6 2
1 1 0,2 1,3 2 25
1,1 1 0,3 2 3 3,25
1,5 1,5 0,4 2 3.2 4
2 2 0,5 25 4 5}
2,1 2,1 0,5 3] 4,7 515)
& 25 0,5 3,5 53 6
4 3 0,6 4 515] 7

206

Shoulder diameter

Table 5
Fw du
over up to max.
mm
— 20 Fw—0.3
20 55 Fw—0.5
55 100 Fw—0,7
100 250 Fa—1
255 — Fw—15
MT =+



Needle roller bearings
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A NA NAV NA69
d<9 mm
Dimensions Basic radial Speed Designation Weight
load limit .
%yn. stat. grease oil
d D B rs. Fw r COr
min.
mm kN min”’! — kg
5 15 12 0,3 8 3,7 3,95 19 000 32000 NA051512 0,013
15 16 0,3 8 4,95 5,65 19 000 32000 NA051516 0,016
6 16 12 0,3 9 4,3 4,8 18 000 30 000 NA061612 0,014
16 16 0,3 9 5,6 6,9 18 000 30 000 NA061616 0,018
7 17 12 0,3 10 4.5 5,35 17 000 28 000 NA071712 0,015
17 16 0,3 10 5,8 6,5 17 000 28 000 NA071716 0,020
9 19 12 0,3 12 4,65 5,8 16 000 26 000 NA091912 0,018
19 16 0,3 12 6,15 8,1 16 000 26 000 NA091916 0,023
10 22 13 0,3 14 8,25 9,1 15000 24 000 NA4900 0,024
22 16 0,3 14 9,8 11,3 15 000 24 000 NA102216 0,031
22 20 0,3 14 11,8 15,4 15 000 24 000 NA102220 0,038
12 24 13 0,3 16 9,1 10,6 15 000 24 000 NA4901 0,027
24 22 0,3 16 14,8 20,2 15 000 24 000 NA6901 0,048
15 28 13 0,3 20 10,4 13,2 13 000 20 000 NA4902 0,035
28 23 0,3 20 16,8 24,5 13 000 20 000 NA6902 0,065
17 30 13 0,3 22 10,7 13,9 11 000 18 000 NA4903 0,039
30 23 0,3 22 18,2 27,8 11 000 18 000 NA6903 0,074
20 37 17 0,3 25 20,6 24,4 9 500 16 000 NA4904 0,077
37 30 0,3 25 33 47,6 9 500 16 000 NA6904 0,143
25 42 17 0,3 30 22,2 28,3 8000 13 000 NA4905 0,096
42 17 0,3 30 30 42,8 3000 6 000 NA4905V 0,100
42 30 0,3 30 40,1 60,1 8000 13 000 NA6905 0,170
30 45 20 0,3 35 24,2 38,5 7000 11 000 NA304520 0,117
47 17 0,3 35 23,7 32,1 7000 11 000 NA4906 0,107
47 30 0,3 35 43,1 69,3 7000 11 000 NA6906 0,202
35 55 20 0,6 42 29,8 45,5 6300 9500 NA4907 0,174
55 36 0,6 42 52,7 95 6300 9500 NA6907 0,330
40 55 30 0,3 45 40,2 86,9 6000 9000 NA405530 0,221
62 22 0,6 48 38,7 60,9 5600 8500 NA4908 0,239
62 22 0,6 48 5 97,1 2000 4000 NA4908V 0,266
62 40 0,6 48 63,8 116 5600 8500 NA6908 0,450
65 22 1 50 40,7 66,9 5600 8500 NA406522 0,290
45 62 25 0,6 50 36,3 76 5300 8000 NA456225 0,235
62 35 0,6 50 49,4 114 5300 8000 NA456235 0,330
68 22 0,6 52 46,4 73,9 5000 7 500 NA4909 0,285
68 40 0,6 52 64,5 123 5000 7 500 NA6909 0,515
50 68 25 0,6 55 38,5 82,2 5000 7 500 NA506825 TN 0,268
72 22 0,6 58 45 73,5 4 800 7000 NA4910 0,280
72 40 0,6 58 67,3 136 4800 7 000 NA6910 0,545
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Needle roller bearings
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d<9 mm
Dimensions Basic radial Speed Designation Weight
load limit
dyn. stat. grease oil
d D B Is, Fw Cr Cor
min.
mm kN min~! — kg
55 72 25 0,6 60 40,2 87 4500 6 700 NA557225 TN 0,283
72 35 0,6 60 55,7 130 4500 6 700 NA557235 0,380
80 25 1 63 59,3 101 4500 6 700 NA4911 0,423
55 80 25 1 63 80,3 151 1500 3000 NA4911V 0,448
80 45 1 63 83,8 173 4500 6 700 NA6911 0,795
60 85 25 1 68 62 109 4000 6 000 NA4912 0,454
85 25 1 68 83,4 163 1400 2800 NA4912V 0,480
85 45 1 68 89,1 175 4000 6 000 NA6912 0,836
65 90 25 1 72 58,3 110 3800 5600 NA4913 0,472
90 45 1 72 91,3 193 3800 5600 NA6913 0,881
70 95 25 1 80 53,4 115 3400 5000 NA709525 0,538
100 30 1 80 76,5 148 3400 5000 NA4914 TN 0,725
100 30 1 80 103 231 1200 2700 NA4914V 0,774
100 54 1 80 125 254 3 400 5000 NA6914 1,39
75 105 30 1 85 80,6 158 3200 4800 NA4915 0,796
105 54 1 85 127 270 3200 4 800 NA6915 1,51
80 110 30 1 90 84,9 169 3000 4500 NA4916 0,870
110 54 1 90 144 316 3 000 4 500 NA6916 1,48
85 115 26 1 95 74,3 137 2800 4300 NA85/26 0,830
120 35 1,1 100 98,8 222 2600 4000 NA4917 1,28
120 63 1.1 100 143 378 2600 4 000 NA6917 2,33
130 45 1.1 104 121 408 900 1800 NA4617 V 2,57
90 125 35 1,1 105 110 222 2400 3 800 NA4918 1,34
125 63 1,1 105 144 400 2400 3 800 NA6918 2,47
95 130 35 1,1 110 105 244 2200 3600 NA4919 1,39
130 63 1.1 110 149 411 2200 3 600 NA6919 2,63
100 130 30 1,1 110 99,6 210 2200 3600 NA100/30 1,00
140 40 1,1 115 124 267 2200 3 600 NA4920 1,98
110 140 30 1 120 102 222 2000 3400 NA4822 1,15
150 40 1.1 125 127 283 2000 3 400 NA4922 2,09
120 150 30 130 86,8 228 1800 3000 NA4824 1,23
165 45 1,1 135 170 385 1800 3000 NA4924 2,95
130 165 35 1,1 145 122 316 1700 2800 NA4826 1,90
180 50 1,5 150 188 421 1700 2800 NA4926 3,98
140 175 35 1,1 155 128 323 1600 2600 NA4828 1,99
180 32 1,5 155 116 258 1600 2600 NA140/32 2,05
190 50 1,5 160 190 484 1600 2600 NA4928 4,32
150 190 40 1,1 165 150 386 1500 2400 NA4830 2,85
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Needle roller bearings without inner ring
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RNA RNA RNA69
Fw<12 mm
Dimensions Basic radial Speed Designation Weight
load limit
dyn. stat. grease oil
Fw D (© Is Cr COr
min
mm kN min”! — kg
8 15 12 0,3 3,7 3,95 19 000 32000 RNA081512 0,008
15 16 0,3 4,95 5,65 19 000 32000 RNA081516 0,012
9 16 12 0,3 4,3 4.8 18 000 30 000 RNA091612 0,010
16 16 0,3 5,6 6,9 18 000 30 000 RNA091616 0,013
10 17 12 0,3 4.5 5,35 17 000 28 000 RNA101712 0,011
17 16 0,3 5,8 6,5 17 000 28 000 RNA101716 0,014
12 18 15 0,3 5,6 7,75 16 000 26 000 RNA121815 TN 0,012
19 12 0,3 4,65 5,8 16 000 26 000 RNA121912 0,013
19 16 0,3 6,15 8,1 16 000 26 000 RNA121916 0,017
22 12 0,3 53 6,65 16 000 26 000 RNA122212 0,021
14 22 13 0,3 8,25 9,1 15000 24 000 RNA4900 0,017
22 16 0,3 9,8 11,3 15000 24 000 RNA142216 0,021
22 20 0,3 11,8 15,4 15000 24 000 RNA142220 0,028
16 24 13 0,3 9,1 10,6 15000 24 000 RNA4901 0,018
24 22 0,3 14,8 20,2 15 000 24 000 RNA6901 0,032
18 28 15 0,3 9,5 11,9 14 000 22000 RNA182815 0,036
20 28 13 0,3 10,4 13,2 13 000 20 000 RNA4902 0,022
28 23 0,3 16,8 24,5 13 000 20 000 RNAG6902 0,040
22 30 13 0,3 10,7 13,9 11 000 18 000 RNA4903 0,023
30 23 0,3 18,2 27,8 11 000 18 000 RNAG6903 0,043
25 37 17 0,3 20 24,4 9500 16 000 RNA4904 0,053
37 30 0,3 33 47,6 9 500 16 000 RNA6904 0,101
30 40 20 0,3 21 33 8000 13 000 RNA304020 0,065
42 17 0,3 22,2 28,3 8000 13 000 RNA4905 0,068
42 30 0,3 40,1 60, 8000 13 000 RNAG905 0,155
35 45 20 0,3 24,2 38,5 7000 11 000 RNA354520 0,074
47 17 0,3 23,7 32,1 7000 11 000 RNA4906 0,140
47 30 0,3 43,1 49,3 7 000 11 000 RNA6906 0,131
38 48 20 0,3 243 41,4 7 000 11 000 RNA384820 0,080
42 55 20 0,6 29,8 45,5 6300 9500 RNA4907 0,109
55 36 0,6 52,7 95 6 300 9 500 RNAG907 0,214
45 55 30 0,3 40,2 86,9 6 000 9000 RNA455530 0,137
48 62 22 0,6 38,7 60,9 5600 8500 RNA4908 0,147
62 40 0,6 63,8 116 5600 8500 RNA6908 0,266
50 62 22 1 35,5 60,3 300 8000 RNA506222 0,153
62 25 0,6 36,3 76 5300 8 000 RNA506225 0,157
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Needle roller bearings without inner ring
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RNA RNA RNA69
Fw<12 mm
Dimensions Basic radial Speed Designation Weight
load limit
dyn. stat. grease oil
Fw D © I's, Cr COr
min.
mm kN min”"! — kg
50 62 35 0,6 49,4 114 5300 8000 RNA506235 0,209
52 68 22 0,6 46,4 73,9 5000 7 500 RNA4909 0,197
68 40 0,6 64,5 123 000 7 500 RNA6909 0,283
55 68 25 0,6 38,5 82,2 5000 7 500 RNA556825 TN 0,181
58 72 22 0,6 45 73,5 4 800 7 000 RNA4910 0,167
72 40 0,6 67,3 136 4800 7 000 RNA6910 0,335
60 72 25 0,6 40,2 87 4 500 6 700 RNA607225 TN 0,160
72 35 0,6 55,7 130 4 500 6 700 RNA607235 0,224
63 80 25 1 59,3 101 4 500 6 700 RNA4911 0,278
80 45 1 83,8 173 4 500 6 700 RNAG911 0,477
68 85 25 1 62 109 4 000 6 000 RNA4912 0,296
85 45 1 89,1 175 4 000 6 000 RNA6912 0,493
72 90 25 1 58,3 110 3800 5600 RNA4913 0,318
90 45 1 91,3 193 3800 5600 RNA6913 0,545
80 95 25 1 53,4 115 3400 5000 RNA809525 0,312
100 30 1 76,5 148 3400 5000 RNA4914 TN 0,485
100 54 1 125 254 3400 5000 RNA6914 0,545
85 105 30 1 80,6 158 3200 4 800 RNA4915 0,504
105 54 1 127 270 3200 4 800 RNAG6915 0,965
90 110 30 1 84,9 169 3000 4500 RNA4916 0,520
110 54 1 144 316 3000 4500 RNA6916 0,973
95 115 26 1 74,3 137 2800 4 300 RNA95/26 0,523
100 120 35 1,1 98,8 222 2 600 4000 RNA4917 0,672
120 63 1.1 143 378 2600 4 000 RNA6917 1,24
105 125 35 1,1 110 222 2400 3800 RNA4918 0,712
125 63 1.1 144 400 2400 3800 RNA6918 1,36
110 130 30 1,1 99,6 210 2200 3600 RNA110/30 0,626
130 35 1,1 105 244 2200 3600 RNA4919 0,729
130 63 1,1 149 411 2200 3 600 RNA6919 1,48
115 140 40 1,1 124 267 2200 3 600 RNA4920 1,17
120 140 30 1 102 222 2000 3400 RNA4822 0,729
125 150 40 1.1 127 283 2000 3400 RNA4922 1,25
130 150 30 1 86,8 228 1800 3000 RNA4824 0,730
210 MT I+



Needle roller bearings without inner ring
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RNA RNA RNA69
Fw<12 mm
Dimensions Basic radial Speed Designation Weight
load limit
dyn. stat. grease oil
Fw D C I's. Cr Cor
min.
mm kN min”! — kg
135 165 45 1,1 170 385 1800 3000 RNA4924 1,93
145 165 35 1,1 122 316 1700 2800 RNA4826 1,02
150 180 50 1,5 188 421 1700 2800 RNA4926 2,25
155 175 35 1.1 128 323 1600 2600 RNA4828 1,21
180 32 1,5 116 258 1600 2600 RNA155/32 1,22
160 190 50 1,5 190 484 1600 2600 RNA4928 2,50
165 190 40 1,1 150 386 1500 2400 RNA4830 1,68
MT =+ 211



_4._
At _
¥ \ L)
) ) ARY
A : '
, AN
! AR ‘B B
# VA 4- y - ' F'
\
A

N
L2

bearings

o)
O
=
oC
<
Ll
m




Spherical roller bearings

Spherical roller bearings operate in arduous condi-
tions. The spherical rollers can be symmetrical or unsym-
metrical and are self-aligning in the outer ring sphered
raceway. Thus, the possible coaxiality deviations of the
supporting bearings as well as shaft bending can be
compensated.

Spherical roller bearings are manufactured in the fol-
lowing constructive versions, depending on the bearing
size and series:

MB design

These bearings have a central fixed rib, an one-piece
cage guided on the inner ring rib.

|mmy

MA design

///////

MT K+

These bearings have a central fixed rib and machined
cages quided on the inner ring rib.

C design

These bearings have a central guide rib floating on the
inner ring, symmetrical rollers with larger dimensions so that
the load carrying capacity increases. Special pressed sheet
cage. Bearings of this design are of small and medium sizes.

\\.}\\\\\\\

CA design

These bearings have side shoulders and central guide rib
floating on the inner ring, symmetrical rollers with larger
dimensions so that the load carrying capacity increases.
They also have an one-piece machined brass cages. This
design is available for medium and large-sized bearings.
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Other constructive versions are shown below:
cylindrical bore

N

I

tapered bore
(taper 1:12, 1:30)
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with adapter sleeves
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with withdrawal sleeves
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Suffixes

C - modified inner design, increased basic load,
symmetrical rollers, pressed sheet cage

CA - modified inner design, increased basic load,
one-piece machined brass cage

E - E - design

F2, F3- constructive modifications

K - tapered bore bearings, taper 1:12

K30 - tapered bore bearings, taper 1:30

MA - machined brass cage guided on the outer ring

MB - machined brass cage guided on the inner ring

P - two-piece outer ring

TN - polyamide cage

W33 - lubrication groove and holes in the outer ring

Tolerances

Spherical roller bearings with both cylindrical and
tapered bore, are manufactured in normal tolerance class
(see page 24).

Radial clearance

Spherical roller bearings are generally manufactured
with normal radial clearance. At request, they can be
manufactured with clearances larger than normal (C3, C4
etc.) or smaller than normal (C2).

The limit values of the radial clearance measured on
unloaded bearings are in accordance with 1ISO 5753 and
are given in tables 1 and 2.

Radial clearance of spherical roller bearings

Table 1
Bore Radial clearance
diameter
. c2 Normal c3 C4 C5
over up to min. max. min. max. min. max. min. max. min. max.
mm um
14 18 10 20 20 35 35 45 45 60 60 75
18 24 10 20 20 35 35 45 45 60 60 75
24 30 15 25 25 40 40 55 55 75 75 95
30 40 15 30 30 45 45 60 60 80 80 100
40 50 20 35 35 55 55 75 75 100 100 125
50 65 20 40 40 65 65 90 90 120 120 150
65 80 30 50 50 80 80 110 110 145 145 180
80 100 35 60 60 100 100 135 135 180 180 225
100 120 40 75 75 120 120 160 160 210 210 260
120 140 50 95 98] 145 145 190 190 240 240 300
140 160 60 110 110 170 170 220 220 280 280 350
160 180 65 120 120 180 180 240 240 310 310 390
180 200 70 130 130 200 200 260 260 340 340 430
200 225 80 140 140 220 220 290 290 380 380 470
225 250 90 150 150 240 240 320 320 420 420 520
250 280 100 170 170 260 260 350 350 460 460 570
280 315 110 190 190 280 280 370 370 500 500 630
315 355 120 200 200 310 310 410 410 550 550 690
355 400 130 220 220 340 340 450 450 600 600 750
214 MT =+



Radial clearance of spherical roller bearings

Table 2
Bore Radial clearance
diameter
. Cc2 Normal C3 Cca C5
over up to min. max. min. max. min. max. min. max. min. max.
mm um
10 24 15 25 25 35 35 45 45 60 60 75
24 30 20 30 30 40 40 55 55 75 75 95
30 40 25 35 35 50 50 65 65 85 85 105
40 50 30 45 45 60 60 80 80 100 100 130
50 65 40 55 55 75 75 95} 95} 120 120 160
65 80 50 70 70 95 95 120 120 150 150 200
80 100 55 80 80 110 110 140 140 180 180 230
100 120 65 100 100 135 135 170 170 220 220 280
120 140 80 120 120 160 160 200 200 260 260 330
140 160 90 130 130 180 180 230 230 300 300 380
160 180 100 140 140 200 200 260 260 340 340 430
180 200 110 160 160 220 220 290 290 370 370 470
200 225 120 180 180 250 250 320 320 410 410 520
225 250 140 200 200 270 270 350 350 450 450 570
250 280 150 220 220 300 300 390 390 490 490 620
280 315 170 240 240 330 330 430 430 540 540 680
315 355 190 270 270 360 360 470 470 590 590 740
355 400 210 300 300 400 400 520 520 650 650 820
. . Cages
Dimensions

The main dimensions of spherical roller bearings are in
accordance with ISO 15.

The dimensions of the adapter sleeves are in accord-
ance with standard ISO 2982-1.

The dimensions of the safety washers are in accord-
ance with standard DIN 5406.

The dimensions of the bearing nuts are in accordance
with standard ISO 2982-2.

The dimensions of the withdrawal sleeves are in accor-
dance with standard ISO 2982-1.

Misalignment

Spherical roller bearings allow angular misalignment
between the outer ring and inner ring without any in-
fluence on the bearing rating life. Under normal loads and
operating conditions and when the inner ring rotates, the
values of the permissible misalignment depending on the
bearing series are given in table 3.

Permissible angular misalignment
Table 3

Bearing series Permissible angular misalignment

degrees

213
222
223
230
231
232
239
240
241

o

tam;

(ST VI R

o
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Small and medium size spherical roller bearings are
fitted with pressed sheet or machined brass cages (Y).
Bearings of normal design are fitted with machined brass
or steel cages guided on the rollers (M), inner ring (MB)
or outer ring raceway (MA).

Glass fibre reinforced polyamide 6.6 cages are success-
fully used for small and medium size bearings if the
operating temperature doesn’t exceed +120°C.

Large-size bearings are fitted with machined brass
cages, CA design.

Designs and some technical data are given in table 4.

Lubrication grooves and holes

Spherical roller bearings are provided with a lubrication
groove and holes in the outer ring, excepting those of
series 213. Designation suffix W33 is used to identify this
feature on bearings. The dimensions of the groove, bore
diameter and their number depending on the dimension
series are given in table 5.

Heat treatment

Spherical roller bearings with outside diameter D>240
mm of all series given in this catalogue are stress
revealed. Therefore, they can be used up to an operating
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Cage designs and some technical data

Table 4
Cage Design Application Max. value
bearing cage Dmn
oil grease
Pressed - General application  300x 10°  225x 10°
sheet - C design
cage - Moderate speeds
- Bearings with
d < 200 mm
Polya- - General application  400x 10%  300x 10°
mide - Moderate and high
cage TN ? ﬁ speeds
Machined - General application  350x 10°  265x 10°
brass M - Bearings with
or steel d> 40 mm
F cage
Machined - General application  350x 10°  265x 10°
brass - Bearings with
cage d > 200 mm
deS|gn
. L . _

temperature of +200°C. The hardness of the rings should
not be lower than 59 HRC. Small sized bearings operate
normally at temperatures up to +120°C.

Axial load for bearings
mounted on adapter sleeves

If the spherical roller bearings are mounted on a smooth
shaft using an adapter sleeve, without side support, the
axial load carrying capacity depends on the friction be-
tween shaft and sleeve.

Considering that the mounting is correctly done, the
permissible axial load can be accurately enough deter-
mined using the following equation:

Famax = 3Bd, kN

where:

Fa max - maximum permissible axial load, kN,
B - bearing width, mm,

d - bearing bore diameter, mm.

Equivalent dynamic radial load

Pr= Fr + Y1 Fa, kN, for Fa/Fr < e,

216

Pr = 0,67 Fr + Y2 Fa, kN, for Fa/Fr > e

The values of the factors depending on the bearing type
can be found in bearing tables.

Equivalent static radial load
POr = Fr + YO Fa, kN

The value of the factor Yo depending on the bearing
type can be found in bearing tables.

Abutment dimensions

For a proper location of bearing rings on the shaft and housing
shoulder respectively, shaft (housing) maximum connection
radius ru max should be less than bearing minimum mounting
chamfer rs min.

Shoulder height should also be properly sized in case of
bearing maximum mounting chamfer.

The values of the connection radii and support shoulder
height are given in table 6. The mounting dimensions for
bearings with withdrawal sleeves are given in table 7.

MT K+



Dimensions of lubrication grooves and holes

Table 5
Series 23900 Series 23000 Series 24000
QOuter diameter Dimensions Outer diameter Dimensions Outer diameter Dimensions
range do a b range do a range do a b
mm mm mm mm mm mm
250...320 45 721 15 170...210 4,5 7,2 1,5 ...180 4,4 72 1,5
225...260 6 9,6 2 200...225 6 9,6 2
280...290 7.5 12,1 25 240...260 7,5 12,1 2,5
310...400 9 14,5 3 280...400 9 14,5 3
Series 23100 Series 24100 Series 22200
Outer diameter Dimensions Outer diameter Dimensions Outer diameter Dimensions
range do a b range a range do a b
mm mm mm mm mm mm
165...200 45 72 15 180...210 3 4,9 1 85 3 42 0,8
210...250 6 96 2 ...225 4,5 7.2 1,5 110...160 3 4,9 1
...270 75 121 25 250...270 4,5 9,6 2 170...200 4,5 7.2 1,5
280...400 9 145 3 280...400 6 9,6 52 215...250 6 9,6 2
270...290 7,5 12,1 25
310...360 9 14,5 3
Series 23900 Series 23000 Series 24000
Outer diameter Dimensions Outer diameter Dimensions Outer diameter Dimensions
range do a b range a range do a b
mm mm mm mm mm mm
...160 3 49 1 90...120 3 4,9 1
190...200 45 72 15 130...180 4,5 7.2 1,5
215...250 6 96 2 190...215 6 9,6 2
270...320 75 121 25 240...260 7.5 12,1 2,5
340...400 9 145 3 280...360 9 14,5 3
380...400 12 19,7 3,5
Y /
Abutmentdimensions i
Table 6 7 h
rs fu hy
min max min *
Bearing series T N
230 231,213 \ ! ‘
239 241, 223 o=
240 222, 233 | |
232
mm - 1
1 1 2,3 2,8
1,1 1 3 3,5
1,5 1,5 35 45 % //
2 2 4,4 55
21 2,1 51 6
3 25 6,2 7 rs/h
4 3 7.3 8,5
5 4 9 10
6 5 11,5 13
7.5 6 14 16 h
[s Mu
9,5 8 17 20 \ J d T |
| ’ |
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Spherical roller bearings
with withdrawal sleeves

Abutmentdimensions
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Table 7
Bore Shaft Bearing series
symbol diameter
d 239K 230K 231K
dut du Bu dut du Bu dut du Bu
min. max. min. min. max. min. min. max. min.
mm

20 90 107 115 7
22 100 117 122 7
24 110 127 134 7 128 136 7
26 115 137 145 8 138 146 8
28 125 147 155 8 149 157 8
30 135 158 166 8 160 170 8
32 140 168 177 8 170 183 8
34 150 179 189 8 180 193 8
36 160 189 201 8 191 204 8
38 170 199 211 9 202 216 9
40 180 210 223 9 212 231 9
44 200 231 247 9 233 253 9
48 220 251 268 11 254 276 11
52 240 272 291 11 276 302 11
56 260 292 310 12 296 321 12
60 280 313 337 12 318 347 12
64 300 334 357 12 338 369 12
68 320 355 382 14 360 395 14
72 340 375 402 14 380 416 14
76 360 396 422 15 401 436 15
80 380 417 448 15 421 457 15
84 400 437 468 15 443 483 16
88 410 458 488 17 463 504 17
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Table 7 (continued)

Bore Shaft Bearing series
symbol diameter
d 222K 232K 213K 223K
du1 du Bu dut du Bu du1 du Bu dut du Bu
min. max. min. min. max. min. min. max. min. min. max. min
mm
05 20 28 31 5
06 25 33 37 5
07 30 39 43 5 39 47 7
08 35 44 48 5 44 53 5 45 52 5
09 40 50 54 7 50 59 5 50 58 5
10 45 55 59 9 55 66 5 56 63 5
11 50 60 67 10 60 72 6 61 68 6
12 55 65 71 9 65 79 6 66 74 6
13 60 70 79 8 70 85 6 72 83 6
14 60 75 84 11 75 92 6 77 86 6
15 65 80 89 12 80 98 6 82 92 6
16 70 85 94 12 85 105 6 88 98 6
17 75 91 99 12 91 111 7 94 104 7
18 80 96 106 10 100 104 18 96 117 7 100 110 7
19 85 102 112 9 102 124 7 105 115 7
20 90 108 118 8 110 116 19 108 131 7 110 124 7
22 100 118 129 6 121 129 17 118 146 9 121 143 7
24 110 128 141 11 131 139 17 131 150 7
26 115 138 151 8 142 150 21 142 162 8
28 125 149 164 8 152 162 22 152 173 8
30 135 160 177 15 163 174 20 163 185 8
32 140 170 190 14 174 186 18 174 191 8
34 150 180 199 10 185 199 18 185 204 8
36 160 191 211 18 195 210 22 195 217 8
38 170 202 223 21 206 222 21 206 228 9
40 180 212 234 23 216 237 19 216 240 9
44 200 233 258 21 236 259 10 236 272 9
48 220 254 283 19 257 284 6 257 296 11
52 240 276 308 25 278 309 2 278 322 11
56 260 296 324 28 299 329 11 299 349 12
60 280 318 352 32 321 353 12
64 300 338 378 38 343 378 12
68 320 364 402 14
72 340 385 424 14
76 360 405 447 15
80 380 427 473 15
84 400 449 495 15
MT K+ 219



Spherical roller bearings
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Dimensions Basic radial load. Factors Speed limit Designation Weight
célyn. stat. grease oil
d D B rs GCr e Y1 Yz Cor Yo
min.
mm kN - kN - min~! — kg
25 52 18 1 43 0,35 1,9 29 43 1,8 7500 10000 22205C 0,180
52 18 1 43 0,35 1,9 29 43 1,8 7500 10000 22205 CK 0,180
52 18 1 43 43 7500 10000 22205CA
52 18 1 43 0,35 19 29 43 1,8 7500 10000 22205C KW33 0,180
30 62 20 1 59 036 19 28 62 1,9 6300 850 0,280
62 20 1 59 0,36 1,9 28 62 1,9 6300 8500 22206 CK 0,280
62 20 1 59 0,36 19 28 62 1,9 6300 8500 22206 CKW33 0,280
62 20 1 59 62 6300 8500 22206 CA
35 72 23 1,1 81 0,36 1,9 28 88 1,9 5300 7000 22207C 0,430
72 23 1,1 81 0,36 1,9 28 88 1,9 5300 7000 22207 CK 0,430
72 23 1,1 81 0,36 19 28 88 1,9 5300 7000 22207 CKW33 0,430
72 23 1,1 81 88 5300 7000 22207 CA
40 80 23 1,1 88 0,31 22 32 98 21 4800 6300 22208C 0,520
80 23 1,1 88 0,31 22 32 98 21 4800 6300 22208 CK 0,510
80 23 1,1 88 0,31 22 382 98 21 4800 6300 22208 CKW33 0,510
80 23 1,1 88 98 4800 6300 22208 CA
90 23 1,5 99 0,26 26 39 120 26 4500 6000 21308C 0,710
90 23 1,5 99 0,26 26 39 120 2,6 4500 6000 21308 CK 0,700
90 23 1,5 99 0,26 26 39 120 26 4500 6000 21308 CKW33 0,700
90 23 1,5 99 120 4500 6000 21308 CA
90 33 1,5 140 0,4 16 25 145 16 4300 5600 22308C 1,10
90 33 1,5 140 0,4 16 25 145 16 4300 5600 22308 CK 1,00
90 33 1,5 140 0,4 16 25 145 16 4300 5600 22308 CKW33 1,00
90 33 1,5 140 145 4300 5600 22308CA
90 33 1,5 125 0,4 1,7 25 135 16 3800 5000 22308MB 1,20
90 33 1,5 125 135 3800 5000 22308 KMAC4F80W33 1,05
45 85 23 1,1 93 0,3 23 34 105 22 4500 6000 09 C 0,560
85 23 1,1 93 0,3 23 34 105 2,2 4500 6000 09 CK 0,550
85 23 1,1 93 0,3 23 34 105 22 4500 6000 09 CKW33 0,550
85 23 1,1 93 105 4500 6000 209 CA
100 25 1,5 120 0,26 26 39 135 26 4000 5300 21309C 0,950
100 25 1,5 120 0,26 26 39 135 2,6 4000 5300 21309CK 0,940
100 25 1,5 120 0,26 26 39 135 26 4000 5300 21309 CKW33 0,940
100 25 1,5 120 135 4000 5300 21309CA
100 36 1,5 165 0,4 1,7 25 190 16 3800 5000 22309C 1,35
100 36 1,5 165 0,4 1,7 2,5 190 16 3800 5000 22309 CK 1,30
100 36 1,5 165 190 3800 5000 22309CA
100 36 1,5 150 0,4 1,7 25 175 16 3400 4500 22309MB 1,36
50 90 23 1,1 100 0,26 26 39 120 25 4000 5300 22210C 0,610
90 23 1,1 100 0,26 26 39 120 25 4000 5300 22210CK 0,600
90 23 1,1 100 0,26 26 39 120 25 4000 5300 22210 CKWwW33 0,600
90 23 1,1 100 120 4000 5300 22210CA
110 27 2 120 024 28 41 130 2,7 3600 4800 21310C 1,25
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Spherical roller bearings
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Dimensions Basic radial load. Factors Speed limit Designation Weight
dCyn. stat. grease oil
d D B rs r e Y1 Yo Cor Yo
min.
mm kN - kN - min’ = kg
110 27 2 120 024 28 41 130 2,7 3600 4800 21310CK 1,20
110 27 2 120 024 28 41 130 2,7 3600 4800 21310 CKW33 1,20
110 27 2 120 130 3600 4800 21310CA
110 40 2 190 0.4 1,7 2,5 220 16 3400 4500 22310C 1,85
110 40 2 190 0,4 1,7 2,5 220 1,6 3400 4500 22310CK 1,80
110 40 2 190 220 3400 4500 22310CA
110 40 2 195 0,4 1,7 2,5 220 1,6 3000 4000 22310 MB 1,84
110 40 2 195 220 3000 4000 22310MAC4F80W3 1,91
55 100 25 1,5 120 0,27 25 38 140 25 3800 5000 22211C 0,820
100 25 1,5 120 0,27 25 38 140 2,5 3800 5000 211 CK 0,800
100 25 1,5 120 0,27 25 3,8 140 2,5 3800 5000 22211 CKW33 0,800
100 25 1,5 120 140 3800 5000 211 CA
120 29 2 135 0,24 28 471 155 2,7 3200 4300 21311C 1,65
120 29 2 135 0,24 28 41 155 2,7 3200 4300 21311CK 1,60
120 29 2 135 155 3200 4300 21311CA
120 43 2 230 0,4 1,7 25 265 1,6 3000 4000 22311C 2,35
120 43 2 230 0,4 1,7 2,5 265 1,6 3000 4000 311 CK 2,30
120 43 2 230 0,4 1,7 2,5 265 1,6 3000 4000 22311 CKW33 2,30
120 43 2 230 265 3000 4000 22311CA
120 43 2 220 0,4 1.7 255 1,6 2800 3600 311 MA 2,49
120 43 2 220 255 2800 3600 22311 MAC4F80W33 2,44
120 43 2 220 0,4 1, s 255 s 2800 3600 311 MB 2,43
60 110 28 1,5 145 0,27 25 3,7 175 24 3400 4500 22212C 1,16
110 28 1,5 145 127 25 3,7 175 24 3400 4500 22212CK 1,10
110 28 1,5 145 127 25 83,7 175 24 3400 4500 22212 CKW33 1,10
130 28 1,5 145 175 3400 4500 22212CA
130 31 2,1 150 0,24 29 43 180 2,8 3000 4000 21312C 1,95
130 31 2,1 150 0,24 29 43 180 2,8 3000 4000 21312CK 1,90
130 31 2,1 150 180 3000 4000 21312CA
130 46 2,1 270 0,4 1,7 2,5 320 1,7 2800 3800 22312C 2,95
130 46 2,1 270 0,4 1,7 2,5 320 1,7 2800 3800 22312CK 2,85
130 46 2,1 270 320 2800 3800 22312CA
130 46 2,1 260 310 2600 3400 22312MAC4F80W33 3,04
130 46 2,1 260 0,4 1,7 2,5 310 1,6 2600 3400 312 MB 2,98
65 120 31 1,5 180 0,28 24 3,6 220 24 3000 4000 22213C 1,45
120 31 1,5 180 0,28 24 3,6 220 2,4 3000 4000 213 CK 1,40
120 31 1,5 180 0,28 24 36 220 24 3000 4000 22213 CKW33 1,40
120 31 1,5 180 220 3000 4000 22213CA
120 31 1,5 165 028 24 3,6 200 24 2800 3600 22213MB 1,73
140 33 2,1 220 124 28 42 290 28 2800 3800 21313C 2,45
140 33 2,1 220 290 2800 3800 21313CA
140 33 2,1 220 0,24 28 42 290 28 2800 3800 21313CK 2,40
140 48 2,1 305 039 1,7 26 360 1,7 2800 3600 22313C 3,55
140 48 2,1 305 039 1,7 26 360 1,7 2800 3600 22313CK 3,45
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Spherical roller bearings

NN\
™
fs

AN

Y

C CK
Dimensions Basic radial load. Factors Speed limit Designation Weight
%Iyn. stat. grease oil
d D B rs GCr e Y1 Yz Cor Yo
min.
mm kN - kN - min’ = kg
140 48 2,1 305 360 2800 3600 [22313CA
140 48 2,1 280 0,39 1,7 2,6 330 1,7 2400 3200 (22313 MA 3,56
140 48 2,1 280 330 2400 3200 22313MAC4F80W33 3,51
140 48 2,1 280 0,38 1,8 2,6 330 1,7 2400 3200 [22313MB 3,51
70 125 31 1,5 180 0,26 26 3,9 225 2,6 2800 3800 22214C 1,55
125 31 2,1 180 0,26 26 39 225 2,6 2800 3800 22214 CK 1,50
125 31 2,1 180 0,26 26 39 225 2,6 2800 3800 22214 CKW33 1,50
125 31 1,5 180 225 2800 3800 [22214CA
150 35 2,1 250 0,23 29 44 310 29 2600 3400 21314C 3,10
150 35 2,1 250 0,23 29 44 310 29 2600 3400 21314CK 3,00
150 35 2,1 250 310 2600 3400 [21314CA
150 51 2,1 375 0,38 1,8 2,6 455 1,7 2400 3200 [22314C 4,35
150 51 2,1 375 0,38 1,8 2,6 455 1,7 2400 3200 [22314CK 4,30
150 51 2,1 375 455 2400 3200 [22314CA
150 51 2,1 340 420 2200 2800 [22314MAC4F80W33 4,53
150 51 2,1 340 0,37 1,8 2,7 420 1,8 2200 2800 [22314MB 4,30
75 130 31 1,5 190 024 28 41 250 2,7 2800 3800 '22215CW33 1,65
130 31 1,5 190 0,24 28 41 250 2,7 2800 3800 22215CKW33 1,60
130 31 1,5 190 250 2800 3800 22215CA
130 31 1,5 175 024 28 41 230 2,7 2600 3400 22215MBW33 1,72
160 37 2,1 280 0,23 29 44 360 29 2400 3200 '21315CWwW33 3,55
160 37 2,1 280 0,23 29 44 360 29 2400 3200 21315 CKW33 3,50
160 55 2,1 415 0,38 1,8 2,6 520 1,7 2200 3000 [22315CW33 5,25
160 55 2,1 415 0,38 1,8 2,6 520 1,7 2200 3000 22315 CKW33 515
160 55 2,1 415 520 2200 3000 [22315CA
160 55 2,1 380 475 2200 2800 [22315MAC4F80W33 5,60
160 55 2,1 380 0,38 1,8 2,6 475 1,7 2200 2800 |22315MBW33 5,26
80 140 33 2 210 0,25 26 4 275 26 2600 3400 22216C 2,05
140 33 2 210 0,25 26 4 275 2,6 2600 3400 22216 CW33 2,05
140 33 2 210 0,25 26 4 275 26 2600 3400 22216 CK 2,05
140 33 2 210 0,25 26 4 275 26 2600 3400 22216 CKW33 2,05
140 33 2 210 275 2600 3400 22216 CA
170 58 2,1 410 500 1800 2400 22316 MAC4F80W33 6,62
140 33 2 195 24 28 41 250 2,7 2200 3000 22216 MBW33 2,14
170 39 2,1 310 0,23 29 44 400 29 2200 3000 21316 CW33 4,25
170 39 2,1 310 ,23 29 44 400 29 2200 3000 21316 CKW33 4,20
170 39 2,1 310 400 2200 3000 21316
170 58 2,1 450 0,35 1,9 29 550 1,8 2000 2600 22316 CW33 6,29
170 58 2,1 410 0,25 26 4 500 2,6 1800 2400 22316 MB 6,25
170 58 2,1 410 0,25 26 4 500 26 1800 2400 22316 MBW33 6,20
170 58 2,1 410 0,2 26 4 500 26 1800 2400 22316 MBKW33 6,10
85 150 36 2 250 0,26 26 39 325 0,6 2400 3200 22217C 2,57
150 36 2 250 0,26 26 39 325 2,6 2400 3200 22217 CW33 2,55
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Dimensions Basic radial load. Factors Speed limit Designation Weight
dCyn. stat. grease oil
d D B rg Cr e Yi Y2  Cor Yo
min.

mm kN - kN - min’ = kg
150 36 2 250 026 26 39 325 2,6 2400 3200 22217 CKW33 2,50
150 36 2 250 325 2400 3200 22217CA
150 36 2 230 025 2,7 4 295 s 2200 2800 17 MB 2,78
180 41 3 350 0,22 3 4,5 450 29 2200 2800 21317C 5,10
180 41 3 350 0,22 3 4,5 450 29 2200 2800 21317CK 5,00
180 41 3 350 450 2200 2800 21317CA
180 60 3 460 570 1700 2200 22317 MAC4F80W33 7,44
180 60 3 500 033 2 3 620 2 1800 2400 22317C 8,59
180 60 3 500 620 1800 2400 22317CA
180 60 3 460 0,37 1,8 2,7 570 1,8 1700 2200 22317 MB 7,22
180 60 3 460 0,37 1,8 2,7 570 1,8 1700 2200 22317 MBW33 7,25
180 60 3 460 037 1,8 27 570 1,8 1700 2200 22317 MBKW33 7,20

90 160 40 2 305 027 25 38 410 2,5 2200 3000 22218C 3,40
160 40 2 305 027 25 38 410 2,5 2200 3000 22218 CW33 3,25
160 40 2 305 027 25 38 410 25 2200 3000 22218 CKW33 3,20
160 40 2 305 410 2200 3000 22218CA
160 40 2 280 026 26 38 375 2,5 2200 2800 22218 MB 3,57
160 524 2 340 485 1500 2000 23218CA
160 524 2 340 0,34 2 3 485 2 1500 2000 23218 MB 4,60
160 524 2 340 0,34 2 3 485 2 1500 2000 23218 MBK 4,50
190 43 3 38 022 3 45 510 2,9 2200 2800 18 C 5,80
190 43 3 385 22 3 45 510 2,9 2200 2800 21318CK ,70
190 43 3 385 510 2200 2800 21318CA
190 64 3 570 036 1,9 28 730 1,8 1800 2400 22318C ,70
190 64 3 570 036 19 28 730 1,8 1800 2400 22318 CW33 8,60
190 64 3 570 36 19 28 730 1,8 1800 2400 22318 CKW33 ,50
190 64 3 570 730 1800 2400 22318CA
190 64 3 530 670 1700 2200 22318 MAC4F80W33 8,80
190 64 3 530 037 18 27 670 1,8 1700 2200 22318 MB ,69

95 170 43 2,1 340 0,24 28 42 450 28 2200 2800 22219C 4,26
170 43 2,1 340 450 2200 2800 22219CA
170 43 2,1 310 0,26 26 3,8 415 25 2000 2600 22219 MB 4,24
170 43 2,1 310 0,26 26 3,8 415 25 2000 2600 22219 MBW33 4,10
170 43 2,1 310 0,26 26 3,8 415 25 2000 2600 22219 MBKW33 4,00
200 45 3 420 0,22 3 4,5 580 3 2000 2600 21319CA 7,43
200 45 3 38 022 31 46 530 3 1800 2400 21319 MB 7,15
200 45 3 38 022 31 46 530 3 1800 2400 21319 MBK 7,00
200 67 3 620 035 1,9 2,9 800 1,8 1700 2200 22319C 11,3
200 67 3 620 800 1700 2200 22319CA
200 67 3 570 038 1,8 2,7 740 1,7 1500 2000 9 MB 10,1
200 67 3 570 038 1,8 2,7 740 1,7 1500 2000 22319 MBW33 10,2
200 67 3 570 740 1500 2000 22319 MAC4F80W33 10,7
200 67 3 570 0,38 1,8 , 740 ;7 1500 2000 22319 MBKW33 10,0
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Dimensions Basic radial load. Factors Speed limit Designation Weight
%Iyn. stat. grease oil
d D B rs GCr e Y1 Yz Cor Yo
min.

mm kN - kN - min~"! — kg

100 165 52 2 355 540 2000 2600 23120 CA
165 52 2 355 22 32 540 2,1 2000 2600 23120 MB
165 52 2 355 0,31 22 3,2 540 2,1 2000 2600 MBK 4,40
180 46 2,1 375 B 28 42 500 28 2200 2800 22220C 24
180 46 2,1 375 500 2200 2800 22220 CA
180 46 2,1 340 B 25 3,7 455 24 2000 2600 22220 MB 518
180 46 2,1 340 0,27 25 3,7 455 24 2000 2600 22 BW33 4,85
180 46 2,1 340 0,27 25 3,7 455 24 2000 2600 22220 MBKW33 4,80
180 60,3 2,1 455 033 2 3 660 2 1500 2000 23220 TNKW33 6,50
180 60,3 2,1 495 0,33 2 3 720 2 1700 2200 23220C 7,34
180 60,3 2,1 495 720 1700 2200 23220CA
180 60,3 2,1 455 0,33 2 3 660 2 1500 2000 7,03
180 60,3 2,1 455 033 2 3 660 2 1500 2000 23220 MAW33 6,70
180 60,3 2,1 455 033 2 3 660 2 1500 2000 23220 MAKW33 6,50
215 47 3 460 0,22 3,1 4,7 640 3,1 1800 2400 21320CA 9,07
215 47 3 425 0,22 3,1 4,7 580 3,1 1700 2200 21320 MB 8,80
215 47 3 425 0,22 3,1 4,7 580 3,1 1700 2200 21320 MBK 8,30
215 73 3 670 880 1400 1800 22320 MAC4F80W33 13,5
215 73 3 730 0,37 1,8 2,7 960 1,7 1500 2000 22320C 13,2
215 73 3 730 0,37 1,8 2,7 960 1,7 1500 2000 22320 CW33 13,2
215 73 3 730 0,37 1,8 2,7 960 1,7 1500 2000 22320 CKW33 13,0
215 73 3 730 960 1,7 1500 2000 22320CA
215 73 38 670 0,37 1,8 2,7 880 1,7 1400 1800 22320MB 12,7

110 170 45 2 295 485 2000 2600 23022CA
170 45 2 295 0,26 26 3,9 485 26 2000 2600 23022 MB 3,75
180 56 2 410 0,3 23 3,3 640 22 1800 2400 23122 TNKW33 5,50
180 56 2 450 0,3 23 34 700 22 2000 2600 23122C 6,26
180 56 2 450 700 2000 2600 23122CA
180 56 2 410 0,3 23 3,3 640 22 1800 2400 23122MB 5,29
180 56 2 410 0,3 23 3,3 640 22 1800 2400 23122 MBW33 5,55
180 56 2 410 0,3 23 33 640 22 1800 2400 23122 MBKW33 5,50
180 69 2 550 0,39 1,7 2,6 900 1,7 1200 1600 24122CA 6,82
180 69 2 550 0,39 1,7 2,6 900 1,7 1200 1600 24122 CAW33 6,85
180 69 2 550 0,39 1,7 2,6 900 1,7 1200 1600 24122 CAK30W33 6,80
200 53 2,1 590 0,25 27 4 770 25 1800 2400 22222C 7,45
200 53 2,1 590 770 1800 2400 22222 CA
200 53 2,1 540 0,28 24 35 700 23 1700 2200 22222 MB 7,10
200 53 2,1 540 0,28 24 35 700 23 1700 2200 22222 MBW33 7,10
200 53 2,1 540 0,28 24 35 700 23 1700 2200 22222 MBKW33 7,00
200 69,8 2,1 620 0,33 2 3 920 2 1400 1800 23222C 10,8
200 69,8 2,1 620 920 1400 1800 23222 CA
200 69,8 2,1 570 0,33 2 3 840 2 1200 1600 23222 MB 9,70
200 69,8 2,1 570 0,33 2 3 840 2 1200 1600 23222 MBW33 9,70
200 69,8 2,1 570 0,33 2 3 840 2 1200 1600 23222 MBKW33 9,50
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Spherical roller bearings
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Dimensions Basic radial load. Factors Speed limit Designation Weight
dCyn. stat. grease oil
d D B rg Cr e Yi Y2  Cor Yo
min.

mm kN - kN - min’ = kg
240 698 2,1 570 690 1200 1600 21322CA
240 50 3 510 0,21 32 48 690 3,2 1500 2000 21322 MB 12,0
240 50 3 510 0,21 32 48 690 3,2 1500 2000 21322 MBK 11,7
240 80 3 870 037 18 27 1160 1,8 1400 1900 22322C 18,0
240 80 3 870 037 18 27 1160 1,8 1400 1900 22322 CW33 18,0
240 80 3 870 037 18 27 1160 1,8 1400 1900 2322 CKW33 175
240 80 3 870 1160 1400 1900 2322 CA
240 80 3 800 037 18 27 1060 1,8 1300 1700 322 MA 18,4
240 80 3 800 1060 1300 1700 2322 MAC4F80W33 18,7
240 80 3 800 037 18 27 1060 1,8 1300 1700 2322 MB 17,7

120 180 46 2 335 0,24 28 42 560 2,8 1800 2400 23024 TNKW33 410
180 46 2 365 0,22 3 46 610 2,8 2000 2600 23024C 4,25
180 46 2 365 610 2000 2600 23024 CA
180 46 2 33 024 28 42 560 2,8 1800 2400 23024 MB 4,20
180 46 2 335 024 28 42 560 2,8 1800 2400 23024 MBW33 4,20
180 46 2 33 024 28 42 560 2,8 1800 2400 23024 MBKW33 4,10
180 60 2 450 800 1500 2000 24024 CA
180 60 2 450 0,32 21 31 800 2 1500 2000 24024 CAW33 5,40
180 60 2 450 0,32 21 31 800 2 1500 2000 24024 CAK30W33 5,30
180 60 2 410 0,32 21 3,1 740 2 1400 1800 24024 MB 5,12
200 62 2 495 0,31 22 33 770 22 1700 2200 23124 MBW33 7,80
200 62 2 495 0,31 22 33 770 22 1700 2200 23124 MBKW33 7,60
200 80 2 630 04 1,7 25 1050 1,6 1000 1300 24124 MBW33 10,2
200 80 2 630 04 1,7 25 1050 1,6 1000 1300 24124 MBK30W33 10,0
215 58 2,1 560 029 2,3 35 800 2,3 1700 2200 22224C 8,70
215 58 2,1 560 029 23 35 800 2,3 1700 2200 22224 CW33 8,70
215 58 2,1 560 029 2,3 35 800 2,3 1700 2200 22224 CKW33 8,60
215 58 2,1 560 800 1700 2200 22224CA
215 58 2,1 510 0,29 23 35 740 2,3 1500 2000 22224 MB 9,04
215 76 2,1 730 03 19 29 1120 1,8 1300 1700 23224C 13,1
215 76 2,1 730 1120 1300 1700 23224 CA
215 76 2,1 670 037 18 27 1020 1,8 1100 1500 23224 MB 12,0
215 76 2,1 670 037 18 2,7 1020 1,8 1100 1500 23224 MBW33 12,0
215 76 2,1 670 037 18 2,7 1020 1,8 1100 1500 23224 MBKW33 11,8
260 86 3 1010 035 19 29 1340 1,8 1300 1700 22324C 24,5
260 86 3 1010 1340 1300 1700 22324CA
260 86 3 930 1230 1100 1500 22324 MAKC4F80W33 23,4
260 86 3 930 1230 1100 1500 22324 MAC4F80W33 23,4
260 86 3 930 036 18 27 1230 1,8 1100 1500 22324 MB 22,0
260 86 3 930 036 18 27 1230 1,8 1100 1500 22324 MBW33 22,0
260 86 3 930 036 18 2,7 1230 1,8 1100 1500 22324 MBKW33 21,8

130 200 52 2 450 0,23 29 44 730 2,8 1800 2400 23026C 4,59
200 52 2 450 730 1800 2400 23026 CA
200 52 2 410 0,23 29 44 670 28 1700 2200 23026 MB 6,10
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Dimensions Basic radial load. Factors Speed limit Designation Weight
%Iyn. stat. grease oil
d D B rs Gr e Y1 Y2  Cor Yo
min.

mm kN - kN - min~"! — kg
200 52 2 410 0,23 29 44 670 2,8 1700 2200 23026 MBW33 6,10
200 52 2 410 0,23 29 44 670 28 1700 2200 23026 MBKW33 6,00
200 69 2 530 0,34 2 3 900 1,9 1200 1600 24026 MB 7,95
200 69 2 530 034 2 3 900 1,9 1200 1600 24026 MBW33 7,95
200 69 2 530 0,34 2 3 900 1,9 1200 1600 24026 MBK30W33 7,85
210 64 2 590 0,28 24 3,6 940 25 1700 2200 23126C 9,70
210 64 2 590 940 1700 2200 23126 CA
210 64 2 540 03 23 33 860 22 1500 2000 23126 MB 8,55
210 64 2 540 03 23 33 860 22 1500 2000 23126 MBW33 8,55
210 64 2 540 0,3 23 33 860 22 1500 2000 23126 MBKW33 8,30
210 64 2 540 860 1500 2000 23126 CA
210 64 2 540 860 1500 2000
210 80 2 650 0,37 1,8 2,7 1100 1,8 900 1200 24126 MBW33 11,0
210 80 2 650 0,37 1,8 2,7 1100 1,8 900 1200 24126 MBK30W33 10,8
230 64 3 660 029 23 35 960 23 1700 2200 22226C 14,0
230 64 3 660 029 23 35 960 2,3 1700 2200 22226 CW33 14,0
230 64 3 660 029 23 35 960 2,3 1700 2200 22226 CKW33 13,8
230 64 3 660 960 1700 2200 22226 CA
230 64 3 600 0,29 23 3,4 880 22 1500 2000 22226 MB 11,2
230 80 3 830 0,33 2 3 1270 2 1300 1700 23226C 15,8
230 80 3 830 1270 1300 1700 23226 CA
230 80 3 760 ,33 2 3 1170 2 1100 1500 14,0
230 80 3 760 0,33 2 3 1170 2 1100 1500 23226 MBW33 14,0
230 80 3 760 0,33 2 3 1170 2 1100 1500 23226 MBKW33 13,8
280 93 4 1170 0,35 19 29 158 1,8 1200 1600 22326C 34,2
280 93 4 1170 1580 1200 1600 22326 CA
280 93 4 1080 1450 1100 1400 22326 MAC4F80W33 29,2
280 93 4 1080 0,37 1,8 27 1450 1,8 1100 1400 22326 MB 28,5
280 93 4 1080 0,37 1,8 2,7 1450 1,8 1100 1400 22326 MBW33 28,5
280 93 4 1080 0,37 1,8 2,7 1450 1,8 1100 1400 22326 MBKW33 28,3

140 210 53 2 475 0,22 3 46 820 28 1700 2200 23028C 7,20
210 53 2 475 820 1700 2200 23028 CA
210 53 2 435 0,22 3 46 750 2,8 1500 2000 23028 VB 6,55
210 53 2 435 0,22 3 46 750 28 1500 2000 23028 MBW33 6,55
210 53 2 435 0,22 3 46 750 28 1500 2000 23028 MBKW33 6,00
210 69 2 435 750 1500 2000
210 69 2 550 32 2,1 3,1 990 21 1100 1500 24028 MBW33 8,45
210 69 2 550 0,32 2,1 3,1 990 21 1100 1500 24028 MBK30W33 8,35
225 68 2,1 660 28 24 36 1080 25 1500 2000 23128C 11,8
225 68 2,1 660 1080 1500 2000 23128 CA
225 68 2,1 600 3 23 33 990 2,2 1400 1800 10,5
225 68 2,1 600 23 3,3 990 22 1400 1800 23128 MBW33 10,5
225 68 2,1 600 0,3 23 3,3 990 22 1400 1800 23128 MBKW33 10,2
225 85 2,1 740 1280 850 1100 24128 CA
225 85 2,1 740 0,37 1.8 2,7 1280 1,8 850 1100 24128 MBW33 13,2
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