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Dimensions Basic radial load. Factors Speed limit Designation Weight

dCyn. stat. grease oil

d D B rg Cr e Yi Y2  Cor Yo

min.

mm kN - kN - min’ = kg
225 85 2,1 740 0,37 1,8 2,7 1280 1,8 850 1100 24128 MBK30W33 13,0
250 68 3 730 026 26 39 1080 25 1400 900 22228 C 14,4
250 85 3 730 1080 1400 1900 22228CA
250 68 3 670 0,2 23 35 990 2,3 1300 1700 22228 MB 14,0
250 68 3 670 029 23 35 990 2,3 1300 1700 22228 MBW33 14,0
250 68 3 670 029 23 35 990 2,3 1300 1700 22228 MBKW33 13,8
250 88 3 960 0,3 2 3 1500 2 1100 1400 23228C 20,8
250 88 3 960 1500 1100 1400 23228CA
250 88 3 880 0,3 1,8 27 1380 1,8 1000 1300 3228 MB 18,5
250 88 3 880 037 1,8 2,7 1380 1,8 1000 1300 3228 MBW33 18,5
250 3 80 037 18 2,7 1380 1,8 1000 1300 3228 MBKW33 18,2
300 102 4 1360 0,3 19 29 1870 1,8 1100 1400 2328 C 45,7
300 102 4 1360 1870 1100 1400 2328 CA
300 102 4 1240 1720 1000 1300 328 MAC4F80W33 38,2
300 102 4 1240 0,38 1,7 26 1720 1,7 1000 1300 8 MB 34,
300 102 4 1240 0,38 1,7 26 1720 1,7 1000 1300 8 MBW33 34,5
300 102 4 1240 0,38 1,7 26 1720 1,7 1000 1300 8 MBKW33 341

150 225 56 2,1 520 0,22 3 4,6 900 2,8 1500 2000 23030C 8,57
225 56 2,1 520 900 1500 2000 23030CA
225 56 2,1 480 0,22 3 46 830 2,8 1400 1800 23030 MB 7,95
225 56 2,1 480 0,22 3 46 830 2,8 1400 1800 23030 MBW33 7,95
225 56 2,1 480 0,22 3 4,6 830 2,8 1400 1800 23030 MBKW33 7,80
225 56 2,1 480 830 1400 1800 23030CA
225 75 2,1 620 1140 1100 1400 24030 CA
225 75 2,1 620 03 21 31 1140 2 1100 1400 24030 MB 10,5
225 75 2,1 620 03 21 31 1140 2 1100 1400 24030 MBW33 10,5
225 75 2,1 620 033 21 31 1140 2 1100 1400 24030 MBK30W33 10,3
250 100 2,1 1080 0,37 18 2,7 1840 1,8 850 1100 24130C 19,4
250 100 2,1 1080 0,4 1,7 25 1840 1,6 850 1100 24130 CA 19,5
250 100 2,1 1080 0,4 1,7 25 1840 1,6 850 1100 24130 CAW33 19,5
250 100 2,1 1080 0,4 1,7 25 1840 1,6 850 1100 24130 CAK30W33 19,1
250 80 2,1 800 13240 1300 1700 23130CA
250 80 2,1 800 0, 21 32 1320 21 1300 1700 23130MB 16,3
250 80 2,1 800 032 2,1 32 1320 21 1300 1700 23130 MBW33 16,3
250 80 2,1 800 032 2,1 32 1320 21 1300 1700 23130 MBKW33 16,0
270 73 3 880 026 26 39 1300 25 1400 1800 22230C 18,8
270 73 3 880 1300 1400 1800 22230CA
270 73 3 810 029 23 35 1190 23 1200 1600 22230MB 18,0
270 73 3 810 029 23 35 1190 23 1200 1600 22230 MBW33 18,0
270 73 3 810 029 23 35 1190 23 1200 1600 22230 MBKW33 17,71
270 96 3 810 1190 1200 1600 23230CA
270 96 3 1030 0,38 1,8 2,7 1610 1,7 1000 1300 23230MB 245
270 96 3 1030 0,38 1,8 2,7 1610 1,7 1000 1300 23230 MBW33 24,5

MT K+ .



Spherical roller bearings

M m
™
G

Nl

NI

C CK
Dimensions Basic radial load. Factors Speed limit Designation Weight
%Iyn. stat. grease oil
d D B rs GCr e Y1 Yz Cor Yo
min.

mm kN - kN - min’ = kg
270 9 3 1030 0,38 1,8 2,7 1610 1,7 1000 1300 23230 MBKW33 24,0
320 08 4 1520 0,35 19 29 2110 1,8 1100 1400 22330C 44.6
320 108 4 1520 2110 1100 1400 22330CA
320 108 4 1450 1940 1000 1300 22330KMAC4F80W33 43,5
320 108 4 1400 0,38 1,7 26 1940 1,7 1000 1300 22330MB 43,5
320 108 4 1400 0,38 1,7 26 1940 1,7 1000 1300 22330 MBW33 43,5
320 108 4 1400 0,38 1,7 26 940 1,7 1000 1300 22330 MBKW33 43,1

160 240 60 2,1 610 0,22 3 46 1060 2,8 1400 1900 23032C 10,4
240 60 2,1 610 1060 1400 1900 23032CA
240 60 2,1 560 0,22 3 46 970 28 1300 1700 23032MB 9,70
240 60 2,1 560 0,22 3 46 970 2,8 1300 1700 23032 MBW33 9,70
240 60 2,1 560 0,22 3 46 970 28 1300 1700 23032 MBKW33 9,50
240 80 2,1 720 1320 1000 1300 24032CA
240 80 2,1 720 0,32 21 31 1320 2 1000 1300 13,3
240 80 2,1 720 0,32 21 31 1320 2 1000 1300 24032 MBW33 13,3
240 0 2,1 720 0,32 21 31 1320 2 1000 1300 24032 MBK30W33 13,0
270 109 2,1 1250 0,41 16 25 2110 1,6 850 1100 24132C 25,5
270 109 2,1 1250 0,41 16 25 2110 1,6 850 1100 24132 CW33 25,5
270 109 2,1 1250 0,41 46 25 2110 1,6 850 1100 24132 CK30W33 25,1
270 109 2,1 1250 2110 850 1100 24132CA
270 2,1 1010 O, 23 34 1640 22 1400 1800 23132C 22,9
270 86 2,1 1010 1640 1400 1800 23132CA
270 86 2,1 930 0,32 21 32 1510 2,1 1200 1600 23132MB 20,5
270 86 2,1 930 0,32 21 32 1510 2,1 1200 1600 23132MBW33 20,5
270 2,1 930 0,32 21 32 1510 21 1200 1600 23132 MBKW33 20,1
290 104 3 1180 0,38 1,8 2,7 1830 1,7 900 1200 23232 MB 31,7
290 104 3 1180 0,38 1,8 2,7 1830 1,7 900 1200 23232 MBW33 31,7
290 104 3 1180 0,38 1,8 2,7 1830 1,7 900 1200 23232 MBKW33 31,1
290 80 3 1040 0,26 26 39 1550 25 1300 1700 22232C 24,9
290 80 3 1040 1550 1300 1700 22232CA
290 80 3 950 0,29 23 34 1420 23 1100 1500 22232MB 23,3
290 80 3 950 0,29 23 34 1420 23 1100 1500 22232 MBW33 23,3
290 80 3 950 0,29 23 34 1420 23 1100 1500 22232 MBKW33 22,9
340 114 4 1660 035 1,9 29 235 1,8 1000 1300 22332C 52,6
340 114 4 1660 2350 1000 1300 22332CA
340 114 4 1520 0,37 1,8 27 2160 1,8 900 1200 22332 MA 50,5
340 114 4 1520 0,37 1,8 2,7 2160 1,8 900 1200 22332MAC4F80W33 50,5
340 114 4 1520 0,37 1,8 27 2160 1,8 900 1200 22332 MB 50,8
340 114 4 1520 0,37 1,8 27 2160 1,8 900 1200 22332 MBW33 50,8
340 114 4 1520 0,37 1,8 2,7 2160 1,8 900 1200 22332 MBKW33 50,

170 260 67 2,1 750 0,23 29 44 1270 2,8 1400 1800 23034C 14,2
260 67 2,1 750 1270 1400 1800 23034 CA
260 67 2,1 680 0,23 29 44 1170 2,8 1200 1600 23034MB 13,4
260 67 2,1 680 s 29 44 1170 2,8 1200 1600 23034 MBW33 13,4
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Dimensions Basic radial load. Factors Speed limit Designation Weight

dCyn. stat. grease oil

d D B rs r e Y1 Yo Cor Yo

min.

mm kN - kN - min’ = kg
260 67 2,1 680 023 29 44 1170 2,8 1200 1600 23034 MBKW33 13,3
260 90 2,1 680 1170 1200 1600 24034 CA
260 90 2,1 880 0,34 2 3 1610 2 1000 1300 24034 MB 17,7
260 90 2,1 880 0,34 2 3 1610 2 1000 1300 24034 MBW33 17,7
260 90 2,1 880 0,34 2 3 1610 2 1000 1300 24034 MBK30W33 17,2
280 109 2,1 1280 0,37 18 2,7 2230 1,8 750 1000 24134C 27,3
280 109 2,1 1280 0,39 1,7 26 2230 1,7 750 1000 26,4
280 109 2,1 1280 0,39 1,7 26 2230 1,7 750 1000 24134 CAW33 26,4
280 109 2,1 1280 0,39 1,7 26 2230 1,7 750 1000 24134 CAK30W33 26,0
280 88 2,1 1080 0,3 23 34 1800 22 1300 1700 23134C 27,3
280 88 2,1 1080 1800 1300 1700 23134CA
280 88 2,1 990 0,31 22 32 1650 2,1 1100 1500 23134 MB 22,3
280 88 2,1 990 031 22 32 1650 21 1100 1500 23134 MBW33 22,3
280 88 21 990 031 22 32 1650 2,1 1100 1500 23134 MBKW33 2,0
310 110 4 1460 035 1,9 29 2320 1,8 900 1200 23234C 35,7
310 110 4 1460 035 1,9 29 2320 1,8 900 1200 23234 CA 37,2
310 110 4 1340 0,36 1,9 28 2120 1,8 850 1100 23234 MBW33 37,8
310 110 4 1340 0,36 1,9 28 2120 1,8 850 1100 23234 MBKW33 37,2
310 86 4 1170 027 25 3,7 1750 25 1200 1600 22234C 31,7
310 86 4 1170 1750 1200 1600 22234CA
310 86 4 1080 0,3 23 34 1610 22 1100 1400 22234 MB 28,
310 86 4 1080 0,3 23 34 1610 22 1100 1400 22234 MBW33 28,9
310 86 4 1080 0,3 23 34 1610 22 1100 1400 22234 MBKW33 28,4
360 120 4 1850 0,33 2 3 2590 2 900 1200 22334C 65,
360 120 4 1850 2590 2 900 1200 22334CA
360 120 4 1690 2380 850 1100 22334 MAC4F80W33 59,0
360 120 4 1690 037 1,8 2,7 2380 1,8 850 1100 22334 MB 62,2
360 120 4 1690 037 1,8 2,7 2380 1,8 850 1100 22334 MBW33 62,2
360 120 4 1690 037 1,8 2,7 2380 1,8 850 1100 22334 MBKW33 60,2

180 280 100 2,1 1030 036 1,9 2,8 1900 1,9 900 1200 24036 MB 22,9
280 100 2,1 1030 036 1,9 2,8 1900 1,9 900 1200 24036 MBW33 23,2
280 100 2,1 1030 036 1,9 2,8 1900 1,9 900 1200 24036 MBK30W33 23,0
280 74 2,1 870 024 28 42 1500 2,8 1300 1700 23036C 19,8
280 74 2,1 870 1500 1300 1700 23036CA
280 74 2,1 800 024 28 42 1380 28 1100 1500 23036 MB 17,6
280 74 21 800 024 28 42 1380 28 1100 1500 23036 MBW33 17,6
280 74 21 800 024 28 42 1380 28 1100 1500 23036 MBKW33 17,0
300 118 3 1460 04 1,7 25 2590 1,6 700 950 24136 C 33,7
300 118 3 1460 04 1,7 25 2590 1,6 700 950 24136 CW33 33,7
300 118 3 1460 04 1,7 25 2590 1,6 700 950 24136 CK30W33 33,0
300 118 3 1460 2590 700 950 24136 CA
300 96 3 1260 0,3 23 34 2110 22 1200 1600 23136C 30,6
300 96 3 1260 2110 1200 1400 23136 CA
300 9 3 1160 032 2,1 31 1940 21 1100 1400 23136 MB 28,4
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Dimensions Basic radial load. Factors Speed limit Designation Weight
%Iyn. stat. grease oil
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mm kN - kN - min”! — kg
300 96 3 1160 0,32 21 3,1 1940 2,1 1100 1400 23136 MBW33 28,4
300 96 3 1160 0,32 21 31 1940 2,1 1100 1400 23136 MBKW33 28,0
300 96 3 1160 1940 1100 1400 23136 CA
320 112 3 1420 2330 750 1000 23236 CA
320 112 3 1420 0,36 1,9 28 233 1,8 750 1000 23236 MBW33 40,8
320 112 4 1420 0,36 1,9 28 2330 1,8 750 1000 23236 MBKW33 40,1
320 86 4 1210 0,26 26 39 1870 25 1100 1500 22236C 33,1
320 86 4 1210 1870 1100 1500 22236 CA
320 86 4 1110 0,29 23 35 1720 2,3 1100 1400 22236 MB 30,4
320 86 4 1110 0,29 23 35 1720 2,3 1100 1400 22236 MBW33 30,4
320 86 4 1110 0,29 23 35 1720 2,3 1100 1400 22236 MBKW33 29,4
380 126 4 1900 2700 850 1100 22336 CA
380 126 4 1900 2700 850 1100 22336 MAC4F80W33 72,5
380 126 4 1900 0,37 1,8 2,7 2700 1,8 850 1100 22336 MB 69,0
380 126 4 1900 0,37 1,8 2,7 2700 1,8 850 1100 22336 MBW33 69,0
380 126 4 1900 0,37 1,8 s 2700 1,8 850 1100 22336 MBKW33 68,2

190 290 100 2,1 1080 1980 850 1100 24038 CA
290 100 2,1 1080 0,34 2 3 1980 2 850 1100 24038 MB 24,8
290 100 2,1 1080 0,34 2 3 1980 2 850 1100 24038 MBW33 24,3
290 100 2,1 1080 0,34 2 3 1980 2 850 1100 24038 MBK30W33 24,0
290 75 2,1 900 0,23 29 44 1610 44 1200 1600 23038C 19,8
290 75 2,1 900 1610 1200 1600 23038 CA
290 75 2,1 830 s 26 39 1470 26 1100 1400 2 MB 18,6
290 75 2,1 830 0,26 26 39 1470 26 1100 1400 23038 MBW33 18,6
290 75 2,1 830 s 26 39 1470 26 1100 1400 23038 MBKW33 18,0
320 104 3 1320 2290 1100 1400 23138CA
320 104 3 1320 0,33 2 3 2290 2 1100 1400 35,6
320 104 3 1320 0,33 2 3 2290 2 1100 1400 23138 MBW33 35,6
320 104 3 1320 0,33 2 3 2290 2 1100 1400 23138 MBKW33 35,0
320 128 3 1680 0,4 1,7 25 3000 1,6 670 900 24138 CA 41,6
320 128 3 1540 0,41 1,7 25 2750 1,6 600 800 24138 MBW33 41,8
320 128 3 1540 0,41 1,7 25 2750 1,6 600 800 24138 MBK30W33 41,2
340 120 4 1750 0,35 1,9 29 2880 1,8 850 1100 23238C 52,4
340 120 4 1750 2880 850 1100 23238 CA
340 120 4 1610 0,36 1,9 28 2640 1,8 750 1000 23238 MB 48,9
340 120 4 1610 0,36 1,9 28 2640 1,8 750 1000 23238 MBW33 48,9
340 120 4 1610 0,36 1,9 28 2640 1,8 750 1000 23238 MBKW33 48,1
340 92 4 1330 0,26 26 39 2040 25 1100 1400 22238C 40,0
340 92 4 1330 2040 1100 1400 22238 CA
340 92 4 1220 0,29 23 34 1870 23 1000 1300 22238MB 37,7
340 92 4 1220 0,29 23 34 1870 23 1000 1300 22238 MBW33 37,7
340 92 4 1220 0,29 23 34 1870 2,3 1000 1300 22238 MBKW33 37,2
400 92 4 1220 1870 1000 1300 22338 CA
400 132 5 2060 0,37 1,8 2,7 2920 1,8 750 1000 22338 MB 84,8
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Dimensions Basic radial load. Factors Speed limit Designation Weight
dCyn. stat. grease oil
d D B rg Cr e Yi Y2  Cor Yo
min.
mm kN - kN - min’ = kg
400 132 5 2060 0,37 1,8 2,7 2920 1,8 750 1000 22338 MBW33 84,8
400 132 5 2060 0,37 1,8 2,7 2920 1,8 750 1000 22338 MBKW33 83,0
200 310 82 2,1 880 1560 1100 1500 23040 CA
310 82 2,1 880 024 28 42 1560 2,8 1100 1500 23040 CAW33 23,5
310 82 2,1 880 024 28 42 1560 2,8 1100 1500 23040 CAKW33 23,5
340 112 3 1370 2460 1100 1400 23140CA
340 112 3 1370 0,35 s s 2460 s 1100 1400 23140 CAW33 43,5
340 112 3 1370 0,35 1, 29 2460 s 1100 1400 23140 CAKW33 43,5
340 140 3 1400 2385 560 750 24140 CA
340 140 3 1400 04 17 25 238 1,6 560 750 24140 MBW33 1,5
340 140 3 1400 04 1,7 25 238 1,6 560 750 24140 MBK30W33 51,5
360 128 4 1620 2590 750 1000 23240CA
360 128 4 1620 035 1,9 29 259 1,8 750 1000 23240 MBW33 8,5
360 128 4 1620 035 1,9 29 2590 1,8 750 1000 23240 MBKW33 58,5
360 98 4 1250 2020 1100 1400 22240CA
360 98 4 1250 029 23 34 2020 2,3 1100 1400 22240 CAW33 45,0
360 98 4 1250 029 23 34 2020 23 1100 1400 22240 CAKW33 45,0
420 138 5 1910 2750 670 900 22340 CA
420 138 5 1910 036 1,8 2,8 2750 1,8 670 900 22340 MBW33 95,0
420 138 5 1910 0,36 18 28 2750 1,8 670 900 22340 MBKW33 95,0
220 340 118 3 1190 2098 750 1000
340 118 3 1190 0,34 2 3 2098 1,9 750 1000 24044 MBW33 39,5
340 118 3 1190 0,34 2 3 2098 1,9 750 1000 24044 MBK30W33 39,5
340 90 3 1155 2053 1100 1400 23044 CA
340 90 3 1155 024 28 42 2053 28 1100 1400 23044 CW33 30,5
340 90 3 1155 024 28 42 2053 28 1100 1400 23044 CKW33 30,5
340 90 3 1090 024 28 42 1890 28 1100 1400 23044 CAW33 31,0
340 90 3 1090 0,24 28 42 1890 28 1100 1400 23044 CAKW33 31,0
340 90 3 1025 024 28 42 1730 2,8 1000 1300 23044 MBW33 31,5
340 90 3 1025 024 28 42 1730 2,8 1000 1300 23044 MBKW33 31,56
370 120 4 1455 2380 900 1200 23144CA
370 120 4 1455 0,3 23 34 2380 22 900 200 23144 MBW33 54,5
370 120 4 1455 0,3 s 3, 2380 2,2 900 1200 23144 MBKW33 54,
400 108 4 1485 2483 850 1100 22244 CA
400 108 4 1485 029 23 34 2483 23 850 100 22244 MBW33 63,0
400 108 4 1485 0,29 23 34 2483 23 850 1100 22244 MBKW33 63,0\
400 144 4 1850 2899 600 800 23244 CA
400 144 4 1850 035 1,9 29 2899 1,8 600 800 23244 MBW33 82,5
400 144 4 1850 035 1,9 29 2899 1,8 600 800 23244 MBKW33 82,5
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Dimensions Designation
Bearing Adapter sleeve
d1 d D B Is. d2 B1 B2
min
mm —
35 40 80 23 1,1 58 36 10 22208 CK H308
40 90 23 1,5 58 36 10 21308 CK H308
40 90 33 1,5 58 46 10 22308 CK H2308
40 45 85 23 1.1 65 39 11 22209 CK H309
45 100 25 1,5 65 39 11 21309 CK H309
45 100 36 1,5 65 50 11 22309 CK H2309
45 50 90 23 1,1 70 42 12 22210 CK H310
50 110 27 2 70 42 12 21310 CK H310
50 110 40 2 70 55 12 22310 CK H2310
50 55 100 25 1,5 75 45 12 22211 CK H311
55 120 29 2 75 45 12 21311 CK H311
55 120 43 2 75 59 12 22311 CK H2311
55 60 110 28 1,5 80 47 13 22212 CK H312
60 130 31 2.1 80 47 13 21312 CK H312
60 130 46 2.1 80 62 13 22312 CK H2312
60 65 120 31 1,5 85 50 14 22213 CK H313
65 140 33 2,1 85 50 14 21313 CK H313
65 140 48 2,1 85 65 14 22313 CK H2313
70 125 31 2,1 92 52 14 22214 CK H314
70 150 35 2.1 92 52 14 21314 CK H314
70 150 51 2.1 92 68 14 22314 CK H2314
65 75 130 31 1,5 98 55 15 22215 CKW33 H315
75 160 37 2.1 98 55 15 21315 CKW33 H315
75 160 55 2.1 98 73 15 22315 CKW33 H2315
70 80 140 33 2 105 59 17 22216 CKW33 H316
80 170 39 2.1 105 59 17 21316 CKW33 H316
80 170 58 21 105 78 17 22316 MBKW33 H2316
75 85 150 36 2 110 63 18 22217 CKW33 H317
85 180 41 3 110 63 18 21317 CK H317
85 180 60 3 110 82 18 22317 MBKW33  H2317
80 90 160 40 2 120 65 18 22218 CKW33 H318
90 160 52,4 2 120 86 18 23218 MBK H2318
90 190 43 3 120 56 18 21318 CK H318
90 190 64 3 120 86 18 22318 CKW33 H2318
85 95 170 43 2,1 125 68 19 22219 MBKW33  H319
95 200 45 3 125 68 19 21319 MBK H319
95 200 67 3 125 90 19 22319 MBKW33 H2319
90 100 180 46 2.1 130 71 20 22220 MBKW33  H320
100 180 60,3 2.1 130 97 20 23220 MAKW33  H2320
100 180 60,3 2.1 130 97 20 23220 TNKW33 H2320
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Basic radial load. Factors Speed limit Weight
yn. stat. grease oil
r e Y1 Yz Cor Yo

kN = kN = min~! kg

88 0,31 2,2 3,2 98 2,1 4800 6 300 0,699
99 0,26 2,6 3,9 120 2,6 4 500 6 000 0,889
140 0,4 1,6 2,5 145 1,6 4300 5600 22
93 0,3 23 3,4 105 2,2 4500 6 000 0,798
120 0,26 2,6 3,9 135 2,6 4000 5300 19
165 0,4 1,7 2,5 190 1,6 3800 5000 1,58
100 0,26 2,6 3,9 120 25 4000 5300 0,903
120 0,24 2,8 4,1 130 2,7 3600 4800 1,50
190 0,4 1,7 2,5 220 1,6 3400 4 500 2,16
120 0,27 2,5 3,8 140 25 3800 5000 1,15
135 0,24 2,8 4.1 155 2,7 3200 4300 1,95
230 0,4 1,7 2,5 265 1.6 3 000 4000 2,72
145 1,27 2,5 3,7 175 2,4 3400 4500 1,49
150 0,24 2,9 43 180 2,8 3000 4000 2,29
270 0,4 1,7 2,5 320 1,7 2800 3800 3,33
180 0,28 2,4 3,6 220 2,4 3000 4000 1,86
220 0,24 2,8 4,2 290 2,8 2800 3800 2,86
305 0,39 1,7 2,6 360 1,7 2800 3600 4,01
180 0,26 2,6 3,9 225 2,6 2800 3800 2,22
250 0,23 2,9 4,4 310 29 2600 3400 3,72
375 0,38 1,8 2,6 455 1,7 2400 3200 5,20
190 0,24 2,8 4.1 250 2,7 2800 3800 2,43
280 0,23 2,9 4,4 360 2,9 2400 3200 4,33
415 0,38 1,8 2,6 520 1,7 2200 3 000 6,20
210 0,25 2,6 4 275 2,6 2600 3400 3,08
310 0,23 2,9 4,4 400 2,9 2200 3000 5,23
410 0,25 2,6 4 500 2,6 1800 2400 7,38
250 0,26 2,6 3,9 325 2,6 2400 3200 3,68
350 0,22 3 4,5 450 2,9 2200 2800 6,18
460 0,37 1,8 2,7 570 1,8 1700 2200 8,65
305 0,27 25 3.8 410 25 2200 3000 4,57
340 0,34 2 3 485 2 1500 2000 6,19
385 0,22 3 4,5 510 29 2200 2800 7,07
570 0,36 1,9 2,8 730 1.8 1800 2400 10,2
310 0,26 2,6 3,8 415 25 2000 2600 5,56
385 0,22 3,1 4,6 530 3 1800 2400 8,56
570 0,38 1,8 2,7 740 1.7 1500 2000 11,9
340 0,27 2,5 3,7 455 2,4 2000 2600 6,49
455 0,33 2 3 660 2 1500 2000 8,65
455 0,33 2 3 660 2 1500 2000 8,65
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Spherical roller bearings
with adapter sleeve
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Dimensions Designation
Bearing Adapter sleeve
d4 d D B Is. d2 B1 B2
min.
mm =
90 100 215 47 3 130 71 20 21320 MBK H320
100 215 73 3 130 97 20 22320 CKW33 H2320
100 110 180 56 2 145 81 21 23122 MBKW33  H3122
110 180 56 2 145 81 21 23122 TNKW33  H3122
110 200 53 2,1 145 77 21 22222 MBKW33  H322
110 200 69,8 2,1 145 105 21 23222 MBKW33  H2322
110 240 50 3 145 77 21 21322 MBK H322
110 240 80 3 145 105 21 22322 CKW33 H2322
110 120 180 46 2 145 72 22 23024 MBKW33  H3024
120 180 46 2 145 72 22 23024 TNKW33  H3024
120 200 62 2 155 88 22 23124 MBKW33  H3124
120 215 58 2,1 155 88 22 22224 CKW33 H3124
120 215 76 2,1 155 112 22 23224 MBKW33  H2324
120 260 86 3 155 112 22 22324 MBKW33  H2324
115 130 200 52 2 155 80 23 23026 MBKW33  H3026
130 210 64 2 165 92 23 23126 MBKW33  H3126
130 230 64 3 165 92 23 22226 CKW33 H3126
130 230 80 3 165 121 23 23226 MBKW33  H2326
130 280 93 4 165 121 23 22326 MBKW33  H2326
125 140 210 53 2 165 82 24 23028 MBKW33  H3028
140 225 68 2,1 180 97 24 23128 MBKW33  H3128
140 250 68 3 180 97 24 22228 MBKW33  H3128
140 250 88 3 180 131 24 23228 MBKW33  H2328
140 300 102 4 180 131 24 22328 MBKW33  H2328
135 150 225 56 2,1 180 87 26 23030 MBKW33  H3030
150 250 80 2,1 195 111 26 23130 MBKW33  H3130
150 270 73 3 195 111 26 22230 MBKW33  H3130
150 270 6 3 195 139 26 23230 MBKW33  H2330
150 320 108 4 195 139 26 22330 MBKW33  H2330
140 160 240 60 2,1 190 93 28 23032 MBKW33  H3032
160 270 6 2,1 210 119 28 23132 MBKW33  H3132
160 290 104 3 210 147 28 23232 MBKW33  H2332
160 290 0 3 210 119 28 22232 MBKW33  H3132
160 340 114 4 210 147 28 22332 MBKW33  H2332
150 170 260 67 2,1 200 101 29 23034 MBKW33  H3034
170 280 88 2,1 220 122 29 23134 MBKW33  H3134
170 310 110 4 220 154 29 23234 MBKW33  H2334
170 310 86 4 220 122 29 22234 MBKW33 H3134
170 360 120 4 220 154 29 22334 MBKW33 H2334
160 180 280 74 2,1 210 109 30 23036 MBKW33  H3036
180 300 6 3 230 131 30 23136 MBKW33  H3136
180 320 112 4 230 161 30 23236 MBKW33  H2336
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Basic radial load. Factors Speed limit Weight
yn. stat. grease oil
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kN = kN = min~! kg

425 0,22 3,1 4,7 580 3,1 1700 2200 9,99
730 0,37 1,8 27 960 1,7 1500 2000 15,2
410 0,3 23 3,3 640 2,2 1800 2400 7,75
410 0,3 2,3 3.3 640 2,2 1800 2400 7,75
540 0,28 2,4 3.5 700 2,3 1700 2200 9,18
570 0,33 2 3 840 2 1200 1600 12,2
510 0,21 3,2 4,8 690 3,2 1500 2000 13,9
870 0,37 1.8 2,7 1160 1,8 1400 1900 20,2
335 0,24 2,8 4,2 560 2,8 1800 2400 6,03
335 0,24 2,8 4,2 560 2,8 1800 2400 6,03
495 0,31 2,2 3,3 770 2,2 1700 2200 10,2
560 0,29 2,3 3.5 800 23 1700 2200 11,2
670 0,37 1,8 2,7 1020 1,8 1100 1500 15,0
930 0,36 1,8 2,7 1230 1,8 1100 1500 25,0
410 0,23 2,9 4.4 670 2,8 1700 2200 8,85
540 0,3 2,3 3,3 860 2,2 1500 2000 12,0
660 0,29 2,3 3,5 960 2,3 1700 2200 17,5
760 0,33 2 3 1170 2 1100 1500 18,4
1080 0,37 1,8 2,7 1450 1,8 1100 1400 32,9
435 0,22 3 4,6 750 2,8 1500 2000 9,16
600 0,3 23 3.3 990 2,2 1400 1800 14,5
670 0,29 23 3.5 990 2,3 1300 1700 18,1
880 0,37 1,8 2,7 1380 1,8 1000 1300 23,8
1240 0,38 1,7 2,6 1720 1,7 1000 1300 39,7
480 0,22 3 4.6 830 2,8 1400 1800 11,7
800 0,32 2,1 3,2 1320 2,1 1300 1700 21,5
810 0,29 2,3 3,5 1190 2,3 1200 1600 23,2
1030 0,38 1,8 2,7 1610 1,7 1000 1300 30,6
1400 0,38 1,7 2,6 1940 1,7 1000 1300 49,7
560 0,22 3 4.6 970 2,8 1300 1700 14,7
930 0,32 2,1 3,2 1510 2,1 1200 1600 27,8
1180 0,38 1,8 2,7 1830 1,7 900 1200 40,2
950 0,29 23 3,4 1420 23 1100 1500 30,6
1520 0,37 1,8 2,7 2160 1,8 900 1200 59,1
680 0,23 2,9 4.4 1170 2,8 1200 1600 19,3
990 0,31 2,2 3,2 1650 2,1 1100 1500 30,4
1340 0,36 1,9 2,8 2120 1,8 850 1100 47,4
1080 0,3 2,3 3,4 1610 2,2 1100 1400 36,8
1690 0,37 1,8 2,7 2380 1,8 850 1100 70,4
800 0,24 2,8 4.2 1380 2,8 1100 1500 23,8
1160 0,32 2,1 3,1 1940 2,1 1100 1400 37,5
1420 0,36 1,9 2,8 2330 1,8 750 1000 51,4
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Spherical roller bearings
with adapter sleeve
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Dimensions Designation
Bearing Adapter sleeve
d4 d D B Is. d2 B1 B2
min.
mm =
160 180 320 86 4 230 131 30 22236 MBKW33  H3136
180 380 126 4 230 161 30 22336 MBKW33  H2336
170 190 290 75 2,1 220 112 31 23038 MBKW33  H3038
190 320 104 3 240 141 31 23138 MBKW33 H3138
190 340 120 4 240 169 31 23238 MBKW33  H2338
190 340 92 4 240 141 31 22238 MBKW33 H3138
190 400 132 5 240 169 31 22338 MBKW33  H2338
180 200 310 82 2,1 240 120 32 23040 CAKW33  H3040
200 340 112 3 250 150 32 23140 CAKW33  H3140
200 360 128 4 250 176 32 23240 MBKW33  H2340
200 360 98 4 250 150 32 22240 CAKW33  H3140
200 420 138 5 250 176 32 22340 MBKW33  H2340
200 220 340 90 3 260 126 30 23044 CAKW33  H3044H
220 340 90 3 260 126 30 23044 CKW33 H3044
220 340 90 3 260 126 30 23044 MBKW33  H3044
220 370 120 4 280 161 35 23144 MBKW33  H3144
220 400 108 4 280 161 35 22244 MBKW33  H3144
220 400 144 4 280 186 35 23244 MBKW33  H2344
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Basic radial load. Factors Speed limit Weight
dyn. stat. grease oil
Cr e Y1 Y2 Cor Yo
kN = kN = min”! kg
1110 0,29 2,3 3,5 1720 2,3 1100 1400 38,9
1900 0,37 1,8 2,7 2700 1,8 850 1100 79,5
830 0,26 2,6 3,9 1470 2,6 1100 1400 255
1320 0,33 2 3 2290 2 1100 1400 45,8
1610 0,36 1,9 2,8 2640 1,8 750 1000 60,7
1220 0,29 2,3 34 1870 2,3 1000 1300 48,0
2060 0,37 1,8 2,7 2920 1,8 750 1 000 95,6
880 0,24 2,8 4,2 1560 2,8 1100 1500 32,69
1370 0,35 1,9 2,9 2460 1,9 1100 1400 55,6
1620 0,35 1,9 2,9 2590 1,8 750 1000 72,4
1250 0,29 2,3 3,4 2020 2,3 1100 1400 57,1
1910 0,36 1,8 2,8 2750 1,8 670 900 108,9
1090 0,24 2,8 42 1890 2,8 1100 1400 41,3
1155 0,24 2,8 4.2 2053 2,8 1100 1400 40,8
1025 0,24 2,8 4.2 1730 2,8 1000 1300 41,8
1455 0,3 2,3 34 2380 2,2 900 1200 69,2
1485 0,29 2,3 3,4 2483 2,3 850 1100 77,7
1850 0,35 1,9 2,9 2899 1,8 600 800 99,2
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Spherical roller bearings
with withdrawal sleeve
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Dimensions Designation .
Bearing Withdrawal
d1 d D B rs G G1 B3 B4 sleeve
min.
mm —
35 40 80 23 1,1 M45x15 6 29 32 22208 CK AH308
40 90 23 1,5 M45x15 6 29 32 21308 CK AH308
40 90 33 1,5 M4b5x15 7 40 43 22308 CK AH2308
40 45 85 23 1,1 M50x15 6 31 34 22209 CK AH309
45 100 25 1,5 M50x15 6 31 34 21309 CK AH309
45 100 36 1,5 M50x15 7 44 47 22309 CK AH2309
45 50 90 23 1,1 M55x 2 7 35 38 22210 CK AH310
50 110 27 2 M55x 2 7 35 38 21310 CK AH310
50 110 40 2 M55x 2 9 50 53 22310 CK AH2310
50 55 100 25 1,5 M60x 2 7 37 40 22211 CK AH311
55 120 29 2 M60x 2 7 37 40 21311 CK AH311
55 120 43 2 M60x 2 10 54 57 22311 CK AH2311
55 60 110 28 1,5 M65x 2 8 40 43 22212 CK AH312
60 130 31 2,1 M65x2 8 40 43 21312 CK AH312
60 130 46 2,1 M65x2 11 58 61 22312 CK AH2312
60 65 120 31 1,5 M75x2 8 42 45 22213 CK AH313
65 140 33 2,1 M75x2 8 42 45 21313 CK AH313
65 140 48 2,1 M75x2 12 61 64 22313 CK AH2313
65 70 125 31 2,1 M80x2 8 43 47 22214 CK AH314
70 150 35 2,1 M80x2 8 43 47 21314 CK AH314
70 150 51 2,1 M80x2 12 64 68 22314 CK AH2314
70 75 130 31 1,5 M85x2 8 45 49 22215 CKW33 AH315
75 160 37 2,1 M85x2 8 45 49 21315 CKW33 AH315
75 160 55 2,1 M85x2 12 68 72 22315 CKW33 AH2315
75 80 140 33 2 M90x 2 8 48 52 22216 CKW33 AH316
80 170 39 2,1 M90x 2 8 48 52 21316 CKW33 AH316
80 170 58 2,1 M90x 2 12 71 75 22316 MBKW33 AH2316
80 85 150 36 2 M95x 2 9 52 56 22217 CKW33 AH317
85 180 41 3 M95x 2 9 52 56 21317 CK AH317
85 180 60 3 M95x 2 13 74 78 22317 MBKW33 AH2317
85 90 160 40 2 M100x2 9 53 57 22218 CKW33 AH318
90 160 52,4 2 M100x 2 10 63 67 23218 MBK AH3218
90 190 43 3 M100x2 9 53 57 21318 CK AH318
90 190 64 3 M100x 2 14 79 83 22318 CKW33 AH2318
90 95 170 43 2,1 M105x2 10 57 61 22219 MBKW33 AH319
95 200 45 3 M105x 2 10 57 61 21319 MBK AH319
95 200 67 3 M105x2 16 85 89 22319 MBKW33 AH2319
95 100 165 52 2 M110x 2 11 64 68 2312 MBK AH3120
100 180 46 2,1 M110x2 10 59 63 22220 MBKW33 AH320
100 180 60,3 21 M110x2 11 73 77 23220 MAKW33 AH3220
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Basic radial load. Factors Speed limit Weight

. stat. grease oil
Cr e Y1 Y2 Cor Yo
kN = kN = min”! kg
88 0,31 2,2 3,2 2,1 4800 6 300 0,600
99 0,26 2,6 3,9 120 2,6 4 500 6 000 0,790
140 0,4 1,6 2,5 145 1,6 4300 5600 13
93 0,3 2,3 3,4 105 2,2 4500 6 000 0,659
120 0,26 2,6 3,9 135 2,6 4000 5300 ,
165 0,4 1,7 25 190 1,6 3800 5000 1,46
100 0,26 2,6 3,9 120 25 4000 5300 0,737
120 0,24 2,8 41 130 2,7 3600 4800 34
190 0,4 1,7 2,5 220 1,6 3400 4 500 2,01
120 0,27 25 3,8 140 25 3800 5000 0,961
135 0,24 2,8 4,1 155 2,7 3200 4300 ,
230 0,4 1,7 25 265 1.6 3000 4000 2,55
145 1,27 25 3,7 175 2,4 3400 4500 1,29
150 0,24 2,9 4,3 180 2,8 3000 4000 2,09
270 0,4 1,7 2,5 320 1,7 2800 3800 3,15
180 0,28 2,4 3,6 220 2,4 3000 4000 1,65
220 0,24 2,8 4,2 290 2,8 2800 3800 2,65
305 0,39 1,7 2,6 360 1,7 2800 3600 3,85
180 0,26 2,6 3,9 225 2,6 2800 3800 1,78
250 0,23 2,9 4,4 310 29 2600 3400 3,28
375 0,38 1,8 2,6 455 1,7 2400 3200 4,77
190 0,24 2,8 4,1 250 2,7 2800 3800 1,91
280 0,23 2,9 4,4 360 29 2400 3200 3,81
415 0,38 1,8 2,6 520 1,7 2200 3000 5,68
210 0,25 2,6 4 275 2,6 2600 3400 2,42
310 0,23 2,9 4,4 400 2,9 2200 3 000 4,57
410 0,25 2,6 4 500 2,6 1800 2400 6,70
250 0,26 2,6 3,9 325 2,6 2400 3200 2,93
350 0,22 3 4,5 450 2,9 2200 2800 5,43
460 0,37 1,8 2,7 570 1.8 1700 2200 7,87
305 0,27 25 3.8 410 25 2200 3000 3,66
340 0,34 2 3 485 2 1500 2000 5,07
385 0,22 3 4,5 510 29 2200 2800 6,16
570 0,36 1,9 2,8 730 1.8 1800 2400 9,28
310 0,26 2,6 3,8 415 25 2000 2600 4,53
385 0,22 3,1 4,6 530 3 1800 2400 7,53
570 0,38 1,8 2,7 740 1,7 1500 2000 10,9
355 0,31 2,2 3,2 540 2,1 2000 2800 5,05
340 0,27 2,5 3,7 455 2,4 2000 2600 5,38
455 0,33 2 3 660 2 1500 2000 7,27
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Spherical roller bearings
with withdrawal sleeve
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Dimensions Designation .
Bearing Withdrawal
d1 d D B rs G G1 B3 B4 sleeve
min
mm —
95 100 180 60,3 2,1 M110x 2 11 73 77 23220 TNKW33 AH3220
100 215 47 3 M110x 2 10 59 63 21320 MBK H320
100 215 73 3 M110x2 16 90 94 22320 CKW33 AH2320
105 110 180 56 2 M120x 2 11 68 72 23122 MBKW33 AH3122
110 180 56 2 M120x 2 11 68 72 23122 TNKW33 AH3122
110 180 69 2 M115x 2 13 82 91 24122 CAK30W33 AH24122
110 200 53 2,1 M120x 2 11 68 72 22222 MBKW33 AH3122
110 200 69,8 2,1 Mi125x 2 11 82 86 23222 MBKW33 AH3222
110 240 50 3 M120x 2 11 68 72 21322 MBK AH322
110 240 80 3 M125x2 16 98 102 22322 CKW33 AH2322
115 120 180 46 2 M130x 2 13 60 64 23024 MBKW33 AH3024
120 180 46 2 M130x 2 13 60 64 23024 W33 AH3024
120 180 60 2 M125x2 13 73 82 24024 CAK30W33 AH24024
120 200 62 2 M130x 2 12 75 79 23124 MBKW33 AH3124
120 200 80 2 M130x 2 13 93 102 24124 MBK30W33 AH24124
120 215 58 2,1 M125x 2 12 75 79 22224 CKW33 AH3124
120 215 76 2,1 Mi135x2 13 90 94 23224 MBKW33 AH3224
120 260 86 3 M135x 2 17 105 109 22324 MBKW33 AH2324
125 130 200 52 2 M140x 2 14 67 71 23026 MBKW33 AH3026
130 200 69 2 M135x2 14 83 93 24026 MBK30W33 AH24026
130 210 64 2 M140x 2 12 78 82 23126 MBKW33 AH3126
130 210 80 2 M140x 2 14 94 104 24126 MBK30W33 AH24126
130 230 64 3 M140x2 12 78 82 22226 CKW33 AH3126
130 230 80 3 M145x2 15 98 102 23226 MBKW33 AH3226
130 280 93 4 M145x 19 115 119 22326 MBKW33 AH2326
135 140 210 53 2 M150x2 14 68 73 23028 MBKW33 AH3028
140 210 69 2 M145x2 14 83 93 24028 MBK30W33 AH24028
140 225 68 2,1 Mi50x2 14 83 88 23128 MBKW33 AH3128
140 225 85 2,1 M150x 2 14 99 109 24128 MBK30W33 AH24128
140 250 68 3 M150x2 14 83 88 22228 MBKW33 AH3128
140 250 88 3 M155x 3 15 104 109 23228 MBKW33 AH3228
140 300 102 4 M155x 3 20 125 130 22328 MBKW33 AH2328
145 150 225 56 2,1 M160x 3 15 72 77 23030 MBKW33 AH3030
150 225 75 2,1 M155x 3 15 90 101 24030 MBK30W33 AH24030
150 250 100 2,1 M160x 3 15 115 126 24130 CAK30W33 AH24130
150 250 80 2,1 M165x 3 15 96 101 23130 MBKW33 AH3130
150 270 73 3 M165x 3 15 96 101 22230 MBKW33 AH3130
150 270 96 3 M165x 3 17 114 119 23230 MBKW33 AH3230
150 320 108 4 M165x 3 24 135 140 22330 MBKW33 AH2330
150 160 240 60 2,1 M170x 3 16 77 82 23032 MBKW33 AH3032
160 240 80 2,1 M170x3 15 95 106 24032 MBK30W33 AH24032
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Basic radial load. Factors Speed limit Weight
. stat. grease oil

Cr e Y1 Y2 Cor Yo

kN = kN = min”! kg
455 0,33 2 3 660 2 1500 2000 7,27
425 0,22 3.1 47 580 3.1 1700 2200 8,88
730 0,37 1,8 2,7 960 1,7 1500 2000 14,0
410 0,3 2,3 3,3 640 2,2 1800 2400 6,26
410 0,3 2,3 3,3 640 2,2 1800 2400 6,26
550 0,39 1,7 2,6 900 1,7 1200 1600 7,53
540 0,28 2,4 3,5 700 2,3 1700 2200 8,04
570 0,33 2 3 840 2 1200 1600 10,2
510 0,21 32 4,8 690 3,2 1500 2000 12,4
870 0,37 1,8 2,7 1160 1,8 1400 1900 18,9
335 0,24 2,8 4,2 560 2,8 1800 2400 4,85
335 0,24 2,8 4,2 560 2,8 1800 2400 4,85
450 0,32 2,1 3.1 800 2 1500 2000 5,95
495 0,31 2,2 3.3 770 2,2 1700 2200 8,55
630 0,4 1,7 2,5 1050 1,6 1000 1300 11,0
560 0,29 2,3 3,5 800 2,3 1700 2200 9,565
670 0,37 1,8 2,7 1020 1,8 1100 1500 13,1
930 0,36 1,8 2,7 1230 1,8 1100 1500 23,4
410 0,23 2,9 4,4 670 2,8 1700 2200 6,93
530 0,34 2 3 900 1,9 1200 1600 8,69
540 0,3 23 3,3 860 2,2 1500 2000 9,38
650 0,37 1,8 2,7 1100 1,8 900 1200 11,9
660 0,29 2,3 3,5 960 23 1700 2200 14,9
760 0,33 2 3 1170 2 1100 1500 15,4
1080 0,37 1,8 2,7 1450 1,8 1100 1400 30,3
435 0,22 3 4,6 750 2,8 1500 2000 7,01
550 0,32 2,1 3,1 990 2,1 1100 1500 9,26
600 0,3 2,3 3,3 990 2,2 1400 1800 11,5
740 0,37 1,8 2,7 1280 1,8 50 1100 14,2
670 0,29 2,3 3,5 990 2,3 1300 1700 15,1
880 0,37 1,8 2,7 1380 1,8 1000 1300 20,0
1240 0,38 1,7 2,6 1720 1,7 1000 1300 36,4
480 0,22 3 4,6 830 2,8 1400 1800 8,95
620 0,33 21 3.1 1140 2 1100 1400 11,3
1080 0,4 1,7 2,5 1840 1,6 850 1100 20,7
800 0,32 21 3,2 1320 2,1 1300 1700 17,8
810 0,29 23 3,5 1190 2,3 1200 1600 19,5
1030 0,38 1,8 2,7 1610 1,7 1000 1300 26,2
1400 0,38 1,7 2,6 1940 1,7 1000 1300 45,9
560 0,22 3 4,6 970 2,8 1300 1700 11,6
720 0,32 21 3,1 1320 2 1000 1300 15,3
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Spherical roller bearings
with withdrawal sleeve
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Dimensions Designation .
Bearing Withdrawal
d1 d D B rs G G1 B3 B4 sleeve
min

mm =

150 160 270 109 21 M170x3 15 124 135 24132 CK30W33  AH24132
160 270 86 2,1 M180x3 16 103 108 23132MBKW33  AH3132
160 290 104 3 M180x 3 20 124 130 23232MBKW33  AH3232
160 290 80 3 M180x3 16 103 108 22232 MBKW33  AH3132
160 340 114 4 M180x3 24 140 146  22332MBKW33  AH2332

160 170 260 67 21 M180x3 17 85 90 23034 MBKW33  AH3034
170 260 90 2,1 M180x3 16 106 117 24034 MBK30W33 AH24034
170 280 109 2,1 M180x3 16 125 136 24134 CAK30W33 AH24134
170 280 88 21 M190x3 16 104 109 23134 MBKW33  AH3134
170 310 110 4 M190x 3 24 134 140 23234 MBKW33  AH3234
170 310 86 4 M190x3 16 104 109 22234 MBKW33  AH3134
170 360 120 4 M190x 3 24 146 152 22334 MBKW33  AH2334

170 180 280 100 21 M190x3 16 116 127 24036 MBK30W33 AH24036
180 280 74 21 M190x3 17 92 98 23036 MBKW33  AH3036
180 300 118 3 M190x 3 16 134 145 24136 CK30W33 AH24136
180 300 96 3 M200x 3 19 116 122 23136 MBKW33  AH3136
180 320 112 4 M200x 3 24 140 146 23236 MBKW33  AH3236
180 320 86 4 M200x 3 17 105 110 22236 MBKW33  AH2236H
180 380 126 4 M200x 3 26 154 160 22336 MBKW33  AH2336

180 190 290 100 2,1 M200x3 18 118 131 24038 MBK30W33 AH24038
190 290 75 2,1 Tr205x4 18 96 102 23038 MBKW33  AH3038
190 320 104 3 Tr210x4 20 125 131 23138 MBKW33 ~ AH3138
190 320 128 3 M200x3 18 146 159 24138 MBK30W33 AH24138
190 340 120 4 Tr210x4 25 145 152 23238 MBKW33  AH3238
190 340 92 4 Tr210x4 18 112 117 22238 MBKW33  AH2238
190 400 132 5 Tr210x4 26 160 167 22338 MBKW33  AH2338

190 200 310 82 2,1 Tr215x4 19 102 108 23040 CAKW33 AH3040
200 340 112 3 Tr220x4 21 134 140 23140 CAKW33 314
200 340 140 3 Tr210x4 18 158 171 24140 MBK30W33 AH24140
200 360 128 4 Tr220x4 25 153 160 23240 MBKW33  AH3240
200 360 98 4 Tr220x4 19 118 123 22240 CAKW33 AH2240
200 420 138 5 Tr220x4 30 170 177 22340 MBKW33  AH2340

200 220 340 118 3 Tr230x4 20 138 152 24044 MBK30W33 AH24044H
220 340 90 3 Tr235x4 20 111 117 23044 CAKW33 AH3044H
220 340 90 3 Tr235x4 20 111 117 23044 CKW33 AH3044H
220 340 90 3 Tr235x4 20 111 117 23044 MBKW33  AH3044H
220 370 120 4 Tr240x4 23 145 151 23144 MBKW33  AH3144H
220 400 108 4 Tr240x4 23 145 151 22244 MBKW33  AH3144H
220 400 144 4 Tr240x4 30 181 189 23244 MBKW33  AH3244H
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Basic radial load. Factors Speed limit Weight
. stat. grease oil
Cr e Y1 Y2 or Yo
kN - kN - min! kg
1250 0,41 4,6 2,5 2110 1,6 50 1100 28,1
930 0,32 2,1 3,2 1510 2,1 1200 1600 23,3
1180 0,38 1,8 27 1830 1,7 00 1200 35,2
950 0,29 2,3 3,4 1420 2,3 1100 1500 26,1
1520 0,37 1,8 27 2160 1,8 00 1200 54,7
680 0,23 2,9 4.4 1170 2,8 1200 1600 15,7
880 0,34 2 3 1610 2 1000 1300 20,0
1280 0,39 1,7 2,6 2230 1,7 750 1000 29,2
990 0,31 2,2 3,2 1650 2,1 1100 1500 254
1340 0,36 1,9 2,8 2120 1,8 850 1100 42,0
1080 0,3 2,3 3,4 1610 2,2 1100 1400 31,8
1690 0,37 1,8 2,7 2380 1,8 850 1100 65,5
1030 0,36 1,9 2,8 1900 1,9 900 1200 26,1
800 0,24 2,8 4,2 1380 2,8 1100 1500 19,8
1460 0,4 1,7 2,5 2590 1,6 700 950 36,7
1160 0,32 2,1 3,1 940 2,1 1100 1400 32,2
1420 0,36 1,9 2,8 2330 1,8 50 1000 454
1110 0,29 2,3 3,5 1720 2,3 1100 1400 33,2
1900 0,37 1,8 2,7 2700 1,8 850 1100 74,0
1080 0,34 2 3 1980 2 850 1100 27,5
830 0,26 2,6 3,9 1470 2,6 1100 1400 21,3
1320 0,33 2 3 2290 2 1100 1400 39,9
1540 0,41 1,7 2,5 2750 1,6 600 800 45,5
1610 0,36 1,9 2,8 2640 1,8 750 1000 54,0
1220 0,29 2,3 3,4 1870 2,3 1000 1300 41,5
2060 0,37 1,8 2,7 2920 1,8 750 1000 89,4
880 0,24 2,8 4,2 1560 2,8 1100 1500 27,3
1370 0,35 1,9 2,9 2460 1,9 1100 1400 48,99
1400 0,4 1,7 2,5 2385 1,6 560 750 ,
1620 0,35 1,9 2,9 2590 1,8 50 1000 65,18
1250 0,29 2,3 3,4 2020 2,3 1100 1400 49,68
1910 0,36 1,8 2,8 2750 1,8 670 900 102,54
1190 0,34 2 3 2098 1,9 750 1000 47,75
1090 0,24 2,8 4,2 1890 2,8 1100 1400 38,4
1155 0,24 2,8 4,2 2053 2,8 1100 1400 37,9
1025 0,24 2,8 4.2 1730 2,8 1000 1300 38,9
1455 0,3 2,3 3,4 2380 2,2 900 1200 64,9
1485 0,29 2,3 3,4 2483 2,3 850 1100 72,3
1850 0,35 1,9 2,9 2899 1,8 600 800 96,0
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Tapered roller bearings

Tapered roller bearings have the rolling elements under
the form of frustra of cones. They roll on tapered surfaces
which, if extended, converge towards a single point on
the bearing axis.

The rollers are guided tangentially by the cage and
axially by the big rib of the outer ring, on which they have
point contact. As between rollers and raceways there is

Basic types and constructive versions:

- single row
R
- double row
g N IS y VA
I NS I\ NS S
DB DBR DF
Suffixes
A - increased basic load
A... - axial clearance of bearing set
B - enlarged contact angle

DB - set of two bearings mounted in back-to-back
arrangement (O)

DF - set of two bearings mounted in face-to-face
arrangement (X)

DF - bearings with double row of rollers in face-to-
face arrangement (X)

F - machined cage of hardened steel or special castiron

F2 - constructive modifications

F32 - bearings with double row rollers in face-to-face
arrangement, without distance ring between
the outer rings

MT K+

linear contact, tapered roller bearings can take heavy
radial loads. They can also take heavy axial or combined
loads, depending on the contact angle caused by the
tapered rolling elements. The contact angle is the angle
of the outer raceway generatrix.

Tapered roller bearings can be manufactured in the
versions : single, double and four row rollers.

- paired

. ‘\

DB DF
J - pressed cage of not hardened steel sheet
K - tapered bore 1:12
M - machined brass cage

P6X - tolerance class with smaller values than normal
P5 - tolerance class with smaller values than P6X
P4 - tolerance class with smaller values than P5
P2 - tolerance class with smaller values than P4
R - rib on the outer ring

S0 - operating temperature up to +150°C

S1 - operating temperature up to +200°C

T... - bearing set width

TN - polyamide cage

W6 - keygroove on the bore

W7 - locating hole on the outer ring
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W28 - helical groove on bore surface
W67 - locating groove on the inner ring face

W69 - keygroove on the bore and locating ring on the
inner ring face
X - modified main dimensions according to 1ISO

Single row tapered roller
bearings

Single row tapered roller bearings are of separable
design, i.e. the outer ring and the inner ring with rollers
and cage assembly can be separately mounted. These
two assemblies are interchangeable.

Tapered roller bearings can be manufactured both in
standardized constructive versions with dimensions
series 320, 302, 322, 303, 323, 313 and with non-stand-
ardized dimensions, mm or inch.

Tapered roller bearings can carry only single direction
axial loads. Under pure radial loads, an axial force occurs
which is supposed to distance the bearing rings in axial
direction. Therefore, tapered roller bearings are generally
pair mounted on both ends of the shaft, in "X’ or "O"
arrangements, so that the shaft will be axially located in
both directions (table 4). Thus, the optimum clearance in
these two bearings can be adjusted.

Single row tapered roller bearings can also be manufac-
tured with rib on the outer ring. This design is to be used
when the housing cannot be manufactured with
shoulder, but only with a passed through bore. In this
case, axial location can be provided by the bearing ring.

Paired single row tapered
roller bearings

If tapered roller bearings are pair mounted in "X" or "O"
arrangements, the load carrying capacity increases and
loads can be taken in both directions in the same bearing.

These bearing sets have guaranteed clearance after
mounting since the distance rings are mounted between
the bearing rings.

For certain applications, paired bearings can be
delivered with small clearance or lightly preloaded.

Double row tapered roller
bearings

Double row tapered roller bearings are used where load
carrying capacity should be greater, loads should be
taken in both directions and axial space is smaller than
in case of a set of two single row tapered roller bearings.

Double row tapered roller bearings can have the rollers
in face- to-face arrangement, double inner ring and two
outer rings respectively or the rollers in back-to-back
arrangement, i.e. double outer ring and two inner rings.

The first design provides greater stiffness, can take
tilting moments and shaft expansions can be compen-
sated.

The bearings of the second design can be manufac-
tured with tapered bore so that they can be frequently
mounted /dismounted.

Double row tapered roller bearings can have or not
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distance rings with lubrication holes, mounted between
the simple rings.

In case of bearings with distance rings, the bearing
clearance or preload are pre-adjusted; in case of those
without distance rings, bearing clearance and preload
can and should be adjusted while mounting.

Double row tapered roller bearings with rollers in back-
to-back arrangement can also be manufactured in the
following two versions:

- with rib on the outer ring; the housing has no shoulder
and the bearing is axially located by the rib

- with two seals; this design is used in motor vehicles
construction. The bearings are delivered filled with
grease and relubrication is not needed.

Dimensions

Tapered roller bearings are manufactured with the fol-
lowing dimensions:

- metric dimensions (mm), according to ISO 355;

-inch dimensions

Misalignment

As between rollers and raceway there is a linear contact,
tapered roller bearings have low capacity to compensate
for errors of alignment between shaft and housing.

Permissible values of misalignment between shaft and
housing are given in table 1, depending on bearing size
and load magnitude.

Permissible misalignment

Table 1

Bearing Load Permissible t
series magnitude misalignmen
329, 320, Fr/Cor < 0,1 2
302, 322, Fr/Cor > 0,1 4
303, 313
323,34 Fr/Cor < 0,1 130"

Fr/Cor > 0,1 3
35, 36 Fr/Cor < 0,1 1
seturi Fr/Cor > 0,1 2
DB, DF

Tolerances

Tapered roller bearings are generally manufactured to
the normal tolerance class ISO and AFBMA, respectively
(for bearings with inch dimensions).

For certain applications (e.g. bearings for machine-
tools), they can be also manufactured to tolerance clas-
ses P5 and P6X or 3 AFBMA.

At request, they can be manufactured to tolerance
class P4.

Single row tapered roller bearings have the outer rings
interchangeable with the inner ring - rollers - cage as-
sembly (if they have the same mark) and also with bear-
ings produced by other companies, according to ISO and
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AFBMA respectively.

The parts of the two and four row tapered roller bearings
are non-interchangeable.

The tolerances for bearings overall dimensions are
given in tables on page 24 for tapered roller bearings,
both with metric and inch dimensions. Tolerances for
mounting chamfer are given in tables on page 41.

Radial and axial clearance

In case of tapered roller bearings, clearance should be
in radial direction, but it is measured and adjusted in axial
direction. As tapered roller bearings are dismountable,
their clearance is not guaranteed by design and it is
adjusted while mounting. Thus, optimum clearance can
be obtained for that application.

In case of double and four row tapered roller bearings
with distance rings between bearing rings, the clearance
is guaranteed and its values are given in table 2. The
bearing parts are numbered for each bearing so that the
prescribed clearance on each row should be observed
while mounting.

In case of bearings without distance rings, clearance is
adjusted as for single row tapered roller bearings: for DB
design - by the inner rings and for DF design by the outer
rings. The above specifications are also available for
bearings matched in sets.

The values of the axial clearance can be calculated
using the equation:
radial clearance

axial clearance =
2tg a

where o is the contact angle.

In case of certain applications where clearance be-
tween shaft and housing should be avoided, tapered
roller bearings can also be pre-tightened. This can be
adjusted while mounting or is pre- adjusted by distance
rings, in case of two or four row tapered roller bearings.

Contact angle

Contact angle of tapered roller bearings is the angle of
the outer ring raceway generatrix. In case of standardized
single row tapered roller bearings, this angle can be
found in the standard of dimensions (ISO 355 and nation-
al standard STAS 3920 respectively). Bearings series
329, 302, 322, 303 and 323 have a contact angle between
10" and 17" and those of series 313 have a contact angle
of 28" 48’ 39", so that they can take heavier axial loads.
Non-standardized single row tapered roller bearings and
also all double and four-row tapered roller bearings have
the contact angle between 9" and 30°.

Cages

Small and medium sized tapered roller bearings are
generally fitted with pressed sheet cages. Large sized
bearings are generally fitted with machined steel or brass
cages, with welded pins. In some cases, median or large
sized bearings can also be fitted with machined steel or
brass cages. In all cases, the cage is guided on rollers.

Radial clearance of double tapered roller bearings

Table 2
Bore Radial clearance symbol
diameter Cc1 c2 Normal c3 ca C5
over up to min. max. min. max. min. max. min. max. min. max. min. max.
mm um
50 65 0 15 15 30 30 50 50 70 70 90 90 120
65 80 0 20 20 40 40 60 60 80 80 110 110 150
80 100 0 20 20 45 45 70 70 100 100 130 130 170
100 120 0 25 25 50 50 80 80 110 110 150 150 200
120 140 0 30 30 60 60 90 90 120 120 170 170 230
140 160 0 30 30 65 65 100 100 140 140 190 190 260
160 180 0 35 35 70 70 110 110 150 150 210 210 280
180 200 0 40 40 80 80 120 120 170 170 230 230 310
200 225 0 40 40 90 90 140 140 190 190 260 260 340
225 250 0 50 50 100 100 150 150 210 210 290 290 380
250 280 0 50 50 110 110 170 170 230 230 320 320 420
280 315 0 60 60 120 120 180 180 250 250 350 350 460
315 355 0 70 70 140 140 210 210 280 280 390 390 510
355 400 0 70 70 150 150 230 230 310 310 440 440 580
400 450 0 80 80 170 170 260 260 350 350 490 490 650
450 500 0 90 90 190 190 290 290 390 390 540 540 720
500 560 0 100 100 210 210 320 320 430 430 590 590 790
560 630 0 110 110 230 230 350 350 480 480 660 660 880
630 710 0 130 130 260 260 400 400 540 540 740 740 910
710 800 0 140 140 290 290 450 450 610 610 830 830 1100
800 900 0 160 160 330 330 500 500 670 670 920 920 1240
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For small and medium sized bearings, glass fibre rein-
forced polyamide 6.6 cages can be successfully used if
the operating temperature doesn’t exceed +120°C. They
have low weight, are noiseless in operation and have low
coefficient of friction.

Designs and some technical data are given in table 3.

Equivalent dynamic radial load

Equivalent dynamic radial load can be calculated using
the following equations:

- for single row tapered roller bearings:

Pr = Fr, kN, when Fa/Fr< e
Pr= 0,4 Fr+ Y Fa, kN, when Fa/Fr> e

- for paired bearings and double or four-row tapered
roller bearings:

Pr
Pr

= Fr+ Y1 Fa, kN, when Fa/Fr< e
= 0,67 Fr + Y2 Fa, kN, when Fa/Fr > e
For single row tapered roller bearings, the Fa values can
be calculated using the equations in table 4. These equa-
tions are available when bearings are mounted so that
axial clearance is in fact zero without preloading. Fra and
FrB should always be considered as being positive, even
if they act in the opposite direction to that in the figure.
In case of paired bearings and of double or four row
tapered roller bearings, Fa and Fr are the loads acting
upon the paired bearings or single bearings.
Thevaluesofe, Y, Y1and Y2 are given in bearing tables.

Equivalent static radial load

Equivalent static radial load can be calculated using the
equations:

- for single row tapered roller bearings:

Por = Fr, kN, when Fa/Fr< 1/2 Yo
POr = 0,5 Fr + YO Fa, kN, when Fa/Fr > 1/2 YO

- for paired double or four row tapered roller bearings
POr = Fr + YO Fa, kN

Fa is calculated as in case of equivalent dynamic radial
load. The values of Yo are given in bearing tables.

Abutment dimensions

The mounting dimensions of tapered roller bearings are
given in the bearings tables, for single row tapered roller
bearings. These dimensions are also available for bear-
ings with ribs and for standardized paired bearings. For
the other types of tapered roller bearings, the mounting
dimensions should be adapted depending on the cross
section size and mounting chamfer.

Cage designs and some technical data

Table 3
Cage Design Application Max. value
Bearing Cage Dmn
oil grease
Pressed - General application  350x 108 245x 10°
sheet - Small and medium
cage sized bearings
E d < 250 mm
Machined - General application  450x 10° 315x 10°
brass - Median and large
cage M sized bearings
‘ d> 150 mm
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Calculating relations for axial loadings Fa

Table 4
Back to back Loading versions Axial load
DB
B A Fa Fe o _05Fm
13) Ya > A aA = Ya
~\\\\\\ \\\\ Kaz 0 Fap=Faa+ Ka
+— / \ 4
+ Fs L F. Fia  Fie 0,5 Fra
. A 1b) Y_A< A Faa = A
Fs  Fa
Face to face Ka2 05 Ys  Ya Fag = Faa + Ka
DF
A B
g o<
F////,"// 1c) E< o Faan = Fag — Ka
i Ya Y
— —— — Fa F 05F,
Ko< 0,5 Y'B Y'A Fan = ®
FVA EB B A B
Back to back
DB FrA Fr
B A 2a) A < Yo Faa = Fag + Ka
0,5F,
//////1
- — l —+
FVE FrA FrA FrB
2b) Va7 Vg fan=Famt K
Fia  Fig 0,5Fp
Face to face Ka2 0,5 Yr | Fa = .
A Y8 Y
DF
L -
[ - by T Fe o 05Fm

Ya > Ys ah= Ya
Fra Frs
Ka < O,S[Y—A— KJ Fag = Faa - Ka
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Tapered roller bearings, single row

Dimensions Designation ISO Basic radial load. Factors
series
yn. stat.
d D B C T I1s,F2s  I3s,f4s rs5 a Cr e Y Cor Yo
min. min. min.
mm — kN — kN —
15 42 13 11 14,25 1 1 0,3 9 30302 A 2FB 21,5 0,28 2,1 198 1,1
17 40 12 11 13,25 1 1 0,3 10 30203 A 2DB 18,3 0,35 1,7 190,9
47 14 12 1525 1 1 0,3 10 30303A 2FB 26 0,28 21 245 1,1
47 19 16 20,25 1 0,3 12 32303A 2FD 34 0,28 21 355 1,1
20 42 15 12 15 06 06 03 10 32004XA 3CC 26 0,37 16 285 0,9
47 14 12 15,25 1 1 0,3 11 30204 A 2DB 258 0,35 1,7 264 0,9
52 15 13 1625 1,5 15 06 11 30304A 2FB 32 0,3 2 3211
52 21 18 2225 15 15 06 14 32304A 2FD 425 0,3 2 4711
25 47 15 115 15 06 06 03 11 32005XA 4CC 26 043 1,4 335 0,8
52 15 13 16,25 1 1 0,3 12 30205A 3CG 30,1 037 16 329 0,9
52 18 15 1925 1 1 0,3 16 32205A 2CD 0,33 1,8 371
62 17 15 1825 15 15 0,6 13 30305A 2FB 43 0,3 2 4311
62 17 13 1825 15 15 0,6 20 31305A 7FB 39 0,83 0,7 4104
62 24 20 2525 15 15 06 15 32305A 2FD 58,3 0,3 2 60,3 1,1
30 55 17 13 17 1 1 0,3 13 32006 XA 4CC 34 043 1,4 455 0,8
62 16 14 17,25 1 1 0,3 14 30206 A 3DB 40,5 037 1,6 45/ 0,9
62 20 17 21,25 1 1 0,3 15 32206 A 3DC 0,37 1,6 6109
72 19 16 20,75 1,5 15 06 15 30306A 2FB 52,9 0,31 1,9 518 1,1
72 19 14 0,75 15 15 0,6 22 31306A 7FB 46,5 0,83 0,7 495 0,4
72 27 28 2875 15 15 06 18 32306 A 2FD 75,8 0,31 1,9 827 1,1
35 62 18 14 18 1 1 0,3 15 32007 XA 4CC 359 046 1,3 524 0,7
72 17 15 1825 15 15 06 15 30207A 3DB 50,5 037 16 547 0,9
72 23 19 2425 15 15 06 17 32207A 3DC 66,2 0,37 1,6 775 0,9
80 21 18 22,75 2 1,5 0,6 16 30307 A 2FB 71,2 0,31 1,9 725 1,1
80 21 15 22,75 2 1,5 0,6 25 31307A 7FB 58,1 0,83 0,7 6404
80 31 25 32,75 2 1,5 0,6 20 32307A 2FE 953 0,31 1,9 106 1,1
40 68 19 145 19 1 1 0,3 15 32008 XA 3CD 488 037 16 656 0,9
80 18 16 19,75 15 15 06 16 30208A 3DB 579 037 16 624 0,9
80 23 19 2475 15 15 06 19 32208A 3DC 662 037 16 795 0,9
90 23 20 2525 2 15 06 19 30308A 2FB 839 035 1,7 913 0,9
90 23 17 2525 2 1,5 0,6 28 31308A 7FB 74,6 0,83 0,7 60,8 0,4
90 33 27 3525 2 15 06 23 32308A 2FD 105 035 1,7 122 0,9
45 75 20 155 20 1 1 0,3 16 32009 XA 3CC 57 0,4 1,6 822 0,8
85 19 16 20,75 1,5 15 06 18 30209A 3DB 60,1 04 1,5 67,1 0,8
85 23 19 2475 15 15 06 20 32209A 3DC 765 04 1,5 916 0,8
100 25 22 2725 2 15 0,6 21 30309A 2FB 106 035 1,7 118 0,9
100 25 18 27,25 2 1,5 0,6 31 31309A 7FB 88,9 0,83 0,7 971 0,4
100 36 30 3825 2 15 0,6 25 32309A 2FD 133 035 1,7 159 0,9
50 80 20 155 20 1 1 0,3 18 32010XA 3CC 585 043 1,4 885 0,8
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Cu C ul
Fos W
N
|
Du duﬂ»———ifff#du Dm

Speed limit Weight Mountingdimensions
grease  oil

dut dy Dy Du1 Cuy Cut rut

max. min. min. max. min. min.  min. max. max.
min” kg mm
9000 13 000 0,090 22 21 36 36 38 2 3 1 1
9000 13 000 0,074 23 23 34 34 37 2 2 1 1
8 500 12 000 0,130 25 23 40 1 42 2 3 1 1
8000 11 000 0,170 24 23 39 41 43 3 4 1 1
8 500 12 000 0,097 25 25 36 37 39 3 3 06 06
8000 11 000 0,120 27 26 40 41 43 2 3 1 1
8000 11 000 0,171 28 27 44 45 47 2 3 15 15
7 500 10 000 0,221 27 27 43 45 47 3 4 15 15
8000 11 000 0,113 30 30 40 42 44 3 3,5 06 06
7 500 10 000 0,150 31 31 44 46 48 2 3 1 1
7 500 10 000 0,182 31 31 44 46 48 3 4 1 1
6700 9000 0,250 34 32 54 55 57 2 3 15 15
5600 7 500 0,255 34 32 47 55 59 3 5 15 15
6 000 8000 0,360 33 32 53 65 57 3 5 15 15
6700 9000 0,017 35 36 48 49 52 3 4 1 1
6 300 8500 0,220 37 36 58 56 57 2 3 1 1
6 300 8500 0,280 37 36 52 56 59 3 4 1 1
5600 7 500 0,380 40 37 62 65 66 3 4,5 15 15
5000 6700 0,390 40 37 65 65 68 3 6,5 15 15
5300 7 000 0,550 39 37 59 65 66 4 55 15 15
6 000 8000 0,220 40 4 54 56 59 4 4 1 1
5300 7000 0,320 44 42 62 65 67 3 3 15 15
5300 7 000 0,420 43 42 61 65 67 3 55 15 15
5000 6700 0,520 45 44 70 71 74 3 4,5 2 1,5
4500 6 000 0,520 44 44 62 71 76 4 7,5 2 1,5
4800 6 300 0,730 44 44 66 71 74 4 7,5 2 1,5
5300 7 000 0,270 46 46 60 62 65 4 4,5 1 1
4800 6 300 0,420 49 47 69 73 74 3 3,5 15 15
4 800 6 300 0,510 48 47 68 73 75 3 5,5 15 15
4500 6000 0,700 52 49 77 81 82 3 5 2 1,5
4000 5300 0,685 51 49 71 81 86 4 8 2 1,5
4000 5300 0,993 50 49 73 81 82 4 8 2 1,5
4800 6 300 0,330 51 51 67 69 72 4 4,5 1 1
4500 6000 0,470 54 52 74 78 80 3 4,5 15 15
4500 6000 0,560 53 52 73 78 80 3 5,5 15 15
4000 5300 0,920 59 54 86 91 92 3 5 2 1,5
3400 4500 0,915 56 54 79 91 95 4 9 2 1,5
3600 4800 1,25 56 54 82 91 93 4 8 2 1,5
4500 6000 0,360 56 56 72 74 77 4 4,5 1 1
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Tapered roller bearings, single row

Dimensions Designation ISO  Basic radial load. Factors
series
dyn. stat.
d D B C T I1s,F2s  I3s,f4s r5s a Cr e Y Cor Yo
min. min. min.
mm = kN = kN —
50 90 20 17 21,75 15 15 06 19 30210A 3DB 697 043 14 813 0,8
90 23 19 2475 15 15 06 21 32210A 3bC 791 043 14 958 08
110 27 23 2925 25 2 0,6 23 30310A 2FB 120 035 1,7 133 0,9
110 27 19 2925 25 2 06 34 31310A 7FB 102 083 0,7 112 0,4
110 40 33 4225 25 2 0,6 27 32310A 2FD 160 035 1,7 194 0,9
55 90 23 17,56 23 1,5 156 06 20 32011XA 3CC 77 0,4 1,5 117 0,8
100 21 18 22,75 2 15 0,6 20 30211A 3DB 83 0,4 15 952 0,8
100 25 21 26,75 2 15 06 22 32211A 3DC 962 04 1,5 115 0,8
120 29 25 315 25 2 0,6 24 30311A 2FB 146 035 1,7 166 0,9
120 29 21 316 25 2 0,6 37 31311A 7FB 118 0,83 0,7 133 0,4
120 43 35 455 25 2 06 29 32311A 2FD 191 035 1,7 235 0,9
60 95 23 175 23 1,5 15 06 21 32012XA  4CC 785 043 14 119 0,8
110 22 19 23,75 2 15 0,6 22 30212A 3EB 916 04 1,5 105 0,8
110 28 24 29,75 2 15 0,6 24 32212A 3EC 122 0,4 1,5 1562 0,8
130 31 26 335 3 25 1 26 30312A 2FB 164 035 1,7 187 0,9
130 31 22 335 3 25 1 39 31312A 7FB 140 0,83 0,7 158 0,4
130 46 37 485 3 25 1 31 32312A 2FD 229 0,35 1,7 288 0,9
65 100 23 17,5 23 1,5 15 06 22 32013XA  4CC 806 046 13 123 0,7
120 23 20 24,75 2 1,5 0,6 23 30213A 3EB 111 0,4 1,5 129 0,8
120 31 27 32,75 2 1,5 0,6 27 32213A 3EC 0,4 1,5 189 0,8
140 33 28 36 3 25 1 28 30313A 2GB 191 0,35 1,7 220 0,9
140 33 23 36 3 25 1 42 31313A 7GB 083 0,7 189 0,4
140 48 39 51 3 25 1 33 32313A 2GO 256 035 1,7 322 0,9
70 110 25 19 25 1,5 15 06 23 32014XA 4CC 956 043 1,4 143 0,8
125 24 21 26,25 2 1,5 0,6 25 30214A 3EB 119 043 1,4 143 0,8
126 31 27 3325 2 15 0,6 28 32214A 3EC 157 043 14 204 0,8
150 35 30 3 25 1 29 30314A 2GB 224 0,35 1,7 264 0,9
150 35 25 38 3 25 1 45 31314A 7GB 185 0,83 0,7 215 0,4
150 51 42 54 3 25 1 36 32314A 2GD 297 035 1,7 381 0,9
75 115 25 19 25 1,5 15 06 25 32015XA  4CC 973 046 1,3 149 0,7
130 25 22 2725 2 15 0,6 27 30215A 4DB 134 043 1,4 166 0,8
130 31 27 3325 2 15 0,6 29 32215A 4DC 157 043 1,4 205 0,8
160 37 31 40 3 25 1 31 30315A 2GB 246 035 1,7 289 0,9
160 37 26 40 3 25 1 48 31315A 7GB 213 083 0,7 251 0,4
160 55 45 58 3 25 1 38 32315A 2GD 350 0,35 1,7 460 0,9
80 125 29 22 29 1,5 1,5 0,6 27 32016XA 3CC 130 043 14 198 0,8
140 26 22 2825 25 2 0,6 28 30216 A 3EB 145 043 14 177 0,8
140 33 28 3525 25 2 0,6 30 32216A 3EC 180 043 1,4 232 0,8
170 39 33 425 3 25 1 33 30316A 2GB 277 0,35 1,7 329 0,9
170 39 27 425 3 25 1 52 31316 A 7GB 222 0,83 0,7 275 0,4
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Cu C ul
Fos W
N
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Dodup—— 1 1d, Dy,

Speed limit Weight Mountingdimensions
grease  oil

du1 dq Du Dm Cu Cu1 ru rut

max. min. min. max. min. min.  min. max. max.
min! kg mm
4300 5600 0,530 58 57 79 83 85 3 4,5 15 15
4300 5600 0,600 58 57 78 3 5 3 55 15 15
3600 4800 1,19 65 60 95 100 102 4 6 25 2
3200 4300 1,16 62 60 87 100 104 4 10 25 2
3200 4300 1,83 62 60 90 100 102 5 9 25 2
4000 5300 0,540 63 62 81 83 86 4 55 15 15
3800 5000 0,690 64 64 88 91 94 4 4,5 15 15
3800 5000 0,820 63 64 87 91 5 4 5,5 15 15
3200 4300 1,53 1 65 104 110 111 4 6,5 2 2
2800 3800 1,49 68 65 94 110 113 4 105 2 2
3000 4000 2,21 68 65 99 110 111 5 105 2 2
3800 5000 0,580 67 67 85 8 91 4 55 15 15
3400 4500 0,860 70 69 6 101 103 4 4,5 2 1,5
3400 4500 1,10 69 69 101 104 4 55 2 1,5
3000 4000 1,90 77 72 112 118 120 5 7,5 3 2,5
2600 3600 1,83 73 72 103 118 123 5 11,5 3 25
2600 3 600 2,80 74 72 107 118 120 6 11,5 3 2,5
3400 4500 0,620 72 72 0 3 4 55 15 15
3 000 4000 1,10 77 74 106 111 113 4 4,5 2 1,5
3 000 4000 1,48 76 74 104 111 115 4 55 2 1,5
2600 3600 2,30 83 77 122 128 130 5 8 3 25
2200 3200 2,25 79 77 111 128 5 13 3 25
2400 3400 3,49 80 77 117 128 130 6 12 3 2,5
3200 4300 0,830 78 77 9 103 105 5 6 15 15
3 000 4000 ,22 81 79 110 116 118 4 5 2 1,5
2800 3800 1,56 80 79 108 116 119 4 6 2 1,5
2400 3400 3,00 89 82 130 138 140 5 8 3 2,5
2000 3000 2,82 84 82 118 138 141 5 13 3 25
2200 3200 4,10 86 82 125 138 140 6 12 3 25
3000 4000 0,880 83 82 103 108 110 5 6 15 15
2800 3800 1,3 86 84 115 121 124 4 5 2 1,5
2600 3600 2,62 85 84 115 121 124 4 6 2 1,5
2600 3 600 3,40 95 87 139 148 149 5 9 3 2,5
1900 2800 3,50 91 7 127 148 151 6 14 3 2,5
2000 3000 5,00 91 87 133 148 149 7 13 3 25
2600 3 600 1,24 89 87 112 117 120 6 7 1,5 1,5
2400 3400 1,59 91 90 124 130 132 4 6 25 2
2400 3400 2,00 90 122 130 134 5 7 2,5 2
2000 3000 4,00 102 92 148 158 159 5 9,5 3 2,5
1900 2800 4,07 97 92 134 158 159 6 155 3 2,5
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Tapered roller bearings, single row

Dimensions Designation ISO  Basic radial load. Factors
series
cVyn. stat.
d D B C T Ms,l2s ~ I3s,l4s r5 a r ® Y Cor Yo
min. min. min.
mm = kN = kN —
80 170 58 48 615 3 25 1 41 32316A 2GD 383 035 1,7 503 0,9
85 130 29 22 29 1,5 15 06 28 32017XA 4CC 136 044 14 213 0,8
150 28 24 305 25 2 0,6 30 30217A 3EB 167 043 1,4 206 0,8
150 36 30 385 25 2 0,6 33 32217A 3EC 213 043 1,4 283 0,8
180 41 34 445 4 3 1 35 30317A 2GB 298 0,35 1,7 354 0,9
180 41 28 445 4 3 1 55 31317A 7GB 245 0,83 0,7 298 0,4
180 60 49 635 4 3 1 42 32317A 2GD 400 035 1,7 555 0,9
90 140 32 24 32 2 1,5 0,6 30 32018XA 3CC 159 043 1,4 246 0,8
160 30 26 325 25 2 0,6 31 30218A 3FB 190 043 1,4 238 0,8
160 40 34 425 25 2 0,6 36 32218A 3FC 251 043 1,4 340 0,8
190 43 36 465 4 3 1 36 30318A 2GB 328 0,35 1,7 394 0,9
190 43 30 465 4 3 1 57 31318A 7GB 270 0,83 0,7 330 0,4
190 64 53 675 4 3 1 44 32318A 2GD 461 035 1,7 612 0,9
95 145 32 24 32 2 1,5 0,6 31 32019XA 4CC 163 044 14 257 0,8
170 32 27 345 3 25 1 33 30219A 2FB 210 043 1,4 264 0,8
170 43 37 455 3 25 1 39 32219A 3FC 281 043 1,4 390 0,8
200 45 38 495 4 3 1 39 30319A 2GB 350 0,35 1,7 449 0,9
200 45 32 495 4 3 1 60 31319A 7GB 300 0,83 0,7 365 0,4
200 67 55 715 4 3 1 47 32319A 2GD 500 035 1,7 670 0,9
100 150 32 24 32 2 1,5 0,6 32 32020XA 4CC 171 046 1,3 277 0,7
180 34 29 37 3 25 1 35 30220A 3FB 238 043 1,4 303 0,8
180 46 39 49 3 25 1 41 32220A 3FC 320 043 1,4 444 0,8
215 47 39 515 4 3 1 40 30320A 2GB 404 035 1,7 492 0,9
215 73 60 775 4 3 1 53 32320A 2GD 578 035 1,7 780 0,9
105 160 35 26 35 25 2 06 34 32021XA 4DC 204 044 14 334 0,8
190 36 30 39 3 25 1 37 30221A 3FB 270 043 1,4 350 0,8
190 50 43 5 3 25 1 44 32221A 3FC 358 043 1,4 510 0,8
225 77 63 815 4 3 1 53 32321A 2GD 405 0,35 1,7 815 0,9
110 170 38 29 38 25 2 06 36 32022XA 4DC 235 043 14 382 0,8
200 38 32 41 3 25 1 39 30222A 3FB 304 043 1,4 39 0,8
200 53 46 56 3 25 1 46 32222A 3FC 406 043 1,4 580 0,8
240 50 42 545 4 3 1 43 30322A 2GB 479 035 1,7 588 0,9
240 80 65 845 4 3 1 55 32322A 2GD 699 0,35 1,7 956 0,9
120 180 38 29 38 25 2 06 39 32024XA 4DC 238 046 1,3 397 0,7
215 40 34 435 3 25 1 43 30224 A 4FB 340 043 1,4 459 0,8
215 58 50 615 3 25 1 51 32224 A 4FD 446 043 1,4 653 0,8
260 55 46 595 4 3 1 47 30324A 2GB 568 0,35 1,7 712 0,9
260 8 69 905 4 3 1 60 32324A 2GD 799 035 1,7 1104 0,9
130 200 45 34 45 25 2 06 42 32026XA 4EC 315 043 1,4 526 0,8
230 40 34 4375 4 3 1 45 30226A 4FB 367 043 1,4 485 0,8
230 64 54 6775 4 3 1 56 32226A 4FD 551 043 1,4 836 0,8
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Dody— 1 1d, Dy
Speed limit Weight Mountingdimensions
grease  oil

du1 dq Du Dm Cu Cu1 ru rut

max. min. min. max. min. min.  min. max. max.
min! kg mm
1900 2800 5,90 98 92 142 158 159 7 135 3 2,5
2400 3400 1,30 94 92 117 122 125 6 7 1,5 1,5
2200 3200 2,00 97 95 132 140 141 5 6,5 25 2
2200 3200 2,50 96 95 130 140 142 5 8,5 25 2
1900 2800 4,70 107 99 156 166 167 6 105 4 3
1800 2600 5,08 103 99 143 166 169 6 165 4 3
1800 2600 6,85 103 99 150 166 167 8 145 4 3
2200 3200 1,70 100 99 125 131 134 6 8 2 1,5
2200 3000 2,49 103 100 140 150 150 5 6,5 25 2
2000 3000 3,30 102 100 138 150 152 5 8,5 25 2
1700 2400 5,50 113 104 165 176 176 6 105 4 3
1700 2400 5,92 109 104 151 176 179 6 165 4 3
1700 2400 8,21 108 104 157 176 177 8 145 4 3
2200 3200 1,80 105 104 130 136 140 6 8 2 1,5
1900 2800 2,96 110 107 149 158 159 5 7,5 3 2,5
1900 2 800 4,00 108 107 145 158 161 5 8,5 3 2,5
1800 2600 6,70 118 109 172 86 184 6 115 4 3
1700 2400 6,95 114 109 157 186 187 6 175 4 3
1700 2400 11,0 115 109 166 186 186 8 165 4 3
2000 3000 1,85 109 109 134 141 144 6 8 2 1,5
1900 2 800 3,54 116 112 157 168 168 5 8 3 2,5
1800 2600 4,76 114 112 154 168 171 5 10 3 25
1700 2400 ,90 127 114 184 201 197 6 125 4 3
1600 2200 14,0 123 114 177 201 200 8 175 4 3
1900 2800 2,42 116 115 143 150 154 6 9 2,5 2
1800 2 600 4,26 122 117 165 178 177 6 9 3 25
1800 2600 5,90 120 117 161 178 180 5 10 3 2,5
1500 2000 14,5 128 119 185 211 209 9 185 4 3
1800 2600 3,06 122 120 152 160 163 7 9 2,5 2
1700 2400 5,00 129 122 174 188 187 6 9 3 2,5
1700 2400 6,90 126 122 170 188 190 6 10 3 2,5
1600 2200 12,5 141 124 206 226 220 8 125 4 3
1400 1900 16,4 137 124 198 226 222 9 195 4 3
1700 2400 3,25 131 130 161 170 173 7 9 2,5 2
1600 2200 6,01 140 132 187 203 201 6 9,5 3 2,5
1600 2200 8,59 136 132 181 203 204 7 115 3 2,5
1500 2000 13,6 152 134 221 246 237 10 135 4 3
1300 1800 24,5 148 134 213 246 239 9 215 4 3
1600 2200 4,93 144 140 178 190 192 8 11 2,5 2
1500 2000 7,60 152 144 203 216 217 7 9,5 4 3
1500 2000 10,7 146 144 193 216 219 7 135 4 3
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Tapered roller bearings, single row

Dimensions Designation ISO  Basic radial load. Factors
series
cVyn. stat.
d D B C T Ms,l2s ~ I3s,l4s r5 a r ® Y Cor Yo
min. min. min.
mm = kN = kN —
130 280 58 49 6375 5 4 15 51 30326A 2GB 640 035 1,7 820 0,9
280 66 44 72 5 4 1,5 87 31326XA 7GB 597 0,83 0,7 761 0,4
280 93 78 9875 5 4 15 66 32326A - 947 0,35 1,7 1333 0,9
140 210 45 34 45 25 2 06 46 32028XA 4DC 312 046 1,3 529 0,7
250 42 36 4575 4 3 1 47 30228 A 4FB 396 043 14 527 0,8
250 68 58 71,75 4 3 1 60 32228 A 4FD 602 043 1,4 907 0,8
300 70 47 7 5 4 1,5 90 31328XA 7GB 714 0,83 0,7 935 0,4
150 225 48 36 48 3 25 1 49 32030XA 4EC 355 046 1,3 620 0,7
270 45 38 49 4 3 1 50 30230A 4GB 457 043 14 618 0,8
270 73 60 77 4 3 1 64 32230A 4GD 705 043 14 1080 08
160 240 51 38 51 3 25 1 52 32032XA 4EC 402 046 1,3 696 0,7
290 48 40 52 4 3 1 54 30232 A 4GB 520 043 1,4 710 0,8
290 80 67 84 4 3 1 70 32232 A 4GD 840 043 14 1400 08
170 230 38 30 38 25 2 06 42 4 A 3DC 280 037 16 572 0,9
260 57 43 57 3 25 1 56 32034XA 4EC 480 044 1,4 865 0,8
310 52 43 57 5 4 15 58 4 A 4GB 610 043 1,4 844 0,8
310 86 71 91 5 4 15 75 32234A 4GD 889 043 14 1377 08
180 250 45 34 45 25 2 06 53 32936A 4DC 350 048 1,3 727 0,7
280 64 48 64 3 25 1 59 32036XA 3FD 599 043 14 1037 08
320 52 43 57 5 4 1,5 61 30236 A 4GB 584 046 1,3 825 0,7
320 86 71 91 5 4 15 78 32236 A 4GD 974 046 1,3 1571 07
190 260 45 34 45 25 2 06 55 32938A 4DC 358 048 1,3 772 0,7
290 64 48 64 3 25 1 62 32038 XA 4FD 609 044 14 1077 08
340 92 75 97 5 4 15 81 32238A 4GD 1080 043 14 1860 0.8
200 280 51 39 51 3 25 1 53 32940A 3EC 474 04 1,5 950 0,8
310 70 53 70 3 25 1 66 32040 XA 4FD 716 043 14 135 08
310 70 53 70 3 25 1 66 T-32040X 4FD 716 043 14 135 08
310 70 53 70 3 25 1 66 T-32040XP5 4FD 716 043 14 135 08
360 98 82 104 5 4 15 83 32240A 3GD 1220 04 1,5 2020 08
220 300 51 39 51 3 25 1 58 32944 M 3EC 407 043 14 827 0,8
340 76 57 76 4 3 1 72  32044XA 4FD 850 043 1,4 1537 08
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Cu CuW
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A\
| i
Dody— 1 1d, Dy

Speed limit Weight Mountingdimensions
grease oil

dut dq Du Dm Cu Cu1 ru rut

max. min. min. max.  min. min.  min. max. max.
min! kg mm
1300 1800 19,5 164 148 239 262 255 8 145 5 4
1200 1700 18,6 157 148 218 262 261 9 28 5 4
1100 1600 27,6 160 148 230 262 260 10 205 5 4
1600 2200 5,23 153 150 187 200 202 8 11 25 2
1400 1900 8,50 163 154 219 236 234 9 9,5 4 3
1400 1900 13,9 159 154 210 236 238 8 135 4 3
1200 1700 23,9 169 158 235 282 280 9 30 5 4
1500 2000 6,35 164 162 200 213 216 8 12 3 2,5
1300 1800 10,7 175 164 234 256 250 9 11 4 3
1200 1700 17,9 171 164 226 256 254 8 17 4 3
1300 1800 7,75 175 172 213 228 231 8 13 3 2,5
1100 1600 13,6 189 174 252 276 269 9 12 4 3
1100 1600 25,5 183 174 242 276 274 10 17 4 3
1400 1900 4,50 183 180 213 220 222 7 8 25 2
1200 1700 10,5 187 182 230 248 249 10 14 3 2,5
1000 1500 19,0 203 188 269 292 288 8 14 5 4
1000 1500 29,3 196 188 259 292 294 10 20 5 4
1200 1700 6,65 193 190 225 240 241 8 11 25 2
1100 1600 14,5 199 192 247 268 267 10 16 3 2,5
1000 1500 20,0 211 198 278 302 297 9 14 5 4
950 1400 27,4 204 198 267 302 303 10 20 5 4
1100 1600 7,00 204 200 235 249 251 8 11 25 2
1000 1500 15,0 209 202 257 278 279 10 16 3 2,5
900 1300 39,5 216 207 286 322 323 10 22 5 4
1000 1500 9,50 216 212 257 268 271 9 12 3 2,5
950 1400 19,5 221 212 273 298 297 11 17 3 2,5
950 1400 19,5 221 212 273 298 297 11 17 3 2,5
950 1400 19,5 221 212 273 298 297 11 17 3 2,5
900 1300 33,0 226 217 302 342 340 11 22 5 4
950 1400 11,2 234 232 275 288 290 9 12 3 2,5
900 1300 25,5 243 234 300 326 326 12 19 4 3
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Tapered roller bearings, single row
with flanged outer ring
C

Dimensions Designation  ISO
series
d D B C T ris,r2s rasras D1 b a
min. min.
mm
20 47 14 12 6,25 1 1 51 3 11 30204 AR 2DB
25 52 15 13 6,25 1 1 57 3,5 12 30205 AR 3CC
30 62 16 14 6,75 1 1 67 3,5 14 30206 AR 3DB
62 20 17 8,25 1 1 67 4 15 32206 AR 3DC
72 19 16 8,75 1,5 1,5 77 4 15 30306 AR 2FB
72 27 23 11,75 15 1,5 77 6 18 32306 AR 2FD
35 72 17 15 7,25 1,5 1,5 77 4 15 30207 AR 3DB
72 23 19 10,25 15 1,5 77 4,5 17 32207 AR 3DC
80 21 18 8,25 2 1,5 85 4,5 16 30307 AR 2FB
80 31 25 13,75 2 1,5 85 6 20 32307 AR 2FE
40 80 18 16 7,75 1,5 1,5 85 4 16 30208 AR 3DB
80 23 19 10,25 1,5 1,5 85 4,5 19 32208 AR 3DC
90 23 20 9,75 2 1,5 95 4,5 19 30308 AR 2FB
90 33 27 1425 2 1,5 95 6 23 32308 AR 2FD
45 85 19 16 8,75 1,5 1,5 90 4 18 30209 AR 3DB
85 23 19 10,25 15 1,5 90 4,5 20 32209 AR 3DC
100 25 22 10,25 2 1,5 106 5 21 30309 AR 2FB
100 36 30 1525 2 1,5 106 7 25 32309 AR 2FD
50 90 20 17 8,75 1,5 1,5 95 4 19 30210 AR 3DB
90 23 19 1025 15 1,5 95 4,5 21 32210 AR 3DC
110 27 23 1125 25 2 116 5 23 30310 AR 2FB
110 40 33 1725 25 2 116 8 27 32310 AR 2FD
55 100 21 18 9,25 2 1,5 106 4,5 20 30211 AR 3DB
100 25 21 10,75 2 1,5 106 5 22 32211 AR 3DC
120 43 35 18,5 25 2 127 8 29 32311 AR 2FD
60 110 22 19 9,25 2 1,5 116 4,5 22 30212 AR 2EB
110 28 24 10,75 2 1,5 116 5 24 32212 AR 2EC
130 46 37 19,5 3 2,5 137 8 31 32312 AR 2FD
65 120 23 20 9,25 2 1,5 127 4,5 23 30213 AR 3EB
120 31 27 11,75 2 1,5 127 6 27 32213 AR 3EC
70 125 24 21 1025 2 1,5 132 5 25 30214 AR 3EB
125 31 27 1225 2 1,5 132 6 28 32214 AR 3EC
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dp —— —— 1 14,0,

Basic radial load. Factos Speed limit Weight Mountingdimensions

dyn. stat. grease  oil

Cr = Y COr YO du1 dq Du ru

max. min. min.  max.

kN = kN = min”! kg mm
26 0,35 1,7 29 0,9 8 000 11000 0,127 27 26 43 1
295 0,37 1,6 36 0,9 7 500 10000 0,161 31 31 48 1
38 0,37 1,6 48 0,9 6300 8500 0,233 37 36 57 1
475 0,37 1,6 65 0,9 6300 8500 0,290 37 36 59 1

3 0,31 1,9 65 1,1 5600 7 500 0,398 39 37 66 1,5
72,3 0,31 1,9 97 1,1 5300 7 000 0,577 40 37 66 1,5
494 0,37 1,6 58 0,9 5300 7000 0,338 44 42 67 1,5
61,6 0,3 1,6 80 0,9 5300 7000 0,422 43 42 67 1,5
68,2 0,31 1,9 83 1,1 5000 6700 0,543 45 44 74 2
882 0,31 1,9 120 1,1 4800 6300 0,760 44 44 74 2
585 0,37 1,6 70 0,9 4800 6300 0,440 49 47 74 1,5
71 0,37 1,6 95 0,9 4800 6 300 0,533 48 47 75 1,5
81 0,35 1,7 105 0,9 4500 6 000 0,725 52 49 82 2
110 0,35 1,7 156 0,9 4000 5300 1,027 50 49 82 2
63 0,4 1,5 83 0,8 4500 6000 0,491 54 52 80 1,5
75 0,4 1,5 103 0,8 4500 6 000 0,584 53 52 80 1,5
101 0,35 1,7 130 0,9 4000 5300 0,958 59 54 92 2
132 0,35 1,7 188 0,9 3600 4800 1,30 56 54 93 2
70,5 043 1,4 95 0,8 4300 5600 0,552 58 57 85 1,5
76,5 0,43 1,4 106 0,8 4300 5600 0,625 58 57 85 1,5
120 0,35 1,7 156 0,9 3600 4800 1,23 65 60 102 2,5
165 0,35 1,7 239 0,9 3200 4 300 1,89 62 60 102 25
845 04 1,5 112 0,8 3800 5000 0,724 64 64 9 1,5
99 0,4 1,5 138 0,8 3800 5000 0,858 63 64 9 1,5
187 0,35 1,7 276 0,9 3000 4000 2,29 68 65 111 2
915 04 1,5 122 0,8 3400 4 500 0,897 70 69 103 2
120 0.4 1,5 170 0,8 3400 4500 1,14 69 69 104 2
216 0,35 1,7 318 0,9 2600 3 600 1,92 74 72 120 3
110 0.4 1,5 147 0,8 3000 4000 1,14 77 74 113 2
142 0,4 1,5 206 0,8 3000 4000 1,54 76 74 115 2
120 0,43 1,4 163 0,8 3000 4000 1,27 81 79 118 2
150 0,43 1,4 220 0,8 2800 3800 1,62 80 79 119 2
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Tapered roller bearings, single row,
paired mounted
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Dimensions Designation Speed limit Weight
grease oil
d D B C T T rs, r1s
min.  min.
mm — min”’ kg
45 85 21 19 57,5 46 1,5 0,6 32209AP2F2DBT57,5 3 600 4800 1,28
85 23 19 55 43,5 1,5 0,6 32209AP4DBT55 3600 4800 1,26
55 100 22,52 21 69,5 57,66 2 0,6 32211AP2F2DBT69,5 3 000 4000 2,06
100 25 21 69,5 58 2 0,6 32211AUPDBT69,5 3000 4000 1,15
70 110 25 19 58 46 1,5 0,5 32014XADBT58 2600 3400 1,87
80 125 29 22 70 56 1,5 0,6 32016XADBT70 2000 2800 3,08
90 140 32 24 75 59 2 0,6 32018XADBT75 1800 2600 3,95
100 180 46 39 140 120 3 0,8 32220AS1DBT140 1400 2000 126
110 200 52,5 46 112 105 0,6 2,5 32222 ADFT112 1400 1900 7,77
240 50 42 109 100 1 3 30322 ADFT109 1300 1800 12,6
120 215 58 50 123 116 0,6 2 32224 ADFT123 1300 1800 18,7
260 55 46 119 110 1 3 30324 ADFT119 1200 1600 29,8
260 86 69 181 172 1 3 32324 ADFT181 1000 1400 46,2
130 200 45 34 90 90 0,6 2 32026XAP550DFI'90 1300 1800 10,6
230 64 54 1355 128 1 3 32226 ADFT135,5 1200 1600 23,1
280 66 45 144 132 2 4 31 326ADFI'1 a5’ 950 1400 405
140 250 68 58 163,5 136 3 1 32228 ADBT164 1100 1500 30,9
170 310 86 71 202 162 5 1,5 32234 AMDBT202 800 1200 64,1
310 86 71 202 162 5 1,5 32234 AMP5DBT202 800 1200 64,1
260 MT =+



I g=t—=| s ==

AN ) A

- Y

L_\fw
o
&

Ne ——
@Jr*n T e HS-L:r“

\
Ddel ' [ "dDy Doyl

Basic radial load. Factors Mountingdimensions

dyn. stat. du Du Cu ru rut
Cr e Y1 Yo Cor Yo min./max. min. max. min. max. max.
kN — kN — mm

125 0.4 1,7 2,5 185 1,6 52 80 55 15 06
125 0,4 1,7 25 185 1,6 52 80 55 15 06
155 0.4 1,7 2,5 230 1,6 64 95 &5 15 06
155 0.4 1,7 2,5 230 1,6 64 95 615 15 06
155 0,43 1,6 2,3 285 1,6 77 105 6 15 06
210 0,43 1,6 2,3 395 1,6 87 120 7 15 06
260 0,43 1,6 2,3 490 1,6 99 134 8 2 0,6
520 0,43 1,6 2,3 890 1,6 112 171 10 3 1
660 0,43 1,6 2,3 1160 1,6 126 170 188 6 2,5 1
780 0,35 1,9 2,8 1180 1,8 141 206 226 8 3 1
720 0,43 1,6 2,3 1310 1,6 136 181 203 7 2,5 1
920 0,35 1,9 2,8 1420 1,8 152 221 246 10 3 1
1290 0,35 1,9 2,8 2210 1,8 148 213 246 9 3 1
510 0,43 1,6 2,3 1050 1,6 144 178 190 8 2 0,6
890 0,43 1,6 2,3 1670 1,6 146 193 216 7 3 1
970 0,83 0,8 1,2 1520 0,8 157 218 262 9 4 1,5
980 0,43 1,6 2,3 1810 1,6 154 238 13,5 4 1
1440 0,43 1,6 2,3 2750 1,6 188 294 20 o) 1,5
1440 0,43 1,6 2,3 2750 1,6 188 294 20 5 1,5
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Tapered roller bearings, single row

Inch dimensions

v

vz

)
b
R
Dimensions Designation
d D B C T rs,r2s r3s,r4s D1 b a
min. min.
mm —
11,112 34,988 10,988 8,73 10,998 1,3 1,3 9 A4044/A4138
12,7 34,988 10,988 8,73 10,998 1,3 1.3 9  A4050/4138
14,989 34,988 10,988 8,73 10,998 0,8 1.3 9  A4059/4138
17,462 39,878 14,605 10,668 13,843 1,3 1,3 9 LM11749/LM11710
19,05 45237 16,637 12,065 15494 1.3 1,3 10 LM11949/LM11910
45,237 16,637 12,065 15,494 1.3 1,3 10 LM11949/LM11910
49,225 19,05 14,288 18,034 1,3 1.3 11 09067/09195
21,43 50,005 18,288 13,97 17,526 1,3 1.3 11 M12649/M12610
50,005 18,288 13,97 17,526 1,3 1,3 11 M12649/M12610
21,986 45,237 16,637 12,065 15494 13 1,3 10 LM12749/LM12710
45,237 16,637 12,065 15,494 1.3 1,3 10 LM12749/LM12710
45,974 16,637 12,065 15,494 1.3 1,3 10 LM12749/LM12711
25 51,994 14,26 12,7 15,011 15 1.3 12 07097/07204
25,4 50,005 14,26 9,525 13,495 1 1 11 07100/07196
50,292 14,732 10,668 14,224 1,3 1,3 11 L44643/L44610
50,292 14,732 10,668 14,224 1,3 1,3 11 L44643/L44610
26,988 50,292 14,732 10,668 14,224 3,5 1.3 11 L44649/L44610
50,292 14,732 10,668 14,224 3,5 1.3 11 44649/L44610
29 50,292 14,732 10,688 14,224 3,5 1,3 11 L45449/L45410
31,75 59,131 16,764 11,811 15875 * 1,3 13 LM67048/LM67010
59,131 16,764 11,811 15875 * 1.3 13 LM67048/LM67010
62 19,05 14,288 18,161 3,5 1.3 13 15123/15245
34,925 65,088 18,288 13,97 18,034 * 1.3 14 LM485448/LM48510
65,088 18,288 13,97 18,034 * 1.3 14 LM485448/LM48510
72,233 254 19,842 254 2,3 2,3 21 HM88649/HM88610
76,2 28,675 23,02 2937 35 33 23  HM89446/HM894410
34,988 59,131 16,764 11,938 15875 * 1.3 13 L68149/L68110
59,131 16,764 11,938 15875 * 1.3 13  L68149/L68110
59,974 16,764 11,938 15875 * 1,3 13 L68149/L68111
59,974 16,764 11,938 15875 * 1,3 13  L68149/L68111
38 63 17 13,5 17 1.3 14 JL69349/JL69310
63 17 13,5 17 1.3 14 JL69349/JL69310
38,1 65,088 18,288 13,97 18,04 2,3 1.3 13 LM29749/LM29710
79,375 29,771 23,812 29,37 3,5 3,3 20 3490/3420

* Special mounting chamfer.
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Basic radial load. Factors Speed limit Weight
dyn stat. grease oil
r Y Cor Yo
kN — kN — min~" kg
12,0 0,45 1,3 11,85 0,7 11 000 15 000 0,055
12,0 0,45 1,3 11,85 0,7 10 000 15 000 0,058
12,0 0,45 1,3 11,85 0,7 10 000 14 000 0,063
19,8 0,29 2,1 21,1 1,2 8500 12 000 0,081
25,5 0,30 2,0 25,104 1,1 7 500 11 000 0,123
255 0,30 2,0 25,104 1.1 7 500 11 000 0,123
31,1 0,27 2,3 A 1,2 7 000 10 000 0,160
34,1 0,28 2,2 1,2 7 000 10 000 0,160
34,9 0,28 2,2 35,265 1,2 7 000 10 000 0,180
25,2 0,31 2,0 27,7 1,1 7500 10 000 0,122
25,2 0,31 2,0 27,70 1,1 7500 10 000 0,122
25,2 0,31 2,0 27, 1,1 7 000 10 000 0,123
23,7 0,4 1,5 27,5 0,8 6 300 9 000 0,140
23,7 0,4 1,5 27,5 0,8 6 300 9 500 0,115
23,4 0,37 1.6 25,913 0,9 6 300 9 000 0,125
23,4 0,37 1,6 25,913 0,9 6 300 9 000 0,125
23,4 0,37 1,6 25,913 0,9 6 300 9 000 0,115
23,4 0,37 1,6 25,913 0,9 6 300 000 0,115
241 0,37 1,6 32,2 0,9 6 300 9 000 0,115
31,1 0,41 1,5 35,912 0,8 5300 7 500 0,180
31,1 0,41 1,5 35,912 0,8 5300 7 500 0,180
43,9 0,35 1,7 49,708 0,9 5300 7 500 0,228
429 0,38 1,6 50,696 0,9 4800 7 000 0,248
429 0,38 1,6 50,696 0,9 4 800 7 000 0,248
66,5 0,55 1,1 86,61 0,6 4 500 6 700 0,487
72,5 0,55 1,1 97,9 0,6 4 500 6 300 0,570
30,1 0,42 1.4 38,841 0,8 5300 7 500 0,170
30,1 0,42 1.4 38,841 0,8 5300 7 500 0,170
30,1 0,42 1.4 38,841 0,8 5300 7 500 0,180
30,1 0,42 1,4 38,841 0,8 5300 7 500 0,180
32,9 0,42 1,4 43,8 0,8 4 800 7000 0,221
32,9 0,42 1,4 43,785 0,8 4800 7 000 0,221
38,4 0,33 1.8 48,72 1,0 4 800 6 700 0,227
79,3 0,36 1,6 103 0,9 4300 6 000 0,550
MT K+
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Tapered roller bearings, single row

Ias
S

Inch dimensions

NN

R
Dimensions Designation
d D B C T rs,r2s r3s,fas D1 b a
min. min.
mm —
39,688 73,025 22,098 21,336 25,654 0,8 2,3 18 M201047/M201011
41,275 73,431 19,812 14,732 19,559 3,5 0,8 16 LM501349/LM501310
44,45 73,025 18,258 15,083 18,258 1,5 1,5 14 L102849/L102810
82,931 254 19,05 23,813 3,6 0,8 18  25580/25520
95,25 28,575 22,225 27,783 0,8 0,8 20 460/453A
45,242 73,431 19,812 15,748 19,558 3,5 0,8 15 LM102949/LM102910
45,618 82,931 254 19,05 23,812 3,5 0,8 18 25590/25520
82,931 254 22,225 26,988 3,5 2,3 19 25590/25523
46,038 85 25,608 20,638 254 0,8 1,3 19 2984A/2924
47,625 93,264 30,302 23,812 30,162 3,5 0,8 21 3779/3730
93,264 30,302 23,812 30,162 3,5 0,8 21 3779/3730
50 90 22,225 15,875 8,887 2 0,8 94,661 4,762 16 365/362Bcl.3
50,8 82,55 22225 16,51 21,59 3,5 1,3 16 LM104949/LM104911
92,075 4 19,845 24,608 3,5 0,8 20 28580/28521
9525 28,575 22,225 27,783 3,5 0,8 20 33889/33822
97,63 24,608 19,446 124 3,5 0,8 101,549 3,962 21 28678/28622B
107,95 29,317 22,225 27,783 3,5 0,8 21 33885/33822
53,975 123,825 32,791 25,4 17,462 3,5 3,3 130,073 6,35 37 72212/72487B
57,15 104,775 29,317 24,605 30,162 2,3 3,3 23 462A/453X
110 29,317 7 27,795 35 2 24  462/454
110 29,317 27 27,795 3,5 2 24  462/454
112,712 30,162 23,812 30,162 8 3,3 23 39581/39520
60,325 127 36,512 26,988 36,512 3,5 3,3 32 HM813841/HM813810
63,485 95 15,5 12 17 1 1 28 1910349/L910310
63,5 92,075 12,7 9,525 13,495 1,5 1,5 16 LL510749/LL510710
112,712 30,048 23,812 11,112 3,5 3,3 117,373 4,762 25 3982/3920B
112,712 30,048 23,812 30,162 3,5 3,3 25 3982/3920
112,712 30,048 23,812 30,162 3,5 0,8 25 3982/3928
112,712 30,048 23,812 30,162 3,5 3,3 25 3982/3920
112,712 30,048 23,812 30,162 3,5 0,8 25 3982/39208
112,712 30,162 23,812 30,162 3,5 3,3 23  39585/39520
120 29,007 23,444 29,007 3,5 3,3 26 483/472A
122,238 38,43 29,77 38,305 3,5 2 27 X3962/X3963
66,675 110 4 19,05 25,4 3,5 1,3 24 29590/29521
112,712 30,048 23,812 30,162 3,5 3,3 25 3984/3920
122,238 38,354 29,718 38, 3,5 3,3 27 HM212049/HM212011
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Basic radial load. Factors Speed limit Weight
dyn. stat. grease oil

r e Y Cor Yo
kN — kN — min™' kg
57,5 0,33 1.8 72,0 1,0 4300 6 300 0,460
48,6 0,40 1,5 64,3 0,8 4300 6 000 0,320
47,0 0,32 1.9 68,9 1,0 4300 6 000 0,300
75,7 0,33 1.8 95,1 1,0 3800 5600 0,554
96,8 0,33 1.8 127,0 1,0 3600 5000 0,970
97,8 0,34 1,8 134 1,0 3000 4 500 1,10
48,5 0,31 2,0 66,4 1.1 4000 6 000 0,300
70 0,33 1.8 95,2 1,0 3800 5300 0,550
70 0,33 1,8 95,2 1,0 3800 5300 0,580
68,3 0,35 1,7 97 1,0 3800 5300 0,600
98,0 0,34 1,8 128 1,0 3400 5000 0,905
98,0 0,34 1,8 128 1,0 3400 5000 0,905
74,3 0,32 1,9 87,26 1,0 3400 5000 0,554
65,2 0,31 2,0 86,2 1,1 3600 5300 0,411
71 0,38 1.6 103 0,9 3400 4 800 0,690
102 0,33 1.8 135 1,0 3400 4 800 0,860
101 0,40 1,5 147 0,8 3400 4 800 0,850
143 0,74 0,8 162 0,4 2800 4 000 2,10
97,8 0,34 1.8 134 1,0 3000 4 300 1,10
97,8 0,34 1.8 134 1,0 3000 4 500 1,10

09 0,34 1.8 139 1,0 3000 4 300 1,22
109 0,34 1.8 139 1,0 3000 4 300 1,22
130 0,34 1.8 196 1,0 2800 4000 1,03
161 0,50 1,2 226 0,7 2600 3800 2,16
423 0,78 0,8 56,8 0,4 3000 4 500 0,400
31,2 0,40 1,5 46,0 0,8 3200 4 500 0,250
116 0,40 1,5 174 0,8 2800 4000 1,
116 0,40 1,5 174 0,8 2800 4000 1,24
116 0,40 1,5 174 0,8 2800 4000 1,24
116 0,40 1,5 174 0,8 2800 4000 1,24
116 0,40 1,5 174 0,8 2800 4000 1,24
130 0,34 1.8 196 1,0 2800 4000 1,22
133 0,38 1,6 167 0,9 2600 3800 1,44
189 0,34 1.8 248 1,0 2600 3800 2,03
92,0 0,44 1,4 138 0,7 2800 4000 0,900
113 0,40 1,5 172 0,8 2800 4000 2
189 0,34 1.8 248 1,0 2600 3800 1,92
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Tapered roller bearings, single row

Inch dimensions

NN

R
Dimensions Designation
d D B C T rs,2s  r3s,fas D1 b a
min. min.

mm —

71,438 127 36,17 28,575 36,512 3,5 3,3 28 567A/563 cl. 3
136,525 46,038 6,512 46,038 3,5 3,3 38 H715345/H715311
136,525 46,038 36,512 46,038 3,5 3,3 38 H715345/H715311

73,025 127 36,17 28,575 36,512 3,5 3,3 28 567/563 cl. 3
146,05 41275 31,75 41275 35 3,3 34 657/653
146,05 41,275 31,75 41275 35 3,3 34 657/653

76,2 139,992 36,098 28,575 36,512 3,5 3,3 31 575/572
161,925 55,1 42,862 53,975 3,5 3,3 40 6576/6535
161,925 55,1 42,862 53,975 3,5 3,3 40 6576/6535

77,788 120 23,012 16 23 3,5 2,3 24 34306/34472X
120 23,012 16 23 3,5 2,3 24 34306/34472X

82,55 139,992 36,098 28,575 36,512 3,5 3,3 31 580/572
146,06 41,275 31,75 41275 3,5 3,3 34 663/653
161,925 48,26 38, 47,625 3,5 3,3 35 757/752
161,925 48,26 38,1 47,625 3,5 3,3 35 757/752

85,725 133,35 29,769 254 33,338 3,5 3,3 31 497/492W cl. 0
146,05 41,275 31,75 41275 64 3,3 34 665A/653cl. 0

88,9 152,4 39,688 30,163 39,688 6,4 3,3 34 HM518445/HM518410
190,5 57,531 46,038 57,15 8 3,3 41 HM221434/HM221410

89,974 146,975 40 32,5 40 7 3,5 31  HM218248/HM218210

92 140 30 22 30 3,5 1,5 32 LM718947/XC18140D
140 30 22 30 3,5 1,5 32 LM718947/XC18140D

92,075 1524 36,322 30,162 39,688 6,4 3,3 35 598A/592A
171,45 48,26 38,1 47,625 3,5 3,3 37 77362/77675
171,45 48,26 38,1 47,625 3,5 3,3 37 T77362/77675

95,25 148,43 28,971 21433 28575 3 3 33 42375/42584
148,43 28,971 21,433 28575 3 3 33 42375/42584
152,4 36,322 30,162 15875 3,5 3,3 158,648 6,35 35 594/592cl.0

96,838 149,225 28,971 24,608 12,7 3,5 3,3 154,681 5,558 34 42381/42587Bcl.3

100,012 157,162 36,116 26,195 36,512 3,5 3,3 36 52393/52618 cl. 0

101,6 180,975 48,006 38,1 17,462 3,5 3,3 188,798 7,938 40 780/772Bcl.0
212,725 66,675 53,975 66,675 7 3,3 48 HH224335/HH224310
212,725 66,675 53,975 66,675 7 3,3 48 HH224335/HH224310
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Basic radial load. Factors Speed limit Weight
dyn. stat. grease oil

r e Y Cor Yo
kN — kN — min™' kg
161 0,36 1,7 226 0,9 2400 3600 1,64
219 0,48 1,2 296 0,7 2400 3400 2,91
219 0,48 1,2 296 0,7 2400 3400 2,91
161 0,36 1,7 226 0,9 2400 3400 2,68
213 0,41 1,5 307 0,8 2200 3200 3,31
213 0,41 1,5 307 0,8 2200 3200 3,31
184 0,40 1,5 239 0,8 2200 3200 2,35
327 0,40 1,5 448 0,8 2000 3000 5,37
327 0,40 1,5 448 0,8 2000 3000 5,37
84,91 0,45 1,3 117 0,7 2400 3 600 0,836
84,91 0,45 1.3 117 0,7 2400 3600 0,836
168 0,40 1,5 247 0,8 2200 3200 2,13
201 0,41 1,5 286 0,8 2200 3000 2,73
272 0,34 1,8 358 1,0 2000 2800 4,70
272 0,34 1.8 358 1,0 2000 2800 4,70
135 0,45 1.3 203 0,7 2200 3200 1,34
213 0,41 1,5 307 0,8 2200 3000 2,60
235 0,40 1,5 338 0,8 2000 3000 2,80
395 0,34 1,8 526 1,0 1800 2600 8,85
220 0,33 1.8 386 1,0 2000 3000 2,59
140 0,48 1,3 213 0,7 2200 3000 1,52
140 0,48 1.3 213 0,7 2200 3000 1,52
174 0,44 1,4 268 0,7 2000 2800 2,59
305 0,37 1,6 416 0,9 1900 2600 4,79
305 0,37 1,6 416 0,9 1900 2600 4,79
136 0,49 1,2 416 0,7 2000 2800 1,72
136 0,49 1,2 416 0,7 2000 2800 1,72
204 0,44 1,4 313 0,7 2000 2800 2,64
136 0,49 1,2 210 0,7 2000 2800 1,74
142 0,47 1,3 195 0,7 1900 2800 2,47
321 0,39 1.6 462 0,9 1700 2400 5,50
557 0,33 1.8 783 1,0 1600 2200 11,1
557 0,33 1,8 783 1,0 1600 2200 11,1
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Tapered roller bearings, single row

Inch dimensions

NN

R
Dimensions Designation
d D B C T rs,r2s r3s,fas D1 b a
min. min.
mm =
120,65 174,625 36,512 27,783 3572 35 1,5 32 M224749/M224710
174,625 36,512 27,783 3572 35 1,5 32 M224749/M224710
206,375 47,625 34,925 47,625 35 3,5 45 795/792
127 215,9 47,625 34,925 47625 35 3,3 49  74500/74850
130 234,95 63,5 49,213 63,5 6 3,3 50 95512/95925
133,35 2159 47,625 34925 20,638 3,5 3,3 223,733 7,938 49 74525/748508B cl. 0
136,525 215,9 47,625 34,925 20,638 3,5 3,3 223,733 7,938 49 74537/748508B cl. 0
139,7 2159 47,625 34925 20,638 3,5 3,3 223,733 7,938 49 74550/74850B
2159 47,625 34,925 20,638 3,5 3,3 223,733 7,938 49 74550/74850B cl. 0
215,9 47,625 34,925 47,625 3,5 3,3 49  74550/74
215,9 47,625 34,925 47,625 3,5 3,3 49  74550/74850 cl.0
158,75 225425 39,688 33,338 13495 3,5 3,3 230,881 5,558 43 46780/46720B cl. 0
225,425 39,688 33,338 41,275 35 3,3 43 46780/46720 cl. 0
180 250 45 37 47 3 3 55 JM736149/JM736110
196,85 254 27,783 21,433 28575 1,5 1,5 41 L540049/L540010
203,2 261,142 27,783 21,433 28575 1,5 1,5 44 LL641149/LL641110
209,55 282,575 46,038 36,512 46,038 3,5 3,3 62 67989/67920
317,5 63,5 46,038 63,5 4,3 3,3 62 93825/93125cl. 3
234,95 327,025 52,388 36,512 52,388 6,4 3,3 59 8575/8520
327,025 52,388 36,512 52,388 6,4 3,3 59 8575/8520cl. 3
241,3 327,025 52,388 36,512 254 6,4 3,3 336,448 9,525 59 [8578/8520B
327,025 52,388 36,512 254 6,4 3,3 336,448 9,525 59 8578/8520B cl.B
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Basic radial load. Factors Speed limit Weight
dyn. stat. grease oil
r e Y Cor Yo
kN — kN — min™' kg
220 0,33 1.8 375 1,0 1700 2400 2,70
317 0,46 1,3 525 0,7 1500 2200 6,10
308 0,49 1,2 523 0,7 1400 2000 6,97
507 0,36 1,6 784 0,9 1300 1900 11,3
313 0,49 1,2 528 0,7 1400 2000 6,78
313 0,49 1,2 528 0,7 1400 2000 6,53
310 0,49 1,2 531 0,7 1400 2000 6,17
310 0,49 1,2 531 0,7 1400 2000 6,17
310 0,49 1.2 531 0,7 1400 2000 6,08
310 0,49 1,2 531 0,7 1400 2000 6,08
305 0,38 1,6 541 0,9 1300 1800 5,40
305 0,38 1,6 541 0,9 1300 1800 5,35
334 0,48 1,3 703 0,7 1100 1600 7,85
170 0,39 1,5 334 0,9 1100 1600 3,32
174 0,41 1,5 353 0,8 1100 1500 3,56
331 0,51 1.2 661 0,6 1000 1400 8,84
651 0,52 1,2 1098 0,6 950 1300 18,5
468 0,41 1,5 934 0,8 850 1200 12,3
468 0,41 1,5 934 0,8 850 1200 12,3
468 0,41 1,5 934 0,8 850 1200 11,9
468 0,41 1,5 934 0,8 850 1200 11,9
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Tapered roller bearings, double row
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d<220 d>220
Dimensions Designation
d D B C T 1 s
min. min.
mm —
160 240 48 94 115 3 1 35032
180 280 60 108 134 3 1 35036
200 310 66 123 152 3 1 35040
220 340 72 130 165 4 1 35044
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Basic radial load. Factors Speed limit Weight
dC);n . Yi Yo sCt(z)art. Yo grease oil

kN = kN = min! kg
662 0,37 1.8 2,7 1288 1,8 950 1400 17,0
1154 0,29 23 35 2352 23 850 1200 29,9
1268 0,37 1,0 27 2526 1,8 800 1100 39,3
1469 0,34 2,0 2,9 3032 1,9 750 1000 50,1
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Tapered roller bearings, double row

Inch dimensions

MR
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Fig. 2
Dimensions Designation
d D B C T 1 s
min. min.
mm —
69,85 114,287 25,4 46,038 58,738 1,5 0,8 29675/29622DC
114,287 25,4 46,038 58,738 1,5 0,8 29675/29622DC
120 29,007 53,975 65,09 3,5 0,8 482/472D
73,025 114,287 25,4 46,038 58,738 3,5 0,8 29685/29622D
114,287 25,4 46,038 58,738 3,5 0,8 29685/29622D
82,55 136,525 29,769 53,975 69,85 3,5 0,8 495/493D
85,725 136,525 29,769 53,975 69,85 3,5 0,8 497/493DC
92,075 149,225 28,971 52,387 66,672 3,5 0,8 42362/42587D
107,95 158,75 21,4 39,688 53,978 3,5 0,8 37425/37626D cl. 3
159,987 34,925 58,738 74,89 3,6 0,8 LM4522546/LM522510DC
159,987 34,925 58,738 74,89 3,6 0,8 LM4522546/LM522510DC
114,3 190,5 49,2 80,962 106,362 3,5 1,5 71450/71751D
190,5 49,2 80,962 106,362 3,5 1,5 71450/71751D
115 190,5 50 82,6 108 3,5 1 181115/181190XG
127 196,85 46 85,725 101,6 3,5 0,8 67388/67322D
196,85 46 85,725 101,6 3,5 0,8 67388/67322D
136,525 190,5 39,7 73,025 85,725 35 0,8 48393/48320D 1)
215,9 51 2 110 2,5 1 200136X/200215XH
152,4 222,25 46,8 76,2 100,01 3,5 0,8 M231649/M231610D
222,25 46,8 76,2 100,01 3,5 0,8 M231649/M231610D
222,25 46,8 76,2 100,01 3,5 0,8 M231649/M231610D cl. 3
203,2 282,575 46,038 82,55 101,6 3,5 0,8 67983/67920DC cl. 0
282,575 46,038 82,55 101,6 3,5 0,8 67983/67920DC cl.0
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Fig. 3
Basic radial load. Factors Speed limit Weight  Fig.
dyn. stat. grease oil
Cr e Y1 Y2 Cor Yo
kN — kN — min~" kg
180 0,49 1,4 2,1 295 1,4 2400 3000 2,05 3
180 0,49 1,4 2,1 295 1,4 2400 3000 2,05 3
255 0,38 1,8 2,6 415 1,7 2200 2800 2,45 1
180 0,49 1,4 21 295 1.4 2400 2800 1,91 1
180 0,49 1,4 21 295 1.4 2400 2800 1,91 1
255 0,44 1,5 2,3 450 1,5 2000 2400 3,84 1
255 0,44 1,5 2,3 450 1,5 1900 2400 3,72 3
275 0,49 1,4 2,1 510 1.4 1800 2200 4,37 1
170 0,61 1,1 1,7 335 1,1 1600 2000 3,26 1
280 0,40 1,7 2,5 630 1,6 1600 2000 4,97 3
280 0,40 1,7 25 630 1,6 1600 2000 4,97 3
530 0,42 1,6 2,4 980 1,6 1400 1800 10,8 1
530 0,42 1,6 2,4 980 1,6 1400 1800 10,8 1
435 0,26 2,6 3,8 750 2,5 1400 1800 10,1 1
540 0,34 2,0 2,9 1130 1,9 1300 1700 10,6 1
540 0,34 2,0 2,9 1130 1,9 1300 1700 10,6 1
395 0,33 2,1 3,1 940 2,0 1300 1700 6,88 1
540 0,25 2,7 41 960 2,7 1200 1500 12,2 2
540 0,33 2,0 3,0 1190 2,0 1200 1400 11,7 1
540 0,33 2,0 3,0 1190 2,0 1200 1400 11,7 1
540 0,33 2,0 3,0 1190 2,0 1200 1400 11,7 1
600 0,51 1,3 2,0 1410 1,3 900 1100 17,8 1
600 0,51 1,3 2,0 1410 1,3 900 1100 17,8 1
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Thrust ball bearings

Thrust ball bearings are manufactured in two versions:
single and double direction. These bearings can carry

Single direction

ot

Suffixes

F - machined steel cage

J - pressed sheet cage

M - machined brass cage

P6 - tolerance class with smaller values than normal
P5 - tolerance class with values smaller than P6
TN - polyamide cage

v - bearing without cage

Thrust ball bearings, single
direction

Thrust ball bearings, single direction, are used to take
single direction axial loads. They cannot take radial loads.

Such a bearing consists of a shaft washer, a housing
washer with flat support surface and a ball cage.

These bearings are dismountable.

Thrust ball bearings, double
direction

Thrust ball bearings, double direction, can take axial
loads in both directions. They cannot take radial loads.

Such a bearing consists of a shaft washer, two housing
washers with flat support surfaces and two ball cages.

MT K+

single or double direction heavy axial loads.

Double direction

NN

These bearings are dismountable and their housing
washers and cages are interchangeable with those of the
corresponding single direction thrust ball bearings.

Dimensions

The overall dimensions of thrust ball bearings, single
and double direction, are in accordance with ISO 104.

Misalignment

Thrust ball bearings with flat washers do not allow any
errors of angle between the position of shaft washer axis
and position of the housing washer axis. Thrust ball
bearings are provided either with sphered housing
washer or with sphered housing washer and lock washer
to enable them to compensate for these errors of align-
ment.
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Tolerances

Thrust ball bearings are generally manufactured to the
normal tolerance class. Bearings series 511 can be
manufactured at request to tolerance classes P6 and P5.

The tolerances of thrust ball bearings are in accordance
with ISO 199 and are given on page 24.

Cages

Thrust ball bearings are generally fitted with pressed
sheet cages. At special request and for large sized bear-
ings, they can be fitted with machined brass or steel
cages.

Cage designs and some technical data are given in
table 1.

Minimum axial load

In order to guarantee a proper arrangement of balls on
the raceways, these bearings should be subjected to a
minimum axial load. This is also true in case of thrust ball
bearings if they operate at high speeds where the
centrifugal forces and gyroscopic moments have
detrimental influence on balls, i.e. sliding movements
between the raceways and balls.

Minimum axial load can be calculated using the equa-

tion:
2
Famin= M | kN
amin 1 000 3 El
where:

Fa min - minimum axial load, kN
M - minimum load factor, see bearing tables

n - speed, r/min

The weight of the components supported by the bear-
ing, together with the external forces, often exceeds the
requisite minimum load. If this is not the case, the bear-
ings should be preloaded (e.g. by springs).

Equivalent dynamic load

For single and double row thrust ball bearings,
equivalent dynamic load is:

Pa = Fa, kN

Equivalent static load

For single and double direction thrust ball bearings,
equivalent static load is:

POa = Fa, kN

Abutment dimensions

For a proper location of the washers on the shaft and
housing shoulder respectively, shaft (housing) maximum
connection radius ru max should be less than bearing
minimum mounting chamfer rs.

Shoulder height should also be properly sized in case
of bearing maximum mounting chamfer.

The values of the connection radius ru and mounting
dimensions are given in table 2, depending on the bear-
ing series.

Cage designs and some technical data

Table 1
Cage Design Application Max. value
bearing cage Dmn
oil grease
Pressed - General application 140x 10° 100x 10°
sheet
cage
Machined - Large bearings 140x 10° 100x 10°
brass - Special application
cage M bearings
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Thrust ball bearings, single direction

Abutmentdimensions

N\
N\ | \
f\“\\\\\\ [
D, —~
Table 2

Bore Shaft Bearing series
symbol diameter 511 512 513 514

d du Du ru du Du ru du Du ru du Du ru

min. max. max. min. max. max. min. max. max.  min. max. max.
— mm
00 10 18 16 0,3 20 16 0,6
01 12 20 18 0,3 22 18 0,6
02 15 23 20 0,3 25 22 0,6
03 17 25 22 0,3 28 24 0,6
04 20 29 26 0,3 32 28 0,6
05 25 35 32 0,6 38 34 0,6 41 36 1 46 39 1
06 30 40 37 0,6 43 39 0,6 48 42 1 54 46 1
07 35 45 42 0,6 51 46 1 55 48 1 62 53 1
08 40 52 48 0,6 57 51 1 63 55 1 70 60 1
09 45 57 53 0,6 62 56 1 69 61 1 78 67 1
10 50 62 58 0,6 67 61 1 77 68 1 86 74 1,5
11 55 69 64 0,6 76 69 1 85 75 1 94 81 1,5
12 60 75 70 1 81 74 1 90 80 1 102 88 1,5
13 65 80 75 1 86 79 1 95 85 1 110 95 2
14 70 85 80 1 91 84 1 103 92 1 118 102 2
15 75 90 85 1 96 89 1 111 99 1,5 126 109 2
16 80 95 90 1 101 94 1 116 104 1,5 134 116 21
17 85 100 95 1 109 101 1 124 111 1,5 142 123 2,1
18 90 108 102 1 117 108 1 129 116 1,5 150 130 2,1
20 100 121 114 1 130 120 1 142 128 1,5 166 144 25
22 110 131 124 1 140 130 1 158 142 2 182 158 25
24 120 141 134 1 150 140 1 174 156 2,1 198 172 3
26 130 154 146 1 166 154 1,5 187 168 21 214 186 3
28 140 164 156 1 176 164 1,5 200 180 21 224 196 3
30 150 174 166 1 189 176 1,5 210 190 2,1 240 210 3
32 160 184 176 1 199 186 1,5 226 204 25
34 170 197 188 1 212 198 1,5 236 214 25
36 180 207 198 1 222 208 1,5 252 228 2,5
38 190 220 210 1 238 222 2 268 242 3
40 200 230 220 1 248 232 2 284 256 3
44 220 250 240 1 268 252 2
48 240 276 264 15 300 280 2,1
52 260 296 284 1,5 320 300 2,1
56 280 322 308 1,5 340 320 2,1
60 300 348 332 2 372 348 2,5
64 320 368 352 2 392 368 25
68 340 388 372 2 412 388 2,5
72 360 408 392 2 444 416 3
76 380 428 412 2
80 400 448 432 2
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Thrust ball bearings, double direction

Abutmentdimensions

TR J—

| ‘ - &
V4 fu
T
\ o ‘ b
| |
A\
D\,
Table 3
Bore Shaft  Bearing series Shaft  Bearing series
symbol diameter522 523 diameter524
du Du u rut du Du u rut d u Du u rul
min. max. max. max. min. max. max.  max. min. max. max. max.
mm
02 10 15 22 0,6 0,3
04 15 20 28 0,6 0,3
05 20 25 34 0,6 03 25 36 1 0,3 15 25 39 1 0,6
06 25 30 39 0,6 0,3 30 42 1 0,3 20 30 46 1 0,6
07 30 35 46 1 0,3 35 48 1 0,3 25 35 53 1 0,6
08 30 40 51 1 0,6 40 55 1 0,6 30 40 60 1 0,6
09 35 45 56 1 0,6 45 61 1 0,6 35 45 67 1 0,6
10 40 50 61 1 0,6 50 68 1 0,6 40 50 74 1 0,6
11 45 55 69 1 0,6 55 75 1 0,6 45 55 81 1,5 06
12 50 60 74 1 0,6 60 80 1 0,6 50 60 88 1,5 06
13 55 65 79 1 0,6 65 85 1 0,6 50 65 95 2 1
14 55 70 84 1 1 70 92 1 1 55 70 102 2 1
15 60 75 89 1 1 75 99 15 1 60 75 109 2 1
16 65 80 94 1 1 80 104 1,5 1 65 80 116 2,1 1
17 70 85 101 1 1 85 111 1,5 1 65 85 123 21 1
18 75 90 108 1 1 90 116 1,5 1 70 90 130 2,1 1
20 85 100 120 1 1 100 128 1,5 1 80 100 144 2,5 1
22 95 110 130 1 1 110 142 2 1
24 100 120 140 1 1 120 156 2,1 1
26 110 130 154 1,5 1 130 168 2,1 1
28 120 140 164 1,5 1 140 180 21 1
30 130 150 176 1,5 1
32 140 160 186 1,5 1
34 150 170 198 1,5 1
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Thrust ball bearings, single direction

Dimensions Basic axial Factor  Speed limit Designation weight
dyn. stat. grease oil
d D H Is, dq D1 Ca COa M
min.
mm kN — min! — kg
10 24 9 0,3 24 11 10 14 0,001 7 000 9500 51100 0,020
26 11 0,6 26 12 12,7 17,1 0,002 6 000 8 000 51 200 0,030
12 26 9 0,3 26 13 10,3 15,4 0,001 6700 9000 51101 0,022
28 11 06 28 14 13,2 19 0,002 6000 8000 51201 0,034
15 28 9 0,3 28 16 10,5 16,8 0,001 6000 8000 51102 0,024
32 12 06 32 17 16,6 24,8 0,004 5000 6700 51202 0,046
17 30 9 0,3 30 18 114 19,5 0,002 6000 8000 51103 0,028
35 12 06 35 19 17,2 27,3 0,004 5000 6700 51203 0,053
20 35 10 03 35 21 15 26,6 0,003 5300 7000 51104 0,04
40 14 06 40 22 223 37,7 0,008 4300 5600 51204 0,082
25 42 11 06 42 26 19,5 37,2 0,005 800 6300 51105 0,059
47 15 0,6 47 27 27,7 50,4 0,014 3800 5000 51205 0,120
52 18 1 52 27 35,7 61,4 ,02 3200 4300 51305 0,180
60 24 1 60 27 55,6 89,4 0,044 2600 3600 51405 0,340
30 47 11 06 47 32 20,4 42,2 0,007 4300 5600 51106 0,068
52 16 0,6 52 32 28,1 54,3 0,014 3600 4800 51206 0,144
60 21 1 60 32 42,8 78,7 0,029 2800 3800 51306 0,270
70 28 1 70 32 72,8 126 0,08 2000 3000 51406 0,530
35 52 12 06 52 37 21,9 49,6 0,09 4000 5300 51107 0,090
62 18 1 62 37 40,7 83.8 0,029 3000 4000 51207 0,220
68 24 1 68 37 55,5 105 0,05 2400 3400 51307 0,390
80 32 11 80 37 87,1 155 0,13 1800 2600 51407 0,790
40 60 13 0,6 60 42 26,9 62,8 0,017 3600 4800 51108 0,120
68 19 1 68 42 46,9 98,3 0,05 2800 3800 51208 0,270
78 26 1 78 42 69,3 135 0,08 2000 3000 51308 0,550
90 36 1.1 90 42 113 205 0,23 1700 2400 51408 1,14
45 65 14 06 65 47 27,8 69,1 0,02 3400 4500 51109 0,150
73 20 1 73 47 47,7 105 0,044 2600 3600 51209 0,320
85 28 1 85 47 80,8 163 0,12 1900 2800 51309 0,690
100 39 1,1 100 47 130 242 0,32 1600 2200 51409 1,47
50 70 14 06 70 52 28,8 75,4 0,025 3200 4300 51110 0,160
78 2 1 78 52 48,5 111 0,07 2400 3400 51210 0,390
95 31 1.1 95 52 91,6 186 0,18 1800 2600 51310 1,00
110 43 15 110 52 148 283 0,48 1500 2000 51410 1,99
55 78 16 0,6 78 57 34,8 93,1 0,04 2800 3800 51111 0,240
90 25 1 90 57 69,4 159 0,12 1900 2800 51211 0,610
105 35 11 105 57 119 246 0,26 1600 2200 51311 1,34
120 48 15 120 57 178 359 0,67 1300 1800 51411 2,64
60 85 17 1 85 62 41,4 113 0,055 2600 3600 51112 0,290
95 26 1 95 62 73,6 179 0,12 1900 2800 51212 0,690
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Thrust ball bearings, single direction

ol

D
Dimensions Basic axial Factor  Speed limit Designation weignt
dyn. stat. grease oil
d D H rs. d1 D1 Ca COa M
min.
mm kN — min™’! — kg
60 110 35 1,1 110 62 124 267 0,28 1600 2200 51312 1,43
130 51 1,5 130 62 201 397 0,85 1100 1600 51412 3,51
65 90 18 1 90 67 417 117 0,06 2400 3400 51113 0,340
100 27 1 100 67 74,8 189 0,14 1800 2600 51213 0,770
115 36 11 115 67 128 287 0,32 1500 2000 51313 1,57
140 56 2 140 68 232 493 1.1 1000 1500 51413 4,47
70 95 18 1 95 7 43 127 0,067 2400 3400 51114 0,360
1056 27 1 105 72 78,6 189 0,16 1800 2600 51214 0,
125 40 1,1 125 72 148 339 0,53 1400 1900 51314 2,0
150 60 2 150 73 250 553 1,4 950 1400 51414 5,48
75 100 19 1 100 77 423 127 0,1 2200 3200 51115 0,420
110 27 1 110 77 774 209 0,18 1700 2400 51215 0,860
135 44 1,5 135 77 171 396 0,75 1200 1700 51315 2,68
160 65 2 160 78 252 560 1,8 900 1300 51415 6,75
80 105 19 1 105 82 44,6 141 0,1 2000 3000 51116 0,430
115 28 1 115 82 78,5 218 0,22 1700 2400 51216 0,950
140 44 1,5 140 82 176 424 0,8 1200 1700 51316 2,
170 68 2,1 170 83 270 621 2,2 850 1200 51416 7,97
85 110 19 1 110 87 45,9 150 0,17 2000 3 000 51117 0,460
125 31 1 125 88 92,3 251 0,38 1600 2200 51217 1,29
150 49 15 150 88 206 489 1,1 1100 1600 51317 3,66
180 72 21 177 88 307 753 2,8 850 1200 51417 9,29
90 120 22 A1 120 92 59,7 190 0,2 1800 2600 51118 0,680
135 35 1,1 135 93 117 326 0,55 1500 2000 51218 1,77
155 50 1,5 155 93 213 524 1,2 1000 1500 51318 3,88
190 77 21 187 93 327 826 3,4 800 1100 51418 11,0
100 135 25 1 135 102 85 268 0,36 1700 2400 51120 0,990
150 38 1,1 150 103 147 410 0,7 1300 1800 51220M 2,36
170 55 1,5 170 103 236 596 1,8 950 1400 51320M 5,11
210 85 3 205 103 368 983 5,3 700 950 51420M 14,6
110 145 25 1 145 112 87,1 288 0,45 1600 2200 51122M 1,08
160 38 1,1 160 113 148 431 0,8 1200 1700 51222M 2,57
190 63 2 187 113 280 754 2,8 850 1200  51322M 7,72
120 155 25 1 155 122 9 308 0,5 1600 2200 51124 1,16
170 39 1,1 170 123 154 472 1 1100 1600 51224M 2,86
210 70 21 205 123 325 931 4,5 800 1100 51324M 10,6
250 102 4 245 123 480 1460 9 600 800 51424M 25,0
130 170 30 1 170 132 104 352 0,75 1400 1900 51126M 1,87
190 45 1,5 187 133 203 622 1,7 950 1400 51226M 4,09
225 75 241 220 134 346 1030 6 750 1000 51326M 13,3
270 110 4 265 134 498 1540 15 580 0 51426M 31,4
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Thrust ball bearings, single direction

ol

D
Dimensions Basic axial Factor  Speed limit Designation weight
dyn. stat. grease oil
d D H Is, dq D1 Ca COa M
min.

mm kN — min! — kg

140 180 31 1 178 142 107 377 0,9 1300 1800 51128M 2,02
200 46 1,5 197 143 215 669 2 950 1400 51228M 4,46
240 80 21 235 144 367 1130 8 700 950 51328M 15,5

150 190 31 1 188 152 109 402 1 1200 1700 51130M 2,15
215 50 1,5 212 153 244 768 2,8 900 1300 51230M 5,64
250 80 21 245 154 377 1200 9 670 900 51330M 15,7

160 200 31 1 198 162 112 427 1 1200 1700 51132M 2,28
225 51 05 222 163 247 803 3,2 850 1200 51232M 6,53
270 87 3 265 164 470 1570 1 630 850 51332M 21,0

170 215 34 1.1 213 172 134 512 1,4 1100 1600 51134M 3,25
240 55 1,5 237 173 269 874 4.5 800 1100 51234M 8,12
280 87 3 275 174 463 1570 13 600 800 51334M 22,0

180 225 34 1,1 222 183 135 528 1,5 1000 1500 51136M 3,39
250 56 1,5 247 183 294 986 5 800 1100 51236M 8,68
300 95 3 295 184 463 1580 20 560 750 51336M 28,1

190 240 37 1,1 237 193 170 657 2,4 950 1400 51138M 3,95
270 62 2 267 194 298 1010 7 750 1000 51238M 11,7
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Thrust ball bearings, double direction

Dimensions Basic axial Factor Speed limit Designation weight
dyn.  stat. grease  oil
d D H r's. r1§ D1 B Ca C()a M
min. min.
mm kN — min™! — kg
10 32 22 06 03 17 16,6 24,8 0,004 5000 6 700 52202 0,085
15 40 26 06 03 22 22,3 37,7 0,008 4300 5600 52204 0,150
60 45 1 03 27 11 556 894 0,044 2600 3600 52405 0,630
20 47 28 06 03 27 7 27,7 50,4 0,014 3800 5000 52205 0,230
52 34 1 03 27 8 357 614 0,02 3200 4300 52305 ,
70 52 1 06 32 12 728 12 0,08 2000 3000 52406 1,00
25 52 29 06 03 32 7 28,1 543 0,014 3600 4800 52206 0,272
60 38 1 03 32 9 428 787 0,029 2800 3800 52306 0,490
80 59 11 06 37 14 871 155 0,13 1800 2600 52407 1,44
30 62 34 1 03 37 8 40,7 838 0,029 3000 4000 52207 0,402
68 36 1 06 42 9 46,9 983 0,05 2800 3800 52208 0,540
68 44 1 03 37 10 555 105 0,05 2400 3400 52307 0,710
78 49 1 06 42 12 693 135 0,08 2000 3000 52308 ,06
9 65 1,1 06 42 15 113 205 0,23 1700 2400 52408 2,08
35 73 37 1 06 47 9 47,7 105 0,044 2600 3600 52209 0,620
85 52 1 06 47 12 808 163 0,12 1900 2800 52309 1,29
100 72 1,1 0.6 47 17 130 242 0,32 1600 2200 52409 2,71
40 78 39 1 06 52 9 485 111 0,07 2400 3400 52210 0,710
5 58 11 06 52 14 916 186 0,18 1800 2 600 52310 1,86
110 78 15 06 52 18 148 283 0,48 1500 2000 52410 3,56
45 90 45 1 06 57 10 694 159 0,12 1900 2800 52211 1,12
105 64 11 06 57 15 119 246 0,26 1600 2200 52311 2,51
120 87 15 06 57 20 178 359 0,67 1300 1800 52411 4,70
50 95 46 1 06 62 10 736 179 0,12 1900 2800 52212 1,25
110 64 11 06 62 15 124 267 0,28 1600 2200 52312 2,68
130 93 1,5 06 62 21 201 397 0,85 1100 1600 52412 6,33
140 101 2 1 68 23 232 493 1,1 1000 1500 52413 8,03
55 100 47 1 0,6 67 10 748 189 0,14 1800 2600 52213 1,36
105 47 1 1 72 10 736 189 0,16 1800 2600 52214 1,48
115 65 1,1 06 67 15 128 287 0,32 1500 2000 52313 2,90
125 72 11 1 72 16 148 339 0,53 1400 1900 52314 3,90
60 110 47 1 77 10 77,4 209 0,18 1700 2400 52215 1,57
135 79 15 77 18 171 396 0,75 1200 1700 52315 4,83
65 115 48 1 1 82 10 785 218 0,22 1700 2400 52216 1,69
140 79 15 1 82 18 76 424 0,8 1200 1700 52316 5,06
70 125 55 1 1 88 12 923 251 0,38 1600 2200 52217 2,34
150 87 15 1 88 19 206 489 1.1 1100 1600 52317 6,43
75 135 62 11 1 93 14 117 326 0,55 1500 2000 52218 3,22
155 88 1,5 1 93 19 218 524 1,2 1000 1500 52318 6,60
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Thrust ball bearings, double direction

Dimensions Basic axial Factor Speed limit Designation weight
%yn. stat. grease  oil
d D H Is Ms D1 B a COa M
min.  min.
mm kN — min”’ — kg
80 210 1502 1 103 33 368 983 5,3 700 950 52420 26,6
85 150 67 1,1 1 103 15 147 410 0,7 1300 1800 52220 4,29
170 97 15 1 103 21 236 596 1,8 950 1400 52320 8,90
95 160 67 1,1 1 113 15 148 431 0,8 1200 1700 52222 4,68
190 1102 1 113 24 280 754 2,8 850 1200 52322 13,8
100 170 68 11 1,1 123 15 154 472 1 1100 1600 52224 5,24
210 12321 1,1 123 27 325 931 4.5 800 1100 52324 17,2
110 190 80 1,5 1,1 133 18 203 622 1,7 950 1400 52226 7,74
120 200 81 15 1,1 143 18 215 669 2 950 1400 52228 8,95
130 215 89 15 1,1 153 20 244 768 2,8 900 1300 52230 10,6
250 14021 1,1 154 31 377 1200 9 670 900 52330 27,4
140 225 90 1,5 1,1 163 20 247 803 3,2 850 1200 52232 12,2
270 14021 1,1 164 31 470 1570 12 630 850 52332 26,2
150 240 97 15 1,1 173 21 269 874 4.5 800 1100 52234 15,2
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Accessories

The accessories for bearings include: adapter sleeves,
withdrawal sleeves, lock nuts, locking washers and lock-
ing clamps.

Adapter sleeves Withdrawal sleeves

~ R N

<] 112 <] 112 142 <1 1:30
H30,d1 < 180 mm H 30, d1 > 180 mm ﬂ-ISQ AH 30 A‘\H 240
H31,d1 < 260 mm H 31, d1 > 260 mm AH 31! AH 32 AH 241
H2,H3,H23 H 39, H 32 AH3,:AH23

Lock nuts

4h 1N

KM, KML, HM, HML HM30, HM31

Locking washers Locking clamps

S

MB; MBL MS30; MS31
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Adapter and withdrawal
sleeves

Adapter (H) and withdrawal (AH) sleeves are used when
mounting tapered bore bearings on cylindrical shafts. In
this case, shaft tolerances are larger than in case of
bearings seated directly on the shaft. The tolerance clas-
ses recommended for shafts are h9 and h10. Form and
position deviations will be in accordance with tolerance
classes IT5/2 and IT7/2 (see pages 63, 80).

Adapter sleeves are manufactured according to stand-
ard 1SO 2982-1 and withdrawal sleeves according to

| Essss N
L 1

Connecting threads for adapter sleevs

Symbol Connection Number
dimensions of entries
over up to M f |
— mm —
H3032H H3060H M6 4,2 9 1
H3132H H3160H M6 4,2 9 1
H3260H M6 4,2 9 1
H2332H H2356H M6 4,2 9 1
H3964H H3984H M6 35 9 1
H3064H H3084H M6 35 9 1
H3164H H3184H M6 35 9 1
H3264H H3284H M6 35 9 1
H3988H H39/500H M8 6,5 122 1
H3088H H30/500H M8 6,5 122 1
H3188H H31/500H M8 6,5 12 1
H3288H H32/500H M8 6,5 12 1
H39/530H H39/560H M8 6 122 1
H30/530H H30/560H M8 6 12 1
H39/630H M8 6 122 1

Lock nuts, locking washers
and locking clamps

Lock nuts are used to fasten bearings and other parts
on shafts. They are also used for bearing mounting on

adapter sleeves or their dismounting from withdrawal
sleeves.

286

standard 1SO 2982-1.

For large-sized bearings, both adapter sleeves and
withdrawal sleeves are provided with lubrication grooves,
so that hydraulic systems can be used when mounting
and dismounting (suffix H). The dimensions of threads for
the connection to the hydraulic system are given in the
tables below.

Tapered bore bearing mounting with adapter or
withdrawal sleeves, bearing radial clearance after mount-
ing and axial displacement necessary to obtain proper
clearance are subjects treated in the chapter "Bearing
mounting and dismounting”, on page 72.

|
|
":
|
i
T

Connecting threads for withdrawal sleevs

Symbol Connection Number
dimensions of entries
over up to M f |
— mm —
AH3032H AH3040H M6 4.2 9 1
AH3132H AH3140H M6 45 9 1
AH3232H AH3240H M6 45 9 1
AH2332H AH2340H M6 45 9 1
AH2236H AH2240H M6 45 9 1
AH24044H  AH24064H M6 8 9 2
AH24144H M6 8 9 2

Lock nuts are manufactured according to standard
1SO 2982-2.

Locking washers and locking clamps are used for lock
nuts securing. They are manufactured according to
standard DIN 5406.
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Adapter sleeves

-1B,
Bi
Dimensiors Designation Weight
d1 d d2 B1 B2 Bs G sleeve lock nut  lock washer
mm — kg
17 20 32 24 7 M20x 1 H204 KM4 MB4 0,041
20 32 28 7 M20x 1 4 KM4 MB4 0,045
20 32 31 7 M20x 1 H2304 KM4 MB4 0,049
20 25 38 26 8 M25x 1,5 H205 KM5 MB5 0,070
25 38 29 8 M25x 1,5 H305 KM5 MB5 0,075
25 38 35 8 M25x 1,5 H2305 KM5 MB5 0,087
25 30 45 27 8 M30x 1,5 H206 KMé6 MB6 0,099
30 45 31 8 M30x 1,5 H306 KM6 MB6 0,109
30 45 38 8 M30x 1,5 H2306 KMé MB6 0,126
30 35 52 29 9 M35x 1,5 H207 KM7 MB7 0,125
35 52 35 9 M35x 1,5 H307 KM7 MB7 0,142
35 52 43 9 M35x 1,5 H2307 KM7 MB7 0,165
35 40 58 31 10 M40x 1,5 H208 KM8 MB8 0,174
40 58 36 10 M40x 1,5 H308 KM8 MB8 0,189
40 58 46 10 M40x 1,5 H2308 KM8 MB8 0,224
40 45 65 33 11 M45x 1,5 H209 KM9 MB9 0,227
45 65 39 11 M45x 1,5 H KM9 MB9 0,248
45 65 50 1 M45x 1,5 H2309 KM9 MB9 0,280
45 50 70 35 12 M50x 1,5 H210 KM10 MB10 0,274
50 70 42 12 M50x 1,5 H310 KM10 MB10 0,303
50 70 55 12 M50x 1,5 H2310 KM10 MB10 0,362
50 55 75 37 12 M55x 2 H211 KM11 MB11 0,308
55 75 45 12 M55x 2 H311 KM11 MB11 0,345
55 75 59 12 M55x 2 H2311 KM11 MB11 0,420
55 60 80 38 13 M60x 2 H212 KM12 MB12 0,346
60 80 47 13 M60x 2 H312 KM12 MB12 0,394
60 80 62 13 M60x 2 H2312 KM12 MB12 0,481
60 65 85 40 14 M65x 2 H213 KM13 MB13 0,401
65 85 50 14 M65x 2 KM13 MB13 0,458
65 85 65 14 M65x 2 H2313 KM13 MB13 0557
70 92 41 14 M70x 2 H214 KM14 MB14 0,593
70 92 52 14 M70x 2 H314 KM14 MB14 0,723
70 92 68 14 M70x 2 H2314 KM14 MB14 0,897
65 75 98 43 15 M75x 2 H215 KM15 MB15 0,707
75 98 55 15 M75x 2 H315 KM15 MB15 0,831
75 98 73 15 M75x 2 H2315 KM15 MB15 1,05
70 80 105 46 17 M80x 2 H216 KM16 MB16 0,882
80 105 59 17 M80x 2 KM16 MB16 ,03
80 105 78 17 M80x 2 H2316 KM16 MB16 1,28
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Adapter sleeves

Dimensions Designation Weight
d1 d d2 B1 B2 Bs G sleeve lock nut  lock washer
mm — kg
75 85 110 50 18 M85x 2 H217 KM17 MB17 1,02
85 110 63 18 M85x 2 H317 KM17 MB17 1,18
85 110 82 18 M85x 2 H2317 KM17 MB17 1,45
80 90 120 52 18 M90x 2 H218 KM18 MB18 1,19
90 120 65 18 M9O0x 2 H318 KM18 MB18 1,37
90 120 86 18 M9O0x 2 H2318 KM18 MB18 1,69
85 95 125 55 19 M95x 2 H219 KM19 MB19 1,37
95 125 68 19 M95x 2 H319 KM19 MB19 1,56
95 125 90 19 M95x 2 H2319 KM19 MB19 1,92
90 100 130 58 20 M100x 2 H220 KM20 MB20 1,49
100 130 71 20 M100x 2 H320 KM20 MB20 1,69
100 130 76 20 M100x 2 H3120 KM20 MB20 1,80
100 130 97 20 M100x 2 H2320 KM20 MB20 2,15
100 110 145 63 21 M110x 2 H222 KM22 MB22 1,93
110 145 77 21 M110x 2 H322 KM22 MB22 2,18
110 145 81 21 M110x 2 H3122 KM22 MB22 2,25
110 145 105 21 M110x 2 H2322 KM22 MB22 2,74
110 120 145 72 22 M120x 2 H3024 KML24 MBL24 1,93
120 155 88 22 M120x 2 H3124 KM24 MB24 2,64
120 155 112 22 M120x 2 H2324 KM24 MB24 3,19
115 130 155 80 23 M130x 2 H3026 KML26 MBL26 2,85
130 165 92 23 M130x 2 H3126 KM26 MB26 3,66
130 165 121 23 M130x 2 H2326 KM26 MB26 4,60
125 140 165 82 24 M140x 2 H3028 KML28 MBL28 3,16
140 180 97 24 M140x 2 H3128 KM28 MB28 4,34
140 180 131 24 M140x 2 H2328 KM28 MB28 5,55
135 150 180 87 26 M150x 2 H3030 KML30 MBL30 3,89
150 195 111 26 M150x 2 H3130 KM30 MB30 5,62
150 195 139 26 M150x 2 H2330 KM30 MB30 6,63
140 160 190 93 27,5 M160x 3 H3032 KML32 MBL32 5,21
160 210 119 28 M160x 3 H3132 KM32 MB32 7,67
160 210 147 28 M160x 3 H2332 KM32 MB32 9,14
150 170 200 101 28,5 M170x 3 H3034 KML34 MBL34 5,99
170 220 122 29 M170x 3 H3134 KM34 MB34 8,38
170 220 154 29 M170x 3 H2334 KM34 MB34 10,2
160 180 210 109 29,5 M180x 3 H3036 KML36 MBL36 6,83
180 230 131 30 M180x 3 H3136 KM36 MB36 9,50
180 230 161 30 M180x 3 H2336 KM36 MB36 11,3
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Adapter sleeves

SN\

Dimensions Designation Weight

d1 d d2 B1 B2 Bs G sleeve lock nut  lock washer

mm — kg

170 190 220 112 30,5 M190x 3 H3038 KML38 MBL38 7,45
190 240 141 31 M190x 3 H3138 KM38 MB38 10,8

170 190 240 169 31 M190x 3 H2338 KM38 MB38 12,6

180 200 240 120 31,5 M200x 3 H3040 KML40 MBL40 9,19
200 250 150 32 M200x 3 H3140 KM40 MB40 12,1
200 250 176 32 M200x 3 H2340 KM40 MB40 13,9
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Withdrawal sleeves

=G,
I ¥
Al =1z
T
~—B,—o
- 844-.
Dimensions Designation Weight
d1 d B3 Ba G G1 sleeve lock nut
mm —
35 40 29 32 M45x 1,5 6 AH308 KM9
40 40 43 M45x 1,5 7 AH2308 KM9
40 45 31 34 M50x 1,5 6 AH309 KM10
45 44 47 M50x 1,5 7 AH2309 KM10
45 50 35 38 M55x 2 7 AH310 KM11
50 50 53 M55x2 9 AH2310 KM11
50 55 37 40 M60x2 7 AH311 KM12
55 54 57 M60x2 10 AH2311 KM12
55 60 40 43 M65x2 8 AH312 KM13
60 58 61 M65x2 11 AH2312 KM13
60 65 42 45 M75x2 8 AH313 KM15
65 61 64 M75x2 12 AH2313 KM15
65 70 43 47 M80x2 8 AH314 KM16
70 64 68 M80x2 12 AH2314 KM16
70 75 45 49 M85x2 8 AH315 KM17
75 68 72 M85x2 12 AH2315 KM17
75 80 48 52 M90x2 8 AH316 KM18
80 71 75 MI0x2 12 AH2316 KM18
80 85 52 56 M95x2 9 AH317 KM19
85 74 78 M95x2 13 AH2317 KM19
85 90 53 57 M100x2 9 AH318 KM20
90 63 67 M100x2 10 AH3218 KM20
90 79 83 M100x2 14 AH2318 KM20
90 95 57 61 M105x2 10 AH319 KM21
95 67 M105x 2 11 AH3219 KM21
95 85 89 M105x2 16 AH2319 KM21
95 100 59 63 M110x2 10 AH320 KM22
100 64 68 M110x2 11 AH3120 KM22
100 73 77 M110x2 11 AH3220 KM22
100 90 94 M110x2 16 AH2320 KM22
105 110 68 72 M120x 2 11 AH3122 KM24
110 68 72 M120x 2 11 AH322 KM24
110 82 86 M125x 2 11 AH3222 KM25
110 82 91 M115x2 13 AH24122 KM23
110 98 102 M125x2 16 22 KM25
115 120 60 64 M130x2 13 AH3024 KM26
120 73 82 M125x2 13 AH24024 KM25
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Withdrawal sleeves

=G,
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Dimensions Designation Weight
d1 d B3 Ba G G1 sleeve lock nut
mm — kg
115 120 75 79 M130x 2 12 AH3124 KM26 0,950
120 90 94 M135%x 213 AH3224 KM27 1,30
120 93 102 M130x 213 AH24124 KM26 1,00
120 105 109 M135%x 217 24 KM27 1,60
125 130 67 71 M140x 214 AH3026 KM28 0,930
130 78 82 M140x 212 AH3126 KM28 1,08
130 83 93 M135x 214 AH24026 KM27 0,840
130 94 104 M140x 2 14 AH24126 KM28 1,11
130 98 102 M145x 215 AH3226 KM29 1,58
130 115 119 M145x 219 AH2326 KM29 1,97
135 140 68 73 M150x 2 14 AH3028 KM30 1,01
140 83 88 M150x 2 14 AH3128 KM30 1,28
140 83 93 M145x 214 AH24028 KM29 0,910
140 99 109 M150x 2 14 AH24128 KM30 1,25
140 104 109 M155x 315 AH3228 KM31 1,84
140 125 130 M155x 3 20 AH2328 KM31 2,33
145 150 72 77 M160x 315 AH3030 KM32 1,15
150 90 101 M155x 315 AH24030 KM31 1,04
150 96 101 M165x 315 AH3130 KM33 1,79
150 114 119 M165x 317 AH3230 KM33 2,22
150 115 126 M160x 3 15 AH24130 KM32 1,56
150 135 140 M165x 3 24 AH2330 KM33 2,82
150 160 77 82 M170x 316 AH3032 KM34 2,06
160 95 106 M170x 315 AH24032 KM34 2,33
160 103 108 M180x 316 AH3132 KM36 3,21
160 124 130 M180x 3 20 AH3232 KM36 4,08
160 124 135 M170x 315 AH24132 KM34 3,00
160 140 146 M180x 3 24 AH2332 KM36 4,72
160 170 85 90 M180x 317 AH3034 KM36 2,43
170 104 109 M190x 3 16 AH3134 KM38 3,40
170 106 117 M180x 3 16 AH24034 KM36 2,80
170 125 136 M180x 316 AH24134 KM36 3,21
170 134 140 M190x 3 24 AH3234 KM38 4,80
170 146 152 M190x 3 24 AH2334 KM38 5,25
170 180 92 98 M190x 317 AH3036 KM38 2,81
180 105 110 M200x 317 AH2236H KM40 3,75
180 116 122 M200x 319 AH3136 KM40 4,22
180 116 127 M190x 316 AH24036 KM38 3,10
180 134 145 M190x 316 AH24136 KM38 3,68
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Withdrawal sleeves
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Dimensions Designation Weight
d1 d B3 Ba G G1 sleeve lock nut
mm —
170 180 140 146 M200x 3 24 AH3236 KM40
180 154 160 M200x 3 26 AH2336 KM40
180 190 96 102 Tr205x 418 AH3038 HML41T
190 112 117 Tr210x 418 AH2238 HM42T
190 118 131 M200x 318 AH24038 KM40
190 125 131 Tr210x 420 AH3138 HM42T
190 145 152 Tr210x 425 AH3238 HM42T
190 146 159 M200x 318 AH24138 KM40
190 160 167 Tr210x 426 AH2338 HM42T
190 200 102 108 Tr215x 419 AH3040 HML43T
200 118 123 Tr220x 419 AH2240 HM44T
200 127 140 Tr210x 418 AH24040 HM42T
200 134 140 Tr220x 421 AH3140 HM44T
200 153 160 Tr220x 425 AH3240 HM44T
200 158 171 Tr210x 418 AH24140 HM42T
200 170 177 Tr220x 430 AH2340 HM44T
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Il. Spherical plain
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Spherical plain bearings

Rod ends
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Spherical plain bearings

Rod ends

Spherical plain bearings and rod ends MTK are manufactured with material of the best quality on machines of
high precision, therefore we are able to garantee that they are products of high quality, suitable to a many lot of
uses in sector of industry, farming, hydraulics, pneumatics and everywhere it is requested a precision use, or hard
loads, or maintenance free. The tolerances of manufacture and assembly respect the rules of standard ISO (and
DIN for some series used for hydraulics) and they are interchangeable with the products of the most important

manufactures.

Sherical plain radial bearings with two seals

Name and number Equivalent _ Bore Design feature
SKF INA IKO range
mm
page 299 (GE...E GE...DO GE...E 4-12 Outer ring without single
@ = GE...FO GE...G 4-12 split in axial direction. No
lubrication grooves and
holes, both outer and
Spherical plain radial bearings with fitting crack inner rings are properly
GE...E phosphorlylate-treated
GEG...E
page 299 |GE...ES GE...DO GE...ES 15-3000 |Outer ring with single
GEH...ES GE...FO GE...GS 15-280 split in axial direction.
Lubrication grooves and
holes in the outer and
Sherical plain radial bearings with fitting crack inner rings. Both outer
GE..ES and inner rings are
GEG...ES properly phosphorlytate-
treated.
page 301 |GE...ES2RS |GE...DO 2RS |GE...ES 2RS |15-300 Outer ring with single split
GEH...ES 2RS|GE...FO 2RS |GE...GS 2RS |15-280 in axial direction. With two

seals. Lubrication grooves
and holes in the outer and
inner rings. Both outer

and fitting crack and inner rings are
GE...ES 2RS properly phosphorlylate-
GEG...ES 2RS treated.
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(Continued)

Name and number

Equivalent

Bore
i~

SKF

INA

IKO

range
mm

Design feature

page 303

Sherical plain radial bearings with wide inner
ring and fitting crack.
GEEW...ES

GEG...ES

GE..

.LO

12-100

Outer ring with single
split in axial direction.
Inner ring with
cylindrical extension at
either side. Lubrication
grooves and holes in
the outer and inner
rings. Both outer and
inner rings are properly
phosphorlylate-treated.

page 303

Sherical plain radial bearings with two seals
and wide inner ring and fitting crack.
GEEW...ES 2RS

GEEM...ES 2RS

GEM...ES 2RS

GE...HO 2RS

20-80
12-100

Quter ring with single split
in axial direction. With two
seals. Inner ring with
cylindrical extension at
either side. Lubrication
grooves and holes in the
outer and inner rings. Both
outer and inner rings are
properly phosphorlylate-
treated.

page 305

Maitenance-free spherical plain radial bearings
GE...C

GE...C
GE...TE 2RS
GEH...C
GEH...C 2RS

GE...U

GE..
GE..

K
UK 2RS

FW 2RS

GE...EC
GE...EL 2RS

4-30
20-140
4-30
30-140

Quter ring pressed
around inner ring. To
line SF1 material on the
surface of spherical
plain. Spherical surface
of inner ring with
chromium plating.

page 308

2

Angular contact spherical plain bearings.
GAC...S

GAC...F

E=-

SW

25-120

Separable outer and
inner rings. Lubrication
grooves and holes in
the outer and inner
rings. Both outer and
inner rings are properly
phosphorlylate-treated.

page 309

=

Spherical plain thrust bearings
GX...S

GE...

AW

10-120

Separable shaft and
housingwashers.
Lubrication grooves and
holes in the housing
washer. Both shaft and
housing washers are
properly phosphorlylate-
treated.

page 310

as

Spherical plain radial bearings with fitting
crack. Dimension in inches.

GEZ..ES

GEZ...ES 2RS

GEZ..ES
GEZ...ES 2RS

(GEm
(G

Z0
ZO 2RS

SBB...
SBB...2RS

12,7-152,4
12,7-152,4

As type GE...ES, but
dimension inches.

page 312

a8

Sherical plain radial bearings with two pices
GE..XS K

SB...

12-150

Outer ring with two
pieces in axial direction.
Lubrication grooves and
holes in the outer and
inner rings. Both outer
and inner rings are
pro e r |

phosphorlylate-treated.

page 314

ST

Sherical plain radial bearings with two seals,
two pieces
GEK...XS 2RS

25-60

Outer ring with two axial
pieces and two seals.

Spherical surface of
inner ring with
chromium plating.

Lubrication grooves and
holes in the inner ring.
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(Continued)

Name and number

Equivalent

Bore
-

SKF

INA

IKO

range
mm

Design feature

page 315

L[~

Ball joint rod ends with one shank.
SQD...C

5-16

Ball joint housing is an
outer ring of spherical
plain radial bearing. To
line SF1 material on the
surface of spherical plain.

page 316

winding shape ball joint rod ends with a dust
cover
SQ...C RS

5-22

Ball joint housing is a "L"
shaped shank with dust
cover with female tread.
They are available for
right or left hand thread.
To line SF1 material on
the surface of spherical
plain.

page 318

— LN =

Straight ball joint rod ends with a dust cover
SQZ...C RS

5-22

Ball joint housing is an
axial shank with dust
cover  with female
thread. Stretching rod
with right or left hand
thread. To line SF1
material on the surface
of spherical plain.

page 320
page 324

7T

e vy i 13

Combination rod ends
SI.E

SA..E

SI...E
SA..E

GIR...DO
GAR...DO

Bearings with a streching
rod. Streching rod with
right or left-hand, male or
female thread. It is made
up of a spherical plain
radial bearing of type
GE...E and rod body.

page 320

% page 324
Combination rod ends
SI...ES
SA..ES

SI...ES 2RS
SA...ES 2RS

SI..ES/SIA..ES
SA..ES/SIA..ES

GIR...DO
GAR...DO
GIR...DO 2RS
GAR...DO 2RS

15-80
15-80
15-80
15-80

Bearings with a stretching
rod. Stretching rod with
right or left-hand, male or
female thread. It is made
up of a spherical plain
radial bearing of type
GE...ES and rod body.
The housing with a
lubrication hole or a
grease nipple.

page 320

% page 324
Combination rod ends
SL...C
SA...C

SI...C 2RS
SA..C 2RS

SI...C
SA..C
SI..TE 2RS
SA..TE 2RS

GIR...UK
GAR...UK
GIR...UK 2RS
GAR...UK 2RS

15-80
15-80
35-80
35-80

Bearings with a stretching
rod. Stretching rod with
right or left-hand, male or
female thread. It is made
up of a spherical plain
radial bearing of type
GE...ES and rod body. To
line SF1 material on the
surface of spherical plain.

page 326

Ball joint ends for hydraulics with grease
nipple, welding steel body
TAC

GK...DO

10-18

Round bal joint ends to
weld on the bottom of
cylinder. Standard
dimensions DIN  648.
Sliding contact surface:
steel/steel.

MT K+

297



(Continued)

Name and number Equivalent _ Bore Design feature
SKF INA IKO range
mm
0 page 327 SIR..ES  |GIHR...DO — 20-120 Screwed ball joint ends
ki 3 GIHRK...DO — 20-120 with screw on shank and
,E | also with body equipped
B L of clamping screws in
L n I hard execution. Sliding
Screwed ball joint ends for hydraulics also with contact sueface:
screw lamping device and grease nipple stell/steel.
TAPR...N
page 329 SCF..ES |GF...DO = 2020 Ball joint ends in strong
b execution to  weld
T - advisable with alternate
4 L loads. Sliding contact
T surface: steel/steel.
Ball joint ends for hydraulics with grease nipple,
welding steel body
TPN
page 330 SlJ...ES GIHO-K...DO — 12-100 Ball joint ends with intemal
thread and clamping device
[ through two screws on two
‘ sides Standard DIN 24555.
Sliding contact surface:
steel/steel
Screw on ball joint ends for hydraulics with
srew clamping device and grease nipple
TAPR...DO
page 331 SIQG...ES |GIHN K...LO — 12-125 Stout ball joint ends
with internal thread
7E Standard DIN 24338
with screws clamping
device sliding contact
Screw on ball joint ends for hydraulics with surface: steel/steel.
screw clamping device and grease nipple
TAPR...CE
page 332 [SAKAC...M GAKFR...PB POS... 5-30 Bearings with a
M‘E page 333 |SIKAC..M  |GIKFR...PB PHS... |5-30 stretching rod. Stretching
- rod with right or left-
T ﬁ T E hand, male or female
thread. To line bronze
material on the surface of
Rod ends spherical plain. Spherical
POS... surface of ball with
PHS... chromium plating.
page 333 SAKB..F |GAKFR...PW POS..EC  [5-30 Bearings with a stretching
E——T | TN\ btagessa| SKke.F |GKFR.PW | PHS.EG |50 rod with right or left-hand,
- male or female thread. To
I line SF1 material on the
surface of spherical plain.
Maitanance-free rod Spherical surface of ball
POS...EC with chromium plating.
PHS...EC
page 334 — — — 5-30 Outer ring with single
split in axial direction.
Lubrication grooves
and holes in the outer
rings. Sliding contact
Sherical plain radial bearings SSR surfaces: bronze/steel.
page 335 = = = 8-19 Ball joints rod ends with
shank  and spring
clamping.
Ball joints rod ends
DIN 71802
MT I+
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Spherical plain radial bearings with fitting crack
Two seals and fitting crack, fitting groove

ISO 6124-1979, ISO 6125-1979

<i
7
<
GE ...E GE...ES
GEG...E GEG...ES

Dimensions Load ratings ot Designation Weight
d D B C di1 min. dyn. stat.
mm kN kN — kg
4 12 5 3 6 2 10 16 GE4E 0,0033
5 14 6 4 7 3,4 17 13 GE5S 0,0038
6 14 6 4 8 3.4 17 13 GE6S 0,0042
8 16 8 5 10 55 27 15 GESE 0,0075
10 19 9 6 13 8,1 40 12 GE10E 0,011
12 22 10 7 15 10 54 10 GE12E 0,015
15 26 12 9 18 17 85 8 GE15E 0,027

26 12 9 18 17 85 8 GE15ES 2RS 0,027
17 30 14 10 20 21 106 10 GE17ES 0,041

30 14 10 20 21 106 10 GE17ES 2RS 0,041
20 35 16 12 24 30 146 9 GE20ES 0,066

35 16 12 24 30 146 9 GE20ES 2RS 0,066
25 42 20 16 29 48 240 7 GE25ES 0,119

42 20 16 29 48 240 7 GE25ES 2RS 0,119
30 47 22 18 34 62 310 6 GE30ES 0,153

47 22 18 34 62 310 6 GE30ES 2RS 0,153
35 55 25 20 39 80 400 6 GE35ES 0,233

55 25 20 39 80 400 6 GE35ES 2RS 0,233
40 62 28 22 45 100 500 7 GE40ES 0,306

62 28 22 45 100 500 7 GE40ES 2RS 0,306
45 68 32 25 50 127 640 7 GE45ES 0,427

68 32 25 50 127 640 7 GEA45ES 2RS 0,427
50 75 35 28 55 156 780 6 GES0ES 0,546

75 35 28 55 156 780 6 GES50ES 2RS 0,546
60 90 44 36 66 245 1220 6 GEG60ES 1,045

90 44 36 66 245 1220 6 GEG60ES 2RS 1,045
70 105 49 40 77 315 1560 6 GE70ES 1,55

105 49 40 77 315 1560 6 GE70ES 2RS 1,55
80 120 55 45 88 400 2000 6 GESOES 2,31

120 55 45 88 400 2000 6 GES8OES 2RS 2,31
90 130 60 50 98 490 2450 5 GE90ES 2,75

MT
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dwd

N

GE...E GE...ES
GEG...E GEG...ES
Dimensions Load ratings o* Designation Weight
d D B C d1 min. dyn. stati.
mm kN kN — kg
90 130 60 50 98 490 2450 5 GE90ES 2RS 2,75
100 150 70 55 109 610 3050 7 GE100ES 4,45
150 70 55 109 610 3050 7 GE100ES 2RS 4,45
110 160 70 55 120 655 3250 6 GE110ES 4,82
160 70 55 120 655 3250 6 GE110ES 2RS 4,82
120 180 85 70 130 950 4750 6 GE120ES 8,05
180 85 70 130 950 4750 6 GE120ES 2RS 8,05
140 210 90 70 150 1080 5400 7 GE140ES 11,02
210 90 70 150 1080 5400 7 GE140ES 2RS 11,02
160 230 105 80 170 1370 6800 8 GE160ES 14,01
230 105 80 170 1370 6800 8 GE160ES 2RS 14,01
180 260 105 80 192 1530 7650 6 GE180ES 18,65
260 105 80 192 1530 7650 6 GE180ES 2RS 18,65
260 105 80 192 1530 7650 6 GE180DS 18,65
200 290 130 100 212 2120 10600 7 GE200ES 28,03
290 130 100 212 2120 10600 7 GE200ES 2RS 28,03
290 130 100 212 2120 10600 7 GE200DS 28,03
220 320 135 100 238 2320 11600 8 GE220ES 35,91
320 135 100 238 2320 11600 8 GE220ES 2RS 35,91
320 135 100 238 2320 11600 8 GE220DS 35,91
240 340 140 100 265 2550 12700 8 GE240ES 39,91
340 140 100 265 2550 12700 8 GE240ES 2RS 39,91
340 140 100 265 2550 12700 8 GE240DS 39,91
260 370 150 110 285 3050 15300 7 GE260ES 51,84
370 150 110 285 3050 15300 7 GE260ES 2RS 51,84
370 150 110 285 3050 15300 7 GE260DS 51,84
280 400 155 120 310 3550 18000 6 GE280ES 65,36
400 155 120 310 3550 18000 6 GE280ES 2RS 65,36
400 155 120 310 3550 18000 6 GE280DS 65,36
300 430 165 120 330 3800 19000 7 GE300ES 78,07
430 165 120 330 3800 19000 7 GE300ES 2RS 78,07
430 165 120 330 3800 19000 7 GE300DS 78,07

*The sizes are not binding.
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Spherical plain radial bearings with fitting crack
Two seals and fitting crack, fitting groove

ISO 6124-1979, ISO 6125-1979

//1
TS

GE...ES2RS GE...DS
GEG...ES2RS GEG...DS
Dimensions Load ratings ot Designation Weight
d D B C d1 min. dyn. stat.
mm kN kN — kg
4 14 7 4 7 3,4 17 20 GEGA4E 0,0045
5 16 9 5 8 55 27 21 GEG5S 0,0066
6 16 9 5 9 55 27 21 GEG6S 0,0081
8 19 11 6 11 8,1 40 21 GEGS8E 0,014
10 22 12 7 13 10 54 18 GEG10E 0,021
12 26 15 9 16 17 85 18 GEG12E 0,033
15 30 16 10 19 21 106 16 GEG15E 0,049
30 16 10 19 21 106 16 GEG15ES 2RS 0,049
17 35 20 12 21 30 146 19 GEG17ES 0,083
35 20 12 21 30 146 19 GEG17ES 2RS 0,083
20 42 25 16 24 48 240 17 GEG20ES 0,153
42 25 16 24 48 240 17 GEG20ES 2RS 0,153
25 47 28 18 29 62 310 17 GE ES 0,203
47 28 18 29 62 310 17 GEG25ES 2RS 0,203
30 55 32 20 34 80 400 17 GEG30ES 0,304
55 32 20 34 80 400 17 GEGB30ES 2RS 0,304
35 62 35 22 39 100 500 16 GEG35ES 0,408
62 35 22 39 100 500 16 GEG35ES 2RS 0,408
40 68 40 25 44 127 640 17 GEGA40ES 0,542
68 40 25 44 127 640 17 GEGA40ES-2RS 0,542
45 75 43 28 50 156 780 15 GEGA45ES 0,713
75 43 28 50 156 780 15 GEGA45ES 2RS 0,713
50 90 56 36 57 245 1220 17 GEG50ES 1,44
90 56 36 57 245 1220 17 GEG50ES 2RS 1,44
60 105 63 40 67 315 1560 17 GEG60ES 1,60
105 63 40 67 315 1560 17 GEGG60ES 2RS 1,60
70 120 70 45 77 400 2000 16 GEG70ES 3,01
120 70 45 77 400 2000 16 GEG70ES 2RS 3,01
80 130 75 50 87 490 2450 14 GEGB80ES 3,64
130 75 50 87 490 2450 14 GEGB80ES 2RS 3,64
MT
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//{
RN

GE..ES2RS GE...DS
GEG...ES2RS GEG...DS
Dimensions Load ratings o* Designation Weight
d D B C di min. dyn. stat.
mm kN kN — kg
920 150 85 55 98 610 3050 15 GEG90ES 5,22
150 85 55 98 610 3050 15 GEGO90ES 2RS 5,22
100 160 85 55 110 655 3250 14 GEG100ES 6,05
160 85 55 110 655 3250 14 GEG100ES 2RS 6,05
110 180 100 70 122 950 4750 12 GEG110ES 9,68
180 100 70 122 950 4750 12 GEG110ES 2RS 9,68
120 210 115 70 132 1080 5400 16 GEG120ES 14,72
210 115 70 132 1080 5400 16 GEG120ES 2RS 14,72
140 230 130 80 151 1370 6800 16 GEG140ES 19,01
230 130 80 151 1370 6800 16 GEG140ES 2RS 19,01
160 260 135 80 176 1530 7650 16 GEG160ES 20,02
260 135 80 176 1530 7650 16 GEG160ES 2RS 20,02
260 135 80 176 1530 7650 16 GEG160DS 20,02
180 290 155 100 196 2120 10600 14 GEG180ES 32,21
290 155 100 196 2120 10600 14 GEG180ES 2RS 32,21
290 155 100 196 2120 10600 14 GEG180DS 32,21
200 320 165 100 220 2320 11600 15 GEG200ES 45,28
320 165 100 220 2320 11600 15 GEG200ES 2RS 45,28
320 165 100 220 2320 11600 15 GEG200DS 45,28
220 340 175 100 243 2550 12700 16 GEG220ES 51,12
340 175 100 243 2550 12700 16 GEG220ES 2RS 51,12
340 175 100 243 2550 12700 16 GEG220DS 51,12
240 370 190 110 263 3050 15300 15 GEG240ES 65,12
370 190 110 263 3050 15300 15 GEG240ES 2RS 65,12
370 190 110 263 3050 15300 15 GEG240DS 65,12
260 400 205 120 285 3550 18000 15 GEG260ES 82,44
400 205 120 285 3550 18000 15 GEG260ES 2RS 82,44
400 205 120 285 3550 18000 15 GEG260DS 82,44
280 430 210 120 310 3800 19000 15 GEG280ES 97,21
430 210 120 310 3800 19000 15 GEG280ES 2RS 97,21
430 210 120 310 3800 19000 15 GEG280DS 97,21

*The sizes are not binding.

302 MT I+



Spherical plain radial bearings with wide inner ring

and fitting crack

Two seals and wide inner ring and fitting crack
ISO 61204/2-1982

-y
20

GEEW...ES GEEW...ES2RS
GEEM...ES2RS
Dimensions Load ratings ot Designation Weight
d D C d1 min. dyn. stat.
mm kN kN — kg
12 22 12 7 15,5 10 54 4 GEEW12ES 0,022
22 12 7 15,5 10 54 4 GEEW12ES2RS* 0,022
15 26 15 9 18,5 17 85 5 GEEW15ES 0,031
26 15 9 18,5 17 85 5 GEEW15ES 2RS 0,031
16 28 16 9 20 17 85 4 GEEW16ES 0,035
28 16 9 20 17 85 4 GEEW16ES 2RS 0,035
17 30 17 10 21 21 106 7 GEEW17ES 0,044
30 17 10 21 21 106 7 GEEW17ES 2RS 0,044
20 35 20 12 25 30 146 4 GEEW20ES 0,071
35 20 12 25 30 146 4 GEEW20ES 2RS 0,071
25 42 25 16 30,5 48 240 4 GEEW25ES 0,131
42 25 16 30,5 48 240 4 GEEW25ES 2RS 0,131
30 47 30 18 34 62 310 4 GEEW30ES 0,168
47 30 18 34 62 310 4 GEEW30ES 2RS 0,168
32 52 32 18 37 62 31 4 GEEW32ES 0,182
52 32 18 37 62 31 4 GEEW32ES 2RS 0,182
35 55 35 0 40 80 400 4 GEEW35ES 0,253
55 35 20 40 80 400 4 GEEW35ES 2RS 0,253
40 62 40 22 46 100 500 4 GEEWA40ES 0,338
62 40 22 46 100 500 4 GEEWA40ES 2RS 0,338
45 68 45 25 52 127 640 4 GEEWA45ES 0,481
68 45 25 52 127 640 4 GEEWA45ES 2RS 0,481
50 75 50 28 57 156 780 4 GEEW50ES 0,558
75 50 28 57 156 780 4 GEEW50ES 2RS 0,558
60 90 60 36 68 245 1220 3 GEEWG60ES 1,15
90 60 36 68 245 1220 3 GEEWG60ES 2RS 1,15
63 95 63 36 71,5 245 1220 4 GEEWG63ES 1,23
95 63 36 71,5 245 1220 4 GEEWG63ES 1,23
70 105 70 40 78 315 1560 4 GEEW70ES 1,71
105 70 40 78 315 1560 4 GEEW70ES 2RS 1,71
MT
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Spherical plain radial bearings with wide inner ring

and fitting crack

Two seals and wide inner ring and fitting crack
ISO 61204/2-1982

GEEW...ES

////7/

///////

GEEW...ES2RS
GEEM...ES2RS

Dimensions Load ratings o Designation Weight
d D B C d1 min. dyn. stat.
mm kN kN — kg
80 120 80 45 91 400 2000 4 GEEWS0ES 2,39
120 80 45 91 400 2000 4 GEEWBSO0ES 2RS 2,39
100 150 100 55 113 610 3050 4 GEEW100ES 4,80
150 100 55 113 610 3050 4 GEEW100ES2RS 4,80
125 180 125 70 138 950 4750 4 GEEW125ES 8,50
180 125 70 138 950 4750 4 GEEW125ES2RS 8,50
20 35 24 12 24 30 146 6 GEEM20ES 2RS 0,073
25 42 29 16 29 48 240 4 GEEM25ES 2RS 0,13
30 47 30 18 34 62 310 4 GEEMB3O0ES 2RS 0,17
35 55 35 20 40 80 400 4 GEEMBS35ES 2RS 0,25
40 62 38 22 45 100 500 4 GEEMA40ES 2RS 0,35
45 68 40 25 52 127 640 4 GEEMA45ES 2RS 0,49
50 75 43 28 57 156 780 4 GEEM50ES 2RS 0,60
60 90 54 36 68 245 1220 3 GEEMG60ES 2RS 1,15
70 105 65 40 78 315 1560 4 GEEM70ES 2RS 1,65
80 120 74 45 90 400 2000 4 GEEMBSOES 2RS 2,50
*The sizes are not binding.
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Maintenance free spherical plain radial bearings
GB304.7-81, GB304.9-81 (1S06124-1979, 1SO06125-1979 )

GE...C
GE...ET2RS

Dimensions Load ratings o* Designation Weight
d D B C d1 min. dyn. stat.
mm kN kN — kg
4 12 5 3 6 2,1 54 16 GE4C 0,0033
5 14 6 4 7 3,6 9,1 13 GE5C 0.0038
14 6 4 8 3,6 9,1 13 GE6C 0,0042
16 8 5 10 5,8 14 15 GE8SC 0,0075
10 19 9 6 13 8.6 21 12 GE10C 0,011
12 22 10 7 15 11 28 10 GE12C 0.015
15 26 12 9 18 18 45 8 GE15C 0,027
17 30 14 10 20 22 56 10 GE17C 0,041
0% % B a8 7 §  Gexerams 066
25 42 20 16 29 51 127 7 GE25C 0,119
42 20 16 29 51 127 7 GE25ET 2RS 0,119
30 47 22 18 34 65 166 6 GE30C 0,163
47 22 18 34 65 166 6 GE30ET 2RS 0,163
35 55 25 20 - 110 220 6 GE35ET 2RS 0,25
40 62 28 22 - 140 280 6 GEA40ET 2RS 0,30
45 68 32 25 - 180 350 6 GEA45ET 2RS 0,35
50 75 35 28 - 220 430 6 GE50ET 2RS 0,50
60 90 44 36 - 340 690 6 GE6OET 2RS 1.00
70 105 49 40 - 430 870 6 GE70ET 2RS 1,40
80 120 55 45 - 560 1140 6 GES8OET 2RS 2,00
90 130 60 50 - 690 1350 6 GE90ET 2RS 2,50
MT K+
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Maintenance free spherical plain radial bearings
GB304.7-81, GB304.9-81 (1S06124-1979, 1SO06125-1979 )

GE...C
GE...ET2RS

Dimensions Ratings load o Designation Weight
d D B (¢} d1 min. dyn. stat.
mm kN kN — kg
100 150 70 55 850 1700 6 GE100ET 2RS 4,00
110 160 70 55 900 1850 6 GE110ET 2RS 4,50
120 180 85 70 1300 2700 6 GE120ET 2RS 7,20
140 210 90 70 1500 3000 6 GE140ET 2RS 10,00
EI_'I_f}eC fi;r%s"ﬂ;egg} mg?g;%l on the surface of spherical plain.
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Maintenance free spherical plain radial bearings

1S06124-1979, 1IS06125-1979

I<I

N
N\

GEG...C
GEG...ET2RS

(I?lmenm%ns c d1 min. IJ)?r?d ratlngsstalt o Designation Weight
mm kN kN — kg
4 14 7 4 7 3,6 9.1 20 GEG4C 0,0045
5 16 9 5 8 5,8 14 21 GEG5C 0,0066
6 16 9 5 9 5,8 14 21 GEG6C 0,0081
8 19 1 6 1 8,8 21 21 GEG10C 0,014
10 22 12 7 13 11 28 18 GEG10C 0,021
12 26 15 9 16 18 45 18 GEG12C 0,033
15 30 16 10 19 22 56 16 GEG15C 0,049
17 35 20 12 21 31 78 19 GEG17C 0,083
20 42 25 16 24 51 127 17 GEG20C 0,153
25 47 28 18 29 65 166 17 GEG25C 0,203
30 55 32 20 34 83 212 17 GEG30C 0,304
55 32 20 - 110 220 17 GEGB30ET 2RS 0,30
35 62 35 22 - 140 270 17 GEG35ET 2RS 0,35
40 68 40 25 - 180 350 15 GEG40ET 2RS 0,50
45 75 43 28 - 220 430 15 GEGA45ET 2RS 0,60
50 90 56 36 - 340 680 15 GEGS50ET 2RS 1,40
60 105 63 40 - 430 850 15 GEG60ET 2RS 2,00
70 120 70 45 - 550 1100 16 GEG70ET 2RS 2,80
80 130 75 50 - 680 1350 14 GEGB80ET 2RS 3,40
90 150 85 55 - 850 1700 15 GEG90ET 2RS 5,00
100 160 85 55 - 900 1800 14 GEG100ET 2RS 5,50
110 180 100 70 - 1300 2700 12 GEG110ET 2RS 9,00
120 210 115 70 - 1500 3000 15 GEG120ET 2RS 14,50
140 230 130 80 - 1900 3500 15 GEG140ET 2RS 18,20

*The sizes are not binding.

ET/C - To line SF1 maten%l on the surface of spherical plain.

MT K+
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Angular contact spherical plain bearings

XA

N

d
; 7% D
\\
~B==-5
‘Ta-
GAC...S

Dimensions Load ratings o Designation Weight
d D C T di S dyn. stat.
mm kN kN — kg
25 47 15 14 15 42 0,6 47,5 236 3,5 GAC25S 0,148
30 55 17 15 17 49,5 1,3 63 315 3 GAC30S 0,208
35 62 18 16 18 55,5 2,1 76,5 390 3 GAC35S 0,268
40 68 19 17 19 62 2,8 90 450 3 GAC40S 0,327
45 75 20 18 20 68,5 3,5 106 530 3 GAC45S 0,416
50 80 20 19 20 74 4,3 118 585 3 GAC50S 0,455
60 95 23 21 23 88,5 5,7 160 800 3 GAC60S 0,714
70 110 25 23 25 102 7.2 208 1040 25 GAC70S 1,04
80 125 29 255 29 115 8,6 250 1250 2,5 GAC80S 1,54
90 140 32 28 32 128,5 10,1 320 1600 25 GAC90S 2,09
100 150 32 31 32 141 11,6 345 1760 2 GAC100S 2,34
110 170 38 34 38 155 13 475 2360 2 GAC110S 3,68
120 180 38 37 38 168 14,5 510 2550 2 GAC120S 3,97
g# ?e?qiﬁggt:a sr.ﬁdri]r?é gionrﬂgg'surface steel / PTFE, example GX...C.
MT =+
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Spherical plain thrust bearings

GX...S
Dimensions Loadratings o* Designation Weight
d D H B C d1 d2 D1 S dyn. stat.
mm kN kN — kg
10 30 95 75 7 32 155 275 7 24 120 9 GX10S 0,036
12 35 13 95 9,3 38 18 32 32,5 163 GX12S 0,072
15 42 15 11 10,8 46 225 39 10 52 260 8 GX15S 0,108
17 47 16 11,8 11,2 52 27 435 11 58,5 300 10 GX17S 0,137
20 55 20 145 138 60 31 50 125 75 375 9 GX20S 0,246
25 62 225 165 16,7 68 345 585 14 129 640 7 GX25S8 0,415
30 75 26 19 19 82 42 70 175 170 850 7 GX30S 0,614
35 90 28 22 20,7 98 50,5 84 22 260 1290 8 GX35S 0,973
40 105 32 27 21,5 114 59 97 245 375 1860 9 GX40S 1,59
45 120 365 31 25,5 128 67 110 27,5 490 2450 9 GX45S 2,24
50 130 425 33 30,5 139 70 120 30 655 3250 7 GX50S 3,14
60 150 45 37 34 160 84 140 35 735 3650 8 GX60S 4,63
70 160 50 42 36,5 176 945 153 35 800 4050 8 GX70S 5,37
80 180 50 435 38 197 107,5 172 425 1040 5200 8 GX80S 6,91
100 210 59 51 46 222 127 198 45 1200 6000 8 GX100S 10,98
120 230 64 535 50 250 145 220 52,56 1250 6200 6 GX120S 13,97

*The sizes are not binding.
On request: sliding contact surface steel / PTFE, example GX...C.
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Spherical plain radial bearings dimension in inches

with fitting crack

Two seals and fitting crack

Dimensions Load ratings o Designation Weight
d D B C d1 min. dyn. stat.
mm kN kN — kg
12,7 22,225 11,1 9,525 14,1 13,7 41,5 6 GEZ12ES 0,022
15,875 26,988 13,894 11,913 18,3 22,0 65,5 6 GEZ15ES 0,036
19,05 31,75 16,662 14,275 21,8 31,5 95,0 6 GEZ19ES 0,053
22,225 36,513 19,431 16,662 25,4 4,25 127 6 GEZ22ES 0,085
25,4 41,275 22,225 19,05 27,6 56,0 166 6 GEZ25ES 0.121
41,275 22,225 19,05 27,6 56,0 166 6 GEZ25ES 2RS 0.121
31,75 50,8 27,762 23,8 36,0 86,5 260 6 GEZ31ES 0,232
50,8 27,762 23,8 36,0 86,5 260 6 GEZ31ES 2RS 0,232
34,925 55,563 30,15 26,187 38,6 102 310 6 GEZ34ES 0,351
55,563 30,15 26,187 38,6 102 310 6 GEZ34ES 2RS 0,351
38,1 61,913 33,325 28,575 41,2 125 375 6 GEZ38ES 0,422
61,913 33,325 28,575 41,2 125 375 6 GEZ38ES 2RS 0,422
44,5 71,438 38,887 33,325 50,7 170 510 6 GEZ44ES 0,641
71,438 38,887 33,325 50,7 170 510 6 GEZ44ES 2RS 0,641
50,8 80,963 44,45 38,1 57,9 224 670 6 GEZ50ES 0,932
80,963 44,45 38,1 57,9 224 670 6 GEZ50ES 2RS 0,932
57,15 90,488 50,013 42,85 64,9 280 850 6 GEZ57ES 1,33
90,488 50,013 42,85 64,9 280 850 6 GEZ57ES 2RS 1,33
63,5 100,013 55,55 47,625 73,3 355 1060 6 GEZ63ES 1,85
100,013 55,55 47,625 73,3 355 1060 6 GEZ63ES 2RS 1,85
69,85 111,125 61,112 52,375 791 415 1250 6 GEZ69ES 2,42
111,125 61,112 52,375 791 415 1250 6 GEZ69ES 2RS 2,42
76,2 120,65 66,675 57,15 86,8 500 1500 6 GEZ76ES 3,10
120,65 66,675 57,15 86,8 500 1500 6 GEZ76ES 2RS 3,10
82,55 130,175 72,238 61,9 94,5 585 1760 6 GEZ82ES 3,82
130,175 72,238 61,9 94,5 585 1760 6 GEZ82ES 2RS 3,82
88,9 139,7 77,775 66,675 101,6 680 2040 6 GEZ88ES 4,79
139,7 77,775 66,675 101,6 680 2040 6 GEZ88ES 2RS 4,79
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Spherical plain radial bearings dimension in inches
with fitting crack
Two seals and fitting crack

7

\

/// II//

GEZ..ES2RS
Dimensions Lload ratings o* Designation Weight
d D B C d1 min. dyn. stat.
mm kN kN — kg
95,25 149,225 83,337 71,425 108,7 780 2360 6 GEZ95ES 5,78
149,225 83,337 71,425 108,7 780 2360 6 GEZ95ES 2RS 5,78
101,6 158,75 88,9 76,2 115,8 900 2650 6 GEZ101ES 6,99
158,75 88,9 76,2 115,8 900 2650 6 GEZ101ES 2RS 6,99
107,95 168,275 94,463 80,95 122,8 1000 3000 6 GEZ107ES 8,41
168,275 94,463 80,95 122,8 1000 3000 6 GEZ107ES 2RS 8,41
114,3 177,8 100,013 85,725 130,6 1120 3400 6 GEZ114ES 9,79
1778 100,013 85,725 130,6 1120 3400 6 GEZ114ES 2RS 9,79
120,65 187,325 105,562 90,475 137,6 1250 3750 6 GEZ120ES 11,5
187,325 105,562 90,475 137,6 1250 3750 6 GEZ120ES 2RS 11,5
127 196 111,125 95,25 145,3 1400 4150 6 GEZ127ES 13,5
196 111,125 95,25 145,3 1400 4150 6 GEZ127ES 2RS 13,5
152,4 222,25 120,65 104,775 168,2 1730 5200 5 GEZ152ES 17,5
222,25 120,65 104,775 168,2 1730 5200 5 GEZ152ES 2RS 17,5

*The sizes are not binding.
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Spherical plain radial bearings

with two piece outer ring

Dimensions Load ratings o Designation Weight
d D B C d1 min. dyn. stat.
mm kN kN — kg
12 22 11 9 14 12,9 39,2 7 GE12XSK 0,019
15 26 13 11 17,5 19,5 57.8 6 GE15XSK 0,028
20 32 16 14 23 31,3 94,8 4 GE20XS K 0,053
22 37 19 16 25,5 40,3 122 6 GE22XS K 0,085
25 42 21 18 29 51,1 155 5 GE25XS K 0,116
30 50 27 23 36 81,2 248 6 GE30XS K 0,225
35 55 30 26 40 103 314 5 GE35XS K 0,302
40 62 33 28 44 122 370 6 GE40XS K 0,375
45 72 36 31 50,5 152 461 5 GE45XS K 0,598
50 80 42 36 58,5 225 622 5 GE50XS K 0,869
55 90 47 40 64,5 253 768 6 GE55XS K 1,26
60 100 53 45 72,5 321 980 6 GE60XS K 1,72
65 105 55 47 76 350 1060 5 GE65XS K 2,05
70 110 58 50 81,5 396 1220 5 GE70XS K 2,23
75 120 64 55 89,5 478 1450 5 GE75XS K 3,01
80 130 70 60 97,5 571 1730 5 GE80XS K 3,98
85 135 74 63 100,5 624 1890 6 GE85XS K 4,31
90 140 76 65 105,5 670 2030 5 GE90XS K 4,72
95 150 82 70 113,5 776 2350 5 GE95XS K 6,05
100 160 88 75 121,5 891 2700 5 GE100XS K 7,43
110 170 93 80 130 1010 3070 5 GE110XSK 8,54
115 180 98 85 132,5 1110 3370 5 GE115XS K 10,3
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Spherical plain radial bearings

with two piece outer ring

GE....XSK
Dimensions Load ratings Designation Weight
d D B C di min.  dyn. stat.
mm kN kN — kg
120 190 105 90 140 1250 3780 GE120XS K 12,4
130 200 110 95 148.,5 1390 4220 GE130XSK 13,8
150 220 120 105 166 1710 5170 GE150XS K 171

*The sizes are not binding.
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Spherical plain radial bearings with two seals

and two piece outer ring

GEK

XS2ES

Dimensions Load ratings o* Designation Weight
d D B C di min.  dyn. stat.
mm kN kN — kg
25 68 40 28 30 117 590 19 GEK25XS 2RS 0,516
30 70 47 32 37,3 163 813 19 GEK30XS 2RS 0,785
35 80 54 38 44,5 226 1130 17 GEK35XS 2RS 1,23
40 90 64 44 48 298 1490 19 GEKA40XS 2RS 1,83
45 100 72 52 54 398 1990 17 GEKA45XS 2RS 2,56
50 110 80 58 60 493 2450 17 GEK50XS 2RS 3,43
55 125 90 64 63,2 598 2990 19 GEK55XS 2RS 5,02
60 135 98 72 69,3 732 3660 17 GEK60XS 2RS 6,43
*The sizes are not binding.
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Dimensions

Ball joint rod ends with one shank

Loadratings o* Designation weight
d dy domin Lmax lymin I2 Iamax S1 C D dyn. stat
mm kN kN — kg
M5 9 275 8 8 19 7 6 16 24 62 25 SQD5C 0,014
Me 10 335 11 88 238 8 675 18 32 81 25 SQD6C 0,021
M8 12 41 12 11,6 28,6 10 9 22 55 14 25 SQD8C 0,042
10 M10x1,25 14 49 15 142 34,2 11 105 26 7.8 20 25 SsaQD10C 0,067
12 Mi2x1,25 19 55,1 17 15,1 38,1 16 12 30 10 27 25 SsaQDi12C 0,108
14 Mi4x1,25 19 70,7 22 16,8 51,3 16 13,5 34 13 35 20 SaQD14C 0,167
16 M16x1,25 22 763 23 18 545 18 15 38 17 45 20 SsQD16C 0,238

*The sizes are not binding.

To line SF1 material on the surface of spherical plain.
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Winding shape ball joint rod ends

//A

Lz A?////,,.

////

////////

L
SQ....CRS
Dimensions
d d1 d2 d3 | I I2 I3 S1 L L4
min max max min max max
mm
5 M5 9 20 30 8 10 21 7 36 27
M5 9 20 30 8 10 21 7 36 27
6 M6 10 20 36 1 11 26 8 40,5 30
M6 10 20 36 1 11 26 8 40,5 30
8 M8 12 24 43,5 12 14 31 10 49 36
M8 12 24 43,5 12 14 31 10 49 36
10 M10x1,25 14 30 51,5 15 17 37 11 58 43
M10x1,25 14 30 51,5 15 17 37 11 58 43
12 M12x1,25 19 32 57,5 17 19 42 16 66 50
M12x1,25 19 32 57,5 17 19 42 16 66 50
14 M14x1,5 19 38 73,5 2 21,5 56 16 75 57
M14x1,5 19 38 73,5 22 21,5 56 16 75 57
16 M16x1,5 22 44 79,5 23 23,5 60 18 84 64
M16x1,5 22 44 79,5 23 23,5 60 18 84 64
18 M18x1,5 25 45 90 25 26,5 68 21 93 71
M18x1,5 25 45 90 25 26,5 68 21 93 71
20 M20x1,5 29 50 90 25 27 68 24 99 77
M20x1,5 29 50 90 25 27 68 24 99 77
22 M22x1,5 29 52 95 26 28 70 24 109 84
M22x1,5 29 52 95 26 28 70 24 109 84
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Winding shape ball joint rod ends

Load ratings o Designation Weight

L2 L3 D1 D2 D3 S2 dyn. stat.

max  min max max max

kN kN — kg

4 14 9 12 18 10 2,7 9,2 25 SQ5C 0,025
4 14 9 12 18 10 2,7 9,2 25 SQ5C RS 0,025
5 14 10 13 20 10 3,6 12 25 SQ6C 0,039
5 14 10 13 20 10 3,6 12 25 SQ6CRS 0,039
5 17 12,5 16 25 13 57 19 25 SQ8C 0,068
5 17 12,5 16 25 13 57 19 25 SQ8CRS 0,068
6.5 21 15 19 29 16 8,2 27 25 SQ10C 0,112
6.5 21 15 19 29 16 8,2 27 25 SQ10CRS 0,112
6.5 25 17,5 22 31 18 11 37 25 SQ12C 0,164
6.5 25 17,5 22 31 18 11 37 25 SQ12CRS 0,164
8 26 20 25 35 21 14 48 25 sQ14C 0,254
8 26 20 25 35 21 14 48 25 SQ14CRS 0,254
8 32 22 27 39 24 16 53 20 SQ16C 0,336
8 32 22 27 39 24 16 53 20 SQ16C RS 0,336
10 34 25 31 44 27 18 61 20 SQ18C 0,464
10 34 25 31 44 27 18 61 20 SQ18C RS 0,464
10 35 27,5 34 44 30 18 612 20 SQ20C 0,538
10 35 27,5 34 44 30 18 612 20 SQ20CRS 0,538
12 41 30 37 50 30 22 75 16 SQ22C 0,713
12 41 30 37 50 30 22 75 16 SQ22CRS 0,713

*The sizes are not binding.

Available with thread M1,5 (SQ10 and SQ12) and M2 (SQ14 and SQ16 . .

C - to line SF1 material on the surface of spherical plain. The shank o ballr{/clnnt housing may be left - hand thread, for left - hand
thread, suffix "L" is added to bearings number and thread sign, e. g. SQL6C, M6L - 6H.
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Straightball joint rod ends

SQzZ..CRS
Dimensions
d d1 d2 d3 I I2 S1 L L1 L2 L3
min max min max max min
mm
5 M5 9 20 8 11 7 46 24 4 12
M5 9 20 8 11 7 46 24 4 12
6 Mé 10 20 1 12,2 8 55,2 28 5 15
Mé 10 20 11 12,2 8 55,2 28 5 15
8 M8 12 24 12 16 10 65 32 5 16
M8 12 24 12 16 10 65 32 5 16
10 M10x1,25 14 30 15 19,5 11 74,5 35 6,5 18
M10x1,25 14 30 15 19,5 11 74,5 35 6,5 18
12 M12x1,25 19 32 17 21 16 84 40 6,5
M12x1,25 19 32 17 21 16 84 40 6,5 20
14 M14x1,5 19 38 2 23,5 16 104,5 45 8 25
M14x1,5 19 38 22 23,5 16 104,5 45 8 25
16 M16x1,5 22 44 23 25,5 18 12 50 8 27
M16x1,5 22 44 23 25,5 18 112 50 8 27
18 M18x1,5 25 45 25 31 21 130,5 58 10 32
M18x1,5 25 45 25 31 21 130,5 58 10 32
20 M20x1,5 29 50 25 31 24 133 63 10 38
M20x1,5 29 50 25 31 24 133 63 10 38
22 M22x1,5 29 52 26 33 24 145 70 12 43
M22x1,5 29 52 26 33 24 145 70 12 43
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SQZ..CRS

Load ratings o* Designation Weight
D1 D2 D3 S2 dyn. stat.
max max max
mm kN kN — kg
9 12 17 10 1,7 5,7 15 SQZ5C 0,025
9 12 17 10 1,7 57 15 SQZ5C RS 0,025
10 13 20 10 2,2 7,5 15 SQzZ6C 0,040
10 13 20 10 2,2 75 15 SQZ6C RS 0,040
12,5 16 24 13 3,3 11 15 SQZ8C 0.075
12,5 16 24 13 3,3 11 15 SQZ8C RS 0.075
15 19 28 16 4,8 16 15 SQzZ10C 0,121
15 19 28 16 4,8 16 15 SQZ10C RS 0,121
175 22 32 18 6,6 22 15 SQzZ12C 0,187
175 22 32 18 6,6 22 15 SQZ12C RS 0,187
20 25 36 21 8,7 29 11 SQZ14C 0,277
20 25 36 21 8,7 29 11 SQZ14C RS 0,277
22 27 40 24 10 33 11 SQZ16C 0,361
22 27 40 24 10 33 11 SQZ16C RS 0,361
25 31 45 27 11 37 11 SQZ18C 0,539
25 31 45 27 11 37 11 SQZ18C RS 0,539
275 34 45 30 11 37 75 SQZ20C 0,575
275 34 45 30 11 37 75 SQZ20C RS 0,575
30 37 50 30 14 46 7,5 SQz22C 0,757
30 37 50 30 14 46 75 SQZ22C RS 0,757

*The sizes are not binding.
C - to line SF1 material on the surface of spherical plain. The shank of ball([)oint housing may be left - hand thread, for left - hand
thread, suffix "L" is added to bearings number and thread sign, eg. SQL6C, M6L - 6H.
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Combination (series e) rod ends
(ISO 6126 - 1982)

d, d H =i

NN

d
S

Dimensions
d B

C1 dq d2 ds h1 I3 l4 I5 dq
max min max min max max max
mm

6 4,5 7 21 M5 30 11 42 5 10

6 4,5 8 21 M6 30 11 42 5 1

6 4,5 8 21 Mé 30 11 42 5 1

8 8 6,5 10 24 M8 36 15 49 5 13
8 6,5 10 24 M8 36 15 49 5 13

10 9 7,5 13 29 M10 43 15 58 6,5 16
9 7,5 13 29 M10 43 15 58 6,5 16

12 10 8,5 15 34 M12 50 18 67 7 18
10 8,5 15 34 M12 50 18 67 7 18

15 12 10,5 18 40 M14 61 21 81 8 21
12 10,5 18 40 M14 61 21 81 8 21

12 10,5 18 40 M14 61 21 81 8 21

17 14 11,56 20 46 M16 67 24 90 10 24
14 11,5 20 46 M16 67 24 90 10 24

14 11,56 20 48 M16 67 24 90 10 24

20 16 13,6 24 53 M20x1,5 77 30 104 10 28
16 13,6 24 53 M20x1,5 77 30 104 10 28

16 13,6 24 53 M20x1,5 77 30 104 10 28

25 20 18 29 64 M24x2 94 36 126 12 35
20 18 29 64 M24x2 94 36 126 12 35

20 18 29 64 M24x2 94 36 126 12 35

30 22 20 34 73 M30x2 110 45 147 15 42
22 20 34 73 M30x2 110 45 147 15 42

22 20 34 73 M30x2 110 45 147 15 42

35 25 22 39 82 M36x3 125 60 167 15 48
25 22 39 82 M36x3 125 60 167 15 48

25 22 39 82 M36x3 125 60 167 15 48

40 28 24 45 92 M39x3 142 65 190 18 52
28 24 45 92 M39x3 142 65 190 18 52

28 24 45 92 M39x3 142 65 190 18 52

45 32 28 50 102 M42x3 145 65 199 20 58
32 28 50 102 M42x3 145 65 199 20 58

320 MT I+



~_| A |
‘ a
D
—d,—
S —
Load ratings o* Designation Weight
ds S dyn. st
max
mm kN kN — kg
13 10 3.4 8.1 13 SISE 0,016
13 11 3.4 8.1 13 SI6E 0,017
13 11 3.4 8.1 13 SleC** 0,017
16 13 55 12,9 15 SI8E 0,035
16 13 55 12,9 15 SI8C** 0,035
19 16 8,1 17,6 12 SIHOE 0,061
19 16 8.1 17,6 12 slioc** 0,061
22 18 10,8 24,5 10 SH2E 0,096
22 18 10,8 24,5 10 shac* 0,096
26 17 36 8 SI15ES 0,162
26 21 17 36 8 SI5ES 2RS 0,162
26 21 17 36 8 SI5C** 0,162
29 24 21 45 10 SH7ES 0,233
29 24 21 45 10 SI7ES 2RS 0,233
29 24 21 45 10 sH7c 0,233
34 30 30 60 9 SI20ES 0,324
34 30 30 60 9 SI20ES 2RS 0,324
34 30 30 60 9 Sl20C** 0,324
42 36 48 83 7 SI25ES 0,625
42 36 48 83 7 SI25ES 2RS 0,625
42 36 48 83 7 SI25C** 0,625
50 46 62 110 6 SI30ES 0,976
50 46 62 110 6 SI30ES 2RS 0,976
50 46 62 110 6 SI30C** 0,976
58 55 80 146 6 SI35ES 1,52
58 55 80 146 6 SI35ES 2RS 1,52
58 55 80 146 6 SI35C 2RS** 1,52
65 60 100 180 7 SI40ES 2,06
65 60 100 180 7 SI40ES 2RS 2,06
65 60 100 180 7 Sl40C 2RS** 2,06
70 65 127 240 7 SI45ES 2,72
70 65 127 240 7 SI45ES 2RS 2,72
MT K+
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Dimensions
d B

Combination (series e) rod ends

(ISO 6126 - 1982)

d, d H =i

NN

d
S

C1 dq d2 ds h1 I3 l4 I5 dq

max min max min max max max

mm
45 32 28 50 102 M42x3 145 65 199 20 58
50 35 31 55 112 M45x3 160 68 221 20 62
35 31 55 112 M45x3 160 68 221 20 62
35 31 55 112 M45x3 160 68 221 20 62
60 44 39 66 135 M52x3 175 70 247 20 70
44 39 66 135 M52x3 175 70 247 20 70
44 39 66 135 M52x3 175 70 247 20 70
70 49 43 77 160 M56x4 200 80 283 20 80
49 43 77 160 M56x4 200 80 283 20 80
49 43 77 160 M56x4 200 80 283 20 80
80 55 48 88 180 M64x4 230 85 325 25 95
55 48 88 180 M64x4 230 85 325 25 95
55 48 88 180 M64x4 230 85 325 25 95
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D
—d,—
S —
Load ratings o* Designation Weight
ds S dyn. stat.
max
mm kN kN = — kg
70 65 127 240 7 SI45C 2RS** 2,72
75 70 156 290 6 SI50ES 3,57
75 70 156 290 6 SI50ES 2RS 3,57
75 70 156 290 6 SI50C 2RS** 3,57
88 80 245 450 6 SI60ES 5,63
88 80 245 450 6 SI60ES 2RS 5,63
88 80 245 450 6 S160C 2RS** 5,63
98 85 315 610 6 SI70ES 8,33
98 85 315 610 6 SI70ES 2RS 8,33
98 85 315 610 6 SI70C 2RS** 8,33
110 95 400 750 6 SI80ES 13,04
110 95 400 750 6 SI80ES 2RS 13,04
110 95 400 750 6 SI80C 2RS** 13,04

SIL...ES - for left hand thread. Suffix "L" is added to bearings humber and thread sign, eg. SIL30ES. Sliding contact surface:
steel/steel. Available with increased thread.

“The sizes are not binding.

**Sliding contact surface: steel/PTFE.
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Combination (series e) rod ends
ISO 6126 - 1982

h
I
]
L
~d,~
SA...E/ES
SA..ES2RS
Dimensions Load ratings o* Designation  weight
d 1 di  d2 d3 h I 2 dyn. stat.
max min max min  max
mm kN kN — kg
6 45 7 21 M5 36 16 48 3,4 8,1 1 SAS5E 0,011
6 45 8 21 M6 36 16 48 3,4 8,1 13  SA6E 0,013
6 45 8 21 M6 42 21 48 3,4 8,1 13  SA6C** 0,013
8 8 6,5 10 24 M8 42 21 55 55 12,9 15  SAS8E 0,026
8 6,5 10 24 M8 42 21 55 55 12,9 15  SA8C** 0,026
10 9 75 13 29 M10 48 26 63 8,1 17,8 12  SA10E 0,044
9 75 13 29 M10 48 26 63 8,1 17,6 12 SA10C* 0,044
12 10 85 15 34 M12 54 28 71 10,8 24,5 10 SA12E 0,066
10 85 15 34 M12 54 28 71 10,8 24,5 10 SA12C* 0,066
15 12 106 18 40 M14 63 34 83 17 36 8 SA15ES 0,121
12 106 18 40 M14 63 34 83 17 36 8 SA15ES2RS (0,121
12 106 18 40 M14 63 34 83 17 36 8 SA15C** 0,121
17 14 115 20 46 M16 69 36 92 21 45 10 SA17ES 0,172
14 115 20 46 M16 69 36 92 21 45 10 SA17ES2RS 0,172
14 115 20 46 M16 69 36 92 21 45 10 SA17C* 0,172
20 16 135 24 53 M20x1,5 78 43 105 30 60 9 SA20ES 0,283
16 135 24 53 M20x1,5 78 43 105 30 60 9 SA20ES2RS 0,283
16 135 24 53 M20x1,5 78 43 105 30 60 9 SA20C** 0,283
25 20 18 29 64 M24x2 94 53 126 48 83 7 SA25ES 0,504
20 18 29 64 M24x2 94 53 126 48 83 7 SA25ES2RS 0,504
20 18 29 64 M24x2 94 53 126 48 83 7 SA25C** 0,504
30 22 20 34 73 M30x2 110 65 147 62 110 6 SA30ES 0,835
22 20 34 73 M30x2 110 65 147 62 110 6 SA30ES2RS 0,835
22 20 34 73 M30x2 110 65 147 62 110 6 SA30C** 0,835
35 25 22 39 82 M36x3 140 82 182 80 148 6 SA35ES 1,41
25 22 39 82 M36x3 140 82 182 80 148 6 SA35ES 2RS 1,41
25 22 39 82 M36x3 140 82 182 80 146 6 SA35C 2RS** 1,41
40 28 24 45 92 M39x3 150 86 198 100 180 7 SA40ES 1,86
28 24 45 92 M39x3 150 86 198 100 180 7 SA40ES 2RS 1,86
28 24 45 92 M39x3 150 86 198 100 180 7 SA40C 2RS** 1,86
45 32 28 50 102 M42x3 163 92 217 127 240 7 SA45ES 2,57
32 28 50 102 M42x3 163 92 217 127 240 7 SA45ES2RS 2,57
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Dimensions Load ratings o Designation Weight
d Ci di d2 d3 h 2 dyn. stat.
max min max min  max

mm kN kN — kg

45 32 28 50 102 M42x3 163 92 217 127 240 7 SA45C 2RS** 2,57

50 35 31 55 112 M45x3 185 104 246 156 290 6 SA50ES 3,58
35 31 55 112 M45x3 185 104 246 156 290 6 SA50ES2RS 3,58
35 31 55 112 M45x3 185 104 246 156 290 6 SA50C 2RS** 3,58

60 44 39 66 135 M52x3 210 115 282 245 450 6 SAG0ES 5,73
44 39 66 135 M52x3 210 115 282 245 450 6 SAG60ES2RS 5,73
44 39 66 135 M52x3 210 115 282 245 450 6 SA60C 2RS** 5,73

70 49 43 77 160 Mb56x4 235 125 318 315 610 6 SA70ES 7,94
49 43 77 160 M56x4 235 125 318 315 610 6 SA70ES2RS 7,94
49 43 77 160 M56x4 235 125 318 315 610 6 SA70C 2RS** 7,94

80 55 48 88 180 Me4x4 270 140 365 400 750 6 SAB0ES 12,06
55 48 88 180 M64x4 270 140 365 400 750 6 SA80ES2RS 12,06
55 48 88 180 M64x4 270 140 365 400 750 6 SA80C 2RS** 12,06

For left hand thread, suffix "L" is added to bearings number and thread sign, eg. SAL30ES. Sliding contact surface: steel/steel. Avail-
able with increased thread.

The sizes are not binding.
** Sliding contact surface: steel/PTFE.
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Rod ends for hydraulic components

S
di—-
d; d - i

| L

ISa L

77 ||

| |
L,
dy—
TAC....
Dimensions Designation
d S 1 | d2 d3 d4 S1 L L1
mm —
10 9 29 24 15 13 3 7 38,5 14 2 TAC 210
12 10 34 27 17,5 15 3 8 44 16 2 TAC 212
15 12 40 31 21 18 4 10 51 18 2,5 TAC215
17 14 46 35 24 20,5 4 11 58 20 3 TAC 217
20 16 53 38 27,5 24 4 13 65,4 23 3 TAC 220
25 20 64 45 33,5 29 4 17 77 27 4 TAC 225
30 22 73 51 40 34 4 19 87,5 30 4 TAC 230
35 25 82 61 47 39,5 4 21 102 37 4 TAC 235
40 28 92 69 52 45 4 23 115 44 5 TAC 240
45 32 102 77 58 50,5 6 27 128 48 5 TAC 245
50 35 112 88 62 56 6 30 144 58 6 TAC 250
60 44 135 100 70 66,5 6 38 167,5 68 8 TAC 260
70 49 160 115 80 77,5 6 42 195 78 10 TAC270
80 55 180 141 95 89 6 47 231 91 10 TAC 280
Contact surface: steel / steel
The sizes are not binding.
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Rod ends for hydraulic components

TAPR...N

cI:j)imenssions o : L d 43 de s S 1 L p Designation
mm —

20 16 56 50 17 36 25 24 19 17 80 25 M16x1,5 TAPR420 N
25 20 56 50 17 36 25 29 23 21 80 28 M16x1,5 TAPR425N
30 22 64 60 23 40 32 34 28 26 94 30 M22x1,5 TAPR430N
35 25 78 70 29 50 40 395 30 28 112 38 M28x1,5 TAPR 435N
40 28 94 85 36 60 49 45 35 33 135 45 M35x1,5 TAPR440N
50 35 116 105 46 72 61 56 40 37 168 55 M45x1,5 TAPR450 N
60 44 130 130 59 90 75 66,5 50 46 200 65 M58x1,5 TAPR460 N
70 49 154 150 66 100 86 775 55 51 232 75 M65x1,5 TAPR470N
80 55 176 170 81 125 102 89 60 55 265 80 M80x2  TAPR 480N
90 60 206 210 101 146 124 98 65 60 323 90 M100x2 TAPR490 N
100 70 230 235 111 166 138 109,5 70 65 360 105 M110x2 TAPR495N
110 70 265 265 125 190 152 121 80 75 407,5 115 M120x3 TAPR496 N
120 85 340 310 135 257 172 1355 90 85 490 140 M130x5 TAPR497 N

Contact surface: steel / steel.
The sizes are not binding.
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Rod ends for hydraulic components

=S

N
NN
Y.

2

Z

74

TAPR...U

Dimensions Designation
d S d1 | Lt d2 d3 d4 S1 S2 L L1 f

mm —

20 16 56 50 17 36 25 24 19 17 80 25 M16x1,5 TAPR520U
25 20 56 50 17 36 25 29 23 21 80 28 M16x1,5 TAPR525U
30 22 64 60 23 40 32 34 28 26 94 30 M16x1,5 TAPR530U
35 25 78 70 29 50 40 39,5 30 28 112 38 M28x1,5 TAPR535U
40 28 94 85 36 60 49 45 35 33 135 45 M35x1,5 TAPR540U
50 35 116 105 46 72 61 56 40 37 168 55 M45x1,5 TAPR550U
60 44 130 130 59 90 75 665 50 46 200 65 M58x1,5 TAPR560U
70 49 154 150 66 100 86 775 55 51 232 75 Me5x1,5 TAPR570U
80 55 176 170 81 1256 102 89 60 55 265 80  M80x2 TAPR 580U
90 60 206 210 101 146 124 98 65 60 323 90 M100x2  TAPR590 U
100 70 230 235 111 168 138 109,5 70 65 360 105 M110x2 TAPR595U
110 70 265 265 125 190 152 121 80 75 407,5 115 M120x3 TAPR596 U
120 85 340 310 135 257 172 135 90 85 490 140 M130x5 TAPR597U

R
328 MT I+



Rod ends for hydraulic components

di
7 ‘
e
d, d II —
J_“: ////"7/ f L
IV |
b / ’ ‘ ‘
|
|
TPN....
cl:’)imensions s d i d s 1 Dessignation
mm —
20 16 50 38 24 19 63 TPN 320
25 20 55 45 29 23 72,5 TPN 325
30 22 65 51 34 28 83,5 TPN 330
35 25 83 61 39,5 30 102,5 TPN 335
40 28 100 69 45 35 119 TPN 340
45 32 110 77 50,5 40 132 TPN 345
50 35 123 88 56 40 149,5 TPN 350
60 44 140 100 66,5 50 170 TPN 360
70 49 164 115 77,5 55 197 TPN 370
80 55 180 141 89 60 231 TPN 380
90 60 226 150 98 65 263 TPN 390
100 70 250 170 109,5 70 295 TPN 395
110 70 295 185 121 80 332,5 TPN 396
120 85 360 210 135,5 90 390 TPN 397

Contact surface: steel / steel
The sizes are not binding.
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Rod ends for hydraulic components
DIN 24555

I & [
|
t ‘ 11
i \ .
I
|
ds
7
--/ ‘// N )
+ !
L] ////A//..
TAPR...DO
Dimensions Designation
d B d2  di  ds d4 ds Cq C2 h1 I3 la 17
mm —
12 10 32 15 M10x1,25 17 40 8 13 42 15 58 18 TAPR701DO
16 14 42 20 M12x1,25 21 45 11 13 48 17 69 22 TAPT702DO
20 16 50 25 M14X1,5 25 55 13 17 58 19 83 28 TAPR.703DO
25 20 62 29 M16X1,5 30 62 — 68 23 99 34 TAPR 704 DO
30 22 76 34 M20X1,5 36 80 19 — 85 29 123 38 TAPR705DO
40 28 96 45 M27X2 45 90 28 — 105 37 153 48 TAP 706 DO
50 35 116 55 M33X2 55 105 30 — 130 46 188 62 TAPR707DO
60 44 150 66 M42X2 68 134 38 — 150 57 255 74 TAPR708DO
80 55 195 88 M48X2 78 156 47 — 185 64 282,5 98 TAPR709DO
100 70 235 109 M64X3 100 190 57 — 240 86 357,5 122 TAPR710DO
The sizes are not binding.
Contact surface: steel / steel
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Rod ends for hydraulic components
DIN 24338

L
TAPR...CE

cI:’)imenssionsd1 L d ds da s S 1 L p Designation
mm —

12 12 32 3 17 32 16 155 105 12 54 14  Mi2x1,25 TAPR612CE
16 16 40 44 19 40 21 20 13 11,5 64 18 M14x1,5 TAPR616 CE
20 20 47 52 23 47 25 25 17 14 77 22 M16x1,5 TAPR 620 CE
25 25 58 65 29 54 30 30,5 21 17 96 27 M20x1,5 TAPR 625 CE
32 32 70 80 37 66 38 38 27 22 118 32 M27x2 TAPR 632 CE
40 40 89 97 46 80 47 46 32 26 1455 41 M33x2 TAPR 640 CE
50 50 108 120 57 96 58 57 40 32 179 50 M24x2 TAPR 650 CE
63 63 132 140 64 114 70 71,5 52 38 211 62 M48x2 TAPR 663 CE
70 70 155 160 76 135 80 79 57 42 245 70 M56x2 TAPR 670 CE
80 80 168 180 86 148 90 91 66 48 270 78 M64x3 TAPR 680 CE
90 90 185 195 91 160 100 99 72 52 296 85 M72x3 TAPR 690 CE
100 100 210 210 96 178 110 113 84 62 322 98 M80x3 TAPR 695 CE
110 110 235 235 101 190 125 124 88 62 364 105 M90x3 TAPR 696 CE
125 125 264 260 106 200 135 138 103 72 405 120 M100x3  TAPR 697 CE

Contact surface: steel / steel

The sizes are not binding.
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Rod ends

ISO 6126 - 1982

D—~
L,
POS
POS...EC
Dimensions Load Designation weight
ratings
d di1 B1 E B D S L1 L2 dyn. stat.
mm kN kN — kg
5 7,7 8 11,11 7 16 M 5x0,8 33 20 3,2 7 POS 5* 0,014
7,7 8 11,11 7,5 18 M5 33 20 3,2 7 POS 5EC** 0,014
6 9 9 12,70 7 18 M6x1 36 22 35 8 POS 6* 0,019
8,9 9 12,70 7,5 0 M6 36 22 35 8 POS 6 EC* 0,019
8 104 12 1588 9 22 M8x1,25 42 25 58 13 POS 8* 0,036
10,3 12 1588 95 24 M8 42 25 58 13 POS 8 EC** 0,036
10 12,9 14 19,05 11 26 M10x1,5 48 29 86 18 POS 10* 0,060
12,9 14 19,05 11,5 30 M10 48 29 8,6 18 POS 10 EC** 0,070
12 15,4 16 22,23 12 30 M12x1,75 54 33 11,5 24 POS 12* 0,089
15,4 16 22,23 125 34 M12 54 33 11,5 24 POS 12 EC** 0,110
14 16,9 19 25,40 14 34 M14x2 60 36 17,5 36 POS 14* 129
16,8 19 25,40 145 38 Mi4 60 36 17,5 36 POS 14 EC* 0 130
16 19,4 21 28,58 15 38 M16X2 66 40 20 40 POS 16* 181
19,3 21 28,58 155 42 M16 66 40 20 40 POS 16 EC** 0 1220
17 20,6 22 30,16 16 40 M16x1,5 69 42 22 45 POS 17* 0,206
18 21,9 23 31,75 17 42 M18x1.,5 72 44 27 50 POS 18* 0,250
21,8 23 31,75 17,5 46 M18X1,5 72 44 27 50 POS 18 EC** 0,290
20 244 25 34,93 18 46 M20x1,5 78 47 31 60 POS 20* 0,333
243 25 34,93 18,5 50 M20X1,5 78 47 31 60 POS 20 EC** 0,360
22 25,9 28 38,10 20 50 M22x1,5 84 51 43 72 POS 22* 430
25,8 28 38,1 21 56 M22X1,5 84 51 43 72 POS 22 EC** O 1490
25 29,5 31 4286 22 56 M24x2 94 57 50 85 POS 25* 0,575
29,5 31 42,86 23 60 M24X2 94 57 50 85 POS 25 EC** 0,65
28 323 35 4759 25 66 M27x2 103 62 60 90 POS 28* 0,800
32,2 35 47,59 26 66 M27X2 103 62 60 90 POS 28 EC** 0 870
30 349 37 50,80 26 67 M30x2 110 66 66 110 POS 30* 0,996
348 37 50,80 27 70 M30X2 110 66 66 110 POS 30 EC** 1,060

*For left hand thread, suffix "L" is added to bearings number and thread sign, eg. TSML. Sliding contact surface: steel/steel. Avail-
able with increased thread. Sliding contact surface: steel/bronze.

**For left hand thread, suffix "L" is added to bearings number and thread sign, eg. TSML...C. Sliding contact surface: steel/steel.
Available with increased thread. Sliding contact surface: steel/PTFE. The sizes are not binding.
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ISO 6126 - 1982

Rod ends

PHS
PHS..EC

Weight

Design.

Dimensions

Rating
load
dyn.

stat.

Lo D2 D3 11 W

L1

B1

d4

kg

mm

24 22 27
24 22 27
24 22 27
24 22 27
25 24 31

25 43
43
75 50
25 50
50
64
5 64
64
5 64
5 67
5 71

0x1,25 43
2x1,
2x1,
2x1,25 50

0x1,5 43
2

0x1
0
6x2
6x1
6
6x1
40 M1iex1
42  M18x1

175 46 Mi18

45 PHS 17 0,259

10 27 22

16
17

17 20,6 22 30,16

72 PHS 22
72 PHS 22EC
85 PHS 25

12 32 43
12 34 43
12 36 50
12 36 50

7
5 77
77
5 84
84
94
94

B
3
3

46 M20x1
18,5 50 M20
50 M22x1
56 M22
56 M24x2
60 M24
66 M27x2
66 M27
67 M30x2
70 M30

18

85 PHS 25EC 0,810

5 42
37 46
37 46

45 40 50
45 40 50

3

36 33

42,86 23

25 295 31

950
120

S 28 0,
S 28EC 1’

PH
PH

60 90
60 90

41
4

14
14

103 41
103 41

28 323 35 4759 25
32,2 35 47,59 26

66

15 4
15 46 66
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Spherical plain bearings
H

\\\\\\\\\\\

W
SSR

Dimensions Max static Designation weignt
B W H (0] D R S E o Irggglratlrglsal
mm kN kN — kg
5 8 7 7,71 16 0,5 1,5 11,11 24 9,30 2,30 SSR 5 0,010
6 9 7 8,96 18 0,5 1,5 12,7 28 10,70 2,70 SSR 6 0,012

12 9 10,4 22 0,5 1,5 15,88 25 17,20 4,30 SSR 8 0,024
10 14 " 12,92 26 0,5 1,5 19,05 23 25,10 6,30 SSR 10 0,040
12 16 12 15,43 30 1 2 22,23 24 32,00 8,00 SSR 12 0,058
14 19 14 16,86 34 1 2 25,4 23 42,70 10,70 SSR14 0,086
15 20 14 18,2 36 1 2 26,99 24 4530 11,30 SSR15 0,098
16 21 15 19,39 38 1 2 28,58 24 51,40 12,90 SSR16 0,116
17 22 16 20,63 40 1 2,5 30,16 23 57,90 1450 SSR17 0,135
18 23 17 21,89 42 1,5 25 31,75 23 64,80 162,0 SSR18 0,157
20 25 18 24,38 46 1,5 2,5 34,93 24 75,40 18,90 SSR20 0,200
22 28 20 25,84 50 1,5 25 381 23 91,40 2290 SSR22 0,262
25 31 22 29,6 56 1,5 3 42,86 23 113,20 28,30 SSR25 0,362
28 35 25 32,29 62 1,5 3 47,83 22 142,90 35,70 SSR28 0,500
30 37 26 34,81 67 2 3 50,8 23 158,50 39,60 SSR30 0,608

Materials: n]%%ﬂ@!;g;ezzl
The sizes arga”J%%%mg. steel
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Ball joint rod end with spring clamping
DIN 71802

CH
B BS

Dimensions Weight
a b e f g h k CH* BandBS
H9/h8 ht1

mm g
8 M5 9 5 4 8 22 10,2 7 12,85
8 M5 9 5 7.5 8 22 10,2 7 13,35
10 M6 11 6 4,5 10 25 11,5 8 21,3
10 M6 11 6 8 10 25 11,5 8 22
13 M8 13 8 5 13 30 14 11 43,2
13 M8 13 8 10 13 30 14 11 45
16 M10 16 10 6 16 35 15,5 13 82,3
16 M10 16 10 13 16 35 15,5 13 86,6
19 M14x1.,5 20 14 12 22 45 21,5 17 181
19 M14x2 20 14 18 22 45 21,5 17 188,7

Surface: zinc - plating FeZn7 Uni 4721 - or coarse oiled surface by request.
*Clamping plains.

C45 special. e

The sizes are not binding.
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Ball joint rod end with spring clamping

and safety ring
DIN 71802

== H
A AS
Dimensions Weight
a b c d e g h L1 ) k CH* AandAS
H9/h8 hit
mm g
8 M5 10 9 5 8 22 25,2 28,5 10,2 7 15,2
10 M 6 12 11 6 10 25 30,2 32,5 11,5 8 25,2
13 M8 16 13 8 13 30 38,2 39,5 14 11 53,1
16 M10 19 16 10 16 35 47.5 7 15,5 13 102,8
19 M14x1,5 27 20 14 22 45 62,5 60 21,5 17 220,9
19 M14x2 27 20 14 22 45 62,5 60 21,5 17 220,9

Surface: zinc - plating FeZn7 Uni 4721 - or coarse oiled surface by request.
*Clamping plains.

C45 special. .

The sizes are not binding.
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